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FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS AND/OR SYSTEMS DESCRIBED HERE IN OR RELATED ITEMS CAN CAUSE
DEATH, PERSONAL INJURY AND PROPERTY DAMAGE.

This document and other information from Fairview, its subsidiaries and authorized distributors provide product and / or system options for further investigation by users
having technical expertise. It is important that you analyze all aspects of your application and review the information concerning the product or system, in the current
catalogue. Due to the variety of operating conditions and applications for these products or systems, the user, through its own analysis and testing, is solely
responsible for making the final selection of the products and systems and assuming that all performance, safety and warning requirements are met.

AGGRESSIVE WATER WARNING:

Water quality can significantly influence the life of Fairview products. Test for corrosive elements, acidity and other relevant

contaminants, including chlorine and treat water appropriately. Failure to do so will void warranty and may lead to premature failure of tubes, valves and fittings. The
product described herein, including without limitation, product features, specifications, designs, availability and pricing, are subject to change by Fairview and its subsid-
iaries at any time without notice.

LA DEFAILLANCE, LA MAUVAISE SELECTION OU LE MAUVAIS USAGE DES PRODUITS OU SYSTEMES DECRITS CI-DESSOUS OU ARTICLES CONNEXES
PEUT CAUSER LA MORT, DES BLESSURES CORPORELLES OU DES DOMMAGES MATERIELS.

Ce document et les autres renseignements fournis par Fairview, ses filiales et distributeurs autorisés offrent des options de produits ou systémes pour les utilisateurs
ayant de I'expertise technique. Il est important d’analyser tous les aspects de votre application et de revoir I'information concernant le produit ou systéme dans le
catalogue actuel. A cause des conditions de fonctionnement et des applications variées de ces produits ou systémes, Iutilisateur, par sa propre analyse et ses essais,
est le seul responsable de la sélection finale des produits et systémes, en présumant que toutes les exigences de rendement, de sécurité et d'avertissement sont
respectées.

AVERTISSEMENT RELATIF A LEAU AGRESSIVE

La qualité de I'eau peut avoir une incidence sur la durée de vie des produits Fairview. Analyser I'eau pour vérifier le niveau d'acidité, la présence d'éléments corrosifs
ou d’autres polluants connexes, y compris le chlore, et traiter I'eau en conséquence. L'inobservation de cet avertissement annulera la garantie et pourrait causer la
défaillance prématurée des tubes, des robinets et des raccords. Le produit décrit aux présentes, y compris mais sans s’y limiter, les caractéristiques du produit, spécifi-
cations, conceptions, disponibilité et prix sont sujets a changement par Fairview et ses filiales en tout temps et sans préavis.

LA FALTA DE SELECCION, UNA SELECCION INADECUADA O EL USO INDEBIDO DE LOS PRODUCTOS, SISTEMAS O ARTICULOS AFINES QUE SE
DESCRIBEN AQUi PUEDEN CAUSAR LA MUERTE, LESIONES A LAS PERSONAS Y DANOS A LA PROPIEDAD.

Este documento, junto con otra informacién de parte de Fairview, sus subsidiarias y distribuidores autorizados ofrecen opciones de productos o sistemas para que
los usuarios que tengan pericia técnica realicen una investigacion posterior. Es importante que analice todos los aspectos de su aplicacion y revise la informacion del
presente catalogo con respecto al producto o sistema. Debido a la diversidad de condiciones operativas y aplicaciones de estos productos o sistemas, el usuario - a
través de su propio analisis y prueba - es el Unico responsable de hacer la seleccion final de los productos y sistemas, y de que se cumplan todos los requisitos de
rendimiento, seguridad y advertencia.

ADVERTENCIA DE AGUA AGRESIVA:

La calidad del agua puede influir en forma significativa en la vida de los productos Fairview. Haga los analisis necesarios para determinar si existen elementos corro-
sivos, acidez y otros contaminantes pertinentes, incluso cloro, y trate al agua de manera adecuada. El incumplimiento de este requisito anulara la garantia y podria
causar la falla prematura de los tubos, las valvulas y los accesorios.Los productos que se describen en el presente, que incluyen sin ningun limite, las caracteristicas,
las especificaciones, los disefios, la disponibilidad y los precios de los productos, estan sujetos a cambios sin aviso en cualquier momento por parte de Fairview y sus
subsidiarias.
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RV.FIELD KIT ..

STEEL GREASE FITTINGS AND KITS ..
SWEAT FITTINGS - BRASS ........cccoovvvne.

THREADED SLEEVE FITTINGS - BRASS........cccocvnien.
WATER HOSE FITTINGS AND ACCESSORIES
WELDING FITTINGS - BRASS ..o



BRASS S.A.E. 45° FLARE

FORGED NUT
Long

Standard Type
PART No. Tube
394 1/4
39-6 3/8
39-8 112
39-10 5/8
39-12 3/4

FORGED NUT

Short

Standard Type
PART No. Hex Size Tube
40-3 12 3/16
40-4 518 1/4
40-5 11116 5116
40-6 13/16 3/8
40-8 15/16 12
40-10 1-1116 518
40-12 1-5/16 3/4
40-14 1-39/64 718

Reducing

40R-64 13/16 3/81to 1/4
40R-86 15/16 1/2t0 3/8
40R-108 1-1116 5/8to 1/2

Note: Fairview 40 series flare nuts are hot forged and
marked C37700 in accordance with CAN/CSA-B149
gas installation code requirements.

Lead Free

Part No.
LF-40-12 1-5/16 3/4

iy MILLED NUT

H Short Type
PART No. Length Tube
418-3 5/8 3/16
4184 3/4 1/4
4185 718 5/16
41S-6 1 3/8
41S-8 1-1/8 12
Lead Free
Part No.
LF-41S-4 3/4 1/4
LF-41S-6 718 3/8

Forged Nuts

FO41S-6 1 3/8
FO41S-8 1-1/8 12
FO41S-10 1-5/16 5/8
FO41S8-12 1112 3/4

NOTE: For reducing size use 40R series.

MILLED NUT
Long Type
PART No. Length Tube
41-3 13/16 316
41-4 15/16 1/4
41-5 1-1/8 5/16
41-6 1-5/16 3/8
41-8 1-5/8 12
41-10 1-7/8 5/8
41-12 2-3/16 3/4

BULKHEAD - UNION
UNION [ — COUPLING
Tube to Tube i Tube to Tube
PART No. Tube
PART No. Tube Description 42-2 18
31-6 3/8 includes L.N. 42-3 3/16
31-8 1/2 includes L.N. 42-4 1/4
425 5/16
Note: Locknuts supplied in steel. 426 3/8
42-8 112
4210 5/8
42-12 3/4
Reducing
PART No. Tube
TUBE 42R-64 358 o 114
— COUPLING 42RE5 B 6 56
ln.-._.. >4 Female Flare to 42R-84 12 to 114
— Female Flare 42R-86 112 to 3/8
42R-106 5/8 to 3/8
PART No. Tube 42R-108 5/8 to 112
32-4 114 42R-128 3/4 to 12
32-6 3/8
CONNECTOR
Female Flare
to
Female Pipe
TUBE
= - j COUPLING PART No. Tube Pipe
‘ X m" o Swivel Flare 30-6B 318 1/4
(FORGED NUTS)
PART No. Tube
344 114 CONNECTOR
34.5 5/16 Female Flare to
346 38 Male Pipe
34-8 112
34-10 5/8 PART No. Tube Pipe
34-12 34 33-4A 1/4 1/8
Reduc 33-4B 114 114
eaucin
34R-64 38to 1/4? 3368 I8 "
34R-86 11210 3/8 3360 38 38
33-8C 12 3/8
33-8D 12 12
M CONNECTOR
TUBE “ Fe-::;z .:’ci,pe
COUPLING
Female Flare to
Male Flare PART No. Tube Pipe
we oo |5 e
PART No. Female Male
3546 114 38 46-4B 1/4 1/4
35-64 3/8 1/4 46-4C 1/4 3/8
35-68 3/8 12 46-4D 1/4 12
35-84 112 114 46-5A 5/16 118
35-86 12 3/8 46-5B 5/16 1/4
35-810 112 5/8 46-6A 3/8 18
35-108 5/8 12 46-6B 3/8 14
46-6C 3/8 3/8
46-6D 3/8 12
46-6E 3/8 3/4
46-8B 112 1/4
46-8C 112 3/8
46-8D 12 12
Lead Free refers to the wetted surface 46-8E 12 34
of pipe, fittings and fixtures in potable 46-10D 5/8 12
water systems that have a weighted 46-10E 58 34
average lead content less than or 46-12D 34 12
equal to 0.25%. 46-12E 34 34

2




BRASS S.A.E. 45° FLARE

,_h CONNECTOR 90° ELBOW
Tube To Tube To
” Male Pipe Male Pipe
PART No. Tube Pipe
48-2A 18 18 Lead Free
48-3A 3/16 1/8 PART No. Tube Pipe
48-4A 14 18 LF-49-4A 114 118
48-4B 1/4 1/4 LF-49-4B 1/4 1/4
48-4C 1/4 318 LF-49-6B 3/8 114
484D 1/4 12 LF-49-6C 3/8 3/8
48-5A 5/16 1/8 LF-49-8C 112 3/8
48-5B 5/16 1/4 LF-49-8D 112 112
48-5C 516 3/8 LF-49-12E 3/4 3/4
48-6A 3/8 118
48-6B 318 14
48-6C 3/8 3/8
48-6D 318 12
48-6E 3/8 3/4
48-8B 112 1/4
48-8C 112 3/8 90° ELBOW
48-8D 112 112
48-8E 12 3/4 TUb? To
48-10C 5/8 38 Swivel
48-10D 5/8 112 Female Flare
48-10E 5/8 3/4
48-12D 3/4 112 PART No. Tube
48-12E 3/4 3/4 47-44 1/4
48-14E 718 3/4 47-66 3/8
48-16E 1 3/4
48-16H 1 1
Lead Free
PART No.
LF-48-4A 114 118 o
LF-48-4B 114 114 90° ELBOW
LF-48-6B 38 114 Tube
LF-48-6C 318 318 To
LF-48-8C 112 3/8 Female Pipe
LF-48-8D 112 112
LF48-12E 34 34 PART No. Tube Pipe
50-4A 114 1/8
50-4B 114 1/4
50-6A 3/8 1/8
50-6B 3/8 1/4
50-6C 3/8 3/8
50-6D 3/8 112
50-6E 3/8 3/4
50-8B 112 1/4
50-8C 112 3/8
90° ELBOW 50-8D 112 112
Tube To 50-8E 112 3/4
Male Pipe 50-10C 5/8 3/8
50-10D 5/8 112
50-10E 5/8 3/4
PART No. Tube Pipe gggg gﬁj ;ﬁ
49-2A 118 118
49-3A 3/16 118
49-4A 1/4 118
4948 1/4 1/4
49-4C 1/4 3/8
494D 1/4 112
49-5A 5/16 118 =
49-5B 5/16 114 90° ELBOW
49-5C 5/16 3/8 Tube
49-6A 3/8 118
49-6B 3/8 1/4 To
49-6C 38 38 Tube
49-6D 3/8 112
49-6E 3/8 3/4 PART No. Tube
49-88 12 14 554 1/4
49-8C 12 38 555 516
49-8D 12 12 556 3/8
49-8E 12 3/4 558 12
49-10C 5/8 38 55-10 5/8
49-10D 5/8 12 55-12 3/4
49-10E 5/8 3/4 Reducing
49-12D 3/4 12 55R-64 3/8to 1/4
49-12E 3/4 3/4 55R-84 112t0 1/4
49-12H 3/4 1 55R-86 1/2t0 3/8
49-16H 1 1 55R-108 5/81t0 1/2

F v 45° ELBOW
Tube
To
Male Pipe
PART No. Tube Pipe
54-4A 1/4 1/8
54-4B 1/4 1/4
54-4C 1/4 3/8
54-5A 5/16 1/8
54-58 5/16 1/4
54-6B 3/8 1/4
54-6C 3/8 3/8
54-6D 3/8 112
54-8C 112 3/8
54-8D 112 112
54-10D 5/8 112
54-12D 3/4 112
54-12E 3/4 3/4
TEE
Tube
To
Female Pipe
PART No. Tube Pipe
36-4B 1/4 1/4
36-6B 318 1/4
36-6C 318 38
36-6D 318 112
36-8C 112 318
36-8D 112 112
TEE
Ends Male
And Female
Pipe
Center Tube
PART No. Tube Pipe
53-4A 1/4 1/8
TEE
Ends Tube
: And Male Pipe
- Center Tube
PART No. Tube Pipe
51-4A 1/4 1/8
51-4B 1/4 1/4
51-6B 3/8 1/4
51-6C 38 38
51-6D 3/8 112
51-8C 112 3/8
51-8D 112 112
51-10D 5/8 112

Lead Free refers to the wetted surface
of pipe, fittings and fixtures in potable
water systems that have a weighted
average lead content less than or
equal to 0.25%.




BRASS S.A.E. 45° FLARE

Tee TEE Sealing
- e Tube Ends Tube Cap
i3 Three Ends Center Nut
- Male Pipe
PART No. Tube
PART No. Tube PART No. Tube Pipe 56-4 174
44-2 118 i 56HP-4 Heavy Patttern 1/4
4547 114 118
44-3 3116 56-5 5/16
45-4B 114 114
44-4 1/4 56-6 3/8
45-6B 38 114
445 5116 56-8 112
45-6C 38 38
44-6 3/8 . 56-10 5/8
45-6D 38 112
44-8 112 i 56-12 3/4
45-8B 112 114
44-10 5/8
45-8C 112 38
12 3 45-8D 112 112
450D 5/8 102 - Sealin
45-12D 34 112 - 9
45-12E 34 34 w Plug
PART No. Tube
1 2 Tee 58-4 114
o Tube 4 W
= Three Ends 58.8 112
= CROSS 58-10 5/8
3 Tube 58-12 3/4
REDUCING Four End
PART No. 1 2 3 b 2 FourEnds
44R-64 38 38 114
44R-68 3 38 102 ; Copper Flare
44R-84 112 112 1/4 Gasket
44R-86 112 112 3/8 y
44R-866 1" o 38 EZA_F;T No. T;/lge PART No. Tube
44R-868 112 38 112 o " 59-4 114
44R-810 112 112 5/8 59-6 318
44R-106 5/8 5/8 38 59-8 112
44R-108 5/8 5/8 112 59-10 5/8
44R-1088 5/8 112 112 59-12 3/4
HVAC SERVICE KIT

Designed for HVAC Gas System Maintenance

PART No. FKGF-KIT-1 (Service Kit Selection)
Includes a selection of products for the service / maintenance of gas

systems.

Single sided carry case, with handle.

Gas Systems should only be
maintained by Licensed
Technicians.

Part No.  Description

40-6 3/8 Flare Nut

40-8 1/2 Flare Nut

42-6 3/8 Flare Union

42-8 1/2 Flare Union

48-6B 3/8 Flare to 1/4 Pipe
48-6C 3/8 Flare to 3/8 Pipe
48-6D 3/8 Flare to 1/2 Pipe
48-8C 1/2 Flare to 3/8 Pipe
48-8D 1/2 Flare to 1/2 Pipe
49-6B 3/8 Flare to 1/4 Pipe Elbow
49-6C 3/8 Flare to 3/8 Pipe Elbow
49-8C 1/2 Flare to 3/8 Pipe Elbow

2
<

NN NNDNDNDNDDND W

i

= =

PART N
49-8D
56-4
56-6
56-8
58-4
58-6
58-8
58-10
60-2
60-3
60-4
61-2

Kit Dimensions
Height: 11.75 In.
Width: 14.5 In.

Depth: 2.375 In.

o. Description

1/2 Flare to 1/2 Pipe Elbow
1/4 Sealing Flare Cap Nut
3/8 Sealing Flare Cap Nut
1/2 Sealing Flare Cap Nut
1/4 Sealing Flare Plug

3/8 Sealing Flare Plug

1/2 Sealing Flare Plug

5/8 Sealing Flare Plug

1/8 Compression Sleeve
3/16 Compression Sleeve
1/4 Compression Sleeve
1/8 Compression Nut

Qty.

NWRAEANWRS -

NN
cococol

PART No.
61-3

61-4
81-4N
121-M8UL
BV5042-6
BV5042-8
GO100-72
G03020
TTSG-2

PM-GFRB-

Description Qty.
3/16 Compression Nut 10
1/4 Compression Nut 10
1/4 Breakaway Pilot Nut 10
Thread Sealant 1
3/8 Flare Ball Valve 1
1/2 Flare Ball Valve 1
Orifice Repair Adapter 10
Pilot Broach Hex Handle 3
Thread Sealant Tube 1
1 Reference Booklet 1




Designed for Recreational Vehicle Propane Gas Repairs

RV FIELD KIT

PART No. FKRV-KIT-1 (R.V. Repair Selection)

This one sided case is designed for use in the field. Kit includes a
selection of items to complete many Recreational Vehicle propane

product repairs.

Kit Dimensions
Height: 11.75 In.
Width: 14.5 In.

Depth: 2.375 In.

Gas Systems should only be
maintained by Licensed

L E

f : S—
cdd=Fly TdI-Ao I D
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————
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i
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®

Technicians. ol
PART No. Description Qty. PART No. Description Qty. PART No. Description Qty.
34-6 Tube Coupling 3/8 Swivel 2 48-6B 3/8 Flare to 1/4 Pipe 3 148-4B 1/4 Inv. Flare to 1/4 NPT 2
34-8 Tube Coupling 1/2 Swivel 2 48-6C 3/8 Flare to 3/8 Pipe 3 149-4B 1/4 Inv. Flare to 1/4 NPT 2
40-6 Nut 3/8 Flare 5 48-6D 3/8 Flare to 1/2 Pipe 2 2000 Manifold T 1/4 Inv. Flare to 1/4 NPT 1
40-8 Nut 1/2 Flare 2 49-6C Elbow 3/8 Flare to 3/8 Pipe 2 2002 Tailpiece Assembly 1/4 2
42-6 Union 3/8 Flare 3 50-6D Flanged Elbow 3/8 Flare X 12 FPT 2 2003-T Tailpiece Assembly w/Excess Flow 2
42-8 Union 1/2 Flare 1 55-6 Elbow 3/8 Tube to Tube 2 QD-GMRVN4-4M Gas-Flo QD Nipple 2
44-6 Tee 3/8 Flare 2 56-6 Sealing Cap Nut 3/8 Flare 3 GR-1B-200 1-5/16 QCC1 Connector 2
46-6B 3/8 Flare to 1/4 FPT 2 56-8 Sealing Cap Nut 1/2 Flare 2 G3020 Pilot Broach w/ Handle 2
46-6C 3/8 Flare to 3/8 FPT 2 58-6 Sealing Plug 3/8 Flare 5 TTSG-2 Tube of Thread Sealant 1
46-6D 3/8 Flare to 1/2 FPT 2 81-4N Breakaway Pilot Nut 1/4 3
46-8D 1/2 Flare to 1/2 FPT 1 121-M8UL  Thread Sealant Tape 1

(BAR STOCK)
UNION CONNECTOR CONNECTOR
Female Solder = Female Solder . Female Solder
Both Ends End - End
To Female Pipe To Male Pipe
Type K/L Actual Type K/ L Actual

PART No. Size Tube 0.D. PART No. Size Tube0.D. Pipe PART No Ty"seiz'il LTLﬁJ(:LgL Pive

428W-10 12 5/8 46SW-10B 112 5/8 1/4 488W-10I§ 12 58 - 121

428W-14 3/4 718 46SW-10C 112 5/8 318 48SW-10C 11 58 38

46SW-10D 2. 508 112 48SW-10D 112 5/8 112
46SW-10E 112 5/8 3/4 48SW-10E 112 5/8 3/4
46SW-14D 3/4 7/8 112 48SW-14D 3/4 718 112
46SW-14E 3/4 7/8 3/4 48SW-14E 3/4 718 3/4
46SW SERIES IS ANNEALED (HEAT TREATED)
TO HELP PREVENT CRACKING.
o
BRASS J.I.C. 37° FLARE
_q J.I.C. -ﬁ J.I.C. CONNECTOR
. NUT - SLEEVE g i Tube
“ To
PART No. Tube
g?z'&m' T;‘/ge 37216 308 Male Pipe
3720-8 11 37218 172 PART No. Tube Pipe
o 3748-4A 114 118
90° ELBOW 3748-4B 114 114
Tube 3748-6A 38 118
To 3748-6B 3/8 114
- ° Male Pipe 3748-6C 3/8 3/8
N 45° ELBOW P 3748-8C 112 3/8
L Tu be PART No. Tube Pipe 3748-8D 12 12
To 3749-4A 1/4 118 3748-10D 5/8 112
Male Pipe 3749-48 1/4 114 3748-12E 34 34
3749-6B 3/8 1/4
PART No. Tube Pipe 3749-6C 38 3/8
3754-4B 114 114 3749-8C 112 3/8
3754-6B 3/8 1/4 3749-8D 112 112
3754-6C 3/8 3/8 3749-10D 5/8 112
3754-8C 112 3/8 3749-12E 3/4 3/4




BRASS S.A.E. 45° INVERTED FLARE

S

BRASS
NUT
PART No. Tube Thread
141-3 3/16 3/8-24
141-4 1/4 7116-24
141-5 5/16 1/2-20
141-6 3/8 5/8-18
141-8 12 3/4-18
STEEL
NUT
PART No. Tube Thread
S141-2 1/8 5/16-28
S141-3 3/16 3/8-24
S141-3-7/16 3/16 7/16-24
S141-3-1/2 3/16 1/2-20
S141-3-9/16 3/16 9/16-18
S141-4 1/4 7/16-24
S141-4-1/2 1/4 1/2-20
S141-4-9/16 114 9/16-18
S141-5 5/16 1/2-20
S141-6 3/8 5/8-18
S141-8 12 3/4-18
S141-10 5/8 7/8-18
SPECIALTY NUTS
European Standard
(Colors May Vary)
PART No. Tube Thread
SE141-3 3/16 M10 X 1.0
SE141-3-11MM 3/16 M11X 1.5
SE141-3-12MM 3/16 M12X 1.0
SE141-3-13MM 3/16 M13X 1.5
m Japanese
Standard
PART No. Tube Thread
SJ141-3 3/16 M10 X 1.0

British
Standard
PART No. Tube Thread
SB141-3 3/16 3/8-24
STEEL NUT
(Long Style)
PART No. Tube Thread
SL141-3 3/16 3/8-24
SL141-4 1/4 7/116-24
European
Standard (Long)
PART No. Tube Thread
SLE141-3 3/16 M10 X 1.0
Japanese
Standard (Long)
PART No. Tube Thread
SLJ141-3 3/16 M10 X 1.0
h__ ”_ H FUEL LINE
# NUT GM
PART No. Tube Thread
SFL-5-14MM 5/16 14mm X 1.5
SFL-6-16MM 3/8 16mm X 1.5

— i SEALING
PLUG
PART No. Tube
PL141-3 3/16
PL141-4 1/4
PL141-5 5/16
PL141-6 3/8
—_—— UNION
COUPLING
i ToTube
PART No. Tube
1422 118
142-3 3/16
142-4 114
142-5 5/16
142-6 3/8
142-8 112
— =] European
Standard Union
(Bubble Flare
10x1.0mm Thread)
PART No. Tube
142EU-3 3/16
e British
Standard Union
w3624 Threaq)
PART No. Tube
142BR-3 3/16
(WH-7940)
e —— Japanese

Standard Union
(10x1.0mm Thread)

f—

PART No. Tube
142JA-3 3/16
(WH-7934A)
UNION
— COUPLING
Tube To Tube
r— Metri
Bubble Flare
PART No. Tube Thread
142MM-3 3/16 M10.0 X 1.0




AUTOMOTIVE FITTINGS

BRAKE LINE NUT AND ADAPTER KIT

Service Kit Selection: PART No. BLN-KIT-1

Fairview’s Brake Line Nut and Adapter kit provides the most popular brake line fittings s,
all in a light weight compact kit. It is ideal for any shop. T =
. i Al LY |y
Flip-top carry case g
r.|'_ = "_ ¥ e
PART No. Description Qty. PART No. Description Qty. !
142-3 Union, 3/16 FINV FL 10 SE141-3 Steel Nut, Euro,3/16 10 A s i
142-4 Union, 1/4 FINV FL 10 SE141-3-11MM  Steel Nut, Euro,3/16,11MM 6 Wy ﬁ-._
142-5 Union, 5/16 FINV FL 4 SE141-3-12MM  Steel Nut, Euro,3/16,12MM 6 T  — WEE
142EU-3 Union, 3/16, Euro 1 SE141-3-13MM  Steel Nut, Euro, 3/16,13MM 6 ol . T ey
142JA-3 Union, 3/16, Japanese 1 SE143-3 Adapter, Euro, 3/16 1 ..% -'I_“‘
S141-3 Steel Nut, 3/16 10 SFL-5-14MM Fuel Line Nut, 14MM, GM 4 =
S141-3-7/16 Steel Nut, 3/16x7/16 10 SFL-6-16MM Fuel Line Nut, 16MM, GM 4 .
$141-3-1/2 Steel Nut, 3/16x1/2 10 SJ141-3 Steel Nut,Japanese, 3/16 5 Kit Dimensions
S141-3-9116  Steel Nut, 3/16x9/16 6 SJ1433 Adapter, Japanese, 3/16 1 Height:6-7/8 In.
S141-4 Steel Nut, 1/4 10 SL141-3 Steel Long Nut, 3/16 10 Width: 10-3/4 In
S141-4-1/2 Steel Nut, 1/4x1/2 6 SL141-4 Steel Long Nut,1/4 10 De th.' 1-3/4 In '
S141-4-9/16 Steel Nut, 1/4x9/16 6 SLJ141-3 Long Nut,10MMx1.0, VW/Toy/GM 5 pth: !
S141-5 Steel Nut, 5/16 6
METRIC POWER "t, THROTTLE S INVERTED
4 STOP ¥ ¥ FLARE REAR
STEERING - AXLE TEE
*’F ADAPTER : -
» PART No.
H“ Female Inverted WH-1548 Tube  Bolt ~ Hose
FI To PART No. Seat Hole Port
are WH-7805 316 932 3/8-24
Metric M. Thread INVERTED
Y f ‘ FLARE BRAKE : IN¥6‘F,:I-EA§E
PART No. Tube Thread
WH-1446 318 M16X1.5 - — FITTING - TRAILER
¥ BRAKE TEE
PART No. Tube Bolt Hole
WH-7709 114 19/32 PART No. Tube
FUEL LINE WH-7900 3116
ADAPTER - g,i INVERTED Pﬁ'
e Male Inverted - » FLARE e v s GASOLINE
Flare To M. Pipe STRAPTEE o .- U"]—"“ SHUT-OFF
ASSEMBLY &=~ | with FILTER
- el
PART N Tub Pi PART No. Hose I.D. Pipe
o. ube ipe PART No. Tube Bolt Hole WH-6600 114 118
WH-1514 1/2-20 118 WH-7812 3116 11/32 (hook)
(FOR USE WITH BLT TUBE PAGE 139)
CONNECTOR : 90° ELBOW
- Tube -, 1) Tube
. J- = ¢ =
Male Pipe Male Pipe
PART No. Tube PART No. Tube Pipe PART No. Tube Pipe
1812 118 188-2A 118 1/8 189-2A 118 1/8
181-3 3/16 188-3A 3/16 18 189-4A 1/4 18
181-4 114 188-4A 114 118
188-68 3/8 114




BRASS S.A.E. 45° INVERTED FLARE

:;

ADAPTER
Tube To Tube
(European Std.)
(Bubble Flare

10x1.0mm Thread)

Male Female
PART No. Tube Tube
SE143-3 M10X1.0 3/16 (3/8-24)
(WH-1442)
ADAPTER
(s, S Male Inverted
(Japanese Std.)
w To
Female Inverted
Male Female
PART No. Tube Tube
SJ143-3 M10X1.0 3/16 (3/8-24)
(WH-1443)
m"l!m—_ DUAL MASTER
w CYLINDER
ADAPTER
Male Female
PART No. Tube Tube
WH-1441 3/16 3/16
WH-7897 5/16 3/16
METRIC
ADAPTER
-.Hlﬂl-‘ Male Metric
(Bubble Flare)
e
Female Tube
Male Female
PART No. Tube Tube
WH-7935 M11X1.5 3/16 (M10X1.0)
WH-7936 M12X1.0 3/16 (M10X1.0)
WH-7937 M13X1.5 3/16 (M10X1.0)
CONNECTOR
Tube To
Male Pipe
PART No. Tube Pipe
148-2A 1/8 1/8
148-3A 3/16 1/8
148-4A 1/4 1/8
148-4B 1/4 1/4
148-5A 5/16 1/8
148-5B 5/16 1/4
148-6A 3/8 1/8
148-6B 3/8 1/4
148-6C 3/8 3/8
148-8B 112 1/4
148-8C 112 3/8
148-8D 112 112
148-10D 5/8 112
148-12E 3/4 3/4

DUAL MASTER
i CYLINDER
ADAPTER
Male Female
PART No. Tube Tube
WH-7727 * 5/16 1/4
WH-7732 * 7116-20 1/4
WH-7817 * 5/16 3/16
WH-7908 1/4 (9/16-18) 1/4
WH-7909 5/16 3/16
WH-7910 3/16 (9/16-20) 3/16
WH-7911 3/16 (9/16-18) 3/16
WH-7912 5/16 3/16 (9/16-18)
WH-7913 3/16 (9/16-18) 3/16 (1/2-20)
WH-7915 5/16 3/8
WH-7916 3/8 5/16
WH-7917 1/4 5/16
* Seals on Hex Face
90° ELBOW
Tube To
Male Pipe
PART No. Tube Pipe
149-2A 118 118
149-3A 3/16 118
149-4A 1/4 118
149-4B 1/4 1/4
149-5A 5/16 118
149-5B 5/16 1/4
149-6A 3/8 118
149-6B 3/8 1/4
149-6C 3/8 3/8
149-8C 112 3/8
149-8D 112 112
149-10D 5/8 112
149-12D 3/4 112
90° ELBOW
Tube To
Female Pipe
PART No. Tube Pipe
150-4A 1/4 118
45° ELBOW
Tube To
Male Pipe
PART No. Tube Pipe
154-3A 3/16 1/8
154-4A 1/4 118
154-6B 3/8 114
154-8C 112 3/8

S TEE
I Tube
Three Ends
i
PART No. Tube
144-3 3116
144-4 1/4
144-5 5/16
144-6 3/8
TEE
Ends Tube
5 Center
Male Pipe
PART No. Tube Pipe
145-3A 3/16 1/8
145-4A 114 1/8
TEE
P Ends Tube
- Male Pipe
Center Tube
PART No. Tube Pipe
151-3A 3/16 1/8
151-4A 1/4 1/8
151-6B 38 1/4
CONNECTOR
Female Tube
To
Male Tube
Female Male
PART No. Tube Tube
WH-7818 3/16 1/4
WH-7828 1/4 3/16
WH-7829 1/4 5/16
CONNECTOR
Tube To
Female Pipe
PART No. Tube Pipe
146-3A 3/16 1/8
146-4A 1/4 1/8
146-6B 38 1/4
CONNECTOR
45° Flare To

Male Inv.Flare

PART No. Flare Tube
WH-1522 1/4 1/4
WH-1554 3/8 7116




AUTOMOTIVE FITTINGS

BRASS AIR SHIFT TRANSMISSION FITTINGS

PART No.
PART No. Tube Fuller No. 862-2
8602 118 83001 862,212
860-2-112 5/32 83002

B
- "

PART No.

PART N Tub Fuller N 86821
0. ube uller No. 868-2A

8612 118 83501 868.2.121
861-2-1/2 5/32 83502 868,212

_ 90° ELBOW
UNION l%i Tube To
R —
Tube Fuller No.
118 84101 PART No. Tube  Pipe Fuller No.
5/32 84102 869-2A 118 118 85002
869-2-1/2A 532 )8 85001
CONNECTOR
Tube To TO ASSEMBLE
Male Pipe
1 PLACE NUT AND SLEEVE OVER TUBE
Tube  Pipe  Fuller No. 2 PUSH TUBE INTO FITTING AS FAR AS POSSIBLE
18 116 84001
" B 84002 3 FINGER TIGHTEN NUT
532 1M6 83003 4, COMPLETE SEAL WITH WRENCH ONE FULL TURN
532 18 NIA

AIR SHIFT TRANSMISSION KITS

Fairview’s air shift transmission kit has a selection of
fittings in a light weight compact kit.

Split slee\{e B 4= q{
compression fittings o

PART No. ASTM-KIT

PART No Description Kit Dimensions
8622 Union, 1/8 Tube Height: 3.50 In.

Width: 6.25 In.
Depth: 1.25 In.

862-2-1/2  Union, 5/32 Tube

868-2-1 Connector, 1/8 Tube 1/16 Pipe
868-2-1/2-1  Connector, 5/32 Tube 1/16 Pipe
868-2-1/2A  Connector, 5/32 Tube 1/8 Pipe
868-2A Connector, 1/8 Tube 1/8 Pipe
869-2-1/2A  Elbow, 5/32 Tube 1/8 Pipe
869-2A Elbow, 1/8 Tube 1/8 Pipe

wwwwwwwwg

Fairview’s push-to-connect air shift transmission kit has a
selection of fittings in a light weight compact kit.

S|
L AT IR

Push-to-connect

fittings oy
PART No. ASTM-KIT-PC

PART No.  Description Qty. Klt_Dlmenswns
PC62-2  Union, 1/8 Tube 3 Height: 3.50 In.
PC62-2-1/12  Union, 5/32 Tube 3 Width: 6.25 In.
PC68-2X1  Connector, 1/8 Tube 1/16 Pipe 3 Depth: 1.25 In.
PC68-2-1/2-1 Connector, 5/32 Tube 1/16 Pipe 3

PC68-2-1/2A Connector, 5/32 Tube 1/8 Pipe 3

PC68-2A Connector, 1/8 Tube 1/8 Pipe 3

PC69-2-1/2A Elbow, 5/32 Tube 1/8 Pipe 3

PC69-2A Elbow, 1/8 Tube 1/8 Pipe 3

Fairview

See Page 116 for J1402 D.O.T. Air Shift Transmission Assemblies




BRASS COMPRESSION FITTINGS

STANDARD
SLEEVE

PART No. Tube
60-2 118
60-2-1/2 5/32
60-3 3/16
60-4 1/4
60-5 5/16
60-6 3/8
60-7 716
60-8 112
60-10 5/8
60-12 3/4
60-14 718
Lead Free
Part No.
LF-60-3 3/16
LF-60-4 1/4
LF-60-5 5/16
LF-60-6 3/8
LF-60-8 112
LF-60-10 5/8
LF-60-12 3/4
LF-60-14 718

H IN-LINE

- SLEEVE
PART No. Tube
260-2 1/8
260-3 3/16
260-4 1/4
260-5 5/16
260-6 3/8
260-8 12

THIS SLEEVE IS FOR USE WITH NYLON TUBE

FEATURED ON PAGE 133.

CAP
PART No. Tube
61CAP-4 1/4
61CAP-6 3/8
61CAP-8 12
61CAP-10 5/8
Lead Free
Part No.
LF-61CAP-4 1/4
o LONG

" NUT
PART No. Tube
161-6 3/8
161-10 5/8

LONG NUTS PROVIDE EXTRA TUBE SUPPORT WHEN
SEVERE VIBRATION IS A FACTOR.

PART No.
61-2
61-2-172
61-3
61-4
61-5
61-6
61-7
61-8
61-10
61-12
61-14

Lead Free
Part No.
LF-61-3
LF-61-4
LF-61-5
LF-61-6
LF-61-8
LF-61-10
LF-61-12
LF-61-14

STANDARD
NUT

Tube
1/8
5/32
3/16
1/4
5/16
3/8
7116
12
5/8
3/4
718

3/16
1/4
516
3/8
12
5/8
3/4
718

h.” ‘ UNION
. - ICOUPLING

PART No. Tube
62-2 1/8
62-2-1/2 5/32
62-3 3/16
62-4 1/4
62-5 5/16
62-6 3/8
62-8 112
62-10 5/8
62-12 3/4
62-14 718
Lead Free
Part No.
LF-62-2 1/8
LF-62-3 3/16
LF-62-4 1/4
LF-62-5 5/16
LF-62-6 318
LF-62-8 112
LF-62-10 5/8
LF-62-12 3/4
LF-62-14 718
Reducing
62R-42 1/4t01/8
62R-43 1/4 to 3116
62R-54 5/16 to 1/4
62R-64 3/8t0 1/4
62R-65 3/8 to 5/16
62R-86 1/2t0 3/8
62R-106 5/8 to 3/8
62R-108 5/8 0 1/2
Lead Free
Part No.
LF-62R-64 3/8t0 1/4
LF-62R-65 3/8 to 5/16
LF-62R-86 1/2t0 3/8
LF-62R-106 5/8 to 3/8
LF-62R-108 5/8 0 1/2

PF CONNECTOR
Tube To

“ Female Pipe
PART No. Tube Pipe
66-2A 118 118
66-3A 3116 118
66-4A 114 118
66-48 114 114
66-4C 114 3/8
66-4D 114 112
66-5A 5/16 118
66-58 5/16 114
66-6A 3/8 118
66-68 3/8 114
66-6C 3/8 3/8
66-6D 3/8 112
66-8C 112 3/8
66-8D 112 112
66-8E 112 304
66-10C 5/8 3/8
66-10D 5/8 112
66-10E 5/8 3/4
66-12D 304 112
66-12E 304 3/4
66-14E 718 3/4
Lead Free
Part No.
LF-66-4A 114 118
LF-66-4B 114 114
LF-66-6B 3/8 114
LF-66-6C 3/8 3/8
LF-66-6D 3/8 112
LF-66-8C 112 3/8
LF-66-8D 112 112
LF-66-10D 5/8 112

i SEALING

= PLUG
PART No. Tube
67-4 1/4

USED TO PLUG 1/4 0.D. TUBE

Lead Free refers to the
wetted surface of pipe, fittings and
fixtures in potable water systems
that have a weighted average lead
content less than

or equal to 0.25%.

10




BRASS COMPRESSION FITTINGS

CONNECTOR
Tube To
Male Pipe
PART No. Tube Pipe
68-2-1 18 116
68-2A 18 18
68-2-1/2A 5/32 18
68-3A 3/16 18
68-3B 3/16 14
68-4A 14 18
68-4B 114 114
68-4C 114 3/8
68-4D 114 112
68-5A 516 18
68-5B 5/16 114
68-5C 5/16 3/8
68-6A 3/8 18
68-6B 3/8 114
68-6C 3/8 3/8
68-6D 3/8 112
68-6E 3/8 3/4
68-8B 112 14
68-8C 112 3/8
68-8D 112 112
68-8E 112 3/4
68-10C 5/8 3/8
68-10D 5/8 112
68-10E 5/8 3/4
68-12D 3/4 112
68-12E 3/4 3/4
68-14E 718 3/4
Lead Free
Part No.
LF-68-2A 1/8 1/8
LF-68-3A 3/16 1/8
LF-68-4A 14 1/8
LF-68-4B 14 14
LF-68-4C 14 318
LF-68-4D 14 112
LF-68-5B 5/16 14
LF-68-5C 5/16 318
LF-68-6A 318 1/8
LF-68-6B 318 14
LF-68-6C 318 318
LF-68-6D 318 12
LF-68-6E 318 3/4
LF-68-8B 112 14
LF-68-8C 112 318
LF-68-8D 112 12
LF-68-10C 5/8 318
LF-68-10D 5/8 12
LF-68-12E 3/4 3/4
LF-68-14E 718 3/4
TANK FITTING
Tube To
Male Pipe
PART No. Tube Pipe
T68-2A 18 1/8
T68-3A 3/16 1/8
T68-3B 3/16 1/4
T68-4A 14 1/8
T68-4B 14 1/4
T68-4C 14 3/8
T68-5B 5/16 1/4
T68-6B 3/8 1/4
T68-6C 3/8 3/8
T68-6D 3/8 12
T68-8D 12 12
T68-10D 5/8 12

THESE COMPRESSION FITTINGS ARE DRILLED
THROUGH TO ALLOW THE TUBE TO PASS THROUGH
THE FITTING INTO THE CONTAINER.

¥ 1 BULKHEAD
i = UNION
PART No. Tube
774 1/4
77-6 3/8
45° ELBOW
Tube To
Male Pipe
PART No. Tube Pipe
74-3A 3116 1/8
T4-4A 1/4 1/8
74-4B 1/4 1/4
74-6B 3/8 1/4
74-8C 12 3/8
74-8D 12 12
74-10D 5/8 12
90° ELBOW
Tube
i To Tube
PART No. Tube
65-2 118
65-3 3/16
65-4 1/4
65-5 5/16
65-6 3/8
65-8 12
65-10 5/8
65-12 3/4
65-14 718
Reducing
65R-86 1/2t0 3/8
Lead Free
Part No.
LF-65-4 1/4
LF-65-6 3/8
LF-65-8 12
LF-65-10 5/8
90° ELBOW
Tube To
Female Pipe
PART No. Tube Pipe
70-3A 3/16 1/8
70-4A 1/4 1/8
70-4B 1/4 1/4
70-5A 5/16 118
70-5B 5/16 1/4
70-6A 3/8 118
70-6B 3/8 1/4
70-6C 3/8 3/8
70-6D 3/8 12
70-6E 3/8 3/4
70-8B 12 1/4
70-8C 112 3/8
70-8D 112 112
70-10D 5/8 112
70-12E 3/4 3/4

90° ELBOW
Tube To
Male Pipe

PART No. Tube Pipe
69-2A 18 18
69-2-1/2A 5/32 1/8
69-3A 3/16 1/8
69-3B 3/16 14
69-4A 114 1/8
69-4B 14 14
69-4C 14 3/8
69-4D 114 112
69-5A 5/16 1/8
69-5B 5/16 14
69-5C 5/16 3/8
69-6A 3/8 1/8
69-6B 3/8 14
69-6C 3/8 3/8
69-6D 3/8 112
69-6E 3/8 3/4
69-7B 7116 114
69-8B 12 114
69-8C 12 3/8
69-8D 112 112
69-8E 112 3/4
69-10C 5/8 3/8
69-10D 5/8 12
69-10E 5/8 3/4
69-12D 3/4 12
69-12E 3/4 3/4
69-14E 718 3/4
Lead Free

Part No.

LF-69-4A 1/4 1/8
LF-69-4B 114 114
LF-69-4C 114 318
LF-69-6B 3/8 114
LF-69-6C 318 318
LF-69-6D 318 112
LF-69-8C 112 3/8
LF-69-8D 12 12

The compression connection is a
three-piece assembly that consists
of a cap-shaped nut with female
threads, a compression sleeve
that looks like a simple wedding
ring and a seat section with male
threads. The cap nut and the seat
are screwed together causing the
compression sleeve to squeeze
tightly against them, as well as
the adjoining tube. This causes a
compressed or compression type
watertight connection.
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BRASS COMPRESSION FITTINGS

e —— T
- S —— T
TEE = TEE - - TEE
Tube Ends Tube Ends Tube
'] Three Ends And Male Pipe | Center
Center Tube Female Pipe
PART No. Tube DARTN b o
. o. ube ipe PART No. T Pi
21; 1" 1/{382 71-3A 3/16 118 78-4B ° :I/Ze 1I/‘:1e
e 5 71-4A 1/4 1/8 78-6A 3/8 118
64-3 31 71-4B 174 1/4 78-6B 38 114
64-4 114 71-6A 38 118
64-5 5/16 71-6B 3/8 1/4
646 a8 716C 38 38
605 1 718D 112 112
64-10 518
TEE
64-12 34 -
64-14 7/8 i — Ends Tube
And Female
Reducing TEE Pipe Center
1 2 3 Ends Tube Male Pipe
64R-46 1/4 1/4 3/8 Center
64R-64 3 3B 114 Male Pipe PART No. Tube Pipe
64R-86 "R 38 79-4A 1 18
PART No. Tube Pipe
Lead Free 72-3A 3/16 118
Part No. 72-4A 114 118
LF-644 " 72-4B 114 114
7250 5116 18 Lead Free refers to the
LF-64-5 516 72-58 5/16 114 . "y
LF-64-6 308 726 318 18 wetted surface of pipe, fittings
LF-64-8 112 7268 38 114 . :
a0 o5 7260 8 8 and fixtures in potable water
726D 38 112 i
o gl » I systems that have a weighted
728D 12 12 average lead content less than
Part No. 72100 5/8 112 0
LF-64R-64 3 B 72-12D 304 12 or equal to 0.25%.
Applications:

Lead Free Brass: (Not Containing more than 0.25% weighted average lead on wetted surfaces)
Conveying or dispensing water for human consumption through drinking or cooking as well as other air, oil and water applications.Used with
copper, brass, aluminum, plastic tube (add insert and use delrin sleeve). Do not use with steel tubing.

US Federal Legislation:

Bill S.3874 “Reduction of Lead in Drinking Water Act” provides a US Federal mandate to adhere to the 0.25% weighted average lead content of
wetted surfaces in all potable water systems throughout the United States.

This Federal legislation makes it an offence to sell, offer to sell, or install into service any plumbing product or device that may come in contact
with potable water, that is in excess of the 0.25% weighted average lead content.

Low Lead requirements in Canada:
ASME A112.18.1/CSAN125.1 and CSA B125.3 standards for Plumbing fittings were amended to include the following under section 4.9 Toxicity
and Lead Content: 4.9.3

Fittings intended to convey or dispense water for human consumption through drinking or cooking shall not contain a weighted average lead
content in excess of 0.25% when evaluated in accordance with the test method specified in NSF/ANSI 372.

TO ASSEMBLE

WARNING: Because lead-free brass is
;- EbgﬁﬁNNsUETRﬂr\?s%EET\SEgVER TUBE harder it can also be more brittle.
3. PUSHTUBE INTO FITTING AS FARAS POssiBLE | © Prevent cracking, extra care should be
4. TIGHTEN NUT taken not to over-tighten lead free fittings.

12




COMPRESSION FITTINGS FOR POLY TUBE

(COMPLETE WITH FIXED INSERTS)

BRASS
INSERT

PART No. Tube 1.D.
481-4H 125
481-4 170
481-5 187
481-6 .250
481-8 375
481-10 .500
Lead Free

Part No.

LF-481-4 170
LF-481-5 187
LF-481-6 .250
LF-481-8 375
LF-481-10 .500

The 480 Sleeve and 481 insert will covert standard
compression fittings and valves for use with poly tube.

-

DELRIN
SLEEVE
PART No. Tube 0.D.
480-4 1/4
480-5 5/16
480-6 3/8
480-8 112
480-10 5/8
NUT
PART No. Tube O.D.
61-4 1/4
61-5 5/16
61-6 38
61-8 112
61-10 5/8
UNION
COUPLING
Poly Tube
PART No. Tube O.D.
462-4 1/4
462-5 5/16
462-6 3/8
462-8 112
Reducing
462R-64 3/8to 1/4
462R-86 120 3/8
Lead Free
Part No.
LF-462-4 1/4
COUPLING
Poly Tube To
Copper Tube
PART No. Tube
467-44 1/4
467-66 3/8
BULKHEAD
Poly Tube To
Poly Tube
PART No. Tube
4774 1/4
4776 3/8

. 90° ELBOW
PF CONNECTOR s ot Tube
Poly Tube To m To
Female Pipe Female Pipe
PART No. Tube Pipe PART No. Tube Pipe
466-4A 14 18 470-4A 114 18
466-48 14 14 470-48 114 114
466-68 38 I 470-6B 38 114
466-6C 38 38
466-8C 112 38
ﬂh CONNECTOR 45° ELBOW
Poly Tube To Poly Tube
Male Pipe To
Male Pipe
PART No. Tube Pipe |
468-4A 1/4 1/8 PART No. Tube Pipe
468-4B 114 114 474-4A 114 118
468-4C 114 38
468-4D 114 112
468-5A 5/16 118
468-58 5/16 114
468-6A 38 118
preees 3 3 TEE
468-6D 38 102 Poly Tube
468-8B 112 114 Three Ends
468-8C 112 38
468-8D 112 112 !
PART No. Tube
Lead Free 464-4 14
Part No. 4646 38
LF-468-4A 114 118 1648 2
LF-468-4B 114 114
LF-468-6B 38 114 -
Red
LF-468-6C 38 38 e, 3
LF-468-8D 172 172 464R-64 38 308 114
90° ELBOW
Poly Tube To TEE
Poly Tube Ends Poly
Tube and
Male Pipe
PART No. Tube Center Poly
465-4 114
465-6 358 PART No. Tube Pipe
471-4A 114 118
471-68 38 114
90° ELBOW
POly Tube To TEE
Male Plpe Ends Poly
PART No. Tube Pipe Tube Ce.nter
469-4A 114 118 Male Pipe
469-4B 114 114
469-4C 114 38 PART No. Tube Pipe
469-58 5/16 114 472-4B 114 114
469-6B 38 114 472-68 38 114
469-6C 38 38
469-6D 38 112
469-8C 112 38
469-8D 112 112
Lead Free TEE
E:rztu?eohA 114 118 Ends Poly
LF-469-4B 114 114 Tube Center
LF-469-6A 318 118 Female Pipe
LF-469-6B 318 114
LF-469-6C 318 318 PART No. Tube Pipe
LF-469-8C 112 318 478-4A 114 118
LF-469-8D 112 112 478-68 38 114
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BRASS PUSH-TO-CONNECT FITTINGS

* QUICK CONNECT ¢ FULL FLOW DESIGN * BRASS CONSTRUCTION
* FOR USE WITH POLYETHYLENE, NYLON AND POLYURETHANE TUBES.

] UNION
COUPLING
PART No. Tube
PC62-2 118
PC62-2-1/2 5/32
PC62-4 14
PC62-6 3/8
PC62-8 12
PC62R-64 3/8to 1/4
CONNECTOR
Tube
To
Female Pipe
PART No. Tube Pipe
PC66-2A 118 1/8
PC66-2-1/2A 5/32 1/8
PC66-4A 1/4 1/8
PC66-4B 1/4 1/4
PC66-6B 3/8 1/4
PC66-6C 3/8 3/8
CONNECTOR
; “ “ Tube
! To
Male Pipe
PART No. Tube Pipe
PC68-2X0 118 10/32
PC68-2X1 118 1116
PC68-2A 118 118
PC68-2-1/2X0 5/32 10-32
PC68-2-1/2A 5/32 1/8
PC68-2-1/2B 5/32 1/4
PC68-3A 3/16 1/8
PC68-4X0 1/4 10-32
PC68-4X1 1/4 1116
PC68-4A 1/4 1/8
PC68-4B 1/4 1/4
PC68-4C 1/4 3/8
PC68-6A 3/8 1/8
PC68-6B 3/8 1/4
PC68-6C 3/8 3/8
PC68-6D 3/8 112
PC68-8B 112 1/4
PC68-8C 112 3/8
PC68-8D 112 112
L] -]
H*ﬂ"'-'-'-'ll N | BULKHEAD
' , UNION
PART No. Tube
PC77-4 1/4
PC77-6 3/8

BULKHEAD
UNION
Tube To
Female Pipe
PART No. Tube Pipe
PC86-4A 114 1/8
PC86-4B 1/4 1/4
PC86-6B 3/8 114
90°ELBOW
Tube
To
Tube
PART No. Tube
PC65-2 1/8
PC65-4 1/4
PC65-6 3/8
PC65-8 112
90° ELBOW
Tube To
Female Pipe
PART No. Tube Pipe
PC70-2-1/2A 5/32 1/8
PC70-4A 1/4 1/8
PC70-4B 1/4 114
PC70-6B 3/8 114
90° ELBOW
Tube To
Swivel
Female Pipe
PART No. Tube Pipe
PC70SW-4A 114 1/8
PC70SW-4B 114 114
90° ELBOW
Tube
To
Male Pipe
PART No. Tube Pipe
PC69-2A 1/8 1/8
PC69-2-1/2A 5/32 1/8
PC69-3A 3116 1/8
PC69-38 3116 114
PC69-4A 114 1/8
PC69-4B 114 114
PC69-4C 114 38
PC69-6A 38 1/8
PC69-68 38 114
PC69-6C 38 38
PC69-88 112 114
PC69-8C 112 38
PC69-8D 112 112

90° ELBOW
Tube To
Male Pipe
Swivel
PART No. Tube Pipe
PCBISW-2A 1/8 1/8
PCBISW-2-1/2X0 5/32 10-32
PCBISW-2-1/2A 5/32 1/8
PC69SW-2-1/2B 5/32 114
PCBISW-3A 3/16 1/8
PC69SW-4X0 114 10-32
PCBISW-4A 114 1/8
PC69SW-4B 114 114
PCBISW-4C 114 3/8
PCBISW-6A 3/8 1/8
PC69SW-6B 3/8 114
PCBISW-6C 3/8 3/8
PC69SW-6D 3/8 112
PCB9SW-8C 112 3/8
PC69SW-8D 112 112
UNION TEE
Tube
Each End
PART No. Tube
PC64-2 1/8
PC64-2-1/2 5/32
PC64-3 3/16
PC64-4 1/4
PC64-6 38
PC64-8 112
TEE
Ends Tube and
Male Pipe
Center Tube
PART No. Tube Pipe
PC71-4B 114 114
PC71-6C 3/8 3/8
TEE
Ends Tube and
Male Pipe Swivel
Center Tube
PART No. Tube Pipe
PC71SW-4A 114 1/8
PC71SW-4B 114 114
PC71SW-6C 38 38
TEE
Ends Tube
Center M. Pipe
PART No. Tube Pipe
PC72-4A 114 1/8
PC72-4B 114 114
PC72-6B 3/8 114
PC72-6C 3/8 38
PC72-8C 112 38
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BRASS PUSH-TO-CONNECT FITTINGS '

* QUICK CONNECT ¢ FULL FLOW DESIGN * BRASS CONSTRUCTION
* FOR USE WITH POLYETHYLENE,NYLON AND POLYURETHANE TUBES.

TEE TEE (Plastic) PLUG
Ends Tube Ends Tube ,
Center Male Center h
Pipe Swivel Female Pipe

PART No. Tube
PART No. Tube Pipe PART No. Tube Pipe PC67-2 118
PC72SW-4A 114 118 PC78-4A 114 118 PC67-4 114
PC72SW-4B 114 114 PC78-4B 114 114 PC67-6 3/8
PC72SW-68 38 114 PC78-68 38 114 PC67-8 112
PC72SW-6C 318 3/8
PC72SW-8D 112 112

ASSEMBLY INSTRUCTIONS

Temperature Range -40°F to 212°F (-40°C to 100°C)

TO CONNECT TUBE: TO DISCONNECT TUBE:

Cut plastic as squarely as possible. Insert tube end With thumb and forefinger, hold down the top of the
into fitting until friction is felt as tube slides past the insert against the fitting body and then, with the other
O-ring. Using a slight twisting motion while inserting hand, pull out the tube. No tools are needed.

the tube is often helpful. After this initial friction is felt,
continue to push in the tube until it bottoms firmly
against the internal tube stop.

FAIRVIEW CARRIES A
WIDE VARIETY OF TUBE
AVAILABLE IN COILS
AND REELS
SEE SECTION “D”
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BRASS PIPE FITTINGS

e HEX
Length
PART No. (IN.) Pipe
122-A 1/8
122-B 1/4
122L-B* 1-3/8 1/4
122-C 3/8
122-D 12
122L-D* 1-3/4 112
122-E 3/4
122-H 1
* LONG PATTERN
Lead Free
Part No.
LF-122-A 1/8
LF-122-B 1/4
LF-122-C 3/8
LF-122-D 112
LF-122-E 3/4
LF-122-H 1
REDUCING
PART No. Pipe Pipe
122-BA 1/4 to 1/8
122-CA 3/8 to 1/8
122-CB 3/8 to 1/4
122-DB 12 to 1/4
122-DC 112 to 3/8
122-ED 3/4 to 112
Lead Free
Part No.
LF-122-BA 1/4 to 1/8
LF-122-CB 318 to 1/4
LF-122-DB 12 to 1/4
LF-122-DC 12 to 3/8
LF-122-ED 3/4 to 12
AR
e
NIPPLE
PART No. Pipe
112-A 1/8
112-B 1/4
112-C 3/8
112-D 112
112-E 3/4
112-H 1
112-J 1-1/4
112K 1-1/2
112-M 2
112-N 2-112
112-P 3
Lead Free
Part No.
LF-112-A 1/8
LF-112-B 1/4
LF-112-C 38
LF-112-D 112
LF-112-E 3/4
CLOSE
NIPPLE
(Red Brass)
PART No. Pipe
112RED-D 112
112RED-E 3/4

—

PART No.

1/8NPT Pipe
113-A1-1/2 18
113-A2 18
113-A2-1/2 18
113-A3 18
113-A3-1/2 18
Lead Free

Part No.

LF-113-A1-1/2 1/8
LF-113-A2 1/8
1/4NPT

113-B1-1/2 1/4
113-B2 1/4
113-B2-1/2 1/4
113-B3 1/4
113-B3-1/2 1/4
113-B4 1/4
113-B4-1/2 1/4
113-B5 1/4
113-B5-1/2 1/4
113-B6 1/4
Lead Free

Part No.

LF-113-B1-1/2 1/4
LF-113-B2 1/4
LF-113-B2-1/2 1/4
LF-113-B3 1/4
3/8NPT

113-C1-1/2 3/8
113-C2 3/8
113-C2-1/2 3/8
113-C3 3/8
113-C3-1/2 3/8
113-C4 3/8
113-C4-1/2 3/8
113-C5 3/8
113-C6 3/8
Lead Free

Part No.

LF-113-C1-1/2 318
LF-113-C2 318
LF-113-C2-1/2 318
LF-113-C3 318
1/2NPT

113-D1-1/2 12
113-D2 12
113-D2-1/2 12
113-D3 12
113-D3-1/2 12
113-D4 12
113-D4-1/2 12
113-D5 12
113-D5-1/2 12
113-D6 12
Lead Free

Part No.

LF-113-D1-1/2 12
LF-113-D2 12
LF-113-D2-1/2 12
LF-113-D3 12
LF-113-D3-1/2 12
LF-113-D4 12
3/ANPT

113-E2 3/4
113-E2-1/2 3/4
113-E3 3/4
113-E3-1/2 3/4
113-E4 3/4
113-E4-1/2 3/4
113-E5 3/4
113-E5-1/2 3/4
113-E6 3/4
Lead Free

Part No.

LF-113-E2 3/4
LF-113-E2-1/2 3/4
LF-113-E3 3/4

LONG
NIPPLE

Length
(IN.)
1-112

2
24112
3
3112

1-112
2

1-1/4

2-112

3112

4112
5

5172

1-112

2112

1-112
2-112
3112

4112

1-112

2-112

1-112
2112
3112
4112

5112

1-112
2112

3112

2-112
3112
4-112

5112

2-112

—

PART No.
INPT
13-H2
113-H2-112
113-H3
113-H3-1/12
113-H4
113-H6

1-1/4NPT
113-J2
113-J2-112

1-1/2NPT
13-K2
13-K3
13-K3-1/2
13-K4
113-K6

2NPT
113-M2-1/2
113-M3
113-M3-1/2
13-M4
113-M5
113-M6

Pipe

1-1/4
1-1/4
1-1/4
1-1/4
1-1/4
1-1/4
1-1/4

1-112
1-112
1-112
1-112
1-112

NN NN

LONG
NIPPLE

Length
(IN.)

2-112
3112

@ o

OO OB 2W=aN
S
N N

w N

3112

2-112

3112

LONGER LENGTHS AVAILABLE ON REQUEST.

PART No.
112NPT
113RED-D1-1/2
113RED-D2-1/2
113RED-D3
113RED-D4

3/4NPT
113RED-E1-1/2
113RED-E2
113RED-E2-1/2
113RED-E3
113RED-E4

Pipe
112
112
112
112

3/4
3/4
3/4
3/4
3/4

LONG
NIPPLE
(Red Brass)

Length
(IN.)
1112
2-112

3
4

1-112

2-112

=2

PART No
103-A
103-B
103-C
103-D
103-E
Lead Free
Part No.
LF-103-A
LF-103-B
LF-103-C
LF-103-D
LF-103-E

PART No.
103CA-D
103CA-E
103-H
103-J
103-K
103-M
103-N

COUPLING

Pipe
1/8
1/4
3/8
12
3/4

18
1/4
3/8
12
3/4

COUPLING
(Cast Bronze)
Pipe
12
3/4
1
1-1/4
1-112
2
2-112
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BRASS PIPE FITTINGS

REDUCING
COUPLING
PART No. Pipe Pipe
119-BA 1/4 to 1/8
119-CA 3/8 to 1/8
119-CB 3/8 to 1/4
119-DA 112 to 1/8
119-DB 12 to 1/4
119-DC 112 to 3/8
119-ED 3/4 to 112
Lead Free
Part No.
LF-119-BA 14 to 1/8
LF-119-CB 3/8 to 1/4
LF-119-ED 3/4 to 112
REDUCING
COUPLING
(Cast Bronze)
PART No. Pipe Pipe
119-EB 3/4 to 1/4
119-EC 3/4 to 3/8
119-HD 1 to 12
119-HE 1 to 3/4
119-JE 1-1/4 to 3/4
119-JH 1-1/4 to 1
119-KH 1112 to 1
119-KJ 1-112 to 1-1/4
119-MK 2 to 1112
|
UNION
COUPLING
PART No. Pipe
104-A 18
104-B 1/4
104-C 3/8
104-D 112
104-E 3/4
Lead Free
Part No.
LF-104-D 12
UNION
COUPLING
(Cast Bronze)
PART No. Pipe
104-H 1
104-J 1-1/4
104-K 1-1/2
104-M 2
ADAPTER
Female Male
PART No. Pipe Pipe
120-AA 18 to 18
120-BB 1/4 to 1/4
120-CC 3/8 to 3/8
120-DD 12 to 12
Lead Free
Part No.
LF-120-BB 1/4 to 1/4
LF-120-DD 112 to 12

f LOCK
,‘..{ ) NUT

PART No. Pipe
111-A 18
111-B 1/4
111-C 3/8
111-D 12
111-E 3/4

ry LOCK
O &

(Cast Bronze)

ADAPTER
(Continued)
Female Male
PART No. Pipe Pipe
120-A-1 1/8 to 1116
120-BA 14 to 1/8
120-CA 3/8 to 18
120-CB 3/8 to 1/4
120-DB 12 to 1/4
120-DC 112 to 3/8
120-EC 3/4 to 3/8
120-ED 3/4 to 112
Lead Free
Part No.
LF-120-BA 114 to 1/8
LF-120-CB 318 to 1/4
LF-120-DB 112 to 1/4
LF-120-ED 3/4 to 12
'””"I BUSHING
Male Female
PART No. Pipe Pipe
110-BA 1/4 to 1/8
110-CA 3/8 to 1/8
110-CB 3/8 to 1/4
110-DA 112 to 1/8
110-DB 112 to 1/4
110-DC 112 to 3/8
110-EA 3/4 to 1/8
110-EB 3/4 to 1/4
110-EC 3/4 to 3/8
110-ED 3/4 to 112
110-HB 1 to 1/4
110-HC 1 to 3/8
110-HD 1 to 112
110-HE 1 to 3/4
Lead Free
Part No.
LF-110-BA 1/4 to 1/8
LF-110-CA 38 to 1/8
LF-110-CB 38 to 1/4
LF-110-DA 12 to 1/8
LF-110-DB 12 to 1/4
LF-110-DC 12 to 38
LF-110-EB 3/4 to 1/4
LF-110-EC 3/4 to 38
LF-110-ED 3/4 to 112
LF-110-HB 1 to 1/4
LF-110-HD 1 to 12
LF-110-HE 1 to 3/4
BUSHING
(Cast Bronze)
Male Female
PART No. Pipe Pipe
110CA-ED 3/4 to 112
110CA-HC 1 to 3/8
110CA-HD 1 to 112
110CA-HE 1 to 3/4
110-JD 1-1/4 to 112
110-JE 1-1/4 to 3/4
110-JH 1-1/4 to 1
110-KD 1112 to 112
110-KE 14112 to 3/4
110-KH 1112 to 1
110-KJ 1112 to 1-1/4
110-ME 2 to 3/4
110-MH 2 to 1
110-MJ 2 to 1-1/4
110-MK 2 to 1112
110-NM 2112 to 2
110-PM 3 to 2
110-PN 3 to 2112

PART No. Pipe
111-H 1
o S
ri Square Head
LT
PART No. Pipe
109-A 118
109-B 1/4
109-C 3/8
109-D 12
109-E 3/4
Lead Free
Part No.
LF-109-A 18
LF-109-E 3/4
PLUG
Square Head
(Cast Bronze)
PART No. Pipe
109-H 1
109-J 1-1/4
109-K 1-112
109-M 2
109-N 2-112
PLUG
Slotted
PART No. Pipe
17-A 1/8
117-B 1/4
117-C 3/8
PLUG
Hex
Countersunk
PART No. Pipe
118-A 1/8
118-B 1/4
118-C 3/8
118-D 12
118-E 3/4
Lead Free
Part No.
LF-118-A 118
LF-118-B 1/4
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BRASS PIPE FITTINGS

PLUG ¥ EXTRUDED FORGED
Hex 90° STREET 90° ELBOW
Head ELBOW
| Pipe
PART No. Pipe PART No. Pipe PART No. Lead Free
12141 Cored 116 X115-A 118 LF-100-8 114
121-A Cored 118 X115-8 1/4 LF-100-C 318
1218 Cored 114 X115-C 38 LF-100-D 112
121C Cored 38 X115-D 112 LF-100-E 34
121D Cored 112 X115-E 3/4
121-E Cored 34 PART No. Pipe Pipe
1211 Cored 1 Female Male 100-BA 114 to 118
Lead Free PART No. Pipe Pipe 100-CB 3/8 to 1/4
Part No. X115-BA 114 to 118 100-DC 112 to 3/8
LF-121-A Cored 1/8 X115-DC 12 to 3/8
LF-121-B Cored 114
] FORGED °
LF-1218-B Solid 114 90° STREET 90° ELBOW
LF218C Solid 38 (Cast Bronze)
LF-121S-D Solid 112 ELBOW
LF-121S-E Solid 3/4 PART No. Pipe
PART No. Pipe 100CA-D 112
PART No. Pipe 116-A 118 100CA-E 3/4
121S-A Solid 1/8 116-B 1/4 100-H 1
121S-B Solid 114 116-C 3/8 100-J 1-1/4
1218-C Solid 3/8 116-D 112 100-K 1-1/2
1218-D Solid 112 116-E 3/4 100-M 2
121S-E Solid 3/4 Lead Free 100-N 24112
Part No. 100-P 3
LF-116-A 18 ) )
LF-116-B 1/4 PART No. Pipe Pipe
LF-116-C 3/8 100-ED 3/4 to 12
i CAP LF-116-D 102 100-HE 1 o 34
Female Male
PART No. Pipe Pipe S
) 116-AB 118 to 114
?‘OA;Z No. P1'/r;e 116-BA 114 to 118 EXTRUDED
- 116-CB 3/8 to 114 o
108-8 1/4 116-CD 3/8 to 112 g' 90° ELBOW
108-C 318 116-DC 112 to 3/8
108-D 112 Lead Free PART No. Pipe
108-E 314 Part No. X100-A 18
Lead Free LF-116-BA 114 to 118 X100-8 114
Part No. X100-C 38
LF-108-8 1/4 . X100-D 112
LF-108-C 38 90° STREET
LF-108-D 112 FORGED
ELBOW 45° STREET
CAP (Cast Bronze)
ELBOW
(Cast Bronze)
PART No. Pipe
116CA-D 112 PART No. Pipe
116CA-E 3/4 124-A 18
PART No. Pipe 116-H 1 124-B 1/4
108CA-D 112 116-J 1-1/4 124-C 358
108CA-E 3/4 116-K 1-112 Lead Free
108-H 1 116-M 2 Part No.
108-J 1-1/4 116-N 2112 LF-124-B 114
108-K 14112 116-P 3 LF-124-C 38
108-M 2
FORGED 45° STREET
90° STREET ELBOW
FORGED ELBOW (Cast Bronze)
90° ELBOW Heavy Pattern
Pipe
PART No. Pipe 12
PART No. Pipe 116H-B 114 3/4
99-A 118 16H-C 318 1
99-8 14
99-C 318 EXTRUDED
%D 2 FORGED 45° STREET
Lead Free 900 ELBOW
Part No. ELBOW
LF-99-C 38 BARTN .
o. ipe :
PART No. Pipe Pipe 100-A 118 ;?;H > P1'/%e
99-BA 114 to 118 100-8 114 X124-B 114
99-CB 3/8 to 114 100-C 318 X124-C 38
99-DC 112 to 3/8 100-D 112 X124-D 12
100£ 3 X124 34
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BRASS PIPE FITTINGS

45° ELBOW
(Cast Bronze)
PART No. Pipe
105-B 1/4
105-C 3/8
105-D 112
105-E 3/4
105-H 1
105-J 1-1/4
105-K 1112
105-M 2
[ " EXTRUDED
v 45° ELBOW
PART No. Pipe
X105-A 1/8
X105-B 1/4
FORGED
CROSS
PART No. Pipe
102-A 18
102-B 1/4
102-C 3/8
102-D 112
Lead Free
Part No.
LF-102-B 1/4
LF-102-C 3/8
LF-102-D 112
CROSS
(Cast Bronze)
PART No. Pipe
102-E 3/4
102-H 1
||".
d EXTRUDED
- CROSS
PART No. Pipe
X102-A 1/8
X102-B 1/4
X102-C 3/8
X102-D 112
FORGED
MALE BRANCH
TEE
PART No. Pipe
106-A 1/8
106-B 1/4
106-C 3/8
106-D 112

EXTRUDED
MALE BRANCH
TEE
PART No. Pipe
X106-A 18
X106-B 1/4
X106-C 3/8
FORGED
MALE
TEE
PART No. Pipe
101M-A 1/8
101M-B 1/4
101M-C 3/8
101M-D 112
101M-E 3/4
FORGED
STREET
TEE
PART No Pipe
107-A 1/8
107-B 1/4
107-C 3/8
107-D 12
107-E 3/4
Lead Free
Part No.
LF-107-B 1/4
LF-107-C 3/8
EXTRUDED
STREET
TEE
PART No Pipe
X107-A 118
X107-B 1/4
X107-C 3/8
X107-D 12
X107-E 3/4
FORGED
TEE
PART No. Pipe
101-A 1/8
101-B 1/4
101-C 3/8
101-D 12
101-E 3/4
Lead Free
Part No.
LF-101-A 1/8
LF-101-B 1/4
LF-101-C 3/8
LF-101-D 12

(LF-) Lead Free have a weighted average lead

content less than or equal to 0.25%.

TEE
(Cast Bronze)
PARTNo. Pipe
101CA-C 38
101CA-D 112
101CA-E 3/4
101-H 1
101-J 1114
101K 1112
101-M 2
-F
| EXTRUDED
TEE
PART No. Pipe
X101-A 118
X101-B 114
X101-C 38
X101-D 112
@ @ REDUCING
FORGED
TEE
@ Reducing
PART No. 1 2 3
101-BA 114 1/4 118
101-CB 3/8 3/8 114
101-DC 112 112 3/8
101-ED 304 3/4 112
@ @ REDUCING
TEE

(Cast Bronze)

@ Reducing

PART No. 1 2 3
101-DB 112 12 114
101-EDE 3/4 12 3/4
101-HDH 1 12 1
101-HE 1 1 3/4
101-JDJ 1-1/4 12 1-1/4
101-JE 114 1-1/4 3/4
101-KDK 1-112 12 1-112

FLOOR
FLANGE
PART No. Pipe
114-D 12
A IIY”
b 11 BLOCK
Female Male
PART No. Pipe Pipe
678-YB 1/4 1/4
IIY”
SPLITTER
Female Male
PART No. Pipe Pipe
202-B 1/4 1/4
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BLACK IRON PIPE FITTINGS

SCHEDULE 40 (150 LB.)
CLOSE LONG SCHEDULE 80:
NIPPLE - NIPPLE Replace prefix Bl- with BI80-
for schedule 80 (300LB.)
. PART No. Length
PART No. Pipe 304 NPT Pipe (IN)
Bl-112-A 18 BL13-E1-12 34 14112
BI-112-8 114 BI-13-E2 304 2
BI-112-C 318 BI-113-E2-1/2 3/4 2112 COUPLING
BI-112-D 112 BI-113-E3 3/4 3
BI-112-E 3/4 BI-113-E3-1/2 3/4 3112
BL112-H 1 BI-113-E4 3/4 4 PART No. Pipe
BI-113-E4-1/2 3/4 4112 BI-103-A 118
BI-112-J 1104 BI-113-E5 3/4 5 BI-103-B 114
BI-112K 1112 BI-113-E5-112 314 5112 BI-103-C 318
B-12-M 2 BI-113-E6 34 6 g”ggg ;ﬁ
BI-112-N 2112 BI-113-E8 3/4 8 BI-103-H 1
BI-112-P 3 BI-113-E10 3/4 10 BI-103-J 1-1/4
BI-112-S 4 BI-113-E12 3/4 12 BI-103-K 14172
1NPT BI-103-M 2
BI-13-H2 1 2 BI-103-N 2112
BI-113-H2-1/2 1 2112 BI-103-P 3
BI-113-H3 1 3 BI-103-S 4
BI-113-H3-1/2 1 3112
LONG BI-113-H4 1 4
BI-113-H4-1/2 1 4112
NIPPLE hein 1 5 REDUCING
BART No Longth BI-113-H5-1/2 1 5112 COUPLING
: BI-113-H6 1 6
o SN I
BI-113-H12 1 12 BI-119-BA 114 to 118
BI-113-A2 8 2 1114 NPT BI-119-CA I’ 1o 18
peennw R o EER
-11o- -119- 0
BI-113-A3-1/2 118 3112 g:ﬂgﬁ 12 Hﬁ 2 ;/2 BI-119-DB 112 to 114
BI-113-Ad 118 4 B I3112 - 2112 BI-119-DC 112 to 3/8
BI-113-Ad-1/2 118 4112 BI-119-EB 3/4 to 114
BI-113-A5 118 5 BI-113-J4 114 4 BI-119-EC 34 o 38
BI-113-A5-1/2 118 5112 BI-113-J4-1/2 1-1/4 4112 BI-119-ED 3/4 to 112
BI-113-A6 18 6 BI-113-J5 1-1/4 5 BI-119-HB 1 to 114
et W T | Lo
- o - - - (0]
BI-113-B1-1/2 114 14112 1412 NPT BI16.HE 1 ot "
BI-113-B2 174 2 BI13-K2 112 ) BI-119-JD 114 to 112
BI1382-112 " 21 BI-113-K2-112 14112 2112 BI-119-JE 4o 34
BI-113-B3 1/4 3 BI-113.K3 110 3 BI-119-JH 1-1/4 to 1
BI-113-B3-1/2 114 3112 BI-119-KD 112 to 112
BI-113-B4 114 4 BI-113-K3-1/2 1-112 3112 BI-119-KE M2 to 34
BI-113-B4-112 114 4112 BI-113-K4 1112 4 BI-119-KH 2 to 1
BI-113-B5 114 5 BI-113-K4-1/2 1-112 4112 BI-119-KJ 1-1/2 to 1-1/4
BI13-B5.1/2 1" 512 BI-113-K5 1112 5 BI-119-MD 2 to 1;2
BI-113-K5-1/2 1172 5112 BI-119-ME 2 to 3
g:_ng_gg m g BI-113-K6 1-112 6 BI-119-MH 2 to 1
o Lo
BI-113-C1-172 38 1112 BLT3-M2-112 2 e BI-119-NK 22 o e
BI-113-C2 318 2 BI-113-M3 2 3 BI-119-NM 212 to 2
BI-113-C2-1/2 318 2112 BI-113-M3-1/2 2 3112 BI-119-PM 3 to 2
BI-113-C3 318 3 BI-113-M4 2 4 BI-119-PN 3 to 24112
BI-113-C3-1/2 38 3112 BI-113-M4-1/2 2 4112 BI-119-SP 4 to 3
BI-113-C4 318 4 BI-113-M5 2 5
BI-113-C4-1/2 3/8 4112 BI-113-M5-1/2 2 5112
BI-113-C5 3/8 5 BI-113-M6 2 6
BI-113-C5-1/2 38 5112 24/2NPT UNION
BI-113-C6 3/8 6 BI-113-N3 2-1/2 3
1/2 NPT BI-113-N3-1/2 2112 3112
BI-113-D1-1/2 112 14112 BI-113-N4 2-112 4 PART No. Pipe
BI-113-D2 112 2 BI-113-N5 2112 4 BI-104-A 118
BI-113-D2-1/2 112 2112 BI-113-N6 2112 6 BI-104-B 114
BI-113-D3 112 3 3NPT BI-104-C 3/8
BI-113-D3-1/2 112 3112 BI-113-P3 3 3 BI-104-D 112
BI-113-D4 112 4 BI-113-P4 3 4 311335 314
BI-113-D4-1/2 112 4112 BI-113-P5 3 5 BI04 "
BI-113-D5 112 5 BI-113-P6 3 6 BI04K 11
BI-113-D5-1/2 112 5112 4NPT BI-104-M 9
BI-113-D6 112 6 BI-113-S4 4 4 BI-104-N 2112
BI-113-D7 112 7 BI-113-85 4 5 BI-104-P 3
BI-113-D8 112 8 BI-113-S6 4 6 BI-104-S 4
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BLACK IRON PIPE FITTINGS

SCHEDULE 40 (150 LB.)
BUSHING 90° ELBOW 45° STREET
Steel merchant see BI-110MC ELBOW
PART No. Pipe PART No. Pipe PART No. Pipe
BI-110-BA 1/4 to 1/8 BI-100-A 1/8 BI-124-A 118
BI-110-CA 3/8 to 1/8 BI-100-B 1/4 BI-124-B 1/4
BI-110-CB 3/8 to 1/4 BI-100-C 318 BI-124-C 318
BI-110-DA 112 to 1/8 BI-100-D 12 BI-124-D 112
BI-110-DB 112 to 1/4 BI-100-E 34 BI-124-E 34
BI-110-DC 112 to 3/8 BI-100-H 1 BI-124-H 1
BI-110-EA 3/4 to 1/8 BI-100-J 1-1/4 BI-124-J 1-1/4
BI-110-EB 3/4 to 1/4 BI-100-K 1-1/2 BI-124K 1-112
BI-110-EC 3/4 to 3/8 BI-100-M 2 BI-124-M 2
BI-110-ED 3/4 to 112 BI-100-N 2-112
BI-110-HB 1 to 1/4 BI-100-P 3
BI-110-HC 1 to 3/8 BI-100-S 4
BI-110-HD 1 to 112
BI-110-HE 1 to 3/4
BI-110-JC 1-1/4 to 3/8
BI-110-JD 1-1/4 to 112
BI-110-JE 1-1/4 to 3/4 REDUCING TEE
BI-110-JH 14 to 1 90° ELBOW
BI-110-KD 1-1/2 to 112
BI-110-KE 1-112 to 3/4 PART No. Pipe PART No. Pipe
BI-110-KH 1-112 to 1 BI-100-CB 3/8 to 1/4 BI-101-A 18
BI-110-KJ 1-112 to 1-1/4 BI-100-DB 12 to 1/4 BI-101-B 1/4
BI-110-MD 2 to 112 BI-100-DC 112 to 3/8 BI-101-C 3/8
BI-110-ME 2 to 3/4 BI-100-EC 304 to 3/8 BI-101-D 12
BI-110-MH 2 to 1 BI-100-ED 304 to 12 BI-101-E 3/4
BI-110-MJ 2 to 1-1/4 BI-100-HD 1 to 12 BI-101-H 1
BI-110-MK 2 to 1-112 BI-100-HE 1 to 3/4 BI-101-J 1-1/4
BI-110-NH 2-112 to 1 BI-100-JD 1-1/4 to 12 BI-101-K 1-112
BI-110-NJ 2-112 to 1-1/4 BI-100-JE 1-1/4 to 304 BI-101-M 2
BI-110-NK 2-112 to 1-112 BI-100-JH 1-1/4 to 1 BI-101-N 2-112
BI-110-NM 2-112 to 2 BI-100-KH 1112 to 1 BI-101-P 3
BI-110-PM 3 to 2 BI-100-KJ 1112 to 1-1/4 BI-101-S 4
BI-110-PN 3 to 2-112 BI-100-MH 2 to 1
BI-110-SM 4 to 2 BI-100-MJ 2 to 1-1/4
BI-110-SN 4 to 2112 BI-100-MK 2 to 1-112
BI-110-SP 4 to 3
® (@ REDUCING
TEE
45° ELBOW
@ Pipe Size
PART No. Pipe PART No. 1 2 3
LOCK NUT BI-105-A 1/ps BI-101-DB 112 12 1/4
BI-105-B 1/4 BI-101-DC 112 12 3/8
BI-105-C 3/8 BI-101-EB 3/4 3/4 1/4
PART No. Pipe BI-105-D 12 BI-101-EBE 3/4 1/4 34
BI-111-B 1/4 BI-105-E 3/4 BI-101-ED 3/4 3/4 112
BI-111-C 3/8 BI-105-H 1 BI-101-EDD 3/4 112 112
BI-111-D 112 BI-105-J 1-1/4 BI-101-EDE 3/4 112 3/4
BI-111-E 3/4 BI-105-K 1-1/2 BI-101-EH 34 3/4 1
BI-105-M 2 BI-101-HB 1 1 1/4
BI-105-N 2-112 BI-101-HBH 1 1/4 1
BI-105-P 3 BI-101-HD 1 1 112
BI-105-S 4 BI-101-HDD 1 112 112
BI-101-HDH 1 112 1
BI-101-HE 1 1 3/4
BI-101-HED 1 3/4 112
BI-101-HEE 1 3/4 3/4
PLUG 90° STREET BI-101-HEH 1 34 1
(Square Head) ELBOW BI-101-JDJ 114 12 1-1/4
BI-101-JE 1-1/4 1-1/4 3/4
Steel merchant see BI-109MC BIL101-JEE 114 a4 a4
PART No. Pipe PART No. Pipe o1k e s
BI-109-A 8 BI-116-A 118 BI-101-KDK 2R R
BI-109-D 12 BI-116-D 12 BI-101-KJ 2 2 1
BI-109-S 4 BI-116-S 4 BI-101-NK 212 212 112
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BLACK IRON PIPE FITTINGS

SCHEDULE 40 (150 LB.)
CAP CROSS FLANGE
PART No. Pipe PART No. Pipe PART No. Pipe
BI-108-A 118 BI-102-C 3/8 BI-114-B 1/4
BI-108-B 1/4 BI-102-D 12 BI-114-C 3/8
BI-108-C 3/8 BI-102-E 3/4 BI-114-D 12
BI-108-D 12 BI-102-H 1 BI-114-E 3/4
BI-108-E 3/4 BI-102-J 1-1/4 BI-114-H 1
BI-108-H 1 BI-102-K 1-1/2 BI-114-J 1-1/4
BI-108-J 1-1/4 BI-102-M 2 BI-114-K 1-1/2
BI-108-K 1112 BI-114-M 2
BI-108-M 2 BI-114-N 2112
BI-108-N 2112
BI-108-P 3
BI-108-S 4
NOTE: For thread
SCHEDULE 80: sealants
Replace prefix Bl- with BI80-
for schedule 80 (300LB.) See Page 245

GALVANIZED PIPE FITTINGS

SCHEDULE 40 (150 LB.)
I
M e | — O g— 0
NIPPLE NIPPLE NIPPLE
PART No. Pipe PART No. Length PART No. Length
GI-112-A 118 3/8 NPT Pipe (IN.) 1-1/4 NPT Pipe (IN.)
Gl-112-B 114 GI-113-C1-1/2 3/8 14112 G-113-J2 1-1/4 2
Gl-112-C 318 GI-113-C2 3/8 2 GI-113-J2-1/2 1-1/4 2112
GI-112-D 112 GI-13-C2-112 3/8 2112 GI-113-J3 1-1/4 3
GI-112-E 3/4 GI-113-C3 3/8 3 GI-113-J3-1/2 1-1/4 3112
Gl-112-H 1 GI-113-C3-1/2 3/8 3112 GI-113-J4 1-1/4 4
Gl-112-J 1-1/4 Gl-113-C4 3/8 4 GI-113-J4-1/2 1-1/4 44112
Gl-112-K 1112 Gl-113-C4-1/2 3/8 4112 GI-113-J5 1-1/4 5
Gl-112-M 2 GI-113-C5 3/8 5 Gl-113-J6 1-1/4 6
Gl-112-N 24112 Gl-113-C6 3/8 6 1-1/2 NPT
Gl-112-P 3 1/2 NPT GI-113-K2 14112 2
Gl-112-S 4 GI-113-D1-1/2 12 1-1/2 GI-113-K2-1/2 1-1/2 2-112
GI-113-D2 112 2 GI-113-K3 1-112 3
GI-113-D2-1/2 112 2412 Gl-113-K3-1/2 1-112 3-1/2
112 NPT GI-113-K4 14112 4
G113-D3 1 3 GI-113-K4-1/2 14112 44112
Gl-113-D3-1/2 10 31 GI-113-K5 1112 5
Gl-113.04 12 4 GI-113-K5-1/2 14112 5112
LONG Gl-113-D4-112 112 4112 fhyﬁ'“ 1-112 6
NIPPLE 2:11333 102 1@ 5 ?/2 C-13-M2-1/2 2 2112
Pl ) GI-113-M3 2 3
PART No. Length Cl-113-06 12 6 GI-113-M3-1/2 2 3-112
1/8 NPT Pipe (IN.) Gl-113-08 12 8 GI-113-M4 2 4
GI-113-A1-112 118 14112 3/4 NPT GI13-M5 2 5
GI-113-A2 118 2 GI-113-E1-1/2 3/4 1-112 GI-113-M5-1/2 2 512
Gl-113-A2-112 118 2112 GI-113-E2 34 2 GI-113-M6 2 6
Gl-113-A3 1/8 3 GI-113-E2-1/2 3/4 2-112 212 NPT
GI-113-A3-1/2 118 3112 G-113-E3 34 3 GI113-N6 2412 6
GI-113-A4 1/8 4 GI-113-E3-1/2 3/4 3112 3INPT
GI-113-Ad-1/2 118 4112 GI-113-E4 3/4 4 GI-113-P4 3 4
Gl-113-A5 118 5 Gl-113-E4-1/2 3/4 4-112 GI-113-P6 3 6
Gl-113-A5-1/2 1/8 5-1/2 GI-113-E5 3/4 5 4NPT
1/4 NPT GI-113-E6 3/4 6 Gl-113-S6 4 6
GI-113-B1-1/2 114 14112 1NPT
GI-113-B2 114 2 Gl-113-H2 1 2
GI-113-B2-1/2 114 2112 GI-113-H2-1/2 1 2112
G-113-83 114 3 GI-113-H3 1 3
GI-113-B3-1/2 114 3112 GI-113-H3-1/2 1 3112 Galvanization is the process of
GI-113-B4 114 4 GI-113-H4 1 4 . . ! .
GI-113-B4-1/2 114 4112 GI-113-H4-1/2 1 4112 applying protective zinc coating
GI-113-85 114 5 GI-113-H5 1 5 to steel or iron in ordert to prevent
g:}}ggg 12 m > ;/2 gmg:g 12 1 5;/2 premature rust and corrosion.
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GALVANIZED PIPE FITTINGS

SCHEDULE 40 (150 LB.)
COUPLING ﬂ ‘ BUSHING 90° ELBOW
-
PART No. Pipe PART No. Pipe
. GI-110-BA 114 to 118 GI-100-A 118
Zﬁ}g AN°' P:/ge Gl-110-CA Mt 118 GI-100-B 114
o038 Iy GI-110-CB 318 to 114 GI-100-C 318
peipege 38 GI-110-DA 112 to 118 GI-100-D 112
o030 s GI-110-DB 112 to 114 GI-100-E 304
OHO3E " GI-110-DC 112 to 3/8 GI-100-H 1
03 ’ GI-110-EA 304 to 118 GI-100-J 1-1/4
oh03 " GI-110-EB 304 to 114 GI-100-K 14112
OH03K b GI-110-EC 304 to 318 GI-100-M 2
03 ) GI-110-ED 304 to 112 GI-100-N 2112
O3 2 GI-110-HB 1 to 114 GI-100-P 3
GI-110-HC 1 to 318 G-100-8 4
GI-110-HD 1 to 112
GI-110-HE 1 to 304
GI-110-JD 114 to 112
GI-110-JE 114 to 304
GI-110-JH 114 to 1 :
GI-110-KD 12 to 102 4 REDUCING
GI-110-KE 1112 to 3/4 90° ELBOW
GI-110-KH 112 to 1
GI-110-KJ 112 to 1-1/4
eouene | S A
COUPLING GH10-MJ 9 i 144 GI-100-CB 38 to 114
GI10-MK 9 io 12 GI-100-DC 112 to 318
PART No. Pipe GI-110-NK 212t 1R GI-100-ED 34 fo 172
GI-119-BA 114 to 118 GI-110-NM 212 to 2 GI-100-HD 1 o 112
GI-119-CA 38 to 118 GI-110-PM 3 to 2 GI-100-HE 1 o 34
GI-119-CB 318 to 114 GI-110-PN 3 o 24P GI-100-JH 14 o 1
GI-119-DB 112 to 114 GI-110-SM 4 to 2 GI-100-KH 12 o 1
GI-119-DC 112 to 3/8 GI-110-SP 4 to 3 GI-100-KJ 1-1/2 to 1-1/4
G-119-ED 304 to 112
GI-119-HD 1 to 112
G-119-HE 1 to 304
G-119-D 14 to 112
GI-119-JE 14 to 304
GI-119-JH 114 to 1
GI-119-KE 2t 314 ":‘ o
Gl-119-KH 1112 to 1 PLUG 45° ELBOW
GI-119-KJ 2 to 1-1/4 E ; (Square Head)
GI-119-ME 2 to 304
Gl-119-MH 2 to 1 PART No. ) Pipe PART No. Pipe
GI-119-MJ 2 to 1-1/4 GI-109-A 18 GI-105-A 1/8
GI-119-MK 2 to 1-12 GI-109-B 1/4 GI-105-B 1/4
GI-119-NM 2-112 to 2 GI-109-C 38 GI-105-C 3/8
GI-119-PM 3 to 2 GI-109-D 12 GI-105-D 12
GI-119-SP 4 to 3 GI-09-E a4 Gl-105-E 34
GI-109-H 1 GI-108-H 1
GI-109-J 1-1/4 GI-105-J 1-1/4
Gl-109-K 1-1/2 Gl-105-K 1-1/2
GI-109-M 2 GI-105-M 2
GI-109-N 2112 GI-105-P 3
GI-109-P 3 G105 4
GI-109-8 4
4 UNION CAP i 90° STREET
l } m ELBOW
PART No. Pipe PART No. Pipe
GI-104-A 118 GI-108-A 118 PART No. Pipe
GI-104-B 114 GI-108-B 114 GI-116-A 118
GI-104-C 358 GI-108-C 38 G-116-8 114
GI-104-D 112 GI-108-D 112 GI116-C 38
GI-104-E 3/4 G-108-E 344 G-116-D 112
GI-104-H 1 GI-108-H 1 GI-116-E 34
GI-104-J 1-1/4 GI-108-J 1-1/4 Gl-116-H 1
GI-104-K 14172 GI-108-K 14112 G-116-J 1-1/4
GI-104-M 2 GI-108-M 2 GI-116-K 1112
GI-104-P 3 GI-108-N 2112 Gl-116-M 2
GI-104-S 4 GI-108-P 3 G-116-N 2112
GI-108-S 4 G-116-P 3
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GALVANIZED PIPE FITTINGS

SCHEDULE 40 (150 LB.)
O MO
45° STREET | REDUCING CROSS
ELBOW TEE |
PART No. Pi I e
GL20A e ® Pipe Size PART No. Pipe
Gl-124-B 1/4 PART No. 1 2 3 GI-102-C 3/8
Gl124C 38 G-01-EB 34 34 114 GI-102-D 112
Gl124D 2 GH01-ED 34 34 112 GI-102-E 314
Gl124.E " GI-101-EDD 34 1R 112
G124 1 GI-01-EDE 34 1R 34
Gl-124-J 1-1/4 GI-101-EH 3/4 3/4 1
GH24K 1112 GI01-HB 1 1 "
G124 9 GI-101-HD 1 1 112
GIH01-HE 1 1 34
GI-101-HEH 1 314 1
GH01-JE 114 14 34 FLOOR
GI-101KE 12 112 34 FLANGE
RE———— GI-101-KH 112 112 1
| GI-101-MD 2 2 112
GI-101-ME 2 2 3/4 PART No. Pipe
. TEE GH01-MH 2 2 1 G114 1,’;
r GH14-E 314
Gl-114-H 1
, Gl114-J 1114
PART No. Pipe GH14-K )
GHO1-A 118 GL114M 9
GI-101-8 114 GH14-N 2112
GI101-C 38
GHO1-D 112
GI-101-E 3/4
GHO1-H 1
GI-101-J 1114 -
GHO1K 1112 o . - h
Gl-101-M 2 Galvanization is the process of applying N LOCK
2:1812' 2-;/2 a protective zinc coating to steel or iron NUT
G-101-S 4 in order to prevent pfemature rust and PART No. Pipe
corrosion. G-11-B 1/4
Other sizes available. minimums apply. GI-111-D 112

If you don’t see what your looking for,
contact your local Fairview.
Special orders available,
minimum quantities apply.



BRASS D.O.T. AIR BRAKE FITTINGS

(FOR COPPER TUBE)

PART No.
1160-4
1160-6
1160-8
1160-10

SLEEVE

J

Tube
1/4
318
112
5/8

PART No.
1161-4
1161-6
1161-8
1161-10
1161-12

- .

Tube
1/4
3/8
12
5/8
3/4

PART No.
1162-4
1162-6
1162-8

UNION
COUPLING

Tube
1/4
318
112

CONNECTOR
e ™ o
Tube

w To

Male Pipe
PART No. Tube Pipe
1168-4A 14 118
1168-4B 1/4 1/4
1168-6B 3/8 1/4
1168-6C 3/8 3/8
1168-8C 12 3/8
1168-8D 12 112
1168-10D 5/8 112
1168-12E 3/4 3/4
45° ELBOW
w Tube
To
Male Pipe
PART No. Tube Pipe
1174-6B 3/8 114
1174-6C 3/8 3/8
90° ELBOW
l Tube
: n : I To
: Male Pipe
PART No. Tube Pipe
1169-4A 114 118
1169-4B 1/4 1/4
1169-6B 3/8 1/4
1169-6C 3/8 3/8
1169-8C 112 3/8

90° ELBOW
To
Female Pipe

PART No. Tube Pipe
1170-4A 1/4 18

TEE
Tube
Three Ends
PART No. Tube
1164-4 1/4
1164-6 3/8
TEE
Ends Tube
To Male Pipe
Center Tube
PART No. Tube Pipe
1171-4B 1/4 1/4
TEE
— e —— Ends Tube
. To Male Pipe
Center Tube
PART No. Tube Pipe
1172-6B 3/8 1/4

b

BRASS D.O.T. AIR BRAKE FITTINGS
(WITH FIXED INSERTS, FOR D.O.T. AIR BRAKE TUBE: PAGE 132)

BRASS D.O.T. AIR BRAKE FITTINGS ASSEMBLY INSTRUCTIONS

Cut tube squarely.

Slide nut and then sleeve onto tube.

Insert tube fitting until it bottoms on seat.

Hand tighten and mark body.

Full clockwise wrench turns as per chart.

Tube Additional Full Turns
Size from Hand Tight.

114 3

318", 112"

and 5/8” 4

3/4” 3112
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BRASS D.O.T. AIR BRAKE FITTINGS
(WITH FIXED INSERTS, FOR D.O.T. AIR BRAKE TUBE: PAGE 132)

® ®

INSERT
PART No. For Tube I.D.
1481-2 078
1481-4 170
1481-5 232
1481-6 .250
1481-8 375
1481-10 440
1481-12 566
3 SLEEVE
PART No. Tube
1460-4 1/4
1460-6 3/8
1460-8 112
1460-10 5/8
1460-12 3/4
NUT
PART No. Tube
1461-4 1/4
1461-6 38
1461-8 112
1461-10 5/8
1461-12 304
CONNECTOR
Male Pipe
PART No. Tube Pipe
1468-4A 1/4 1/8
1468-4B 1/4 1/4
1468-4C 14 3/8
1468-4D 1/4 12
1468-6A 3/8 18
1468-6B 3/8 114
1468-6C 3/8 3/8
1468-6D 3/8 12
1468-8B 112 114
1468-8C 12 3/8
1468-8D 112 112
1468-8E 112 3/4
1468-10C 5/8 3/8
1468-10D 5/8 12
1468-10E 5/8 3/4
1468-12D 3/4 112
1468-12E 3/4 3/4
CONNECTOR
Tube To
Female Pipe
PART No. Tube Pipe
1466-4A 1/4 1/8
1466-4B 1/4 1/4
1466-4C 14 3/8
1466-6A 3/8 1/8
1466-6B 3/8 114
1466-6C 3/8 3/8
1466-8C 12 3/8
1466-8D 112 112
1466-10C 5/8 3/8
1466-10D 5/8 12
1466-12D 3/4 112
1466-12E 3/4 3/4

" UNION
PART No. Tube
1462-4 1/4
1462-6 318
1462-8 112
1462-10 5/8
1462-12 3/4
’ 45°ELBOW
g Tube To
Male Pipe
PART No. Tube Pipe
1474-4A 114 1/8
1474-4B 114 1/4
1474-6B 3/8 1/4
1474-6C 38 3/8
1474-6D 3/8 112
1474-8B 112 1/4
1474-8C 112 3/8
1474-8D 112 112
1474-10D 5/8 112
90° ELBOW
Tube To
Tube
PART No. Tube
1465-4 1/4
1465-6 38
1465-8 112
1465-10 5/8
1465-12 3/4
' 90° ELBOW
. Tube To
mi ! Male Pipe
PART No. Tube Pipe
1469-4A 1/4 118
1469-4B 114 1/4
1469-4C 1/4 38
1469-4D 114 112
1469-6A 3/8 1/8
1469-6B 3/8 1/4
1469-6C 3/8 3/8
1469-6D 3/8 112
1469-8B 112 1/4
1469-8C 112 3/8
1469-8D 112 112
1469-10C 5/8 3/8
1469-10D 5/8 112
1469-10E 5/8 3/4
1469-12D 3/4 112
1469-12E 3/4 3/4
90° ELBOW
Tube To
Female Pipe
PART No. Tube Pipe
1470-4A 114 118
1470-4B 114 1/4
1470-6A 3/8 1/8
1470-6B 3/8 1/4
1470-6C 3/8 3/8
1470-8C 112 3/8
1470-8D 112 112
1470-10D 5/8 112
1470-12D 3/4 112

TEE
Tube
Three Ends
PART No. Tube
1464-4 ® 114
1464-6 38
1464-8 112
1464-10 5/8
1464-12 3/4
Reducing
1 2 3
1464R-64 3/8 38 1/4
1464R-86 112 112 3/8
m‘.__- TEE
wsss  Ends Tube To
Male Pipe
Center Tube
PART No. Tube Pipe
1471-4A 1/4 1/8
1471-4B 1/4 1/4
1471-68 3/8 1/4
1471-6C 3/8 3/8
1471-8C 112 38
1471-8D 112 112
1471-10D 5/8 112
1471-12D 3/4 112
TEE
| Ends Tube
Center
Male Pipe
PART No. Tube Pipe
1472-4A 1/4 118
1472-4B 114 1/4
1472-6A 3/8 1/8
1472-6B 3/8 1/4
1472-6C 3/8 3/8
1472-8B 112 1/4
1472-8C 112 3/8
1472-8D 112 112
1472-10D 5/8 112
1472-12D 3/4 112
1472-12E 3/4 3/4
TEE
Female To
Male Pipe
Center Tube
PART No. Tube Pipe
1476-4A 1/4 1/8
1476-6B 3/8 1/4
; BULKHEAD
(With Lock Washer)
PART No. Tube
1477-4 14
14776 38
1477-8 112
1477-10 5/8
TEE
Ends Tube
To Center
Female Pipe
PART No. Tube Pipe
1478-6B 38 1/4
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COMPOSITE AIR BRAKE FITTINGS

(FOR DOT AIR BRAKE TUBE 1485)

This product meets and exceeds the performance requirement of FMVSS 106 & SAE J844.
Low Temp Buna O-Ring (-52° to +100° C) - Brass sleeves, grippers and tube supports / inserts DOT markings (FF DOT)

- Red Loctite Male Pipe Thread Sealant

PART No.
CPC1462-5/32
CPC1462-4X5/32
CPC1462-4
CPC1462-6
CPC1462-8
CPC1462-86
CPC1462-10

UNION
COUPLING

PTC DOT
5/32
1/4 70 5/32
1/4
3/8
12
1270 3/8
5/8

PART No.
CPC1468-5/32A
CPC1468-4A
CPC1468-4B
CPC1468-4C
CPC1468-6A
CPC1468-6B
CPC1468-6C
CPC1468-6D
CPC1468-8B
CPC1468-8C
CPC1468-8D
CPC1468-10D
CPC1468-12D
CPC1468-12E

PTC DOT

Tube To
Male Pipe

5/32
14
14
14
3/8
318
3/8
3/8
12
12
12
5/8
3/4
3/4

CONNECTOR

Pipe

1/8
1/8
1/4
3/8

1/4
3/8
12
1/4
3/8
12
12
12
3/4

PART No.

CPC1465-4
CPC1465-6
CPC1465-8

90° ELBOW
Tube To
Tube

PTC DOT
1/4
3/8
12

PART No.

CPC1469SW-5/32A
CPC1469SW-4A
CPC1469SW-4B
CPC1469SW-4C
CPC1469SW-6A
CPC1469SW-6B
CPC1469SW-6C
CPC1469SW-6D
CPC1469SW-8B
CPC1469SW-8C
CPC1469SW-8D
CPC1469SW-10C
CPC1469SW-10D

90° ELBOW
Tube To
Swivel
Male Pipe

PTC DOT
5/32
114
114
114
3/8
3/8
3/8
3/8
12
12
12
5/8
5/8

Pipe
1/8
1/8
1/4
3/8
1/8
1/4
3/8
12
1/4
3/8
12

12

—

I 90° ELBOW
— Tubg To
Swivel
Female Pipe
ol
PART No. PTC DOT Pipe
CPC1470SW-4A 1/4 1/8
CPC1470SW-4B 1/4 1/4
CPC1470SW-6B 3/8 1/4
CPC1470SW-6C 3/8 3/8
45°ELBOW
Tube To
Swivel
Male Pipe
PART No. PTC DOT Pipe
CPC1474SW-4A 1/4 1/8
CPC1474SW-4B 1/4 1/4
CPC1474SW-6B 3/8 1/4
CPC1474SW-6C 3/8 3/8
CPC1474SW-6D 3/8 112
CPC1474SW-8B 112 1/4
CPC1474SW-8C 112 3/8
CPC1474SW-8D 112 112
CPC1474SW-10C 5/8 3/8
CPC1474SW-10D 5/8 112
[
TEE
Tube
Three Ends
PART No. PTC DOT
CPC1464-4 14
CPC1464-6 3/8
CPC1464-8 112

®

®

PART No.
CPC1464Y-4
CPC1464Y-6

CPC1464YR-46
CPC1464YR-64

“Y”
Tube
Three Ends

PTC DOT
114
3/8

ORONO;

1/4 70 1/4TO 3/8
3/8TO 318 TO 1/4

TEE
Ends Tube
Center
Swivel
Male Pipe
PART No. PTC DOT Pipe
CPC1472SW-4A 114 1/8
CPC1472SW-4B 1/4 1/4
CPC1472SW-6A 3/8 1/8
CPC1472SW-6B 3/8 1/4
CPC1472SW-6C 3/8 3/8
CPC1472SW-6D 3/8 112
CPC1472SW-8C 112 3/8
CPC1472SW-8D 112 112
IIY”
Ends Tube
Center
Swivel
Male Pipe
PART No. PTC DOT Pipe
CPC1472YSW-4A 114 118
CPC1472YSW-4B 114 1/4
CPC1472YSW-6B 318 1/4
o TEE
} "I Ends Tube To
Swivel
Male Pipe
Center Tube
PART No. PTC DOT Pipe
CPC1471SW-4A 114 118
CPC1471SW-4B 114 1/4
CPC1471SW-6B 318 1/4
CPC1471SW-6C 318 3/8
CPC1471SW-6D 318 112
CPC1471SW-8C 112 3/8
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PUSH-TO-CONNECT D.O.T. AIR BRAKE FITTINGS
(FOR D.O.T. AIR BRAKE TUBE 1485)

D.O.T. RECOGNIZED FOR ALL AIR BRAKE APPLICATIONS EXCEPT THOSE FOR USE BETWEEN FRAME AND AXLE OR BETWEEN TOWED AND TOWING VEHICLES.

UNION
COUPLING
PART No. Tube
PC1462-5/32 5/32
PC1462-4 1/4
PC1462-6 38
PC1462-8 112
PC1462-10 5/8
PC1462-12 3/4
CONNECTOR
Tube
To
Female Pipe
PART No. Tube Pipe
PC1466-4A 114 1/8
PC1466-4B 114 1/4
PC1466-6B 3/8 1/4
PC1466-6C 3/8 3/8
PC1466-8C 112 3/8
PC1466-8D 112 112
CONNECTOR
Tube To
Male Pipe
PART No. Tube Pipe
PC1468-3A 3/16 1/8
PC1468-3B 3/16 1/4
PC1468-5/32X1 5/32 1/16
PC1468-5/32A 5/32 1/8
PC1468-4A 114 1/8
PC1468-4B 114 1/4
PC1468-4C 114 3/8
PC1468-6A 3/8 1/8
PC1468-6B 3/8 1/4
PC1468L-6B 38 Long 1/4
PC1468-6C 3/8 3/8
PC1468-6D 3/8 112
PC1468-8B 112 1/4
PC1468-8C 112 3/8
PC1468-8D 112 112
PC1468-10C 5/8 3/8
PC1468-10D 5/8 112
PC1468-12D 3/4 112
PC1468-12E 3/4 3/4
BULKHEAD
UNION
PART No. Tube
PC1477-4 1/4
PC1477-6 3/8
PC1477-8 112
PC1477-10 5/8

BULKHEAD
UNION
Tube To
Female Pipe
*3/8 Only
PART No. Tube Pipe
PC1486-4B 114 1/4
PC1486-6C 3/8 (*With Washer) 3/8
PC1486-8C 112 38
BULKHEAD
UNION
Tube To
Male Pipe
PART No. Tube Pipe
PC1483-6D 3/8 112
PC1483-8D 112 112
90° ELBOW
Tube To
Tube
PART No. Tube
PC1465-4 114
PC1465-6 38
PC1465-8 112
90° ELBOW
Tube To
Female Pipe
PART No. Tube Pipe
PC1470-4A 114 118
PC1470-4B 114 1/4
PC1470-6B 3/8 1/4
PC1470-6C 3/8 38
PC1470-8D 112 112
90° ELBOW
Tube
To
Male Pipe
PART No. Tube Pipe
PC1469-3A 3116 1/8
PC1469-5/32A 5/32 1/8
PC1469-4A 1/4 1/8
PC1469-4B 1/4 1/4
PC1469-4C 1/4 3/8
PC1469-6A 3/8 1/8
PC1469-6B 3/8 1/4
PC1469-6C 3/8 3/8
PC1469-6D 3/8 112
PC1469-88 112 1/4
PC1469-8C 112 3/8
PC1469-8D 112 112
PC1469-10C 5/8 3/8
PC1469-10D 5/8 112
PC1469-12D 3/4 112
PC1469-12E 3/4 3/4

90° ELBOW
Tube To
Male Pipe
Swivel
PART No. Tube Pipe
PC1469SW-4A 114 1/8
PC1469SW-4B 114 1/4
PC1469SW-4C 1/4 3/8
PC1469SW-6A 38 1/8
PC1469SW-6B 3/8 1/4
PC1469SW-6C 3/8 3/8
PC1469SW-6D 3/8 112
PC1469SW-8B 112 1/4
PC1469SW-8C 112 3/8
PC1469SW-8D 112 112
PC1469SW-10C 5/8 3/8
PC1469SW-10D 5/8 112
PC1469SW-12D 3/4 112
PC1469SW-12E 3/4 3/4
45° ELBOW
Tube
To
Male Pipe
PART No. Tube Pipe
PC1474-4A 1/4 1/8
PC1474-4B 1/4 1/4
PC1474-6A 3/8 1/8
PC1474-6B 3/8 1/4
PC1474-6C 3/8 3/8
PC1474-8B 112 1/4
PC1474-8C 112 3/8
PC1474-8D 112 112
PC1474-10C 5/8 3/8
PC1474-10D 5/8 112
PC1474-12D 3/4 112
PC1474-12E 3/4 3/4
45° ELBOW
Tube To
Male Pipe
Swivel
PART No. Tube Pipe
PC1474SW-4A 1/4 1/8
PC1474SW-4B 1/4 1/4
PC1474SW-6A 3/8 1/8
PC1474SW-6B 3/8 1/4
PC1474SW-6C 3/8 3/8
PC1474SW-6D 3/8 112
PC1474SW-8B 112 1/4
PC1474SW-8C 112 3/8
PC1474SW-8D 112 112
PC1474SW-10C 5/8 3/8
PC1474SW-10D 5/8 112
PC1474SW-12E 3/4 3/4
UNION TEE
Tube Each
End
PART No. Tube
PC1464-4 1/4
PC1464-6 3/8
PC1464R-64 3/8 TO 1/4
PC1464-8 112
PC1464-10 5/8
PC1464-12 3/4
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PUSH-TO-CONNECT D.O.T. AIR BRAKE FITTINGS
(FOR D.O.T. AIR BRAKE TUBE 1485)

D.O.T. RECOGNIZED FOR ALL AIR BRAKE APPLICATIONS EXCEPT THOSE FOR USE BETWEEN FRAME AND AXLE OR BETWEEN TOWED AND TOWING VEHICLES.

TEE TEE
Ends Tube Ends Tube
and Center
Male Pipe Male Pipe
Center Tube
PART No. Tube Pipe
PART No. Tube Pipe PC1472-4A 1/4 118
PC1471-4A 114 118 PC1472-4B 114 1/4
PC1471-4B 114 114 PC1472-6A 3/8 118
PC1471-6B 3/8 114 PC1472-6B 3/8 1/4
PC1471-6C 3/8 3/8 PC1472-6C 3/8 3/8
PC1471-8C 112 3/8 PC1472-8B 112 1/4
PC1472-8C 112 3/8
TEE TEE
Ends Tube Ends Tube
and Male Pipe Center Male
Swivel Pipe Swivel
Center Tube
PART No. Tube Pipe
PART No. Tube Pipe PC1472SW-4A 1/4 118
PC1471SW-4A 114 118 PC1472SW-4B 1/4 114
PC1471SW-4B 114 114 PC1472SW-6B 3/8 114
PC1471SW-6B 3/8 114 PC1472SW-6C 3/8 3/8
PC1471SW-6C 3/8 3/8 PC1472SW-8B 112 114
PC1471SW-8C 12 3/8 PC1472SW-8C 112 3/8
PC1471SW-8D 12 12 PC1472SW-8D 112 112

TEE
Ends Tube
Center
Female Pipe
PART No. Tube Pipe
PC1478-4A 114 1/8
PC1478-4B 114 1/4
PC1478-6B 3/8 1/4
TEE
Ends Tube
Center Female
Pipe Swivel
PART No. Tube Pipe
PC1478SW-4A 114 118
PC1478SW-6B 38 1/4
TUBE
INSERT
PART No. Tube
PC1400-4 1/4
PC1400-6 3/8
PC1400-8 12

| BRASS PUSH-TO-CONNECT FITTINGS ASSEMBLY INSTRUCTIONS

Temperature Range -40°F to 225°F (-40°C to 107°C)

TO CONNECT TUBE:

Cut tube as squarely as possible. Insert
tube end into fitting, slide the 1.D. of the
tube over the tube support until friction is
felt as tube slides past the O-ring. Using
a slight twisting motion while inserting
the tube is often helpful. After this initial
friction is felt, continue to push in the
tube until it bottoms firmly against the
internal tube support.

PUSH-TO-CONNECT
FITTINGS FEATURE
A LABOR SAVING
FULL FLOW DESIGN
THAT REQUIRES NO
TOOLS.

FORD.O.T.AIR
BRAKE TUBE 1485
SEE PAGE 132

TO DISCONNECT TUBE:

With thumb and forefinger, hold down the
top of the insert against the fitting body
and then, with the other hand, pull out
the tube. No tools are needed.
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Cairview

AIR BRAKE FIELD KITS

PART No. ABFR-KIT-1 (AIR BRAKE SERVICE KIT - SELECTION 1)

Designed for use in the field or shop, this kit includes a selection of items to complete many general
repairs. Single sided carry case, with handle.

D.O.T. Air Brake Fittings; Service Kit Selection:

==

=

Kit Dimensions
Height: 14.5 In.

PART No. Description Qty. PART No. Description Qty. g
121-M8 Thread Sealant Tape 1 1468-6B  Connector Tube-MP 3/8-1/4 2 Width: 15.5 In.
1460-4 DOT Sleeve 1/4 5 1468-8C Connector Tube-MP 1/2-3/8 1 Depth: 2.5 In.
1460-6 DOT Sleeve 3/8 5 1469-4B Elbow Tube-MP 1/4-1/4 2
1460-8 DOT Sleeve 1/2 5 1469-6B E|b9W Tube-MP 3/8-1/4 2
1461-4 DOT Nut 1/4 2 1481-4 Air Brake Insert 1/4 5
1461-6 DOT N 1481-6 Air Brake Insert 3/8 5

- ut 3/8 2 )
1461-8 DOT Nut 1/2 5 1490-6 Air Brake Sleeve 3/8 6

’ ! 1491-6 Air Brake Nut 3/8 4
1462-4 DOT Union 1/4 2 1494-6 Nut with Spring Guard 3/8 2
1462-6 DOT Union 3/8 2 14958-C Brass Terminal Bolt 3/8 1
1462-8 DOT Union 1/2 1 B1492-6C Hose End Body 3/8 4
1468-4A DOT Adapter 1/4 to 1/8 MPT 2 B1492-6S Hose Splicer Body 3/8 1
1468-4B DOT Adapter 1/4 to 1/4 MPT 2 ABFR-BOX-1 1 Sided Case 1
PART No. ABFR-KIT-2 (AIR BRAKE SERVICE KIT - SELECTION 2)
Designed for use in the field or shop, this kit includes a large selection of items to complete most
general repairs in a double sided carry case, with handle.
D.O.T. Air Brake & Pipe; Service Kit Selection: . )
PART No Desc Qt PART No Desc Qt Klt Dlmen8|ons

. . y. . . y- .

103-A Coupling 1/8 FPT 2 1462-6 DOT Union 3/8 2 Height: 12.0 In.
103-B Coupling 1/4 FPT 2 1462-8 DOT Union 1/2 2 . .
103-C Coupling 3/8 FPT 2 146210 DOT Union 5/8 1 Width: 14.0 In.
103-D Coupling 1/2 FPT 1 1468-4A DOT Adapter 1/4 to 1/8 MPT 2 .
110-BA Pipe Bushing 1/4 to 1/8 3 1468-4B DOT Adapter 1/4 to 1/4 MPT 2 Depth: 4.0 In.
110-CB Pipe Bushing 3/8 to 1/4 2 1468-6B DOT Adapter 3/8 to 1/4 MPT 2
110-DC Pipe Bushing 1/2 to 3/8 2 1468-6C DOT Adapter 3/8 to 3/8 MPT 2
121-B Plug Hex 1/4 MPT 3 1468-8C DOT Adapter 1/2 to 3/8 MPT 2
121-C Plug Hex 3/8 MPT 2 1469-4A DOT Elbow 1/4 to 1/8 MPT 2
121-D Plug Hex 1/2 MPT 2 1469-4B DOT Elbow 1/4 to 1/4 MPT 2
121-M8 Thread Sealant Tape 2 1469-6B DOT Elbow 3/8 to 1/4 MPT 2
122-B Hex Nipple 1/4 MPT 3 1469-6C DOT Elbow 3/8 to 3/8 MPT 2
122-C Hex Nipple 3/8 MPT 2 1469-8C DOT Elbow 1/2 to 3/8 MPT 2
122-D Hex Nipple 1/2 MPT 2 1481-4 DOT Tube Insert 1/4 3
1460-4 DOT Sleeve 1/4 3 1481-6 DOT Tube Insert 3/8 3
1460-6 DOT Sleeve 3/8 3 1481-8 DOT Tube Insert 1/2 3
1460-8 DOT Sleeve 1/2 3 1481-10 DOT Tube Insert 5/8 3
1460-10 DOT Sleeve 5/8 2 X115-B Pipe Street Elbow 1/4 2
1461-4 DOT Nut 1/4 3 X115-C Pipe Street Elbow 3/8 2
1461-6 DOT Nut 3/8 3 ABFR-BOX-2 2 Sided Case 1
1461-8 DOT Nut 1/2 3
146110 DOT Nut 5/8 2
PART No. ABFR-KIT-1-PC m
(AIR BRAKE TUBE REPAIR KIT-PUSH-TO-CONNECT FITTINGS) i
This kit includes a selection of DOT push-to-connect fittings and tube to complete many temporary No Tool Required
air brake tube repairs in the field or shop. Single sided carry case with handle. Push-To Connect Fittings
Push-To-Connect; Tube Repair Kit Selection: Kit Dimensions
PART No. Description Qty. | PART No. Description Qty. He_lght: 14.5 In.
1485-4-CUT Air Brake Tube 1/4 241n. | PC1468-8C Connector Tube-MP 1/2-38 1 Width: 15.5 In.
1485-6-CUT Air Brake Tube 3/8 24In. | PC1469-4A  Elbow Tube-MP 1/4-1/8 2 Depth: 2.5 In.
1485-8-CUT Air Brake Tube 1/2 241In. | PC1469-6B  Elbow Tube-MP 3/8-3/8 2
PC1462-4 Brass PTC DOT Union 1/4 2 PC1469-8C  Elbow Tube-MP 1/2-3/8 1
PC1462-6 Brass PTC DOT Union 3/8 2 TK-1 Thumb Knife 1
PC1462-8 Brass PTC DOT Union 1/2 2 ABFR-BOX-1 1 Sided Case 1
PC1468-4A  Brass PTC DOT Adapter 1/4t0 118 MPT 2
PC1468-6B  Brass PTC DOT Adapter 1/4to 1/4AMPT 2
PC1468-6C Connector Tube-MP 3/8-3/8 2
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AIR BRAKE FIELD KITS

PART No. ABFR-KIT-2-PC (AIR BRAKE SERVICE KIT W/ PUSH-TO-CONNECT)
Designed for use in the field or shop, this kit includes Fairview’s Nylon DOT Push-to-Connect
Fittings and a large selection of items to complete most general repairs. Double sided carry case,

Qty.

2

with handle.

Push-To-Connect; Tube Repair Kit Selection:
PART No. Description

103-A Coupling 1/8 FPT
103-B Coupling 1/4 FPT
103-C Coupling 3/8 FPT
103-D Coupling 1/2 FPT
110-BA Pipe Bushing 1/4 to 1/8
110-CB Pipe Bushing 3/8 to 1/4
110-DC Pipe Bushing 1/2 to 3/8
121-B Plug Hex 1/4 MPT
121-C Plug Hex 3/8 MPT
121-D Plug Hex 1/2 MPT
121-M8 Thread Sealant Tape
122-B Hex Nipple 1/4 MPT
122-C Hex Nipple 3/8 MPT
122-D Hex Nipple 1/2 MPT
CPC1462-4 Nylon PTC DOT Union 1/4
CPC1462-6 Nylon PTC DOT Union 3/8
CPC1462-8 Nylon PTC DOT Union 1/2
CPC1462-10 Nylon PTC DOT Union 5/8

CPC1468-4A  Nylon PTC DOT Adapter 1/4 to 1/8 MPT

2
2
1
3
2
2
3
2
2
2
3
2
2
2
2
2
1
2

PART No.
CPC1468-4B
CPC1468-6B
CPC1468-6C
CPC1469SW-4A
CPC1469SW-4B
CPC1469SW-6B
CPC1469SW-6C
CPC1469SW-8C
42-4

42-6

42-8

48-4A

48-4B

48-6B

48-6C

48-8C

48-8D
ABFR-BOX-2

Description
Nylon PTC DOT Adapter 1/4 to 1/4 MPT
Nylon PTC DOT Adapter 3/8 to 1/4 MPT
Nylon PTC DOT Adapter 3/8 to 3/8 MPT
Nylon PTC DOT Elbow 1/4 to 1/8 MPT
Nylon PTC DOT Elbow 1/4 to 1/4 MPT
Nylon PTC DOT Elbow 3/8 to 1/4 MPT
Nylon PTC DOT Elbow 3/8 to 3/8 MPT
Nylon PTC DOT Elbow 1/2 to 3/8 MPT

Union 1/4 M.SAE

Union 3/8 M.SAE

Union 1/2 M.SAE
Adptr 1/4 M.SAE to 1/8 MPT
Adptr 1/4 M.SAE to 1/4 MPT
Adptr 3/8 M.SAE to 1/4 MPT
Adptr 3/8 M.SAE to 3/8 MPT
Adptr 1/2 M.SAE to 3/8 MPT
Adptr 1/2 M.SAE to 1/2 MPT

2 Sided Case

—\MNNMNNMNNNNI\)NNNNNE

===
==

Height:
Width:

Depth:

-

Kit Dimensions i’

12.0 In.
14.0 In.
4.0 In.

PART No. ABFR-KIT-HAB (AIR BRAKE HAB HOSE

REPAIR KIT)

Designed for use in the field, this kit includes a selection of
items to complete many temporary air brake hose repairs.

Single sided carry case, with handle.

D.O.T. Air Brake Hose Repair Kit Selection:

Kit Dimensions
Height: 12.0 In.
Width: 14.5 In.

Depth: 2.375 In.

PART No. Description
HAB-6-CUT DOT Air Brake Hose 3/8 ID
HAB-8-CUT DOT Air Brake Hose 1/2 ID
110-CB Pipe Bushing 3/8 to 1/4
110-DC Pipe Bushing 1/2 to 3/8
121-M8 Thread Sealant Tape
1492-6S DOT Air Brake Splicer 3/8 ID
1492-8S DOT Air Brake Splicer 1/2 ID
1492SW-6 DOT Swivel Coupler 3/8 ID

Qty.
16 In.
16 In.

_ A A AN

PART No. Description
1492SW-8 DOT Swivel Coupler 1/2 ID
4134-6B Hose Adapter 3/8 ID to 1/4 MPT
4134-6C Hose Adapter 3/8 ID to 3/8 MPT
4134-8C-WH Hose Adapter 1/2 ID to 3/8 MPT
4134-8D-WH Hose Adapter 1/2 ID to 1/2 MPT
TKA1 Thumb knife
ABFR-BOX-1 1 Sided Case

—\—\l\)l\)l\)l\)—\‘g

AIR BRAKE HOSE MENDERS & QUICK SERVICE KITS

PART No. ABFR-KIT-HAB (AIR BRAKE HAB HOSE REPAIR KIT)
Fairview’s all metal hose menders are ruggedly designed for easy, reliable roadside or shop air

brake hose repairs.

PART No. Description

4120R-6C-RK Carded Repair Kit
4120R-6D-RK Carded Repair Kit
4120R-8C-RK Carded Repair Kit

(MALE TO FEMALE COUPLER)

4129R-6-RK
4129R-8-RK

Bagged Splicer Kit
Bagged Splicer Kit

Swivel
Pipe  Hose
3/8 3/8
112 3/8
3/8 12
3/8 3/8
112 12

Patent

D759,216 D760,876

Min. Hose

0.D.
750
.750
875

750
875

i Brwtp bamn
n

Mroir
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AND TERMINAL BOLTS

BRASS D.O.T. AIR BRAKE HOSE COUPLINGS

m SLEEVE
p—

PART No. For Hose I.D.

1490-6 3/8

1490-8 112

D: NUT

PART No. For Hose I.D.

1491-6 3/8

1491-8 12

L \i= __ COUPLER ASSEMBLY
(NUT, SLEEVE AND COUPLER)
PART No. For Hose I.D. Pipe
1492-6B 3/8 1/4
1492-6C 3/8 3/8
1492-6D 3/8 112
1492-8C 12 3/8
1492-8D 12 12
Eres
SWIVEL COUPLER ASSEMBLY
(NUT, SLEEVE AND COUPLER)

PART No. Hose I.D. Pipe
1492SW-6 3/8 -
1492SW-8 12 -
1492SW-6B * 3/8 114
1492SW-6C * 3/8 3/8
1492SW-6D * 3/8 112
1492SW-8C * 12 3/8

* Complete with 4134 series adapter.

COUPLER ASSEMBLY WITH SPRING GUARD
(NUT, SLEEVE, COUPLER AND SPRING)

PART No. For Hose I.D. Pipe
1493-6B 3/8 114
1493-6C 3/8 3/8
1493-6D 3/8 12
1493-8C 112 3/8
1493-8D 112 112

WmiEe

SWIVEL COUPLER ASSEMBLY WITH

SPRING GUARD
(NUT, SLEEVE, COUPLER AND SPRING)
PART No. For Hose I.D. Pipe
1493SW-6 3/8 -
1493SW-8 112 -
1493SW-6B * 3/8 1/4
1493SW-6C * 3/8 3/8
1493SW-8C * 12 3/8
* Complete with 4134 series adapter.
LY
CLELTLLEET
TERMINAL BOLT (STEEL)
For Nylon For Hose
PART No. Tube O.D. 1.D
1499N-6 * 3/8 3/8
* Complete with 1461 series nut.
For Copper For Hose
PART No. Tube O.D. 1.D.
1499-6 3/8 3/8

HOSE CONNECTOR
FOR HAB ASSEMBLIES
Straight
PART No. Thread Pipe
4134-6B 3/4-20 1/4
4134-6C 3/4-20 3/8
4134-6D 3/4-20 112
4134-8C 3/4-20 3/8
4134-8D 3/4-20 112
4134-8C-WH 7/8-20 3/8
4134-8D-WH 7/8-20 112
USED WITH HAB ASSEMBLIES.
ui w1
HOSE SPLICER
PART No. For Hose I.D.
1492-6S 3/8
1492-8S 112
PART No. For Hose I.D. Pipe
B1492-6B 3/8 1/4
B1492-6C 3/8 3/8
B1492-6D 3/8 12
B1492-8C 12 3/8
B1492-8D 12 12
NUT WITH
SPRING HOSE GUARD
PART No. For Hose I.D.
1494-6 3/8
1494-8 112
TERMINAL
BOLT (STEEL)
Female Length
PART No. Pipe (IN.)
1495-C 3/8 X318 1-3/8
1495-L 14 X 1/4 1-1/2
1495-S 1/4 X 1/4 31/32
& TERMINAL
- BOLT (BRASS)
Female Length
PART No. Pipe (IN.)
1495B-A 1/8 X 1/8 112
1495B-C 3/8 X 3/8 1-1/4
1495B-D 12 X172 112
1495B-L 114 X 1/4 112
1495B-S 114 X 1/4 31/32

TERMINAL
BOLT (STEEL)
Length
PART No. Pipe (IN.)
1496-DC 1/2M X 3/8F 2
TERMINAL BOLT
Length
PART No. Pipe Material (IN.)
1497-DB 1/2M X 1/4F Steel 2-3/4
1497-DBS 1/2M X 1/4F Brass 1-5/8
£ BULKHEAD
ADAPTER
(BRASS)
For Nylon Female
PART No. Tube O.D. Pipe
1495N-6C 3/8 3/8
1495N-8C 12 3/8
' PUSH-TO
: T CONNECT
BULKHEAD
ADAPTER
(STEEL-BRASS)
For Nylon Female
PART No. Tube O.D. Pipe
PC1495S-6D 3/8 112
PUSH-TO
CONNECT
TERMINAL BOLT
(STEEL-BRASS)
For Nylon Length
PART No. Tube O.D. Pipe (IN.)
PC1483S-6D 3/8 112 2
PC1483S-8D 112 112 2

% For Nylon

PART No.
1498N-6D

(Complete with 1461 series brass nut.)

PART No.
1498-6D

i For Copper
TERMINAL BOLT
(STEEL)
For Nylon Length
Tube O.D. Pipe (IN.)
3/8 1/2M X 1/4F 2-5/8
For Copper Length
Tube O.D. Pipe (IN.)
3/8 12M X 1/4F 3-1/4

(Complete with 1161 series brass nut & sleeve.)
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WATER HOSE FITTINGS AND ACCESSORIES

PART No.
206-WP

WATER
PLUG

(Square Head Plug)

SWIVEL
3 Hose Barb
it To
Female Hose
HEX NUT (201-H)
PART No. Hose I.D.
195-6 3/8
195-8 112
195-10 5/8
195-12 3/4
195-16 * 1
*1"NPS - 11-1/2 TPL.
M Hose Barb
e To
Male Hose
PART No. Hose L.D.
193-6 3/8
193-8 112
193-10 5/8
193-12 3/4
193-16* 1

*1"NPS - 11-1/2 TR

GHW GHW-EPDM GHW-S
PART No.
GHW GARDEN HOSE WASHER
GHW-EPDM EPDM WASHER
GHW-S STAINLESS STEEL
SCREENED# WASHER
200-W 201-H
PART No.
200-W KNURLED CAP NUT
201-H OPEN HEX NUT
- S WATER
s LINE
AIR DRAIN
VALVE
PART No. Description
204 HEX KNURLED CAP
NUT TO AIR VALVE

Ideally suited for Recreational Vehicle winter prep.

HEX-KNURL CAP NUT (With Chain)

PART No.
200-HKC

(Square Head Plug)

SWIVEL
COUPLING
Female Hose
Both Ends
PART No.
203-W Water Thread
SWIVEL
COUPLING
Female Hose
To
Female Pipe
PART No. Pipe
199S-D 112
199S-E 3/4
Lead Free
Part No.
LF-199S-D 112
SWIVEL
f CONNECTOR
= Female Hose
-
Male Pipe
PART No. Pipe
194-B 1/4
194-C 3/8
194-D 112

Female Hose
To
Male Pipe
PART No. Pipe
199-D 112
199-E 3/4
COUPLING
Male Hose
To
Female Pipe
PART No. Pipe
197-B 114
197-C 3/8
197D 112
197-E 3/4
COUPLING
Male Hose
To
Male Pipe
PART No. Pipe
196-C 3/8
196-D 112
196-E 3/4
Lead Free
Part No.
LF-196-E 3/4
COUPLING
Male Hose
To
Male Hose
PART No. Description
196-W Male Hose To Male Hose
COUPLING
Female Hose
To
Female Pipe
PART No. Pipe
198-D 112
198-E 3/4
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WATER HOSE FITTINGS AND ACCESSORIES

R.V. WATER REGULATOR DISHWASHER INLET WATER CONNECTION
INCLUDES EPDM WASHER, n
* Lead-Free Design COMPRESSION NUT & SLEEVE
* Keeps outlet pressure at 55 psi
* Highest water flow available
* Screened washer filters debris
* Fits all standard water hose and riser connections
* Heavy-Duty impact resistant design
PART No. Description PART No. Description
WR-RV55 Female Water Hose X Male Water Hose Regulator DWF-6 Female Water Hose X 3/8 Compression
(Retail Packaged)

e BRASS WATER HOSE (GARDEN HOSE) ACCESSORIES =

STRAIGHT
COUPLING
Male Hose X
Female Hose
PART No. Style
199-WV VALVED SPLITTER COUPLING
4 Male Hose x Female Hose
PART No. Style
404-WV VALVED

BALL VALVE YMC?U: "'Nis
STRAIGHT F a el °|_‘°|’e
COUPLING emale Hose
Male Hose X BALL VALVE Y COUPLING
Female Hose
PART No. Style Male Hose x Female Hose
202-WV VALVED PART No Styl
PART No. Style . yle
EV100y VALVED 202-W PLAIN BV202-W VALVED

| PRESSURE WASH HOSE ADAPTERS =

PART No. Pipe Size PART No. Pipe Size PART No. Pipe Size
QD-KARCHER-6F 3/8 FPTXM22X 1.5 QD-KARN-6F 3/8 FPFT XM22 X 1.5 B1120-CC-3000 3/8 MPT X 3/8
QD-KARCHER-6M 3/8NPTXM22X 1.5 QD-KARN-6M 3/8 NPT XM22 X 1.5 FPT Swivel
+ USED TO ADAPT STANDARD PRESSURE WASH HOSES TO KARCHER STYLE EQUIPMENT » ABOVE PRESSURE WASH + 3000 PSI BRASS SWIVEL: DESIGNED FOR USE WITH
COUPLINGS COME WITH EPR O-RING GOOD FOR HOT WATER UP TO 200°F+ PRESSURE RATING: 4000 PSI PRESSURE WASH ASSEMBLIES.

FOR BRASS WATER HOSE QUICK DISCONNECTS (GARDEN HOSE) SEE THE QD SECTION
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PROPANE GAS FITTINGS

CONNECTOR

INVERTED FLARE F

TO MALE PIPE 3

Inverted

PART No. Flare Pipe
148-4B 14 1/4
148CV-4B 114 With Check 1/4
BB-148CV-4B 114 With Check 1/4

Blister Boxed (Pkg. X 2)

CYLINDER
PRIMUS
= ! BY
PROPANE
THREAD
Cylinder Propane
PART No. Thread Thread
1985 1"-20 9/16-18 LH
1985P (Bag Packaged)
2093 17-20 With Check 9/16-18 LH
CYLINDER
PRIMUS
BY
S.AE.
FLARE
Cylinder
PART No. Thread Pipe
2091 1"-20 With Check ~ 3/8

CYLINDER
PRIMUS
BY
FEMALE
PIPE
Cylinder
PART No. Thread Pipe
2092 1"-20 1/4
CYLINDER
PRIMUS
BY MALE
PIPE
Cylinder
PART No. Thread Pipe
2096 17-20 With Check 1/4
2096-HF 1"-20 (High Flow) 1/4

VALVED
CYLINDER
- ADAPTER
Cylinder Male
PART No. Thread Pipe
2098 17-20 Solid 1/4

BB-2098 (Blister Boxed)

VALVED
CYLINDER
SWIVEL
ADAPTER
Cylinder Male
PART No. Thread Pipe
2098SW 17-20 With Check 1/4
2098SW-HF 17-20 High Flow 14

RESERVE
CYLINDER
ADAPTER

Cylinder
PART No. Thread PO.L.
2097 F.1"-20 Female
BB-2097 (Blister Boxed)

PROPANE
MOTOR

i : FUEL FILL

= ADAPTER

PART No. Female P.O.L. X
2017 1-3/4 ACME THREAD

ALLOWS A STANDARD P.O.L. FITTING TO BE ADAPTED
TO FILL AN ENGINE FUEL TANK.

C i =

TWO PIECE
LAST CHANCE
CYLINDER ADAPTER
Cylinder
PART No. Thread Qcce1
2491 F.1"-20 Male
BB-2491 (Blister Boxed)
CYLINDER
ADAPTER
PART No. Thread Qcct
2399 1/4 NPT Male

W ONE PIECE
. LAST CHANCE
CYLINDER

- ADAPTER
Cylinder
PART No. Thread Qcct
2080 F.1"-20 Male

PO.L.TO
Qcc1
ADAPTER
PART No. Qcce1 PO.L.
2087 Male Male
BB-2087 (Blister Boxed)
PO.L.TO
CYLINDER
PRIMUS
ADAPTER
(With Handwheel)
Cylinder
PART No. Thread PO.L.
2095 1"-20 Male

BB-2095

(Blister Boxed)
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PROPANE GAS FITTINGS

TAILPIECE
ASSEMBLY
WITH
HEX HEAD
(Nut & Stem)

HARD NOSE(NO O-RING)

PART No. Thread OAL.

2002-H-HN 1/4 NPT 2
TAILPIECE
COUPLING

(SOLID)

HARD NOSE(NO O-RING)

PART No. Thread OAL.

2014-D 112 NPT 2

RESTRICTED
FLOW

TAILPIECE
ASSEMBLY

WITH O-RING

PART No. Thread OAL.

2003-T-GH-60 1/4 NPT 2

(#60 ORIFICE HOLE WITH O-Ring HEX-HEAD)

COUPLING
PO.L.TO
S.A.E. FLARE

WITH O-RING
PART No. Tube
2005-6 3/8
C-2005-6 (Carded)
2005-8 12
v TAILPIECE
ASSEMBLY
WITH O-RING
PART No. Thread OAL.
2002 1/4 NPT 2-1/2
o TAILPIECE
ASSEMBLY
With Handwheel
WITH O-RING
PART No. Thread OAL.
2002-HW 1/4 NPT 2112

O.AL.- OVERALL LENGTH IN INCHES

EXCESS FLOW

TAILPIECE e
ASSEMBLY (sp &

e
c us .
WITH O-RING (=g

PART No. Thread OALL.

2003-T 1/4 NPT 2-3/8"

BB-2003-T (Blister Boxed)
= e

HIGH FLOW

TAILPIECE

ASSEMBLY

1.9 G.P.M.

HARD NOSE(NO O-RING)

PART No. Thread OALL.

2003-T-HN-HF 1/4 NPT 2-3/8

se====ww  TAILPIECE
ASSEMBLY

WITH O-RING
PART No. Thread OAL.
2018-L 9/16-18 L.H. 2112

EXCESS FLOW
G_"’ TAILPIECE
ASSEMBLY
WITH O-RING @

PART No. Thread OAL.
2019-L 9/16-18 L.H. 2-3/8"

RIGID TEST
PORT ADAPTER
Rigid POL to POL Connection
with #54 / 1/8 FPT Test Port
PART No. Thread OAL.
2020-#54 9116-18 LH. 2112

SWIVEL TEST
PORT ADAPTER
Swivel POL to POL Connection
with #54 / 1/8 FPT Test Port
PART No. Thread OAL.
2026-#54 9/16-18 LH. 3-5/8"
COUPLING
W P.O.L.BY
Female PIPE
PART No. Pipe
2008-8 1/4
C-2008-B Carded

f COUPLING
Female P.O.L.
- BY
e MALE PIPE
PART No. Pipe
2011-B 114
2011-D 12
2011-E 304
COUPLING
Female P.O.L.
BY
Female PIPE
PART No. Pipe
2016-B 114
2016-D 12

vas Y
—“-n.,

PART No. Hex For
2002-A 718 1/8 NPT stem
2002-B 718 1/4 NPT stem
= P.O.L.
c CAP NUT
PART No.
2004
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PROPANE GAS FITTINGS \ LIS
CA~rFLO

Pt P.O.L. - MANIFOLD
! SEALING | TEE
PLUG Female P.O.L.
All Ends
PART No.
2010 HARD NOSE (NO O-RING)
PART No. Description
QCC1 CONNECTION s p o 2001-F Female
1-5/16 Female ACME FOL. (x3)
TAILPIECE ASSEMBLY C us
: MANIFOLD BLOCK TEE
Up to BTU Col
AL 4 PART No. Thread Cpap:\city Code For Dual Tank Installations
hi GR-1B-RED 1/4 NPT 400,000 Red
Y GR-1B-100 1/4 NPT 100,000 Black L i
e BB-GR-1B 1/4 NPT 100,000 Black
Blister Boxed
PLASTIC POL P'O;L' GR-1B-200 1/4 NPT 200,000 Green
PLUG (WITH STRAP) O-Ring GR-1B-400 114 NPT 400,000 Green
BB-GR-1B-500  1/4 NPT 400,000 Green Female P.O.L.
PART No. PART No. Blister Boxed To
PLUG-POL OR-POL Male P.O.L.
C-PLUG-POL C5-OR-POL
(Carded) (Carded x 5)
PART No. Description
QCc1TO 2001-S With O-RING
2001-SX With EXCESS FLOW
CYLINDER 2001-SLN Large Nut
| PRIMUS
ADAPTER
HAND
WHEEL Cylinder
PART No. Thread acei MANIFOLD BLOCK TEE
2085 120 Female Compact Forged Pattern
PART No. ’
HW WILL FIT 2002-8 PO.L. NUT, Fema!lt_e POL.
(0}
Male P.O.L.
2-9/16 IN. W
CYLINDER X3.1/8IN. H
PRIMUS
PLASTIC 8
PO.L PART No. Description
To Cover 2001-SE With O-RING
PART No. Thread
2081 1-5/16 ACME
PROPANE CYLINDER
FOR USE WITH QCC1 CYLINDER VALVE pom— _,| Y SPLITTER (QCC1)
Cylinder
PART No. Thread H L
8815 1"-20 4114 3
DUAL TANK MANIFOLD TEE SUFFIX PART NUMBER WITH THE LETTER “P”
FOR RETAIL SALES PACKAGING.
f 3
l |
= B — CYLINDER PART No.
= | THREAD 2001Y-QCC-200
! £ |! = 3 CAPS 1 2 3
High Capacity Male Male
Female Qcct Qcct
- Qcct
PART No. Inlets Outlet ) WARNING: GAS LANTERNS ARE NOT TO
2000 /4 Inv. Flare 14 Male Pipe 2"98"*; No. "g;es:i'ca' jb(e;g BE USED IN CONJUNCTION WITH QCC1
BB-2000 Blister Boxed CONNECTIONS.
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GA~FLO

PROPANE GAS TEES

ADD AN APPLIANCE TEE
(POLHW / POL)

ADD AN APPLIANCE TEE
(With QCC1/POL)

ADD AN APPLIANCE TEE
(QCC1/QCPOL)

PART No. 1 2 3 PART No. 1 2 3 PARTNo. 1 2 3
2012 Male Male 17-20 Female 2013 High Capacity Male 1”-20 Female 2499 High Capacity Male 1"-20 Male
POL  Cylinder Thread POL. Female Cylinder Thread ~ P.O.L. Female Cylinder Thread  QCC1
With Cap Qcet With Cap Qcct With Cap /POL
BB-2012 Blister Boxed BB-2499 Blister Boxed
DUAL APPLIANCE TEE TAP AND ADD AN APPLIANCE DUAL APPLIANCE TEE
(With QCC1) TEE (QCC1/QCPOL) (With Cylinder Thread)

PARTNo. 1 283 PART No.
2015 High Capacity Male 1"-20 2022 PART No. 1 283
Female Cylinder Thread _ 1 , 2 ., 3 4 B 2094 Female 1"-20 Male 1"-20
Qcet With Cap High Capacity Male 1"-20 Male 1/4 Cylinder Cylinder Thread
Female Cylinder Thread  QCC1  Inv. Flare Thread With Cap
BB-2015  Blister Boxed acet With Cap With Plug
BB-2094 Blister Boxed
2099 PO.L. Male 1"-20
w/ Handwheel Cylinder Thread
With Cap
TAP AND ADD AN APPLIANCE TAP AND ADD AN APPLIANCE ADD AN APPLIANCE TEE
(POL/QCPOL) (POL/POL) (POL/QCPOL)
PARTNo. 1 2 3 4 PART No. 1 2 3 4 PART No. 1 2 3
2025 Male Male 1”-20 Male 1/4” 2090 Male Male 1”-20 Female  1/4 Female 2021 Male Male 1”-20 Male
PO.L.  Cylinder Thread ~ QCC1 Inv. Flare PO.L. Cylinder Thread P.O.L. Inv. Flare PO.L. Cylinder Thread QCCH1
With Cap / POL With Plug With Cap With Plug With Cap /POL

WARNING: GAS LANTERNS ARE NOT TO BE USED IN CONJUNCTION WITH QCC1 CONNECTIONS.
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L.P. ADAPTERS, CONNECTORS AND VALVES

A
GA~FLO

VALVES FOR CYLINDER
CHARGING HOSES

P.O.L. FILLER ADAPTER

QUICK ACTING TOGGLE VALVES

These valves are designed for use
primarily on cylinder filling operations
and industrial applications where quick
and precise on and off opening is
necessary.

* Positive shut-off « One hand operation
* Non corrosive brass construction
* Locking and non locking handle.

PART No. Description
2360 1/2 ENPT x 1/4 F. NPT

MALE SOFT NOSE P.O.L. x MALE PIPE

PART No. Description
2490 1/4 NPT x 6" Over All Length

PLASTIC ACME CAPS

CSA BRASS FILLER COUPLINGS

PART No. Description
2309 1-3/4 Female Acme Cap - Yellow Plastic

CSA FILLER HOSE ADAPTERS

PART No. Description

2320 2-1/4 F. Acme x 1-1-4 MNPT
Filler Coupling - Brass Nut/Brass Nipple

2330 3-1/4 F. Acme x 2 M.NPT

Filler Coupling - Brass Nut/Steel Nipple

These adapters are intended to be attached to the LP-gas delivery
truck hose outlets. All have minimal flow restriction which allows
for fast delivery and also gives the user the ability to remove the
filler hose in the event that the valve fails to close. In the event

of a filler valve failure the integral check valve prevents loss of
product.

2372
@ &

2370
PART No. Description
2368* 1-3/4 Female Acme x Female POL
2370 1-3/4 Female Acme x 1-3/4 Male Acme, Non Swivel
2372 1-3/4 Female Acme x 1-3/4 Male Acme

* Primarily used where fill operation and connections have limited access,
allowing for use on smaller POL type fill valve assembly

CSA BRASS VAPOR COUPLINGS

PART No. Description
2341 1-1/4 F.Acme x 1/2 M.NPT Vapor Return Valve

CSA BRASS ACME ADAPTERS

¥ @

us

PART No. Description
2410 1-3/4 Male Acme x 1/4 FNPT
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BRASS GAS APPLIANCE ORIFICES

PART No. FKGO (GAS SERVICE ORIFICE KITS)

Fairview’s FKGO KIT includes 12 of the most commonly used orifices.

Contains

PART No. Desc. Qty. PART No. Desc. Qty.
GO6-* Orifice 1/4-28 20  GO31- 1/4 M.PT. 10 —
GO8-* Orifice 11/32-32 15 GO100 Cap Orifice 25 -
G09-* Orifice 71627 15 81-3N Pilot Nut 3/16 10 a—,
GO15-*  Orifice 3/8-27 10 81-4N Pilot Nut 1/4 10 T e
GO17*  Orifice 8FPT. 20 1812 OnePiece Nut1/8 20 ﬁ%ﬁ'}fa' gh ﬁ
G030-* 1/8 M.PT. 15 181-4  OnePieceNut14 20 ' '

D SRy
PART No. Description *Drill Size ' ﬁ 0 e

i -] X
FKGO-LP LP Gas 72 (0250) -
FKGO-NG Natural Gas -56 (:0465) Kit Dimensions:Height: 6.75 In.
FKE0-B0X Plastic Box Only Width: 11.00 In., Depth: 1.75 In.
GAS ORIFICE STARTING HOLES:

-72 = 0250, -80 = .0135
-BL = NO STARTING HOLE.
OTHER STARTING HOLES / IDENTIFICATION STAMPING AVAILABLE ON REQUEST.
SEE PAGE 239 FOR DRILL SIZING.

T h - e
PART No. Thread Size PART No. Thread Size PART No. Thread Size PART No. Thread Size
G06-72 1/4-28 G08-72 11/32-32 G09-72 7/16-27 G030-72 1/8 M.P.T.
CAP ORIFICES X X
C — -
s —_— ﬂ
— —
PART No. Thread Size PART No. Thread Size PART No. Thread Size PART No. Thread Size
GO15-72 3/8-27 GO17-72 118 FR.T. G031-56 1/4 M.P.T. G0O31-72 1/4MP.T.
PILOT NUTS GAS SPUD AND ORIFICE
BREAKAWAY lr : ONE PIECE . = o
TYPE ol TYPE = —
PART No. Tube Size o
. Orifice Thread
81-2N 18 PART No. Tube Size PART No. Thread Description Size
81-3N 3/16 181-2 1/8
814N 1/ 1813 316 GS21 7116-27 Spud 1/4 NPT
81L-4N Long 1/ 1814 m G09-72 7116-27 Orifice 7116-27
GAS SLOTTED CAP JET ORIFICE REPAIR ADAPTER TAPERED PILOT BROACHES
[—
e & 1
- ¥
e ’«'ﬁ“,“ PART No.
gy G1008 - Tapers from .008” to .017”
G3015 — Tapers from .003” to .013”
GO100 ADAPTER
CAP HAS SIX SLOTS INSTALLED e
PART No. Thread Size Drill Size Repairs obsolete and modern cap orifices quickly. HEXAGON BRASS HANDLE
GS22-67 1/8 NPT 1/2" HEX 67
6S22-76 1/8 NPT 1/2" HEX 76 PART No.
GS22-8 BODY ONLY GO100-Blank PART No.
GS22-C CAP ONLY G0100-72 G3020 - Tapers from .003 to .013
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GAS SERVICE KITS

PART No. FKPL-1 (GAS SERVICE PILOT LINE KIT)
Designed for use in the field, Fairview’s pilot line kit offers a selection of popular brass
compression and gas orifice fittings in an impact resistant, single sided carry case.

PART No. Desc. Qty. | PART No. Desc. Qty. | PART No. Desc. Qty.
60-2 Compression Sleeve 1/8 5 68-3B 3/16 Tube-1/4 Pipe 2 GO17-72 Orifice 1/8 F.P.T. 2
60-3 Compression Sleeve 3/16 10 | 68-4A 1/4 Tube-1/8 Pipe 2 GO100-72  Cap Orifice-72 2
60-4 Compression Sleeve 1/4 10 | 68-4B 1/4 Tube-1/4 Pipe 2 GO100-BLANK Cap Orifice 2
61-2 Compression Nut 1/8 5 81-2N Pilot Nut 1/8 5 D56 Gauging Drill #56 1
61-3 Compression Nut 3/16 10 | 81-3N Pilot Nut 3/16 5

61-4 Compression Nut 1/4 10 | 814N Pilot Nut 1/4 10

62-2 Union 1/8 121-M8UL  Thread Sealant Klt DimenSionS

2 1
62-3 Union 3/16 4 ABFR-BOX-1  Storage Box 1
62-4 Union 1/4 4 G3015 Pilot Broaches 6
2 1
2 1

Height: 12.0 In.
Width: 14.5 In.
Depth: 2.375 In.

68-2A 1/8 Tube-1/8 Pipe G3020 Brass Handle Broach
68-3A 3/16 Tube-1/8 Pipe G09-72 Orifice 7/16-27

BRASS WELDING FITTINGS

i
OXYGEN
OXYGEN OXYGEN s TYPE “B”
TYPE B TYPE “B” -y past STANDARD
v STANDARD STANDARD : II' bh Right Hand Thread
L Right Hand Combination
Thread HOSE COUPLER
HOSE NUT 137-R NUT and 138 NIPPLE PART No. Thread Hex Dia.
136-R 9/16-18 RH. 116
PART No. Thread Hex Dia.
137-R 916-18 RH. 116 ?g; IRN"' H°j74"D' Q,KE?H
132-5R 5/16 9/16-18 RH. ACETYLENE
132-6R 38 9/16-18 RH. — W—" TYPE “B”
" . STANDARD
“ Left Hand Thread
q-. ACETYLENE Both Ends
- TYPE “B” HOSE COUPLER
STANDARD ACETYLENE PART No. Thread Hex Dia.
e Left Hand pu— TYPE “B” 136.L 9116-18 LH. 518
Thread e STANDARD
Combination
HOSE NUT — OXYGEN
137-L NUT and 138 NIPPLE i - TYPE °8”
PART No. Thread Hex Dia. ' an m ~ STANDARD
137-L 9/16-18 L.H. 1116 PART No. Hose L. Thread Right Hand Thread
133-4L 114 9/16-18 LH.
133-5L 5/16 9/16-18 LH. OUTLET BUSHING
133-6L 38 9/16-18 LH.
PART No. Thread
135-RB 9/16-18 RH. X 1/4 NPT
TYPE “B”
STANDARD
Use With A?E;E';‘E’EE
" 137-R or W
ﬁ: L Nuts CGA 555 it S TANDARD
J SWIVEL Left Hand Thread
HOSE BARB NIPPLE ——— ADAPTER OUTLET BUSHING
PART No. Hose I.D.
138-3 3116 , PART No. Thread
1384 114 Nipple Nut 13518 9/16-18 LH. X 1/4 NPT
138-6 38 PART No. Thread Thread 135-LC 9/16-18 LH. X 3/8 NPT
GR-555 4NPT 90314 NGO LH. 1350 B8 LH X 12 NPT
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STEEL GREASE FITTINGS AND KITS

STRAIGHT 45° ANGLE 90° ANGLE
Overall Overall Overall
Thread Length Thread Length Thread Length
PART No. Size (IN.) PART No. Size (IN.) PART No. Size (IN.)
GN-607 118 x 27 1.25 GN-637 1/4x 28 0.88 GN-613 118 X 27 0.82
GN-610 118 x 27 062 GN-688 1/8x 27 098 GN-911 114X 28 0.69
GN-627 1/4x 18 0.80
GN-641 114 x 28 054
GN-652 114 x 28 0.67
GN-680 114 x 28 093
45° ANGLE
METRIC
STRAIGHT Overall o
METRIC Thread Length 90° ANGLE
PART No. Size (mm) METRIC
Overall GNM-045 6mm x 1 26
Thread Length GNM-345 10mm x 1 235 Overall
PART No. Size (mm) GNM-445 8mm x 1 226 Thread Length
GNM-301 10mm x 1 15.2 PART No. Size (mm)
GNM-601 6mmx 1 135 GNM-090 6mm x 1 18.0
GNM-901 8mmx 1 15.0 GNM-390 10mm x 1 19.0
GNM-490 8mm x 1 18.0
65° ANGLE
GREASE WHIP COUPLER Overall
Thread Length
PART No. Size (IN.)
- S— GN-612 118X 27 0.88
= H GN-629 14X 18 096 -
4: -
DRIVE FIT
- Grease fittings are
4-Jaw steel coup_ler for use with r_ubber or available in retail carded fhread E::retz:
nylon grease whip hose assemblies. blister packs, ten per PART No. S (IN?)
PART No Pioe card.Prefix PART No. GN-608 5116 058
WA 8 with C10- (10 Pcs.) GN-728 3116 050
C-GWC-A Carded X 1 Example: C10-GN607 CON-743 1 050
Fairview’s grease fitting kits provide the
most popular grease nipple fittings all in one PART No. GN-100-KIT: 100 STANDARD GREASE FITTINGS
place when you need them.This light weight IN 6 POPULAR SIZES. KIT CONTAINS:
compact kit is ideal for any shop.
Overall
PART No. Description Thread Length
GN-100-KIT Standard PART No. Quantity Style Size (IN.)
GNM-100-KIT Metric GN-610 20 Straight 118 x 27 0.62
GN-613 4 90° 118 X 27 0.82
GN-637 6 45° 1/4 x 28 0.88
GN-641 60 Straight 1/4 x 28 0.54
GN-688 4 45° 118 x 27 0.98
GN-911 6 90° 1/4 X 28 0.69
PART No. GNM-100-KIT: 100 METRIC GREASE FITTINGS
IN 6 POPULAR SIZES. KIT CONTAINS:
Overall
Thread Length
PART No. Quantity Style Size (mm)
GREASE FITTING KIT GNM-045 10 45° 6mm x 1 226
GN-100-KIT GNM-090 10 90° 6mm x 1 18.0
Kit Dimensions GNM-301 10 Straight 10mm x 1 15.2
Helght 3.50 In. GNM-445 10 45° 8mm x 1 22.6
s dth- GNM-601 40 Straight 6mm x 1 13.5
Width: 6.25 In.
D;pth: 1.25In. GNM-901 20 Straight 8mm x 1 15.0
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OPERATING AND BURST PRESSURES
OF HYDRAULIC FITTINGS

A

ACCUTEK

FLARE

PIPE

O-RING BOSS

O-RING FACE SEAL

W’;}?‘ﬂ

FLARELESS

MAXIMUM OPERATING (P.S.l.)

O-Ring Face Seal
Dash 37° S.ALE. Male Fem. Fem. Pipe O-Ring Boss Adjusting | Flareless
Size | Male Swivel Pipe Pipe Swivel Male Female Studs Studs Tube
-2 5,000 4,000 5,000 5,000 4500 5,000 5,000 5,000 5,000 5,000
-3 5,000 4,000 - - - 5,000 5,000 5,000 5,000 5,000
-4 5,000 4,000 5,000 5,000 4500 5,000 5,000 5,000 5,000 5,000
-5 5,000 4,000 - - - 5,000 5,000 5,000 5,000 5,000
-6 5,000 4,000 4,000 4,000 4,000 5,000 5,000 5,000 5,000 4,000
-8 4500 4,000 3,000 3,000 3,000 4500 4500 6,000 6,000 3,000
-10 | 3500 3,000 - - - 3500 3500 3500 3500 3,000
-12 | 3500 3,000 2500 2500 2500 3500 3500 3500 3500 2500
-14 | 3,000 2500 - - - 3,000 3,000 3,000 3,000 2500
-16 | 3,000 2500 2,000 2,000 2,000 3,000 3,000 3,000 3,000 2,000
-20 | 2500 2,000 150 1150 1150 2500 2500 2500 2500 1150
-24 | 2,000 1500 1,000 1,000 1,000 2,000 2,000 2,000 2,000 1,000
-32 | 1500 1125 1,000 1,000 1,000 1500 1500 1500 1500 1,000
MINIMUM BURST (P.S.1.)
O-Ring Face Seal
Dash 37° S.A.E. Male Fem. Fem. Pipe O-Ring Boss Adjusting | Flareless
Size | Male Swivel Pipe Pipe Swivel Male Female Studs Studs Tube
-2 | 20,000 16,000 | 20,000 20,000 18,000 20,000 20,000 20,000 20,000 20,000
-3 | 20,000 16,000 - - - 20,000 20,000 20,000 20,000 20,000
-4 | 20,000 16,000 | 20,000 20,000 18,000 20,000 20,000 20,000 20,000 20,000
-5 | 20,000 16,000 - - - 20,000 20,000 20,000 20,000 20,000
-6 | 20,000 16,000 [ 16,000 16,000 16,000 20,000 20,000 20,000 20,000 16,000
-8 | 18,000 16,000 [ 12,000 12,000 16,000 18,000 18,000 24,000 24,000 12,000
-10 | 14,000 12,000 - - - 14,000 14,000 14,000 14,000 12,000
-12 | 14,000 12,000 | 10,000 10,000 12,000 14,000 14,000 14,000 14,000 10,000
-14 112,000 10,000 - - - 12,000 12,000 12,000 12,000 10,000
-16 | 12,000 10,000 8,000 8,000 10,000 12,000 12,000 24,000 20,000 8,000
-20 | 10,000 8,000 4,600 4,600 8,000 10,000 10,000 16,000 16,000 4,600
-24 | 8,000 6,000 4,000 4,000 6,000 8,000 8,000 16,000 12,000 4,000
-32 | 6,000 4,500 4,000 4,000 4,500 6,000 6,000 6,000 6,000 4,000

NOTE:If a fitting has multiple ends, (i.e. 1/2 male pipe to 3/8 male pipe) or one or more different style ends, (i.e. O-ring boss to
male pipe threads.), the lower pressure of the two end styles should be recognized as the working pressure rating for that fitting.
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A

ACCUTEK

STEEL 37° J.I.C. FLARE SWIVEL ADAPTERS

CONNECTOR
o
Female 37° 90° ELBOW 90° BENT TUBE
Swivel To Female 37° ELBOW
Male Pipe Swivel To (LONG STYLE)
Male Pipe Female 37°
PART No. Swivel Pipe Swivel To
$3520-4A 114 118 Male JIC
5352048 o I PART No. Swivel Pipe
$3520-6B 3/8 1/4
359060 38 38 $3516-4A 1/4 118 Drop
- / $3516-4B 114 114 PART No. Swivel Tube  Length
§3520-8C 112 3/8 $3516-68 318 114 S$3549LBT-6 3/8 3/8 2.66
§3520-8D 112 112 $3516-6C 318 3/8 S$3549LBT-8 12 112 2.44
$§3520-10D 5/8 112 $3516-8C 12 3/8 S3549LBT-12 3/4 3/4 373
$3520-10E 58 34 $3516-8D 12 112 $3549LBT-16 1 1 433
$3520-12D 3/4 112
$3516-10D 5/8 12
$3520-12E 3/4 3/4
$3516-12E 304 3/4
$3520-16E 1 3/4 351164 1 1
$3520-16H 1 1
$3520-20J 1-1/4 1-1/4
CONNECT(lR 45° ELBOW
Fem.ale 37 90° ELBOW Female 37°
Swivel 1.'0 Female 37° ¥ i Swivel To
Male O-Ring Swivel To 1||||$' Male JIC
PART No. Swivel 0-Ring Male O-Ring
gggggg ;jg gﬂg . fg PART No. Swivel Tube
$3522-8 12 34-16 PART No. Swivel O-Ring S3554-4 1/4 1/4
$322.10 58 718- 14 $3599-6 3/8 9/16- 18 $3554-6 3/8 38
39912 3 1116 - 12 $3599-8 12 3/4-16 $3554-8 12 112
$322.16 1 15116 - 12 $3599-10 5/8 7/8- 14 $3554-10 5/8 5/8
$3522.810 1 71844 $3599-12 3/4 1-1/16 - 12 $3554-12 3/4 3/4
$3554-16 1 1
$3554-20 1-1/4 1-1/4
$3554-24 14112 1112
CONNECTOR
Female 37°
Swivel To
. 90° ELBOW
Female Pipe
P Female 37°
PART No. Swivel Pipe Swivel To
$3526-4A 114 118 Male JIC TEE
Ses20.68 o 1t wale J1¢ To
$3526-6C 358 38 ; Male JIC To
PART No. Swivel Tube Female 37°
$3526-8C 12 38 $3549-4 114 1/ X
$3526-8D 112 112 $3549-6 38 38 Swivel
$3526-10D 5/8 112 $3549-68 38 1
$3526-12E 3/4 3/4 §3549.8 1" 12 PART No. Swivel Tube
S3526-16H 1 1 33549-86 12 3/8 S3545-4 1/4 1/4
S$3526-20J 1-1/4 1-1/4 $3549-810 12 5/8 S3545-6 318 3/8
AL E
$3549-12 304 3/4 -
UNION $3549-16 1 1 $3545-12 3/4 3/4
Female 37° $3549-20 1-1/4 1-1/4 S3545-16 1 1
Swivel S3549-24 112 1-1/2 S$3545-20 1-1/4 1-1/4
PART No. Swivel
$3542-4 114
$3542-6 3/8
$3542-8 12
$3542-12 3/4
$3542-16 1 TEE
90° BENT TUBE
ELBOW Male JIC To
CONNECTOR Female 37° 37°Fse'“.a'e| .
Female 37° Swivel To " \Iuljtlec [¢]
Swivel To Male JIC ale
Male JIC PART No. Swivel Tube
PART No. Swivel Tube Drop $3551-4 114 1/4
$3548-4 1/4 1/4 PART No. Swivel Tube Length S3551-6 3/8 3/8
$3548-6 3/8 3/8 S3549BT-4 1/4 1/4 0.68 S3551-8 12 12
$3548-8 12 12 S3549BT-8 12 12 1.09 $3551-10 5/8 5/8
$3548-10 5/8 5/8 S3549BT-10 5/8 5/8 1.23 §3551-12 3/4 3/4
$3548-12 3/4 3/4 S3549BT-12 3/4 3/4 1.83 $3551-16 1 1
$3548-16 1 1 §3549BT-16 1 1 214 $3551-20 1-1/4 1-1/4



STEEL 37° J.I.C. FLARE ADAPTERS

. SLEEVE
PART No. Tube
S3721-4 1/4
S3721-6 3/8
S3721-8 12
S3721-10 5/8
S3721-12 3/4
S3721-16 1
S3721-20 1-1/4
SLEEVE
NUT
PART No. Tube
S3720-4 1/4
S3720-6 3/8
S3720-8 12
S3720-10 5/8
$3720-12 3/4
S3720-16 1
$3720-20 1-1/4
REDUCER
Female JIC
To Male JIC
(ONE PIECE TYPE)
Female Male
PART No. Tube Tube
S3735-46 1/4 3/8
S3735-64 3/8 1/4
S3735-68 3/8 112
S3735-84 12 1/4
S3735-86 12 3/8
S3735-810 12 5/8
S3735-812 112 3/4
S3735-106 5/8 3/8
S3735-108 5/8 112
S3735-1012 5/8 3/4
S3735-124 3/4 1/4
S3735-126 3/4 3/8
S3735-128 3/4 112
$3735-1210 3/4 5/8
S3735-1216 3/4 1
S3735-164 1 1/4
S3735-166 1 3/8
S3735-168 1 112
S3735-1610 1 5/8
S3735-1612 1 3/4
$3735-1620 1 1-1/4
$3735-2012 1-1/4 3/4
S3735-2016 1-1/4 1
S3735-2416 1112 1
$3735-2420 1112 1-1/4
S3735-3224 2 1-1/2

UNION
Male JIC To
Male JIC
PART No. Tube Tube
$3742-4 114 1/4
$3742-5 5/16 5/16
$3742-6 318 3/8
$3742-64 38 1/4
$3742-8 112 112
$3742-86 112 3/8
$3742-10 5/8 5/8
$3742-108 5/8 112
$3742-12 3/4 3/4
$3742-128 3/4 112
$3742-1210 3/4 5/8
$3742-16 1 1
$3742-1612 1 3/4
$3742-20 1-1/4 1-1/4
$3742-2016 1-1/4 1
$3742-24 1112 1112
CONNECTOR
Male JIC To
Female Pipe
PART No. Tube Pipe
S3746-4A 1/4 1/8
$3746-4B 1/4 1/4
$3746-68 3/8 1/4
$3746-6C 3/8 3/8
$3746-6D 3/8 112
$3746-88 112 1/4
$3746-8C 112 3/8
$3746-8D 112 112
$3746-10D 5/8 112
$3746-10E 5/8 3/4
$3746-12D 3/4 112
$3746-12E 3/4 3/4
$3746-16H 1 1
$3746-20J 1-1/4 1-1/4
$3746-24K 1112 1112
$3746-32M 2 2
CONNECTOR
37° Tube to
British Standard
Pipe Parallel
Male
PART No. Tube BSPP
S3748BSPP-44 114 1/4
S3748BSPP-66 38 3/8
S3748BSPP-88 112 112

ACCUTEK
i N CONNECTOR
Male JIC To
Male Pipe
PART No. Tube Pipe
$3748-2A 1/8 1/8
$3748-3A 3/16 1/8
S3748-4A 1/4 1/8
$3748-4B 1/4 1/4
$3748-4C 1/4 3/8
$3748-4D 1/4 112
$3748-5B 5/16 1/4
$3748-6A 38 1/8
$3748-6B 38 1/4
$3748-6C 318 3/8
$3748-6D 318 112
$3748-6E 38 3/4
$3748-8B 112 1/4
$3748-8C 112 3/8
$3748-8D 112 112
$3748-8E 112 3/4
$3748-8H 112 1
$3748-10C 5/8 3/8
$3748-10D 5/8 112
$3748-10E 5/8 3/4
$3748-12D 3/4 112
$3748-12E 3/4 3/4
$3748-12H 3/4 1
$3748-16D 1 112
$3748-16E 1 3/4
$3748-16H 1 1
$3748-16J 1 1-1/4
$3748-20H 1-1/4 1
$3748-20J 1-1/4 1-1/4
$3748-20K 1-1/4 1112
$3748-24) 1112 1-1/4
$3748-24K 1112 1112
$3748-32K 2 1112
$3748-32M 2 2
Male JIC
PLUG

PART No. Tube
$3758-3 316
$3758-4 1/4
$3758-5 5/16
$3758-6 3/8
$3758-8 112
$3758-10 5/8
$3758-12 3/4
$3758-14 718
$3758-16 1
$3758-20 1-1/4
$3758-24 1112
$3758-32 2

Cap

NUT
PART No. Tube
$3756-4 1/4
$3756-5 5/16
$3756-6 3/8
$3756-8 112
$3756-10 5/8
$3756-12 3/4
$3756-14 718
$3756-16 1
$3756-20 1-1/4
$3756-24 1112
$3756-32 2

45



A STEEL 37° J.I.C. FLARE ADAPTERS

ACCUTEK

90° ELBOW
! Male JIC To
G Male Pipe
PART No. Tube Pipe
S3749-2A 1/8 1/8
S3749-4A 114 1/8
$3749-4B 1/4 1/4
$3749-4C 114 3/8
S3749-6A 318 1/8
$3749-6B 318 1/4
$3749-6C 38 3/8
$3749-6D 318 112
S3749-6E 318 3/4
$3749-8B 112 1/4
$3749-8C 112 3/8
$3749-8D 112 112
S3749-8E 112 3/4
S3749-8H 112 1
$3749-10C 5/8 3/8
$3749-10D 5/8 112
S3749-10E 5/8 3/4
$3749-12D 3/4 112
S3749-12E 3/4 3/4
S3749-12H 3/4 1
S3749-16E 1 3/4
S3749-16H 1 1
$3749-16J 1 1-1/4
S3749-20H 1-1/4 1
$3749-20J 1-1/4 1-1/4
$3749-20K 1-1/4 1112
$3749-24K 1112 1112
$3749-32M 2 2
90° ELBOW
(EXTRA-EXTRA
LONG STYLE)
Male JIC To
Male Pipe
PART No. Tube Pipe
S3749EEL-4A 114 1/8
90° ELBOW
(EXTRA LONG STYLE)
Male JIC To
Male Pipe
PART No. Tube Pipe
S3749EL-4A 114 1/8
S3749EL-4B 114 1/4
90° ELBOW
(LONG STYLE)
Male JIC To
Male Pipe
. -
PART No. Tube Pipe
S3749L-4A 114 1/8
$3749L-4B 114 1/4
$3749L-6B 3/8 1/4
$3749L-8D 112 112

; 45° ELBOW
Male JIC To
Al Male Pipe
PART No. Tube Pipe
S3754-4A 1/4 1/8
$3754-4B 1/4 1/4
$3754-6B 3/8 1/4
$3754-6C 3/8 3/8
$3754-6D 3/8 112
$3754-8C 112 3/8
$3754-8D 112 112
$3754-8E 112 3/4
$3754-10C 5/8 3/8
$3754-10D 5/8 112
$3754-12D 3/4 112
$3754-12E 3/4 3/4
$3754-12H 3/4 1
$3754-16E 1 3/4
$3754-16H 1 1
$3754-20J 1-1/4 1-1/4
$3754-24K 1112 1112
$3754-32M 2 2
90° ELBOW
Male JIC To
Female Pipe
PART No. Tube Pipe
S3750-4A 1/4 1/8
$3750-4B 1/4 1/4
$3750-6B 3/8 1/4
$3750-6C 3/8 3/8
$3750-8C 112 3/8
$3750-8D 112 112
$3750-10D 5/8 112
$3750-12E 3/4 3/4
$3750-16H 1 1
90° ELBOW
Male JIC To
Male JIC
PART No. Tube Tube
S3755-4 1/4 1/4
$3755-6 3/8 3/8
$3755-8 112 112
$3755-10 5/8 5/8
$3755-12 3/4 3/4
$3755-16 1 1
$3755-20 1-1/4 1-1/4

TEE
Male JIC
All Ends
PART No. Tube Tube
S3744-4 1/4 1/4
$3744-6 318 38
$3744-8 112 112
$3744-10 5/8 5/8
$3744-12 3/4 3/4
$3744-16 1 1
TEE
Male JIC To
Male Pipe To
Tube
PART No. Tube Pipe
$3751-4B 114 1/4
$3751-6B 318 1/4
$3751-6C 318 38
$3751-6D 318 112
$3751-8C 112 38
$3751-8D 112 112
$3751-8E 112 3/4
$3751-12E 3/4 3/4
$3751-16H 1 1
TEE
Male JIC To
Male JIC To
Female Pipe
PART No. Tube Pipe
$3736-6B 38 1/4
$3736-8C 112 38
$3736-8D 112 112
$3736-12E 3/4 3/4
TEE
Male JIC To
Male JIC To
Male Pipe
PART No. Tube Pipe
$3745-4B 1/4 1/4
$3745-6B 318 1/4
$3745-6C 318 38
$3745-8C 112 38
$3745-8D 112 112
$3745-12E 3/4 3/4
$3745-16H 1 1
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2

STEEL 37° S.A.E. FLARE BULKHEAD ADAPTERS

BULKHEAD 90° BULKHEAD
UNION ELBOW
Male JIC To
Male JIC To
Male JIC Male JIC
PART No. Tube
$3842-4 1/4 PART No. Tube BULKHEAD CONNECTOR
$3842-6 3/8 gggggé ; g Male JIC To
S3842-8 12 - Female Pi
$3842-10 5/8 §3855-8 112 emale Fipe
$3842-12 3/4 S$3855-12 3/4
$3842-16 1 S3855-16 1
$3842-20 1-1/4
PART No. Tube Pipe
$3846-4A 1/4 1/8
$3846-4B 1/4 1/4
45° BULKHEAD $3846-6C 3/8 3/8
ELBOW BULKHEAD 53846-8D 112 11
LOCKNUT $3846-12E 3/4 3/4
Male JIC To $3846-16H 1 1
Male JIC
PART No. Tube
PART No. Tube S3831N-4 1/4
$3854-6 3/8 S3831N-6 38
$3854-8 112 S$3831N-8 112
$3854-12 3/4 S3831N-12 3/4
$3854-16 1 S$3831N-16 1
BULKHEAD
CONNECTOR
Male JIC To BULKHEAD NOTE:
Pipe TEE BULKHEADS COME COMPLETE
Male JIC All Ends WITH LOCKNUTS
PART No. Tube Pipe
$3848-4B 114 1/4
$3848-6B 3/8 14
$3848-6C 3/8 3/8 PART No. Tube
$3848-8D 12 112 $3845-4 1/4
$3848-10D 5/8 12 $3845-6 3/8
$3848-12E 3/4 3/4 $3845-8 112
$3848-16H 1 1 $3845-12 3/4
$3848-20J 1-1/4 1-1/4

by Fairview
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A

ACCUTEK

FLANGE ADAPTERS AND KITS

(CODE 61 MAXIMUM WORKING PRESSURE 3000 PSI)

SPLIT FLANGE 90° ELBOW 45° ELBOW
F e J ADAPTER SPLIT FLANGE SPLIT FLANGE
‘.ﬂ Male JIC To - Male JIC To - B Male JiC To

Code 61 Flange L= Code 61 Flange L Code 61 Flange
Split Split split

PART No. Tube Flange PART No. Tube Flange PART No Tube Flange

S3700BT-1212 34 34 S3790BT-1212 34 34 S3740BT.812 1 a4

S3700BT-1216 34 1 S3790BT-1216 34 1 S3740BT-1212 3 34

S3700BT-1616 1 1 S3790BT-1616 1 1 S3740BT-1616 1 1

S3790BT-1620 1 1-1/4
S3790BT-2424 14112 14112
S3790BT-2432 14112 2
BUNA-N
SPLIT
HALVES KIT FLANGE
Code 61 Split Flange FLANGE PAD KIT O-Ring
** Includes Bolts, Lock Washers and O-Ring. Code 61 Female Pipe
** Includes Bolts, Lock Washers and O-Ring.
Flange Head Flange

PART No. Size Size Pad PART No. Size Dia.

SFK61-12 344 1.50 PART No. Pipe Size SFO-12 34 984

SFK61-16 1 1.75 SFPK2661-16H 1 1 SFO-16 1 1.296

SFK61-20 1-1/4 2.00 SFPK2661-20J 1-1/4 1-1/4 SFO-20 1-1/4 1.484

SFK61-24 14112 238 SFPK2661-24K 14112 1112 SFO-24 14112 1.859

SFK61-32 2 2.81 SFPK2661-32M 2 2 SFO-32 2 2234

90° ELBOW
SPLIT FLANGE SPLIT FLANGE
'-LL.;_‘ ADAPTER “-J Male JIC To
= Male JIC To S Code 62 Flange
Code 62 Flange
) Split
Split PART No. Tube Flange

PART No. Tube Flange S3790BT62-1212  3/4 3/4

S3700BT62-1212 3/4 3/4 S3790BT62-1616 1 1
S3700BT62-1616 1 1 S3790BT62-1620 1 1-1/4
S3790BT62-2020  1-1/4 1-1/4

BUNA-N
SPLIT
HALVES KIT FLANGE
Code 62 Split Flange O-Ring
** Includes Bolts, Lock Washers and O-Ring. Flange

Flange Head PART No. Size Dia.
PART No. Size Size SFO-12 3/4 984
SFK62-12 304 163 SFO-16 1 1.296
SFK62-16 1 1.88 SFO-20 1-1/4 1.484
SFK62-20 1-1/4 212 SFO-24 1172 1859
SF0-32 2 2.234
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STEEL S.A.E. O-RING BOSS ADAPTERS

A

(BUNA-N O-RING STANDARD) ACCUTEK
CONNECTOR CONNECTOR UNION
Male O-Ring To Male O-Ring To Male O-Ring To
Female Pipe Female O-Ring Male O-Ring
PART No. O-Ring Pipe PART No. Male Female PART No. O-Ring
$3620-4A 7/16 - 20 1/8 $3623-4 716-20 7/16 - 20 $3642-6 9/16- 18
$3620-4B 7116-20 1/4 $3623-6 9/16 - 18 9/16-18 $3642-8 3/4-16
$3620-5A 1/2-20 1/8 $3623-64 9116- 18 7/16 - 20 $3642-12 1-1/16 - 12
$3620-5B 112-20 1/4 $3623-68 9/16 - 18 3/4-16 $3642-16 1-5/16 - 12
$3620-6B 9/16-18 1/4 $3623-8 3/4-16 3/4-16 $3642-20 1-5/8 - 12
$3620-6C 916-18 3/8 $3623-84 3/4-16 7116 - 20
$3620-6D 91618 112 $3623-86 3/4-16 9/16-18
$3620-8C 3/4-16 3/8 $3623-810 3/4-16 7/8-14
$3620-8D 3/4-16 112 $3623-106 718 - 14 9/16-18
$3620-10C 7/8- 14 3/8 $3623-108 718 - 14 3/4-16
$3620-10D 7/8-14 112 $3623-1012 718 - 14 14116 - 12
$3620-10E 7/8-14 3/4 $3623-12 1-1/16- 12 14116 - 12
$3620-12D 1-1/16 - 12 112 $3623-128 1-1/16- 12 3/4-16
$3620-12E 1-1/16 - 12 3/4 $3623-1210 1-1/16- 12 7/8-14
$3620-16E 1-5/16 - 12 3/4 $3623-1612 1-5/16 - 12 1116 - 12
$3620-16H 1-5/16 - 12 1 $3623-2016 1-5/8 - 12 1-5/16 - 12
$3620-20J 1-5/8 - 12 1-1/4
PLUG
O-Ring
Counter Sunk
Hex
CONNECTOR CONNECTOR
Male O-Ring To Male JIC To P oRing
Male Pipe Male O-Ring 53618-4 7116-20
$3618-5 112-20
PART No. O-Ring Pipe PART No. Tube O-Ring $3618-6 9/16 - 18
$3622-4B 716 -20 1/4 S3648-4 1/4 7116 -20 $3618-8 3/4-16
$3622-6B 9/16-18 1/4 83648-45 1/4 1/2-20 $3618-10 7/8-14
$3622-6C 916 - 18 3/8 $3648-46 1/4 9/16 - 18 $3618-12 1-1116 - 12
$3622-6D 9/16-18 112 83648-48 1/4 3/4-16 S3618-16 1-5/16 - 12
$3622-8B 3/4-16 1/4 S3648-410 1/4 7/8-14
$3622-8C 3/4-16 358 S3648-6 3/8 9/16-18
$3622-8D 3/4-16 12 $3648-64 318 7116 -20
$3622-10D 7/8-14 112 $3648-65 3/8 112 -20
$3622-12D 11116 - 12 112 $3648-68 3/8 3/4-16
$3622-12E 1-1/16 - 12 3/4 $3648-610 3/8 7/8-14
$3622-16H 1-5/16 - 12 1 $3648-612 318 1-116 - 12
$3622-20J 1-5/8 - 12 1-1/4 $3648-8 112 3/4 - 16
$3648-84 112 7/16 - 20
$3648-86 112 9/16-18
$3648-810 112 7/8-14
$3648-812 112 14116 - 12
$3648-816 112 1-5/16 - 12
$3648-10 5/8 7/8-14
$3648-108 5/8 3/4-16
$3648-1012 5/8 14116 - 12 PL[,JG
$3648-12 3/4 1-1/116 - 12 O-Ring
$3648-128 3/4 3/4-16 Hex Head
CONNECTOR $3648-1210 3/4 7/8-14
Female O-Ring To $3648-1216 3/4 1-5/16 - 12 .
~ng $3648-1220 3/4 1-5/8 - 12 PART No. O-Ring
Male Pipe $3621-4 7/16 - 20
$3648-16 1 1-5/16 - 12 36215 12-20
$3648-1610 7/8-14 S3621-6 916-18
PART No. O-Ring Pipe R 16 - ) )
$3648-1612 1 14116 - 12 S3621-8 3416
$3622F-4B 7116 - 20 114 i 58- - -
$3648-1620 1 1-5/8 - 12 $3621-10 7814
S$3622F-6B 916 - 18 1/4 i 78 . ‘
$3648-1624 1 1-7/8 - 12 S3621-12 141116 - 12
$3622F-6C 916 - 18 3/8 . . 58 - - B
$3648-20 1-1/4 1-5/8 - 12 S3621-14 13116 - 12
$3622F-8D 3/4-16 12 ! . 5/16 - - s
$3648-2016 1-1/4 1-5/16 - 12 362116 155116 - 12
$3622F-10D 718 - 14 112 ! ; 8- . e
$3648-2024 1-1/4 1-7/8 - 12 $3621-20 155/8 - 12
S3622F-12E 1-1/16 - 12 3/4 . . 78 - - io-
$3648-24 14112 1-7/8 - 12 S3621-24 171812
$3648-2420 14112 1-5/8 - 12 $3621-32 241212
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A

ACCUTEK

STEEL S.A.E. O-RING BOSS ADAPTERS
(BUNA-N O-RING STANDARD)

90° ELBOW
Male O-Ring To
oy ' Female Pipe
PART No. 0-Ring Pipe
$3616-6B 9/16-18 114
$3616-8C 3/4-16 3/8
$3616-8D 3/4 - 16 112
$3616-10D 7/8- 14 112
$3616-12E 141116 - 12 3/4
$3616-16H 1-5/16 - 12 1
$3616-20J 1-5/8 - 12 1-1/4
90° ELBOW
Male JIC To
Male O-Ring
PART No. Tube 0-Ring
$3649-4 114 716 - 20
$3649-45 114 112-20
$3649-46 114 9/16 - 18
$3649-48 114 3/4-16
$3649-6 3/8 916 - 18
$3649-64 3/8 716-20
$3649-65 3/8 112-20
$3649-68 3/8 3/4-16
$3649-610 3/8 7I8 - 14
$3649-8 112 3/4-16
$3649-86 112 916 - 18
$3649-810 112 7/8-14
$3649-812 112 11116 - 12
$3649-10 5/8 7I8 - 14
$3649-108 5/8 3/4-16
$3649-1012 5/8 11116 - 12
$3649-12 3/4 11116 - 12
$3649-128 3/4 3/4-16
$3649-1210 3/4 7/8 - 14
$3649-1216 3/4 1-5116 - 12
$3649-1220 3/4 1-5/8 - 12
$3649-16 1 1-5116 - 12
$3649-1612 1 11116 - 12
$3649-1620 1 1-5/8 - 12
$3649-20 1-1/4 1-5/8 - 12
$3649-2016 1-1/4 1-5116 - 12
$3649-2024 1-1/4 1-7/8 - 12
$3649-24 14112 1-7/8 - 12
90° ELBOW
(EXTRA LONG STYLE)
Male JIC To
Male O-Ring
PART No. Tube O-Ring
S3649EL-6 3/8 9/16- 18
S3649EL-8 112 3/4-16

90° ELBOW
Male O-Ring To

Male O-Ring
PART No. 0-Ring
$3655-6 916 - 18

90° ELBOW

Male O-Ring To
Male Pipe

PART No. 0-Ring Pipe
$3699-6B 9/16- 18 114
$3699-8C 3/4-16 318
$3699-8D 3/4.-16 112
$3699-10D 7/8-14 112
$3699-12E 141116 - 12 3/4
$3699-16H 1-5/16 - 12 1

45° ELBOW

Male JIC To

Male O-Ring
PART No. Tube 0-Ring
$3654-4 114 716-20
$3654-6 318 9/16- 18
$3654-68 318 3/4.- 16
$3654-610 3/8 7/4-14
$3654-8 112 3/4-16
$3654-86 112 9/16 - 18
$3654-810 112 78-14
$3654-10 5/8 7/8-14
$3654-108 5/8 3/4-16
$3654-12 3/4 1-1/16 - 12
$3654-1210 3/4 7/8-14
$3654-1216 3/4 1-5/16 - 12
$3654-16 1 1-5/16 - 12
$3654-1612 1 1-1/16 - 12
$3654-1620 1 1-5/8 - 12
$3654-20 1-1/4 1-5/8 - 12

TEE
Male JIC To
Male JIC To
Male O-Ring
PART No. Tube 0-Ring
$3645-4 114 7116 - 20
$3645-6 3/8 9/16 - 18
$3645-8 112 3/4-16
$3645-86 112 9/16 - 18
$3645-810 112 7/8-14
$3645-10 5/8 7/8-14
$3645-12 3/4 1-116 - 12
$3645-16 1 1-5/16 - 12
TEE
Male JIC To
Male O-Ring To
Male JIC
PART No. Tube 0-Ring
$3651-4 114 7116-20
$3651-6 3/8 9/16 - 18
$3651-8 112 3/4-16
$3651-810 112 78 -14
$3651-10 5/8 718 -14
$3651-12 3/4 1-116 - 12
$3651-16 1 1-5/16 - 12
$3651-20 1-1/4 1-5/8 - 12
BUNA-N
O-RING
PART No. 0-Ring Dia.
$3631R-2 1/8 239
$3631R-3 3116 301
S3631R-4 1/4 351
$3631R-5 5/16 414
S3631R-6 3/8 468
S3631R-8 112 644
$3631R-10 5/8 755
$3631R-12 3/4 924
S3631R-14 718 1.048
S3631R-16 1 1471
$3631R-20 1-1/4 1.475
S3631R-24 1-112 1.720
$3631R-32 2 2.234
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STEEL O-RING FACE SEAL ADAPTERS

A

(BUNA-N O-RING STANDARD) ACCUTEK
CONNECTOR %OQ_NE?OR .
. Female O-Ring 's"‘% Tace 90 ELB(?W
Face Seal To Mela JI% Male O-Ring
. Fao sl
Face Seal PART No. ORFS Tube Face Seal
$3937-4 916 - 18 114
Female Male $3937-6 11116 - 16 38
PART No. ORFS ORFS 53937-8 13/16 - 16 12 Male Female
$3935-86 13116 - 16 1116 - 16 $3937-10 1-14 58 PART No. ORFS ORFS
$3935-1012 1-14 1-3/16 - 12 $3937-12 1-3/16.- 12 34 $3947-4 9116- 18 9/16- 18
S$3935-126 1-3/16 - 12 11/16 - 16 $3937-16 17116 - 12 1 S3947-6 1116 - 16 11116 - 16
$3935-128 1-3116 - 12 13/16 - 16 $3947-8 13/16 - 16 1316 - 16
$3935-1210 1-3116 - 12 1-14 $3947-10 1-14 1-14
$3935-1612 1716 - 12 1-3/16 - 12 $3947-12 1-3/16 - 12 1-3/16 - 12
$3947-16 1-7/16 - 12 1716 - 12
$3947-20 1-11/16 - 12 1-11/16 - 12
CONNECTOR
Female
O-Ring Face
UNION Seal To
0-Ring Male JIC TEE
Face Seal Male To Female
Female ~ To Male O-Ring
PART No. ORFS Tube Face Seal
PART No. ORFS S3937F-4 9/116-18 114 ace cea
$3942-6 11/16- 16 S3937F-6 1116 - 16 3/8
$3942-8 13/16 - 16 S3937F-8 13/16 - 16 112 Male Female
$3942-10 1-14 S3937F-10 1-14 5/8 PART No. ORFS ORFS
$3942-12 1-3/16 - 12 $3937F-12 1-3116 - 12 3/4 S3951F-4 9116 - 18 916 - 18
$3942-16 1-7116 - 12 S3937F-16 17116 - 12 1 S3951F-6 11116 - 16 11116 - 16
S3951F-8 13116 - 16 13/16 - 16
$3951F-10 1-14 1-14
S3951F-12 1-3/16 - 12 1-3/16 - 12
S3951F-16 1-7/16 - 12 1716 - 12
PLUG
CONNECTOR °'R'g9 'I:ace
O-Ring Face ea
Seal To Male Pipe PART No. ORFS 45° ELBOW
$3958-4 916- 18 .
$3958-6 11116 - 16 O-Ring Face
PART No. ORFS Pipe $3958-8 13116 - 16 Seal To Male
$3948-4A 9/16 - 18 118 $3958-10 1-14 O-Ring Boss
$3948-6B 1116 - 16 114 $3958-12 1-3/16 - 12
$3948-6C 1116 - 16 3/8 $3958-16 1-7/16 - 12
$3948-8D 13/16 - 16 12 $3958-20 1-11/16 - 12 )
33948100 -4 /2 5395824 2-12 gg\g;‘ﬁo. 92 GRI-:?S 7(/)1-6R I-nzgo
233;‘2}55 ﬁﬂg i E 314 $3974-6 11/16 - 16 9/16- 18
$3974-8 13116 - 16 3/4-16
$3974-10 1-14 718 - 14
CAP
O-Ring Face
Seal
CONNECTOR 90° ELBOW
O-Ring Face Seal PART No. ORFS Male O-Ring Face
To Male 53956-4 9/16 - 18 Seal To Male
. $3956-6 11/16 - 16 .
O-Ring Boss $3956.8 13116- 16 O-Ring Boss
$3956-10 1-14
PART No. ORFS O-Ring S$3956-12 1-3116 - 12 Male Malle
$3968-4 9/16-18 7116 - 20 $3956-16 17116 - 12 PART No. ORFS O-Ring
$3968-46 9/116- 18 9116 - 18 $3956-20 11116 - 12 $3969-4 9/116- 18 711620
$3968-6 11116 - 16 9116 - 18 $3956-24 2-12 $3969-46 9/116- 18 9/16- 18
$3968-68 11116 - 16 3/4-16 $3969-6 11/16 - 16 9/16 - 18
$3968-610 11116 - 16 7/8-14 $3969-68 11116 - 16 3/4-16
$3968-8 13116 - 16 3/4-16 $3969-8 13/16 - 16 3/4-16
$3968-86 13/16 - 16 9116 - 18 $3969-86 13/16 - 16 9/16 - 18
$3968-810 13116 - 16 7/8-14 BULKHEAD $3969-810 13116 - 16 7/8 - 14
3206612 13- 12 P12 UNION S06010 e e
$3968-1216 1311612 15116 - 12 O-Ring Face Seal $3969-108 1-14 34 -16
$3968-16 1-716 - 12 1-5/16 - 12 $3969-12 1-3116 - 12 1-1/16 - 12
$3968-1612 1-7/16 - 12 1-1/16 - 12 PART No. ORFS $3969-1210 1-3116 - 12 7/8 - 14
$3968-20 11116 - 12 1-5/8 - 12 S$3942BH-4 9/16- 18 $3969-16 1-716 - 12 1-5/16 - 12
$3968-2016 11116 - 12 1-5/16 - 12 $3942BH-6 1116 - 16 $3969-20 111116 - 12 1-5/8 - 12
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A STEEL O-RING FACE SEAL ADAPTERS

ACCUTEK (BUNA-N O-RING STANDARD)
BUNA-N
O-RING . LOCK
Face Seal - NUT
Steel O-Ring Face Seal Fittings (ORFS):
Steel O-ring face seal adapter fittings use PART No. ORFS DIA. PART No. ORFS
a straight thread and have a machined S3931R-4 9/16 - 18 .301 S3931N-4 9/16 - 18
groove in the face of the male fitting to S3931R-6 11/16 - 16 .364 S3931N-6 11/16 - 16
accept an O-ring (of either Buna N or Viton S3931R-8 13/16 - 16 489 S3931N-8 13/16 - 16
material). This O-ring is compressed against $3931R-10 1-14 614 S3931N-10 1-14
the flat face of the female fitting for a leak S3931R-12 1-3116 - 12 739 S3931N-12 1-3/16 - 12
proof connection, and offers excellent leak S3931R-16 1-7116 - 12 .926 S3931N-16 1-7/16 - 12
protection at high pressures. S3931R-20 1-11116 - 12 1.176

STEEL MERCHANT PIPE FITTINGS (Weldable)

COUPLING
PART No. Pipe
BI-103MC-A 1/8
BI-103MC-B 1/4
BI-103MC-C 3/8
BI-103MC-D 12
BI-103MC-E 3/4
BI-103MC-H 1
BI-103MC-J 1-1/4
BI-103MC-K 1-1/2
BI-103MC-M 2
BI-103MC-N 2112
BI-103MC-P 3
BI-103MC-S 4

BUSHING
PART No. Pipe
BI-110MC-CB 3/81t0 1/4
BI-110MC-DB 1/2to 1/4
BI-110MC-DC 1/2 to 3/8
BI-110MC-ED 3/4t0 1/2

COUPLING
(Half Height)
PART No. Pipe
BI-103HMC-A 1/8
BI-103HMC-B 1/4
BI-103HMC-C 3/8
BI-103HMC-D 12
BI-103HMC-E 3/4
BI-103HMC-H 1
BI-103HMC-J 1-1/4
BI-103HMC-K 1-1/2
BI-103HMC-M 2
PLUG
(Square Head)
PART No. Pipe
BI-109MC-A 1/8
BI-109MC-B 1/4
BI-109MC-C 3/8
BI-109MC-D 12
BI-109MC-E 3/4
BI-109MC-H 1
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STEEL S.A.E. PIPE ADAPTERS

COUPLING REDUCER CAP
Female Female To Male Female
Both Ends (Continued)
PART No. Pipe Pipe Female Male g?&g_'f' Pf,';e
$1003-A 18 118 PART No. Pipe Pipe S1008.8 1
$1003-B 114 114 $1020-DC 112 3/8 S1008.C 38
$1003-BA 114 118 $1020-DD 112 112 S1008.0 s
$1003-C 3/8 358 $1020-DE 112 3/4 S100B.E 3
$1003-CB 3/8 114 $1020-EB 3/4 114
$1003-D 112 112 $1020-EC 304 3/8
$1003-DB 112 114 $1020-ED 3/4 112
$1003-DC 112 358 $1020-EE 3/4 3/4
$1003-E 3/4 3/4 $1020-HD 1 112
$1003-ED 3/4 112 $1020-HE 1 3/4
$1003-H 1 1 $1020-HH 1 1
$1003-HD 1 112 $1020-JH 1-1/4 1
$1003-HE 1 3/4 $1020-KJ 14112 1-1/4
$1003-J 1-1/4 1-1/4
$1003-K 14112 14112 PLUG
$1003-M 2 2 HEX HEAD
HEX NIPPLE
Male Both
Ends PART No. Pipe
$1021-A 118
BUSHING .
PART No. Pipe Pipe 51021-8 14
Male To $1022-A 18 18 $1021-C 3/8
Female $1022-8 114 114 $1021-D 12
$1022-BA 114 118 51021-E 3/
$1022-C 318 38 $1021-H !
Male Female $1021-J 1-1/4
PART No. Pipe Pipe $1022-CA 3/8 118 021K b
$1022-CB 3/8 114
$1010-BA 1/4 1/8 $1021-M 2
$1010-CA 38 18 $1022-D 172 12
$1010-0B 38 1 $1022-DB 112 114
S1010-DA 12 18 $1022-DC 112 3/8
$1010-DB 112 114 $1022-E 3/4 34
$1010-DC 12 38 $1022-EC 3/4 3/8
S1010-EB a4 1 $1022-ED 3/4 112
S$1010-EC 314 38 $1022-H 1 1
$1010-ED 34 10 $1022-HD 1 12 M
Sto10-HB ! I g}ggg*j ; 1 1/4 134‘/14
$1010-HC 1 3/8 - - -
S1010-HD 1 1 $1022-JH 1-1/4 1 SHORT
S1010-HE 1 34 $1022-K 14112 14112 NIPPLE
$1010-UD 11/ 1 $1022-KJ 14112 1-1/4
$1010-JE 1-1/4 314 §1022-M 2 2
$1010-JH 1-1/4 1 PART No. Pipe Length
$1010-KD 1112 112 S1012-A 118 34
$1010-KE 1-112 3/4 PLUG 218122 ;jg 718
$1010-KH 14112 1 SQUARE -
$1010-KJ 1412 & (I-)IE AD $1012D 12 118
$1010-ME 2 3/4 S1012-E 3/4 1-3/8
$1010-MH 2 1 S1012-H 1 1-112
oy | e
- - $1009-A 118
$1009-B 114
$1009-C 3/8
$1009-D 112
$1009-E 3/4
soces S —
REDUCER _ NIPPLE
Female To
Male PLUG
PART No. Pipe Length
COUNTER SUNK $1013-B1-1/2 14 14112
Female Male HEX 51013-B2 1/4 2
g?(?zTo Pj& P1'/%e F:'/l;e $1013-B2-1/2 114 2112
- PART No. Pipe $1013-B3 1/4 3
S$1020-BA 1/4 1/8 S1018-A 118 51013-C2 3/8 2
$1020-BB 114 114 S101.8 1 $1013-C3 38 3
$1020-BC 1/4 3/8 1018- /8 51013-C4 3/8 4
$1018-C 3
§1020-CA 3/8 118 1018-D 12 $1013-D1-1/2 12 14112
1020-CB 114 S /
$1020-C 3/8 / S1018-E 3/4 $1013-D2 12 2
$1020-CC 3/8 3/8 1018-H 1 $1013-D3 112 3
S
$1020-CD 3/8 12 $1018-J 114 $1013-D4 112 4
$1020-DA 12 1/8 S1018-K 1102 $1013-E3 3/4 3
$1020-DB 112 114 S1018.M ) S1013-E4 34 4
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A

ACCUTEK

STEEL S.A.E. PIPE ADAPTERS

90° ELBOW
Female To
L Female
PART No. Pipe Pipe
S1000-A 18 18
$1000-B 1/4 1/4
$1000-C 3/8 3/8
$1000-CB 3/8 1/4
$1000-D 112 12
$1000-DC 112 3/8
S1000-E 3/4 3/4
S1000-ED 3/4 12
$1000-H 1 1
$1000-J 1-1/4 1-1/4
$1000-K 1112 1-112
$1000-M 2 2
90° ELBOW
Male To
Female
Male Female
PART No. Pipe Pipe
S1016-A 118 1/8
S1016-AB 118 1/4
S1016-B 1/4 1/4
S1016-BC 1/4 3/8
S1016-C 3/8 3/8
S1016-CB 3/8 1/4
S$1016-CD 3/8 112
S$1016-D 12 112
S$1016-DC 12 3/8
S1016-DE 12 3/4
S1016-E 3/4 3/4
S1016-ED 3/4 112
S1016-H 1 1
S1016-J 1-1/4 1-1/4
S1016-K 1-1/2 1112
S1016-M 2 2
90° ELBOW
Female To
Male Swivel
Female Male
PART No. Pipe Pipe
S1016SW-B 1/4 1/4
S1016SW-C 3/8 3/8
S1016SW-D 112 12
90° ELBOW
Male To
Male
PART No. Pipe Pipe
S1099-A 1/8 1/8
$1099-B 1/4 114
$1099-C 3/8 3/8
$1099-CB 3/8 114
$1099-D 12 112
$1099-DC 12 3/8
S1099-E 3/4 3/4
S1099-ED 3/4 12
$1099-H 1 1
S$1099-J 1-1/4 1-1/4
S$1099-K 1-1/2 1-1/2

90° ELBOW
Male To
Male Swivel
PART No. Pipe Pipe
$1099SW-B 114 1/4
45° ELBOW
Female To
Female
PART No. Pipe
$1005-B 1/4
$1005-C 3/8
$1005-D 112
S1005-E 3/4
$1005-H 1
45° ELBOW
Male To
Male
PART No. Pipe
$1005M-B 1/4
$1005M-C 3/8
$1005M-D 112
S1005M-E 3/4
$1005M-H 1
$1005M-J 1-1/4
45° ELBOW
Male To
Female
Female
PART No. Pipe Pipe
$1024-A 1/8 1/8
$1024-B 114 1/4
$1024-C 38 3/8
$1024-D 112 112
S1024-E 3/4 3/4
$1024-H 1 1
$1024-J 1-1/4 1-1/4
TEE
Female
All Ends
PART No. Pipe
$1001-A 1/8
$1001-B 1/4
$1001-C 38
$1001-D 112
$1001-E 3/4
$1001-H 1
$1001-J 1-1/4
$1001-K 1-112
TEE
Male To
Female To
Male
Female Male
PART No. Pipe Pipe
$1004-B 1/4 1/4
$1004-C 38 38
$1004-D 112 12
$1004-E 3/4 3/4
$1004-H 1 1

T

TEE
-‘ Male
All Ends
PART No. Pipe
S1001M-C 3/8
S$1001M-D 112
S1001M-E 3/4
TEE
Female To
Female To
Male
Female Male
PART No. Pipe Pipe
S1006-A 1/8 1/8
S1006-B 1/4 1/4
$1006-C 3/8 3/8
$1006-D 112 12
S1006-E 3/4 3/4
S1006-H 1 1
— — TEE
Male To Male
To Female
Male Female
PART No. Pipe Pipe
S1006M-B 1/4 1/4
S1006M-C 3/8 3/8
S1006M-D 12 12
S1006M-E 3/4 3/4
S1006M-H 1 1
TEE
Female To
Male To
Female
Female Male
PART No. Pipe Pipe
$1007-A 18 18
$1007-B 1/4 1/4
$1007-C 3/8 3/8
$1007-D 12 12
$1007-E 3/4 3/4
$1007-H 1 1
$1007-J 1-1/4 1-1/4
$1007-K 1-112 1-1/2
CROSS
Female All
Ends
PART No. Pipe
$1002-B 14
$1002-C 3/8
$1002-D 112
S1002-E 3/4
$1002-H 1
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STEEL FLARELESS ADAPTERS

A

ACCUTEK
TUBE CONNECTOR 90° ELBOW
SLEEVE Tube To Tube To
Female Pi
PART No. Tube emale Fipe Tube
S6760-4 114
S6760-6 3/8
$6760-8 112 PART No. Tube Pipe PART No. Tube
$6760-10 5/8 S6766-4A 1/4 118 $6765-4 1/4
$6760-12 3/4 S6766-4B 1/4 174 S6765-6 3/8
S6760-16 1 S6766-6B 3/8 174 $6765-8 112
S6766-6C 3/8 3/8
S6766-8C 112 3/8
$6766-10D 5/8 112
S6766-12E 3/4 3/4
S6766-16H 1 1
(14
il TUBE 90° ELBOW
NUT Tube To
PART No. Tube e Male Pipe
S6761-4 114
S6761-6 3/8 PART No. Tube Pipe
$6761-8 12 S6769-4A 1/4 1/8
R # $6769-4B 1/4 1/4
22;21]2 §§2 e CONNECTOR $6769-68 38 114
S6761-16 1 - Tube To S6769-6C 3/8 3/8
; $6769-8C 112 3/8
g Male Pipe $6769-8D 112 112
$6769-10D 5/8 112
$6769-12E 3/4 3/4
PART No. Tube Pipe
S6768-4A 114 1/8
$6768-4B 114 1/4
$6768-6B 3/8 1/4
UNION S6768-6C 38 38
Tube To $6768-8C 112 38 —
Tube $6768-8D 112 112 i
$6768-10D 5/8 112 - TEE
$6768-12D 3/4 112 =
PART No. Tube S6768-12E 34 314 Th TubEe d
$6762-3 3/16 S6766-16H 1 1 ree Enas
S6762-4 1/4
$6762-6 3/8 PART No. Tube
S6762-8 112 S6764-4 1/4
S6762-10 5/8 S6764-6 3/8
S6762-12 3/4 S6764-8 12
S6762-16 1 $6764-10 5/8
O-RING BOSS TO NPSM
(BUNA-N O-RING STANDARD)
CONNECTOR 90° ELBOW 45° ELBOW
Male O-Ring To Male O-Ring To Male O-Ring To
NPSM Swivel NPSM Swivel NPSM Swivel
PART No. O-Ring Swivel PART No. O-Ring Swivel PART No. O-Ring Swivel
S01120-4B 7116 - 20 114 S01116-4B 7116 - 20 1/4 S01124-4B 7/16- 20 1/4
S01120-6B 916 - 18 114 S01116-6B 9/16- 18 1/4 S01124-68 9/16-18 1/4
501120-6C 916 - 18 3/8 S01116-6C 9/16- 18 3/8 S01124-6C 9/16-18 3/8
$01120-6D 916 - 18 112 S01116-6D 9/16- 18 112 S01124-8C 3/4-16 3/8
S01120-8B 3/4-16 114 S01116-8C 3/4-16 3/8 S01124-8D 3/4-16 112
S01120-8C 3/4-16 3/8 S01116-8D 3/4-16 112 $01124-10D 7/8-14 112
501120-8D 3/4-16 112 S01116-8E 3/4-16 3/4 S01124-10E 7/8-14 304
S01120-8E 3/4-16 3/4 S01116-10C 718 -14 3/8 S01124-12D 1-116 - 12 112
$01120-10C 7/8-14 3/8 S01116-10D 718 -14 112 SO1124-12E 1-116 - 12 304
$01120-10D 7/8-14 112 S01116-10E 718 -14 3/4 S01124-16H 1-5/16 - 12 1
S01120-10E 7/8-14 3/4 S01116-12D 1-1/16- 12 112
$01120-12D 1116 - 12 112 S01116-12E 1-1/16- 12 3/4
S01120-12E 1116 - 12 3/4 S01116-16E 1-5/16 - 12 3/4
S01120-16E 1-5/16 - 12 3/4 S01116-16H 1-5/16 - 12 1
S01120-16H 1-5/16 - 12 1 S01116-20J 1-5/8 - 12 1-1/4
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A STEEL S.A.E. SWIVEL NPSM ADAPTERS

ACCUTEK
CONNECTOR
Female Pipe To
NPSM Swivel
PART No. Pipe Swivel
S1103-AA 1/8 1/8
S1103-BB 1/4 1/4
$1103-BC 1/4 3/8
$1103-CB 3/8 1/4
$1103-CC 3/8 38
$1103-CD 3/8 112
$1103-DC 112 3/8
S1103-DD 12 12
S1103-EE 3/4 3/4
S1103-HE 1 3/4
S1103-HH 1 1
S1103-JJ 1-1/4 1-1/4
S1103-KK 1-1/2 1-1/2
S1103-MM 2 2
= CONNECTOR
E Male Pipe To
NPSM Swivel
PART No. Pipe Swivel
S1120-AA 1/8 118
S1120-AB 1/8 1/4
S1120-BA 1/4 118
S1120-BB 1/4 1/4
S1120-BC 1/4 3/8
$1120-CB 318 1/4
$1120-CC 3/8 318
$1120-CC.000* 3/8 318
$1120-CD 318 112
S1120-DB 12 1/4
S1120-DC 12 3/8
S1120-DD 12 12
S1120-DD.000* 12 12
S1120-DE 12 3/4
S1120-ED 3/4 12
S1120-EE 3/4 3/4
S1120-EH 3/4 1
S1120-HE 1 3/4
S1120-HH 1 1
S1120-HJ 1 1-1/4
S1120-JH 1-1/4 1
S1120-JJ 1-1/4 1-1/4
S1120-KJ 1-1/2 1-1/4
S1120-KK 1-1/2 1-1/2
S1120-MM 2 2
90° ELBOW
Female Pipe To
NPSM Swivel
PART No. Pipe Swivel
S1100-AA 1/8 1/8
S1100-BB 1/4 1/4
$1100-CC 3/8 3/8
$1100-DD 112 112
S1100-EE 3/4 3/4
$1100-HH 1 1

90° ELBOW
Male Pipe To
NPSM Swivel
PART No. Pipe Swivel
S1116-AA 1/8 1/8
S1116-AB 1/8 1/4
S1116-BB 1/4 1/4
S1116-BC 1/4 3/8
S1116-CB 3/8 1/4
S1116-CC 3/8 3/8
S1116-CD 3/8 12
S1116-DC 12 3/8
S1116-DD 12 12
S1116-DE 12 3/4
S1116-ED 3/4 12
S1116-EE 3/4 3/4
S1116-EH 3/4 1
S1116-HE 1 3/4
S1116-HH 1 1
S1116-JH 1-1/4 1
S1116-J4J 1-1/4 1-1/4
S1116-KK 1-1/2 1112
S1116-MM 2 2
*WHEN ORDERING
RESTRICTED FLOW
ADAPTERS SUFFIX
PART NUMBER WITH
REQUIRED RESTRICTION
HOLE SIZE

(Ex: SS120-BB.040)

45° ELBOW

Male Pipe To

NPSM Swivel
PART No. Pipe Swivel
S1124-AA 1/8 1/8
S1124-BB 1/4 1/4
S1124-CC 3/8 3/8
S1124-CD 3/8 12
S1124-DC 12 3/8
S1124-DD 12 12
S1124-EE 3/4 3/4
S1124-HE 1 3/4
S1124-HH 1 1
S1124-JJ 1-1/4 1-1/4
S1124-KK 1-1/2 14112

45° ELBOW
Female Pipe To
NPSM Swivel
PART No. Pipe Swivel
$1105-CC 3/8 3/8
$1105-DD 12 12
S1105-EE 3/4 3/4
$1105-HH 1 1
TEE
NPSM Swivel To
NPSM Swivel To
Female Pipe
PART No. Pipe Swivel
$1101-BB 1/4 1/4
$1101-CC 3/8 3/8
$1101-DD 12 12
TEE

NPSM Swivel To
NPSM Swivel To

Male Pipe
PART No. Pipe Swivel
$1106-BB 1/4 1/4
$1106-CC 3/8 3/8
$1106-DD 12 12
S1106-EE 3/4 3/4

TEE
NPSM Swivel

All Ends
PART No. Swivel
$1111-B 1/4
S$1111-C 3/8
$1111-D 112
S1111-E 3/4
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HOSE BARB FITTINGS - BRASS........c.oooiiieenciseeecesc e 58-59
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PEX LEAD FREE FITTINGS, VALVES, TOOLS ........cccoocenimmrrreeencrneeereennns 62-63

PTFE HOSE CRIMP ENDS - ONE PIECE STYLE ........cccooiviinieircneirceeennne. 72
PTFE HOSE REUSABLE ENDS..........oooiiiicicirceiecireeeeieeiseessesseseeeesenones 73
REUSABLE HOSE ENDS - BRASS.........ccooirireeincircereemseesseeseemsee oo 64
RING BARB FITTINGS - BRASS ... 64
S.A.E. 100R1, T1SN HOSE CRIMP ENDS - BITE WIRE STYLE................. 67 - 68
S.A.E. 100R1, T1SN HOSE CRIMP ENDS - COMPRESSION STYLE ........ 65 - 66
S.A.E. 100R1, T1SN HOSE ENDS - REUSABLE
S.A.E. 100R1, T2SN HOSE CRIMP ENDS - BITE WIRE STYLE .. .
S.A.E. 100R1, T2SN HOSE CRIMP ENDS - COMPRESSION STYLE ........ 65 - 66

S.A.E. 100R1, T2SN HOSE ENDS - REUSABLE ........ccccooiimmerrenriireerrceinceieens 4l
S.A.E. 100R3 HOSE CRIMP ENDS - COMPRESSION STYLE .................. 65 - 66
S.A.E. 100R4 HOSE CRIMP ENDS - COMPRESSION STYLE ................. 65 - 66

S.A.E. 100R4 HOSE INSERTS
S.A.E. 100R5 HOSE CRIMP ENDS - BITE WIRE STYLE ........cccoovumrnrinrirnns
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BRASS HOSE BARB FITTINGS

CONNECTOR
Male Straight
Pipe Thread With
Ball Seat To Male
Taper Pipe Thread

Use With 130, 131 Series

COUPLER
Hose Barb To
Male Pipe
PART No. Hose I.D. Pipe
125-2-10/32 1/8 10/32 UNF
125-2A 1/8 1/8
125-2B 1/8 1/4
125-3A 3/16 1/8
125-38 3/16 1/4
125-4A 114 1/8
12548 114 1/4
125-4C 114 3/8
125-4D 114 112
125-5A 5/16 1/8
125-58 5/16 1/4
125-5C 5/16 3/8
125-6A 3/8 1/8
12568 3/8 1/4
125-6C 3/8 3/8
125-6D 3/8 112
125-6E 3/8 3/4
125-88 112 1/4
125-8C 112 3/8
125-8D 112 112
125-8E 112 3/4
125-10C 5/8 3/8
125-10D 5/8 112
125-10E 5/8 3/4
125-12D 3/4 112
125-12E 3/4 3/4
125-16E 1 3/4
125-16H 1 1
Lead Free
Part No.
LF-125-8D 112 112
COUPLER
Hose Barb To
Male Pipe

(Cast Bronze)

125CA-8D 112 112
125CA-12E 3/4 3/4
125CA-16H 1 1
125CA-20J 1-1/4 1-1/4
125CA-24K 1112 1112
125CA-32M 2 2
WORKING SWIVEL
COUPLER
Hose Barb To
MalePipe
PART No. Hose I.D. Pipe
1925-4B 114 1/4
1925-6B 3/8 1/4
1925-6C 3/8 3/8
1925-6D 3/8 112
1925-8C 112 3/8
1925-8D 112 112
s COUPLER
e = Hose Barb To
ﬁ- FemalePipe
PART No. Hose I.D. Pipe
126-2A 1/8 1/8
126-28 1/8 1/4
126-3A 3116 118
126-38 3116 1/4
126-4A 114 118
126-4B 114 1/4

—_
JS——. COUPLER
- Hose Barb To
% Female Pipe
(Cont.)
PART No. Hose I.D. Pipe
126-4C 1/4 3/8
126-5A 5/16 1/8
126-5B 5/16 114
126-5C 5/16 3/8
e e COUPLER
[ Hose Barb To
W Fomale Pipe
PART No. Hose I.D. Pipe
126-6A 3/8 1/8
126-6B 3/8 1/4
126-6C 3/8 38
126-6D 3/8 12
126-88 112 1/4
126-8C 112 3/8
126-8D 112 112
126-12D 3/4 112
126-16H 1 1
SWIVEL COUPLER
Hose Barb Flat
Seat With Gasket
To Female
Straight Pipe
Straight
PART No. Hose I.D Pipe
130-4A 114 1/8
130-4B 114 1/4
130-6B 318 1/4
130-6C 318 3/8
130-6D 318 112
130-8D 112 112
SWIVEL COUPLER
- Hose Barb Ball
Seat To Female
Straight Pipe
Use With 134 Series
Straight
PART No. Hose I.D. Pipe
131-3A 3/16 1/8
131-3B 3/16 1/4
131-4A 1/4 1/8
131-4B 1/4 1/4
131-4C 1/4 318
131-5B 5/16 114
131-6B 38 1/4
131-6C 38 318
131-8C 112 318
131-8D 112 112
131-12E 3/4 3/4
- COUPLER
wwweesen WS, Hose Barb To
Male 45°
S.AE. Flare
PART No. Hose I.D Tube
127-44 114 1/4
127-46 114 3/8
127-55 5/16 5/16
127-66 3/8 3/8
12768 3/8 112

Straight
PART No. Pipe Pipe
134-BB 114 1/4
134-CC 38 3/8
134-CD 38 112
134-DD 12 112
SWIVEL COUPLER
Hose Barb To
Female 45°
S.AE. Flare
PART No. Hose L.D. Tube
128-34 3116 1/4
128-44 114 1/4
128-46 114 3/8
128-55 5/16 5/16
128-56 5/16 38
128-66 318 3/8
128-68 318 112
128-88 112 112
128-810 112 5/8
128-1212 3/4 3/4
90° ELBOW
Hose Barb
To
Male Pipe
PART No. Hose I.D. Pipe
139-3A 3/16 1/8
139-4A 114 1/8
139-4B 114 1/4
139-4C 114 3/8
139-5A 5/16 1/8
139-58 5/16 1/4
139-5C 5/16 3/8
139-6A 3/8 1/8
139-68 3/8 1/4
139-6C 3/8 3/8
139-6D 3/8 112
139-88 112 1/4
139-8C 112 3/8
139-8D 112 112
139-10C 5/8 3/8
139-10D 5/8 112
139-12D 3/4 112
139-12E 3/4 3/4
139-16E 1 3/4
139-16H 1 1
45° ELBOW
Hose Barb To
Male Pipe
PART No. Hose I.D. Pipe
140-4A 114 1/8
140-4B 114 1/4
140-5A 5/16 1/8
140-6A 3/8 1/8
140-6B 3/8 1/4
140-6C 3/8 3/8
140-8C 112 3/8
140-10C 5/8 3/8
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BRASS HOSE BARB FITTINGS

NOTE: Lead Free Brass hose

e Beeedie SPLICER
moascusn ~ e R \_{;"/t Y CONNECTOR
T Hose Barb barbs are available on request.
PART No. Hose I.D. All Ends
1293 3/16 Lead Free refers to the wetted
}gg‘; 51/’146 PART No. Hose L.D.
1208 s o e surface of pipe, fittings and
129-10 58 2310 6 fixtures in potable water systems
12912 34 12312 314
that have a weighted average lead
content less than or
90° ELBOW
Hose Barb To ==, — | TEE equal to 0.25%.
Hose Barb ; Hose Barb
All Ends
PART No. Hose I.D.
corp s ot i R (Special Order)
99HB-6 38 1235 5016
99HES 12 1236 38 Minimum quantities apply.
NYLON HOSE BARB FITTINGS @
(MADE WITH NSF APPROVED RESINS)
l \Nww.o\ COUPLER R SPLICER [ !
[y Hose Barb i, Hose Barb | 90° ELBOW
w . _ I Hose Barb
Male Pipe To
PART No. Hose L.D. Hose Barb
529-4 114
PART No. Hose I.D. Pipe 529-6 3/8
525-4A 114 118 529-8 112
525-4B 114 114 Reducing PART No. Hose .D.
525-4D 14 112 529-42 1/4t01/8 555-4 114
525-6B 3/8 114 529-64 3/8 to 1/4 555-6 3/8
525-6C 3/8 3/8 529-86 112t0 318 555-8 112
525-6D 318 112 555-10 5/8
525-8C 112 38 555-12 34
525-8D 112 112
525-8E 112 304
525-10D 5/8 112
525-10E 5/8 304
525-12E 304 304
I : 90° ELBOW
A Hose Barb
1T To TEE
[ — COUPLER P Male Pipe 7T T Hose Barb
- Hose Barb All Ends
To
R | Female Pipe .
PART No. Hose I.D. Pipe
539-4A 114 118
539-4B 114 14 PART No. Hose I.D.
PART No. Hose 1.D. Pipe 53068 318 114 544-3 3116
526-4B 114 114 539-6C 38 38 544-4 1
526-4D 114 102 539-6D 38 102 544-6 38
526-6B 38 114 539-8C 102 38 544-8 112
526-6C 38 38 539-8D 102 112 54410 5/8
526-8D 112 112 539-10E 5/8 304
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BRASS FUEL LINE HOSE BARBS

—

_ M Hose Barb

. To Male Pipe 1

e - -

PART No. Hose I.D. Pipe
325-3A 3/16 1/8 PART No.
325-4A 114 1/8 335-54 5/16
325-4B 1/4 1/4 335-55 5/16
325-5A 5/16 1/8 33565 3/8
325-5B 5/16 1/4 335-66 3/8
325-6A 3/8 1/8
32568 3/8 1/4
325-6C 3/8 3/8
325-10C 5/8 3/8
325-10D 5/8 112
325-12D 304 112

Hose Barb To
Male Inverted

Flare

Hose I.D.

Tube
Size
1/4
5/16
5/16
3/8

‘ 90° ELBOW
! Hose Barb
To

=] Male Pipe

PART No. Hose I.D.

339-4A 1/4

339-5A 5/16

339-58 5/16

339-6A 3/8

339-68 3/8

339-6C 3/8

339-10C 5/8

FOR FUEL LINE HOSE PAGE

Pipe
18
18
1/4
18
1/4

3/8

STEEL COMBINATION NIPPLES AND HOSE MENDERS
(NOT RECOMMENDED FOR USE WITH AIR)

COMBINATION PLATED
NIPPLE B A -M COMBINATION
Hose Barb To PRARIRES ‘w NIPPLE
MalePipe REERRER 1L Hose Barb To
SR MalePipe
PART No. Hose I.D. Pipe
BI-125-8D 112 112 PART No. Hose L.D. Pipe
BI-125-12E 3/4 3/4 GIl-125-8D 112 112
BI-125-16H 1 1 GI-125-12E 304 3/4
BI-125-20J 1-1/4 1-1/4 Gl-125-16H 1 1
BI-125-24K 1-112 1112 GI-125-20J 1-1/4 1114
BI-125-32M 2 2 Gl-125-24K 1-112 1-112
GI-125-32M 2 2
HOSE
. e MENDER
Ui /
R )N Hose Barb PLATED
L o oM L] HOSE
PART No. Hose I.D. % MENDER
BI-129-8 12
BI-129-12 3/4 Hose Barb
BI-129-16 1
BI-129-20 1-1/4 PART No. Hose I.D.
BI-129-24 1-112 Gl-129-12 3/4
BI-129-32 2 GI-129-16 1
GI-129-20 1-1/4
(FBL - Ferrule Brass Long, FBS - Ferrule Brass Short)
Inside Ferrule Hole Inside Ferrule Hole
Dia. Length Size Dia. Length Size
PARTNo. (IN)  (IN)  (IN) PARTNo. (IN)  (IN)  (IN)
FBL-450 450  23/32 .328 FBL-825 825 31/32 625
. FBL-475 475 2332 328 FBL-850  .850  31/32  .586
FBL FBS FBL-500  .500  23/32 .328 FBL-875 875 3132 750
FBL-525 525  23/32 453 FBL-900  .900  31/32 750
FBL-550  .550  23/32 438 FBL-925 925  31/32 750
* SIZE RANGE FROM 3/8 TO 1 INCH FBL-575 575 3132 438 FBL-975 975 31132 875
OUTSIDE DIAMETER FBL-600 600  31/32 453 FBL-1000 1.000 31/32  .875
* THE PART NUMBER DESIGNATES THE FBL-625  .625 3132 453 FBL-1025 1.025 31/32  .875
OUTSIDE DIAMETER OF THEHOSE ORTUBE ~ FBI-650  .650  31/32 453 FBL-1100 1.100 31/32  .875
* WALL THICKNESS OF THE FERRULE IS .025  FBL-675 675  31/32  .500 FBL-1125 1125 31/32 875
*TO ORDERAFERRULE CRIMPER PAGE 247 FBL-700 700  31/32  .500 FBL-1150 1.150 31/32  .875
FBL-725 725  31/32 500 FBL-1175 1.175 55/64 875
FBL-750 750  31/32 500 FBL-1275 1275 31/32 875
FBL-775 775  31/32 500 FBL-1500 1.500 31/32  .875
FBL-800  .800  31/32  .625
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BRASS GRIP-TITE HOSE FITTINGS

(USE WITH GRIP-TITE HOSE)

mta H e Hose

o 37° SAE.
“ Male
Flare

PART No. Hose I.D. Tube
737-44 1/4 1/4
737-66 3/8 3/8
737-88 12 112

PART No. Hose I.D. Pipe
725-4A 1/4 1/8
725-4B 1/4 1/4
725-4C 1/4 3/8
725-5A 516 1/8
725-5B 5116 1/4
725-6A 3/8 1/8
725-6B 3/8 1/4
725-6C 3/8 3/8
725-6D 3/8 12
725-8B 12 1/4
725-8C 12 3/8
725-8D 12 12
725-8E 12 3/4
725-10C 5/8 3/8
725-10D 5/8 12
725-10E 5/8 3/4
725-12D 3/4 12
725-12E 3/4 3/4
_— Worklpg
o — Male Pipe
Swivel
PART No. Hose I.D. Pipe
725SW-4B 1/4 1/4
725SW-6B 3/8 1/4
7258W-6C 3/8 3/8
7258W-8C 12 3/8
7258W-8D 12 112
725SW-12E 3/4 3/4
Rigid
- Female
“ Pipe
PART No. Hose I.D. Tube
726-4A 1/4 1/8
726-4B 1/4 1/4
726-6B 3/8 1/4
726-6C 3/8 3/8
726-8C 12 3/8
726-8D 12 112
726-8E 12 3/4
726-12E 3/4 3/4
o 45° SAE.
“ | Male Flare
PART No. Hose I.D. Tube
727-44 1/4 1/4
727-45 1/4 5/16
727-66 3/8 3/8
727-88 12 112
45° S.A.E.
 benen Female
“ Flare Swivel
PART No. Hose I.D. Tube
728-44 1/4 1/4
728-45 1/4 5/16
728-66 3/8 3/8
728-68 3/8 112
728-86 12 3/8
728-88 12 112
728-810 12 5/8
728-108 5/8 112
728-1010 5/8 5/8
728-1212 3/4 3/4

_ J w Splicer
[
PART No. Hose I.D.
729-4 1/4
729-5 5/16
729-6 3/8
729-8 112
729-10 5/8
72912 3/
Female
- Straight
—— Pipe
Swivel
BALL TYPE
Straight
PART No. Hose I.D. Pipe
731-4A 1/4 1/8
731-4B 1/4 1/4
731-6B 3/8 1/4
731-6C 3/8 3/8
731-8D 12 112
731-12E 3/4 3/4
" Rigid
M Tube
“F Shank
PART No. Hose I.D. Tube
732-44 1/4 1/4
732-66 3/8 3/8
45° S.A.E.
— Male
“ Inverted
Flare Swivel
PART No. Hose I.D. Tube
735-43 114 3/16
735-44 1/4 1/4
735-45 114 5/16
735-65 318 5/16
735-66 318 3/8
735-88 12 112
735-1010 5/8 5/8
—— 45° S.A.E.
._ Female
Inverted
Flare
PART No. Hose I.D. Tube
736-45 114 5/16
736-65 318 5/16
736-66 318 3/8

-
— m 37° JIC.
Female
- Q Flare Swivel
PART No. Hose L.D. Tube
738-44 114 1/4
738-45 114 5/16
738-66 38 3/8
738-88 112 112
738-1010 5/8 5/8
738-1212 3/4 3/4
90° ELBOW
Hose To
==y Male Pipe
i
PART No. Hose I.D. Pipe
739-4A 114 1/8
739-4B 114 1/4
739-6B 3/8 1/4
739-6C 3/8 3/8
739-8C 112 3/8
739-8D 112 112
739-12E 3/4 3/4
ASSEMBLY INSTRUCTIONS
\
* LUBRICATE HOSE AND BARB.
* PUSH HOSE ON FITTING UNTIL

SEATED UNDER PROTECTIVE CAP.
+ NO CLAMPS REQUIRED WHEN USED
WITH GRIP-TITE HOSE.
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BRASS PEX FITTINGS

(ASTM B 1807 & cNSF-pw us * C46500 Lead Free DZR (Dezincification resistant) Brass)

i

Pex To m Splicer FLANGED
Male Pipe m Pex To Pex 90° ELBOW
Pex To
Lead Free Female Pipe
Lead Free PART No. Pex Pex
PART No. Pex Pipe tﬁ:g&ggfoe ?fg gfg Lead Free
LF-PEX-125-8D 38 112 LF-PEX.126-10 12 12 PART No. Pex Pipe
LF-PEX-125-10D 12 12 LF-PEX.126-14 3 " LF-PEX-S139F-10D 112 12
LF-PEX-125-10E 112 304 LF-PEX126-1410 3 12 LF-PEX-S139F-14E 3/4 3/4
LF-PEX-125-14D 34 12 LF-PEX-120-1814 1 a4
LF-PEX-125-14E 34 3/4
LF-PEX-125-14H 34 1
LF-PEX-125-18E 1 3/4
LF-PEX-125-18H 1 1
e PEX 90° ELBOW
“ PLUG Pex To Male
[ o
Lead Free
- Male Sweat PART No. Pex
m_u LF-PEX-121HB-10 112
LF-PEX-121HB-14 34 Iﬁf\:jTFr;ee . C;’P';’e'
LF-PEX-121HB-18 1 o ex ube
:szFere Pex c%?g:r LF-PEX-139SW-10 112 112K
; LF-PEX-139SW-1014 112 34K
LF-PEX-125SW-10 112 12K LF PEx 43951114 " YK
LF-PEX-125SW-14 3/4 34K TEA )
LF-PEX-125SW-18 1 1K
— 90°ELBOW E
Pex To : 90° ELBOW
Pex To Pex Pex To Female
Female Pipe Sweat
Lead Free
Lead F PART No. Pex Pex
ead Free ) LF-PEX-99HB-8 38 38 Lead Free Copper
PART No. Pex Pipe LF-PEX-99HB-10 12 112 PART No. Pex Tube
LF-PEX-126-10D 12 112 LF-PEX-99HB-14 a3 3 LF-PEX-139FSW-10 112 112K
LF-PEX-126-10E 112 3/4 LF-PEX-99HB-1410 3 2 LF-PEX-139FSW-1014  1/2 34K
LF-PEX-126-14E 34 3/4 LF-PEX-99HB-18 1 1 LF-PEX-139FSW-14 3/4 34K
LF-PEX-126-14H 34 1
LF-PEX-126-18H 1 1
TEE
Pex to FPT 90° ELBOW Pex
Swivel Pex To Three Ends
Adapter Male Pipe
Lead Free
PART No. Pex Pex
LF-PEX-123-8 38 18
Lead Free Lead Free LF-PEX-123-10 112 112
PART No. Pex Pipe PART No. Pex Pipe LF-PEX-123-14 314 304
LF-PEX-126SPN-8D 3/8 112 LF-PEX-139-10D 112 112 LF-PEX-123-18 1 1
LF-PEX-126SPN-10D 12 112 LF-PEX-139-14E 3/4 314
TEE
ex to Th
| one ree Ends
Female Sweat 90° ELBOW Reducin
R vl Adant ® ;
Swivel Adapter Lead Free
Lead Free Copper PART No. Pex1 Pex2 Pex3
PART No. Pex Tube Lead Free ) LF-PEX-123-1014 112 112 3/4
LF-PEX-126SW-10 12 12K PART No. Pex Pipe LF-PEX-123-1410 3/4 3/4 12
LF-PEX-126SW-14 3/4 314K LF-PEX-139FSPN-8D 318 112 LF-PEX-123-141010 3/4 12 12
LF-PEX-126SW-18 1 1K LF-PEX-139FSPN-10D 112 112 LF-PEX-123-141014 3/4 112 3/4
LF-PEX-139FSPN-14E 3/4 3/4 LF-PEX-123-1814 1 1 3/4
62
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A N
NSF) BRASS PEX FITTINGS
S (ASTM B 1807 & cNSF-pw us * C46500 Lead Free DZR (Dezincification resistant) Brass)

CONNECTING
PEX TUBE TO INSERT FITTINGS _ﬂ

. . Ceap
Cut Pex pipe squarely. Check pipe I.D. and O.D. and remove any burrs.

Apply copper ring or PEX clamp on top of PEX pipe.

Insert fitting into the end of the pipe and pull clamp or ring over the fitting within 1/8 to 1/4 inch
from the end of the tube. This process presses the fitting ribs into the pipe.

Crimp copper ring or PEX clamp using the required Fairview tool.
Check crimp using the Go-No-Go Gauge to determine if the crimp connection was properly made.

The GO opening should go freely across a crimped copper ring. The
No-Go opening should not go across a crimped copper ring.

All water systems should be pressure tested prior to use.

For Pex water valves see page 155
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(USE WITH POLYETHYLENE TUBE: 360 363)

BRASS RING-BARB FITTINGS FOR POLY TUBE

COUPLING
Tube To
Tube
PART No. Tube O.D. Tube 1.D.
962-4 114 170
962-6 38 250
CONNECTOR
- Tube To
] .
Female Pipe
Tube Tube
PART No. 0.D. 1.D. Pipe
966-4A 114 A70 1/8
966-4B 114 A70 1/4
CONNECTOR
Tube To
Male Pipe
Tube Tube
PART No. 0.D. 1.D. Pipe
968-4A 114 70 118
968-4B 114 70 1/4
968-6A 3/8 250 118
968-6B 3/8 250 1/4

e S )| (EAD

=g UNION
PART No. Tube 0.D. Tube LD.
977-4 1/4 170
90° ELBOW
Tube
To
Tube
Tube Tube
PART No. 0.D. 1.D.
965-4 1/4 170
965-6 38 .250
965-8 12 375

90° ELBOW
Tube

(- o
Male Pipe

Tube Tube
PART No. 0.D. 1.D. Pipe
969-4A 1/4 A70 1/8
969-4B 1/4 A70 1/4
969-6A 3/8 250 1/8
969-6B 3/8 250 1/4

Note:

@—-—- = 3 | Emm—— @ TEE
— %_ Tube
1 Three Ends
PART No. Tube 0.D. Tube 1.D.
964-4 114 170
964-6 3/8 .250
964-8 12 375

RING-BARB FITTINGS ARE DESIGNED
FOR USE WITH FAIRVIEW POLYETHYLENE
TUBE. THE BARB HAS A RAISED RING THAT
IMBEDS INTO THE TUBE. THIS ASSURES
A LEAKPROOF CONNECTION WHEN USED
WITHIN THE NORMAL TEMPERATURE AND
PRESSURE RANGE OF THE TUBE. SIMPLY
PUSH FITTING INTO TUBE TO ASSEMBLE.
NO TOOLS OR CLAMPS REQUIRED.

SEE PAGE 135 FOR POLY TUBE

Use of Fairview Hose and Tube with other than Fairview original recommended fittings,
may void warranty. Verify with a Fairview representative prior to installation.

BRASS SCREW-ON REUSABLE HOSE FITTINGS

FERRULES
Hose Hose
PART No. 0.D. 1.D.
750-84 12 1/4
750-106 5/8 38
750-116 1116 38

p— T HOSE STEM
gy
Male Pipe
Thread

PART No. Hose I.D. Pipe
751-4B 1/4 1/4
751-68 3/8 1/4
751-6C 3/8 3/8

HOSE STEM

-—llhn—-_'"- With Female

“ Pipe Thread

(Two Piece

Swivel)

PART No. Hose I.D. Pipe
752-4B 114 14
752-6B 38 114
752-6C 38 3/8
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STEEL ONE PIECE CRIMP HOSE ENDS

(NON-SKIVE/COMPRESSION)

USE WITH S.A.E. 100R1-AT, 100R2-AT, T1SN, T2SN, 100R3, 100R4, 100R16 AND
100R17 HOSE (Pages 105 - 107, 111- 112)

ITEMs SHOWN ARE INTERCHANGEABLE WITH WEATHERHEAD “U” SERIES COUPLINGS.

(THey ARe FaIrviEW EQuIVALENTS AND ARE NOT WEATHERHEAD ORIGINAL PrRODUCT.)

Female S.A.E. 45°
Male Pipe N.P.S.M. Pipe m Inverted Flare
(Swivel) (Swivel)
PART No. Hose I.D. Pipe
SC625-4A 14 1/8 | PART No. Hose I.D. Tube
SC625-48 1A o SCE25M48 T e oo I b
§C625-4C 14 38 SC626SW-6C 38 318 chse ey 38 e
§C625-4D 14 12 SC626SW-6D 318 102 chss e 8 3
SC625-68 38 114 ) SC635-88 112 112
SC626SW-8D 112 112
SC625-6C 38 38
SC626SW-12E 34 34
SC625-6D 38 112 SCB2BSW-16H / 1
SC625-8C 112 38
SC625-8D 112 112
SC625-8E 112 34 Male
SC625-10D 58 112 i O-Ring
$C625-10E 58 34
SC625-12D 34 112 Boss
SC625-12E 34 34
SC625-12H 3/4 1 , Female PART No. Hose I.D. O-Ring
SC625-16E 1 34 SC643-66 38 9/16-18
SC625-16H 1 1 (Grease Tap) $C643-68 38 34-16
$C625-204 1-1/4 1-1/4 SC643-610 38 7/8-14
SC643-88 112 314 -16
] PART No. Hose .D. Thread SC643-810 12 78-14
Male Pipe SCE6CTAA 1 1297 SC643-1212 34 1-1116 - 12
Swivel)
PART No. Hose L.D. Pipe Male
SC6255W-4B 114 114 _Ri
SC6255W-6B 318 114 S.A.E. 37° m o RSan Boss
SC625SWW-6C 38 38 Female Flare (Swivel)
SC625SW-6D 318 112 - (Swivel)
SC6255W-8D 12 12 PART No. Hose 1.D. 0-Ring
SC6255W-12E 3 3 SC6435W-68 38 3/4-16
SC6255W-16H ! ! SC643SW-88 112 34-16
PART No. Hose 1.D. Tube SC643SW-810 102 71814
SC638-44 114 114
SC638-45 114 5/16
Female SC638-46 114 38
Pi SC638-64 38 114
ipe SC638-66 38 38 Male
SC638-68 3/8 112 O-Ring Face
PART No. Hose .D. Pipe SC638-610 3/8 5/8 Seal
SC626-4A 1/4 1/8 SC638-86 112 3/8
SC626-4B 1/4 1/4 SC638-88 112 112
SC626-68 38 14 SC638-810 112 5/8 PART No. Hose 1.D. ORFS
$C626-6C 38 38 SC638-812 112 3/4 SC653-66 318 11/16- 16
$C626-8D 112 112 $C638-1010 518 5/8 SC653-68 38 13116 - 16
$C638-1012 5/8 3/4 SC653-88 112 13116 - 16
SC638-1210 34 58 0653810 12 1-14
SC638-1212 34 34
a S.A.E. 37° SC638-1214 34 78
Male Flare SC638-1216 3/4 1
SC638-1616 1 1 Female
-202 1-1/4 1114 .
PART No. Hose |.D. Tube SC638:2020 ! ! O-Ring Face
SC637-44 1/4 1/4 Seal
SC637-45 114 5/16 -
SC637-46 114 38 (Swivel)
SC637-66 38 38
SC637-68 38 112 PART No. Hose L.D. ORFS
SC637-610 38 5/8 . SC658-44 114 9/16.- 18
SC637-88 112 112 S.A.E. 45 SC658-46 114 11116 - 16
SC637-810 112 5/8 r Female Flare SC658-66 38 116 - 16
SC637-812 112 314 : SC658-68 38 13116- 16
wivel
SC637-108 5/8 112 (Swivel) SC658-88 112 13116- 16
SC637-1010 508 5/8 SC658-810 112 1-14
SC637-1012 508 314 SC658-1010 58 1-14
SC637-1212 314 314 PART No. Hose 1.D. Tube SC658-1212 34 1-3/16 - 12
SC637-1216 314 1 SC628-66 38 318 SC658-1616 1 1711612
SC637-1616 1 1 $C628-1212 314 314
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A

ACCUTEK

STEEL ONE PIECE CRIMP HOSE ENDS

(NON-SKIVE/COMPRESSION)

USE WITH S.A.E. 100R1-AT, 100R2-AT, T1SN, T2SN, 100R3, 100R4, 100R16 AND
100R17 HOSE (Pages 105 - 107, 111 - 112)

ITEmMs SHOWN ARE INTERCHANGEABLE WITH WEATHERHEAD “U” SERIES COUPLINGS.

(THEY ARE FAIRVIEW EQuUIVALENTS AND ARE NOT WEATHERHEAD ORIGINAL PRODUCT.)

Tube
Repair
(Flareless)
PART No. Hose L.D. Tube
SC667-44 114 114
SC667-65 3/8 5/16
SC667-66 3/8 3/8
SC667-88 112 112
SC667-810 112 5/8
SC667-1212 304 3/4
Splicer
PART No. Hose I.D.
SC629-44 1/4
SC629-66 3/8
$C629-88 112
SC629-1212 3/4
SC629-1616 1
British
Standard
- . m Pipe Parallel
: Female
(Swivel)
(BSPP)
PART No. Hose I.D. Pipe
SCK631BSP-66 3/8 3/8-19
SCK631BSP-88 112 112-14
90° ELBOW
Male Pipe
(Working
Swivel)
PART No. Hose I.D. Pipe
SC616SW-4B 114 114
SC616SW-6C 3/8 3/8
SC616SW-8D 112 112
90° ELBOW
Male O-Ring
Boss
(Working
Swivel)
PART No. Hose I.D. 0-Ring
SC636-66 3/8 9/116- 18
SC636-68 3/8 3/4-16
SC636-610 3/8 7/8 - 14
SC636-88 112 3/4-16
SC636-810 112 7/8 - 14

90° ELBOW
S.A.E. 37°
Female Flare
(Swivel)
PART No. Hose I.D. Tube
SC639-44 114 114
SC639-46 1/4 3/8
SC639-66 3/8 3/8
SC639-68 3/8 112
SC639-88 112 112
SC639-810 112 5/8
$C639-1010 5/8 5/8
SC639-1212 3/4 3/4
SC639-1616 1 1
90° ELBOW
(LONG STYLE)
S.A.E. 37°
Female Flare
(Swivel)
PART No. Hose I.D. Tube
SC639L-44 1/4 114
SC639L-66 3/8 3/8
SC639L-88 112 112
SC639L-1212 3/4 3/4
90° ELBOW
5 S.A.E. 45°
Female Flare
(Swivel)
PART No. Hose L.D. Tube
SC641-66 3/8 3/8
90° ELBOW
S.A.E. 45°
s Inverted
Flare
(Swivel)
PART No. Hose I.D. Tube
SC631-44 114 114
SC631-66 3/8 3/8
SC631-88 112 112
90° ELBOW
British Standard
Parallel Pipe
Female (Swivel)
(BSPP)
PART No. Hose 1.D. BSPP
SCK639BSP-66 3/8 3/8-19
SCK639BSP-88 112 112- 14

90° ELBOW
Female O-Ring
Face Seal
= (Swivel)
PART No. HOSE ORFS
SC659-44 114 9/16-18
SC659-46 114 11/16 - 16
SC659-66 3/8 11/16 - 16
SC659-68 3/8 13/16 - 16
SC659-88 112 13/16 - 16
SC659-810 112 1-14
SC659-1010 5/8 1-14
SC659-1212 3/4 1-3/16 - 12
SC659-1616 1 1-7116 - 12
45° ELBOW
S.A.E. 37°
Female Flare
(Swivel)
PART No. Hose I.D. Tube
SCB40-44 114 114
SC640-66 3/8 3/8
SC640-68 3/8 112
SC640-88 112 112
SC640-810 112 5/8
SC640-1212 3/4 3/4
SC640-1616 1 1
45° ELBOW
S.A.E. 45°
Inverted Flare
(Swivel)
PART No. Hose I.D. Tube
SC632-44 114 114
SC632-66 318 318
45° ELBOW
Female O-Ring
Face Seal
(Swivel)
PART No. Hose 1.D. ORFS
SC650-44 114 916-18
SC650-66 318 11116 - 16
SC650-88 112 13/16 - 16
SC650-810 112 1-14
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STEEL ONE PIECE CRIMP HOSE ENDS A\

(NON-SKIVE/BITE-TO-THE-WIRE)

ACCUTEK

FOR USE WITH S.A.E. 100R1-AT, 100R2-AT, TSN, T2SN, 100R16 AND
100R17 HOSE (Pages 105 - 106, 111 - 112)

ITEMs SHOWN ARE INTERCHANGEABLE WITH PARKER “43” SERIES COUPLINGS.

(THey ARe FaIrRviEW EQuivALENTS AND ARE NOT PaARKer ORiGINAL ProDuUCT.)

Male Pipe
PART No. Hose I.D. Pipe
SC925-4A 114 1/8
SC925-4B 114 114
SC925-4C 114 3/8
SC925-4D 114 112
SC925-6B 3/8 114
SC925-6C 3/8 3/8
SC925-6D 3/8 112
SC925-8C 12 3/8
SC925-8D 112 112
SC925-8E 112 3/4
SC925-10D 5/8 112
SC925-12D 3/4 112
SC925-12E 3/4 3/4
SC925-12H 3/4 1
SC925-16E 1 3/4
SC925-16H 1 1
SC925-20J 1-1/4 1-1/4
Male Pipe
. (Working Swivel)
PART No. Hose I.D. Pipe
SC925SW-4B 1/4 1/4
SC925SW-4C 1/4 318
SC925SW-6B 318 114
SC925SW-6C 318 318
SC925SW-6D 318 112
SC925SW-8D 112 112
SC925SW-12E 3/4 3/4
SC925SW-16H 1 1
Female
- Pipe
PART No. Hose I.D. Pipe
SC926-4B 114 114
SC926-6B 3/8 114
SC926-6C 3/8 3/8
SC926-6D 3/8 112
SC926-8D 112 112
- S.AE. 37°
Male Flare
PART No. Hose I.D. Tube
SC937-44 1/4 1/4
SC937-45 1/4 5/16
SC937-46 1/4 3/8
SC937-66 3/8 3/8
SC937-68 3/8 112
SC937-610 3/8 5/8
SC937-88 112 112
$C937-810 112 5/8
$C937-812 112 3/4
$C937-1010 5/8 5/8
SC937-1012 5/8 3/4
SC937-1212 3/4 3/4
SC937-1216 3/4 1
SC937-1616 1 1

Male
O-Ring
Boss
PART No. Hose I.D. O-Ring
SC943-44 1/4 7/16-18
SC943-46 1/4 9/16-18
SC943-66 318 9/16-18
SC943-68 318 3/4-16
SC943-88 12 3/4-16
SC943-810 12 7/8-14
SC943-1212 3/4 1-1116 - 12
Male
O-Ring Boss
(Working Swivel)
PART No. Hose I.D. O-Ring
SC943SW-68 38 3/4-16
SC943SW-88 112 3/4-16
Male

O-Ring Face Seal

S.AEE.37°
Female Flare
(Swivel)
PART No. Hose I.D. Tube
SC938-44 114 114
SC938-45 114 5/16
SC938-46 114 3/8
$C938-48 114 112
SC938-64 3/8 114
SC938-66 3/8 3/8
SC938-68 3/8 112
$C938-610 3/8 5/8
SC938-86 112 3/8
SC938-88 112 112
$C938-810 112 5/8
$C938-812 112 3/4
$C938-1010 5/8 5/8
$C938-1012 5/8 3/4
$C938-1210 3/4 5/8
SC938-1212 3/4 3/4
SC938-1214 3/4 718
SC938-1216 3/4 1
SC938-1612 1 3/4
SC938-1616 1 1
$C938-2020 1-1/4 1-1/4
SC938-2424 1112 1112
Female
NPSM Pipe
(Swivel)
PART No. Hose I.D. Pipe
SCY26SW-4B 1/4 1/4
SCY26SW-6C 38 38
SCY26SW-6D 3/8 112
SCY26SW-8D 112 112
SCY26SW-12E 3/4 3/4
SCY26SW-16H 1 1
Female
(Grease Tap)
PART No. Hose I.D. Thread
SCY26GT-4A 1/4 12-27
S.AE. 45°
Female Flare
(Swivel)
PART No. Hose I.D. Tube
SC928-66 38 3/8
SC928-1212 3/4 3/4
S.AE. 45°
- Inverted Flare
(Swivel)
PART No. Hose I.D. Tube
SC935-44 1/4 1/4
SC935-66 3/8 3/8

PART No. Hose I.D. ORFS
SC953-44 114 9/16-18
SC953-66 3/8 11/16 - 16
SC953-68 3/8 13/16 - 16
SC953-88 112 13/16 - 16
SC953-810 112 1-14
$C953-1010 5/8 1-14
$C953-1212 3/4 1-3/16 - 12
Female
- O-Ring Face Seal
(Swivel)
PART No. Hose I.D. ORFS
SC958-44 114 9/16-18
SC958-46 114 11/16 - 16
SC958-48 114 13-16 - 16
SC958-66 3/8 11/16 - 16
SC958-68 3/8 13/16 - 16
SC958-88 112 13/16 - 16
SC958-810 112 1-14
$C958-1010 5/8 1-14
SC958-1012 5/8 1-3/16 - 12
$C958-1210 3/4 1-14
SC958-1212 3/4 1-3/16 - 12
SC958-1616 1 1716 - 12
Tube
- Repair
(Flareless)

PART No. Hose I.D. Tube
SC967-65 3/8 5/16
SC967-66 3/8 3/8
SC967-88 112 112
SC967-810 112 5/8
SC967-1212 3/4 3/4
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A\ STEEL ONE PIECE CRIMP HOSE ENDS
ACCUTEK (BITE-TO-THE-WIRE)

FOR USE WITH S.A.E. 100R1-AT, 100R2-AT, T1SN, T2SN, 100R16 AND
100R17 HOSE (Pages 105 - 106, 111 - 112)

ITEMs SHOWN ARE INTERCHANGEABLE WITH PARKER “43” SERIES COUPLINGS.

(THEY ARE FAIRVIEW EQUIVALENTS AND ARE NOT PARKER ORIGINAL PRODUCT.)

S . i P 90° ELBOW
Hose - SAE. 37° 90° ELBOW
Splicer F e;n él é Flare British Standard
PART No. Hose I.D. (Swivel) Pipe Parallel
5092944 " Female (Swivel)
$5C929-66 38 PART No. Hose .. Tube (BSPP)
5C929-88 102 5C939-44 114 114
5C929-1212 34 5C939-46 14 38
64 114
ggggggs g;g 3;8 PART No. Hose I.D. Pipe
British $C939-68 38 12 SC939BSP-44 Lo V4-19
SCY39BSP-66 318 3/8-19
Standard SC939-88 12 12
i ; $0939.810 1 58 SC939BSP-88 112 112-14
Pipe Parallel SC939-1010 5/8 5/
Female (Swivel) 5C939-1212 304 34
(BSPP) $C939-1616 1 1
$C939-2020 1-1/4 1-1/4
PART No. Hose 1.D. Pipe $C939-2424 1112 14112
SC931BSP-44 114 1/4-19 45° ELBOW

SC931BSP-66 3/8 3/8-19 o
SC931BSP-88 112 112-14 o 90° ELBOW - S.AE.37
(LONG STYLE) Female Flare
S.AEE.37° (Swivel)
Female 30° Female Flare
JIS Flare (Swivel) PART No. Hose 1.D. Tube
- ] Parallel Pipe SC940-44 114 114
Female PART No. Hose I.D. Tube SC940-46 1/4 3/8
SC939L-44 114 114 SC940-66 3/8 3/8

(Swivel)

SC939L-46 114 38 SC940-68 3/8 112

PART No. Hose LD. Pipe SC939L-66 38 38 $C940-88 112 112
SC931J15-66 3/8 3/8 SC939L-88 112 112 SC940-810 112 5/8
SC939L-810 112 5/ SC940-1010 5/8 5/8

SC939L-1212 34 34 SC940-1212 3/4 3/4

Universal SC939L-1616 1 1 SC940-1616 1 1

Seat N
- (Light) Female y 90° ELBOW
(Swivel) (DIN) S.A.E. 45
Female Flare 45° ELBOW

PART No. Hose 1.D. Tube Metric (Swivel) .
SC931LM-4-16 114 10 MM M16X1.5 b Female O-Ring
SC931LM-6-16 3/8 10 MM M16X1.5 Face Seal
SCO31LM-6-18 38 12MM MI8X15 PART No. Hose L. Tube (Swivel)
SC931LM-8-22 112 15 MM M22X1.5 5C941-66 38 318
o 90° ELBOW PART No. Hose LD, ORFS
o SC950-44 114 9/16.- 18
90° ELBOW S.AE. 45° Inverted SC950-46 114 116 -16
Male PI Flare SC950-66 38 116 -16
ale Fipe (Swivel) $C950-68 358 13/16- 16
(Working SC950-88 112 13/16- 16

i $C950-810 102 1-14
Swivel) PART No. Hose 1.D. Tube 09501010 53 11
5C931-44 14 14 SC950-1212 304 13/16 - 12
PART No. Hose LD. Pipe SC931-66 318 308 09501616 | 71612
SC165W-4B 114 114
SC916SW-6C 3/8 3/8 90° ELBOW
SC916SW-8D 102 102 ;
Female O-Ring
Face Seal
90° ELBOW 4 (Swivel) 45° ELBOW
Ma'; O-Ring y British Standard
oss PART No. Hose LD. ORFS .
(Working SC959-44 114 91618 Pipe Parallel
. X SC959-46 114 11616 Female (Swivel)
Swivel) $C959-66 38 1116- 16 (BSPP)
. 5C959-68 308 13116 -16
PART No. Hose |.D. O-Ring $C959-88 102 13/16 - 16
SC936-66 308 916-18 059,610 " o
SC936-68 308 3/4-16 00591010 55 1 PART No. Hose LD. Pipe
SC936-88 102 3/4-16 00501212 3 3610 SC940BSP-44 114 1/4-19
SC936-810 102 718-14 0501616 ; et SC940BSP-66 318 3/8-19
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STEEL ONE PIECE CRIMP HOSE ENDS A\

(Page 111)
ITEMSs SHOWN ARE INTERCHANGEABLE WITH PARKER “71” SERIES COUPLINGS.
(THEY ARE FAIRVIEW EQUIVALENTS AND ARE NOT PARKER ORIGINAL PRODUCT.)
90° ELBOW
[ ] -]
Male Pipe Code 61 Female Flare
# . 4 (Swivel)
PART No. Hose I.D. Pipe PART No. Hose I.D. Flange
SCT925MS-8D 11 102 SCT900MS-1212 34 34 gégs';‘l\)a's " "'°s172'-°- T;‘/ge
SCT925MS-12E 34 3/4 SCT900MS-1616 1 1 SCTOMMS810 s 55
SCT925MS-16H 1 1 SCT900MS-2020 1-1/4 1-1/4 -
SCT939MS-1212 34 34
SCT925MS-204 1-1/4 1-1/4 SOTOIOMS 1616 ’ ;
SCT925MS-24K 1172 14112 Code 62 Available SCTI00MS62 in series. -
SCT925MS-32M ) ) SCT939MS-2020 1-1/4 1-1/4
SCT939MS-2424 14112 1112
90° ELBOW
: ; BSP Parallel
Female
S.A.E.37° 45° ELBOW 60° Cone
Male Flare . S.A.E.37° (Swivel)
Female Flare
(Swivel) PART No. Hose I.D. Thread
SCT939BSPMS-1212 34 3/4-14
PART No. Hose L. Tube SCT939BSPMS-1616 1 1-11
SCT937MS-88 112 112
SCT937MS-810 12 5/8 PART No. Hose I.D. Tube
SCT937MS-1212 3/4 3/4 SCT940MS-88 12 12
SCT937MS-1616 1 1 SCT940MS-810 12 5/8
SCT937MS-2020 1-1/4 1-1/4 SCT940MS-1212 3/4 34 J 90° ELBOW
SCT940MS-1216 34 1 R
SCTO40MS-1616 1 1 Female O-Ring
SCT940MS-2020 1114 1114 Face Seal
SCT940MS-2424 1-112 1-112 ok (Swivel)
° PART No. Hose I.D. ORFS
S.AE.37 SCT959MS-88 12 13116 - 16
Female Flare SCT959MS-810 112 1-14
(Swivel) SCT959MS-1212 3/4 1-3/16- 12
J 45° ELBOW SCT959MS-1616 1 17116 - 12
Split Flange
Code 61
PART No. Hose I.D. Tube
SCT938MS-88 112 112
SCT938MS-810 112 5/8 a 90° ELBOW
SCT938MS-1212 34 34 PART No. Hose 1.D. Flange i
SCT938MS-1216 3/4 1 SCT945MS-1616 1 1 9 nglotdFelasr;ge
SCT938MS-1616 1 1 SCT945MS-2020 1-1/4 1-1/4
SCT938MS-2020 1-1/4 1-1/4
SCT938MS-2424 1-112 1112 Code 62 Available SCT945MS62 in series.
PART No. Hose I.D. Flange
SCT990MS-1212 34 34
SCT990MS-1216 34 1
SCT990MS-1616 1 1
SCT990MS-1620 1 1-1/4
SCT990MS-2020 1-1/4 1-1/4
Female O-Ring 45° ELBOW Code 62 Available SCTI90MS62 in series.
. Face Seal H Female O-Ring
Swivel .
( ) Face Seal British Standard
(Swivel) Pipe Parallel
Female
PART No. Hose I.D. ORFS 60° Cone
SCT958MS-88 112 13/16 - 16 :
SCT958MS-810 112 1-14 PART No. Hose 1.D. ORFS (Swivel)
SCT958MS-1212 3/4 1-3116- 12 SCT950MS-88 112 13116 - 16 PART No. Hose 1.D. Thread
SCT958MS-1616 1 1-7TH6 - 12 SCT950MS-1212 34 1-3116 - 12 SCT931BSPMS-1212 34 3/4- 14
SCT958MS-2020 1-1/4 111116 - 12 SCT950MS-1616 1 17116 - 12 SCT931BSPMS-1616 1 1-11
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s
" A STEEL ONE PIECE CRIMP HOSE ENDS
ACCUTEK (BITE-TO-THE-WIRE)

FOR USE WITH S.A.E. 100R5, S.A.E. J1402 HOSE (Page 99)

ITemMs SHOWN ARE INTERCHANGEABLE WITH WEATHERHEAD “O6G9E” SERIES COUPLINGS.

(THEY ARE FAIRVIEW EQUIVALENTS AND ARE NOT WEeATHERHEAD ORIGINAL PRODUCT.)

S.AE. 37° 90° ELBOW
Male Pipe ; Female Flare S.AE.37°
(Swivel) Female Flare
Nominal Swivel
PART No. Hose I.D. Pipe Nominal ( )
SCW525-4B 1/4 1/4 PART No. Hose I.D. Tube
SCW525-68 38 114 SCWS538-44 114 114 Nominal
SCW525-6C 3/8 3/8 SCW538-66 3/8 3/8 PART No. Hose I.D. Tube
SCW525-8C 12 3/8 SCW538-88 12 12 SCW539-44 1/4 1/4
SCW525-8D 12 12 SCW538-1010 518 5/8 SCW539-66 3/8 3/8
SCW525-10D 5/8 12 SCW538-1212 3/4 3/4 SCW539-88 112 12
SCW525-12E 3/4 3/4 SCW538-1616 1 1 SCW539-1212 34 34
SCW525-16H 1 1 SCW538-2020 1-1/4 1-1/4 SCW539-1616 1 1
SCW525-20J 1-1/4 1-1/4 SCW538-3232 2 2
SCW525-32M 2 2
90° ELBOW
]
SAE 45° . 45° ELBOW o AR
Female Flare SAE.37° e:g?u‘iavel)are
(Swivel) Female Flare
(Swivel)
Nominal Nominal Nominal
PART No. Hose L.D. Tube PART No. Hose I.D. Tube PART No. Hose I.D. Tube
SCW528-66 3/8 318 SCW540-1212 3/4 3/4 SCW541-66 3/8 3/8
SCW528-1212 3/4 3/4 SCW540-1616 1 1
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STEEL REUSABLE HOSE ENDS

FOR USE WITH S.A.E. 100R5, S.A.E. J1402 HOSE (Page 99)
S.AE.371° 45° ELBOW
Male Pipe Female Flare | S.AE. 37°
Nominal (Swivel) - Female Flare
lominal .
PART No. Hose 1.D. Pipe Nominal (Swivel)
SR525-4A 1/4 118 PART No. Hose I.D. Tube
SR525-4B 114 114 SR538-44 114 1/4 Nominal
SR525-5B 5/16 114 SR538-55 5/16 5/16
SR525-68 38 114 SR538-66 38 38 i Hose 1D- Tube
SR925-6C 38 38 SR538-88 12 12 SR540-66 3/8 3/8
SR525-8C 12 3/8 SR538-1010 5/8 5/8 SR540-88 1" 1"
SR925-8D 12 12 SR538-1212 34 304 SR540-1010 5/8 5/8
SR525-10D 5/8 112 SR538-1616 1 1 SR540-1212 3/4 3/4
SR525-12E 3/4 3/4 SR538-2020 1-1/4 1-1/4 SR540-1616 1 1
SR525-16H 1 1 SR538-2424 14112 1-112
SR525-20J 1-1/4 1-1/4 SR538-3232 2 2
SR525-24K 1112 14112
SR525-32M 2 2
m S.AE.45°
E | . Inverted
SAE. 45° __p-“ Flare
Male Flare (Swivel)
Nominal Nominal
PART No. Hose LD. Tube PART No. Hose LD. Tube
SR527-66 3/8 3/8
SR527-1010 5/8 5/8
SR527-1212 3/4 34
. 90° ELBOW
SAE. 37° S.AE. 37°
e Female Flare
Male Flare (Swivel) SEE PAGE 72
Nominal Nominal FOR ASSEMBLY
PART No. Hose I.D. Tube PART No. Hose 1.D. Tube
SR537-44 114 114 SR539-44 114 114 INSTRUCTIONS
SR537-66 3/8 3/8 SR539-55 5/16 5/16
SR537-88 112 112 SR539-66 38 3/8
SR537-1010 5/8 5/8 SR539-88 12 12
SR537-1212 3/4 3/4 SR539-1010 5/8 5/8
SR537-1616 1 1 SR539-1212 34 3/4
SR539-1616 1 1
SR539-2020 1-1/4 1-1/4
SAE 450 900 ELBOW
Female Flare S.AE. 45°
(Swivel) Female Flare
Nominal (Swivel)
PART No. Hose I.D. Tube
SR528-44 114 1/4 .
SR528-55 5/16 5/16 Nominal
SR528-66 3/8 3/8 PART No. Hose I.D. Tube
SR528-88 112 112 SR541-44 114 114
SR528-1010 5/8 5/8 SR541-66 318 3/8
SR528-1212 3/4 304 SR541-1212 3/4 3/4
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A

ACCUTEK

STEEL REUSABLE HOSE ENDS

FOR USE WITH: S.A.E. 100R1-AT

FOR USE WITH: S.A.E. 100R2-AT

~ : Male
Pipe
PART No. Hose I.D.
SRT125-4B 114
SRT125-6C 3/8
SRT125-8D 12

e
H

Pipe
1/4
3/8
12

PART No.

SRT138-44
SRT138-66 *
SRT138-88 *

Hose I.D.
1/4
3/8
12

S.AE.37°

Female
Flare
(Swivel)

Tube
114
3/8
112

PART No.

SRT225-4B
SRT225-6C
SRT225-8D

Hose I.D.

Pipe
14
3/8
112

1/4
3/8
112

S.AE. 37°
Female
Flare
(Swivel)

=)
H

PART No.
SRT238-44 *
SRT238-66 *
SRT238-88 *
SRT238-1212*

Hose I.D.
1/4
38
112
3/4

* Item is available in stainless steel.
Change prefix to “SS”
(eg. SSRT238-44) «

* Item is available in stainless steel.
Change prefix to “SS”
(eg. SSRT238-44) «

ASSEMBLY INSTRUCTIONS FOR NON-SKIVE S.A.E. 100R1, 100R2 & 100R5 STEEL REUSABLE HOSE ENDS

STEP 4 STEP 5
Dip the nipple end into a Turn the stem clockwise into
lubricant. Refer to step 2. (Light the hose and socket until the
weight oil S.A.E. 10 or 20).  stem hex shoulders against the
ferrule.

STEP 1
Using a fine-toothed saw or
cut-off wheel, cut the hose
square to the desired length.
Clean hose with air pressure to
remove dust particles.

STEP 2 STEP 3
Dip the end of the hose into a  Turn the hose counterclockwise
lubricant. Use a light viscosity  into the socket until the hose
oil (S.A.E. 10 or 20) bottoms.

CAUTION: Larger diameter hose is subject to “Neck Down” during cut-off operations. This condition does not allow the nipple to be pushed into
the hose. When this happens, that portion of the hose I.D. must be chamfered with a sharp knife, just enough to allow the nipple to be pushed
into the hose. Be sure to remove the cut-off rubber from the assembly.

IMPORTANT: Back the hose off at least 1/2 turn, check to be sure that there is a gap of 1/32” to 1/16” between the hose end and the shoulder on
the inside of the socket. Failure to provide this gap may cause cracking of the socket.

ONE PIECE CRIMP ENDS FOR PTFE HOSE
FOR USE WITH S.A.E. 100R14 SMOOTH BORE PTFE HOSE (Page 100)
ALL WETTED PARTS ARE BRASS,

Male S.AE.37°
Pipe Female
Flare
(Swivel)
Nominal Nominal

PART No. Hose I.D. Tube PART No. Hose I.D. Tube
SCT425-4A 114 18 SCT438-44 1/4 114
SCT425-4B 114 1/4 SCT438-66 3/8 3/8
SCT425-6C 3/8 3/8 SCT438-88 12 12
SCT425-8D 12 112 SCT438-1010 5/8 5/8
SCT425-10D 5/8 12 SCT438-1212 3/4 3/4
SCT425-12E 3/4 3/4
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REUSABLE END FITTINGS FOR PTFE HOSE ABB{J\TEK@

FOR USE WITH S.A.E. 100R14 SMOOTH BORE PTFE HOSE (Page 100)
o ) Female . Replacement
Male Pipe Swivel - Sleeve
37°S.AE.
Flare Nominal
Nominal PART No. Hose 1.D.
PART No. Hose I.D. Pipe Nominal SR4S-4 1/4
SR425-4A 114 18 PART No. Hose I.D. Tube SR4S-6 3/8
SR425-4B 1/4 1/4 SR438-44 1/4 1/4 SR4S-8 12
SR425-6B 3/8 1/4 SR438-55 5/16 5/16 SR4S-10 5/8
SR425-6C 3/8 3/8 SR438-66 3/8 3/8 SR4S-12 3/4
SR425-8D 112 12 SR438-88 12 12 SR4S-16 1
SR425-10D 5/8 112 SR438-1010 5/8 5/8
SR425-12E 3/4 3/4 SR438-1212 3/4 3/4
SR425-16H 1 1 SR438-1616 1 1
s Straight
Tube
Used in conjunction with an 1161 nut & 1160 sleeve.
Female Nominal D.O.T.
Swivel SRic2 1010 e b A oreke
45° S.AEE. SR462-1212 304 304 Slesve
Flare
PART No. Tube
. ' 1160-10 5/8
Nominal h D.OT. For use with metal “Straight Tube”.
PART No. Hose I.D. Tube Air Brake
SR428-44 1/4 14 .
SR428-55 5/16 5/16 Compression
SR428-66 3/8 3/8 .
SR428-88 112 112 Nominal
SR428-1010 5/8 5/8 PART No. Hose I.D. Tube
SR428-1212 3/4 3/4 SR468-1010 5/8 5/8
90° ELBOW D.O.T.
S.AE.37° i Air Brake
Female Flare Nut
(Swivel)
PART No. Tube
Nominal 1161-10 5/8
STAINLESS STEEL AVAILABLE PART No. Hose L. Tube ;13111;2 with metal “Straight Tube” o
UPON REQUEST (SSR4 Series ¢) SR439-44 14 14 :
SR439-66 3/8 3/8
SR439-88 12 12
.:"‘(“.
‘\{-f\f‘ A
Al
STEP 1 STEP 2 STEP 3 STEP 4 STEP 5
Wrap masking tape around hose at Use a flat surface to push the sleeve ~ Mount stem hex in vise. Work the hose  Lubricate stem and shell threads. Push  Wrench tighten stem until clearance
desired length and cut square with over the tube underneath the wire until  bore over the stem to size tube. hose onto stem with twisting motion with shell is 1/32” or less. Clean,
fine-tooth hack saw. Trim any loose the tube stock butts against the inside until hose seats against stem chamfer.  inspect and test.
wires and slip two shells on back to shoulder of the sleeve. Push shell forward and hand start
back, placing them about 3 From each threading.
end of hose.
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A

STEEL HOSE ENDS

ACCUTEK
LUBE HOSE ENDS FOR USE WITH S.A.E. 100R7 HOSE (Page 108 - 109)
STEEL REUSABLE ENDS
_ S.AE.
g Male Pipe Female S.AE.
Flare Female
PART No. Hose 1.D. Pipe (Swivel) Flare (Swivel)
SC725-2A 118 118
§g§§§j§ 31//1f m PART No. Hose I.D. Tube ZQ?J&‘Z‘ H°s178w' T:' ,E’f
SC738-24 118 114
SC738-34 3116 114
SC738-44 114 114
SC738-46 114 3/8 .
Male Pipe — MaIeIPlpe
(Swivel) (Swivel)
ggsszgC\'/-zA Ho??sl'D' P:Zae gggsgc‘."z‘\ H°:78I-D- P1i/%e

CRIMP SPECIFICATIONS FOR PERMANENTLY ATTACHED HOSE ENDS

All hydraulic assemblies should be pressure
tested prior to use. DASH HOSE Crimp DIA.
HOSE DESCRIPTION SIZE 1.D. SC700 Series
NOTE: Fairview’s Accutek® 100R7 hose ends HR7 SAE. 100R7 D) 118 0.3650
are not to be swaged. 3 3/16 0.5100
-4 1/4 0.5550

IMPORTANT: This reference chart is provided by Fairview Ltd. for convenience only. The information contained herein
cannot be guaranteed because conditions of use are beyond our control, such as variances in hose outside diameters.
This document should not be substituted for the judgement of a qualified professional. Assemblies should be tested
prior to installation. The user of this information assumes all risk associated with its use.

STEEL HOSE INSERTS FOR USE WITH 100R4 HOSE (Page 107)

ol _ Hose Insert F ? 90° ELBOW " 45° ELBOW
< ] To Male Pipe _ S B Hose Insert Hose Insert
- Ii i To Male Pipe To Male Pipe
T
PART No. Hose LD. Pipe PART No. Hose L.D. Pipe PART No. Hose I.D. Pipe
§1125-10C 5/8 318 $1139-10D 5/8 112 $1140-10D 5/8 112
S$1125-10D 5/8 112 $1139-12E 3/4 3/4 $1140-12E 3/4 3/4
S1125-12E 3/4 3/4 S$1139-16H 1 1
Hose Insert e 90° ELBOW
To Male O-Ring = - Hose Insert
ol J 45° ELBOW d— To Male O-Ring
¥
ﬁL‘E Hose Insert PART N HoselD.  O-Ri
PART No. Hose I.D. O-Ring _Ri o. ose I.D. -Ring
SO1125-6 38 916 - 18 To Male O-Ring S01139-4 4 THM6-20
S01125-12 3/4 1-116 - 12 S01139-6 3/8 9/16-18
S01125-16 1 1-5/16 - 12 S01139-8 112 3/4-16
SO1125-1612 1 1-1/16 - 12 PART No. Hose I.D. 0-Ring §01139-16 1 1-5/16 - 12
$01125-20 1-1/4 1-5/8 - 12 S01140-16 1 1-5/16 - 12 $01139-1612 1 1-1116 - 12
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STEEL CRIMP HOSE ENDS AE:I::/LI\TEK

FOR USE WITH SEWER CLEANING HOSE (Page 85)

PART No. Hose I.D. Pipe PART No. Hose I.D.
SCH25-12E 3/4 3/4 SCH29-1212 3/4
SCH25-16H 1 1 SCH29-1616 1

HYDRAULIC CRIMP INSTRUCTIONS

1. Cut hose to length.
Using a cut-off saw or cut-off wheel, cut the hose square to the de-
sired length. Clean hose with air pressure to remove dust particles.

2. Mark insertion depth.

Find the insertion depth by measuring the distance from the end of
the ferrule to the shoulder of the ferrule. Using a ruler or by holding
the hose next to the ferrule, mark a line on the hose indicating the
insertion depth.

3. Lubricate hose with hose assembly lubricant.

Place a small amount of lubricant on the outer and inner tube

portion of the hose. Only use approved hose assembly lubricant.
Other non-approved lubricants or oil products may not be compatible
with hose material.

4. Insert fitting into hose.
Push the fitting into the hose until the insertion depth mark lines up
with the end of the ferrule.

5. Insert Hose into crimping machine.

When crimping Fairview's SC600 and SCK600 Series, align the dots
on the ferrule with the top of the dies. (figure 1)

When crimping Fairview’s SC500, SC900 and SCT900MS  Series,
align the top shoulder of the ferrule with the top of the dies and crimp
the entire ferrule. (figure 2)

6. Check Crimp Diameter.

After crimping verify crimp diameter is within specifications using
calipers. Place caliper on the lower or smooth portion of the ferrule.
Do not place calipers on any raised ridges on the ferrule. Measure
the top, middle and bottom of the ferrule to ensure crimp diameter is
correct and uniform.

All hydraulic assemblies should be pressure tested prior to use.
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ACCUTEK

PERMANENTLY ATTACHED HOSE ENDS

FOR SAE 100R7, 100R8 AND 100R18 THERMOPLASTIC HOSE (Pages 108 - 110)

NOT FOR USE ON REDUCED OD S.A.E. 100R7

PART No. Hose I.D. Pipe
SCTP25-2A 1/8 118
SCTP25-3A 3/16 1/8
SCTP25-3B 3/16 1/4
SCTP25-4A 1/4 1/8
SCTP25-4B 1/4 1/4
SCTP25-4C 1/4 3/8
SCTP25-5B 5/16 1/4
SCTP25-6C 3/8 3/8
SCTP25-8D 112 12
SCTP25-12E 3/4 3/4
SCTP25-16H 1 1
Male Pipe
Swivel)

PART No. Hose I.D. Pipe
SCTP25SW-4B 1/4 114
SCTP25SW-6C 3/8 3/8
SCTP25SW-8D 12 112

All hydraulic assemblies should
be pressure tested prior to use.

" Female
NPSM Pipe
(Swivel)

90° ELBOW
S.AE.37°
Female Flare
(Swivel)

PART No. Hose I.D. Pipe
SCTP26SW-3B 3/16 1/4
SCTP26SW-4B 1/4 1/4
SCTP26SW-6C 3/8 3/8

J.I.C. 37°

Male Flare
PART No. Hose I.D. Tube
SCTP37-66 3/8 3/8

S.AE.37°

r Female Flare
(Swivel)

PART No. Hose I.D. Tube
SCTP38-24 1/8 1/4
SCTP38-34 3/16 1/4
SCTP38-44 1/4 1/4
SCTP38-45 1/4 516
SCTP38-46 1/4 3/8
SCTP38-66 3/8 3/8
SCTP38-68 3/8 12
SCTP38-88 1/2 12
SCTP38-1212 3/4 3/4

PART No. Hose I.D. Tube
SCTP39-34 3/16 1/4
SCTP39-45 1/4 5/16
SCTP39-66 3/8 3/8
SCTP39-88 12 12
45° ELBOW
J.I.C. 37°
Female Flare
(Swivel)
PART No. Hose I.D. Tube
SCTP40-66 3/8 3/8
Female O-Ring
(Swivel)
PART No. Hose I.D. ORFS
SCTP58-66 3/8 11/16 - 16

CRIMP SPECIFICATIONS FOR PERMANENTLY ATTACHED HOSE ENDS

(FOR USE WITH ALL HR7, HR8 & HR18 HOSE TYPES)

Dash Inside Diameter Crimp Outside
Size (IN.) Diameter (IN.)

-2 1/8 0.365

-3 3/16 0.500

-4 1/4 0.555

-5 5/16 0.630

-6 3/8 0.675

-8 1/2 0.830

-12 3/4 1.080

-16 1 1.340

All hydraulic assemblies should
be pressure tested prior to use.
NOTE: Also see Fairview’s
Accutek® 100R7 lube hose ends

SC700 & SR700 series.

IMPORTANT: This reference chart is provided by Fairview Ltd. for convenience only. The information contained
herein cannot be guaranteed because conditions of use are beyond our control, such as variances in hose outside
diameters. This document should not be substituted for the judgement of a qualified professional. Assemblies
should be tested prior to installation. The user of this information assumes all risk associated with its use.
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HOSE & ASSEMBLIES

C.S.A.-D.0.I.-ED.A.- MSHA
N.S.F.-RoHs-S.AE -UL.-US.DA.

[ =

CAUTION:

Some agents used in the curing of rubber hose may leach
out over time. Trace amounts may be enough to cause
problems for sensitive hands. Gloves should be worn and
care taken in handling of rubber hose products.

ATTENTION:
Certains agents chimiques utilisés dans la vulcanisation
des boyaux en caoutchouc
peuvent filtrer avec le temps. De simples
traces de ces agents peuvent affecter les peaux sensibles.
Il est recommandé de porter des gants et de manipuler les
boyaux avec prudence.

ADVERTENCIA:
Algunos agentes utilizados en la cura de la manguera de
aucho pueden filtrarse con el tiempo. Trazas pueden ser
nte para causar problemas para manos sensibles.
es deben usarse y cuidado tomados en el
oductos de la manguera de caucho.

3 IN 1 AIR BRAKE ELECTRICAL LINES (D.O.T.) oo 96 - 97
AIR BRAKE HOSE (D.0.T.)..ocviriiiiiiirissiisisissessssisssssssssssssssssssneees 92
AIR BRAKE HOSE ASSEMBLIES (D.O.T.) .ooovviiriniiscisinsisisiininnns

AIR BRAKE LINES (DOUBLE SWIVEL) .......
AIRHOSE & ASSEMBLIES .........cccoovvvirinnnee
AIR HOSE ASSEMBLY REPAIRKITS ..o
AIR SEAT GUN KIT ...
AIR SHIFT TRANSMISSION ASSEMBLIES
ARCTIC FORCE SUPERFLEXHOSE...............
ARGON GAS HOSE ASSEMBLY..........cccccouue.
BREATHINGAIRHOSE.........cccooovivniinin.
BULKHEAD - SLIDER ASSEMBLIES ............
COOLANT HOSE - SILICONE ...,
DELIVERY HOSE - BOBTAIL. ..ot
DISHWASHER HOSE ...
FIFTH WHEEL SLIDERASSEMBLY & KIT........coiiiririieiicisiniscieens
FUELLINE HOSE ......cooiiiirncrsssi s 98
GAS APPLIANCE SS CONNECTORS (STATIONARY)........ccconiivnriienns 126 - 127
GAS APPLIANCE SS CONNECTORS (MOVEABLE) - GAS-FLO............ 128 -129
GAS ASSEMBLIES (LPG-NATURAL) TYPE I, II, & Il (C.S.A. U.L)........ 116 - 124
GAS PRESSURE TEST KlT......coiiiiiiniiniiinisinssssssssssssissssssssienns
GAS PURGEKITS........coevrinriircincinnns

GENERAL PURPOSE HOSE - PVC...............

GENERAL PURPOSE HOSE - RUBBER
GREASE WHIP ASSEMBLIES......................

GRIP-TITEHOSE ..o

HEATER HOSE & ASSEMBLIES..........ccccoooiiiiiiiinisnniis
HYDRAULIC HOSE ASSEMBLIES...........ccooviriiiirnniceccisesens
HYDRAULIC HOSE -S.A.E. 100R1 & 100R2
HYDRAULIC HOSE -S.AE. 100R4....................
HYDRAULIC HOSE -S.A.E. 100R5................
HYDRAULIC HOSE -S.A.E. 100R7................
HYDRAULIC HOSE -S.A.E. 100RS8................
HYDRAULIC HOSE -S.A.E. 100R12.......coiiiriniiiniccesssssseaas
HYDRAULIC HOSE -S.A.E. 100R14........cooririiniinessneaas
HYDRAULIC HOSE -S.A.E. 100R16..............
HYDRAULIC HOSE -S. A.E. 100R17..............
HYDRAULIC HOSE -S.A.E. 100R18..............
JETTING-LATERAL LINE HOSE...................
POLY BRAIDED HOSE (PVC) .....coccvvrieeiirnnnns
PRESSURE WASH HOSE & ASSEMBLIES
PTFE HOSE AND ASSEMBLIES (S.A.E. 100R14) ......cccoorvviiriiriiricinenes 100
SELFSTORING COILED AIR HOSE ASSEMBLIES ..........ccccocoovviiiniinniinnns 84 -85
SEWER CLEANING HOSE ASSEMBLIES ..........ccccoooiiiniiniininiicnissis 88
STAINLESS STEEL C.S.A. METAL HOSE ASSEMBLIES.............ccccoovvinrinninne. 130
TURBO CHARGER CONNECTORS ..o 101
WATER HOSE ASSEMBLIES .........cooviiriiiriiniiciiesss s 87
WETLINE KITS ... 107




AE:I::/u\TEK@ PREMIER RUBBER HOSE

This high quality rubber hose provides maximum oil resistance and great cold
weather flexibility. It is found in demanding applications in factories, construction,
agriculture, quarries, mines, railroads, the oil and gas industry and ship building.
Non-conductive; minimum electrical resistance greater than one (1) megohm per
inch of hose length at 1000 Volts DC.

CONSTRUCTION:

+ TUBE: Nitrile (RMA CLASS A)

+ COVER: Nitrile (RMA CLASS A)

+ REINFORCEMENT: Braided spiral synthetic yarn

+ COLOR: RED

+ TEMPERATURE: -20°F to +190°F, -29°C to +88°C

Actual Hose |Working Reel * PACKAGING: Reels
1.D. 0.D. |Pressure| Length * FITTINGS: Page 58 - 60
PART No. (IN.) (IN.) (P.S.l.) (FT) + BEND PROTECTORS: Page 248
RPH-4-REEL 1/4 531 250 500
RPH-6-REEL 3/8 .688 250 500
RPH-8-REEL 112 .844 250 500
RPH-10-REEL 5/8 1.012 300 500
RPH-12-REEL 3/4 1.140 250 500
RPH-16-REEL 1 1.500 300 450
NOTE:
WORKING PRESSURE RATED

AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE
WORKING PRESSURE.

PREMIER RUBBER HOSE ASSEMBLIES

The RP Series of assemblies is constructed with RPH hose. All assemblies have
factory crimped ends with either B - 1/4”, C - 3/8” or D - 1/2” brass male pipe ends.
Standard lengths are -25, 50, 75 or 100ft. Suitable for a multitude of applications.

* COLOR: Red

* TEMPERATURE: -20°F to +190°F, -29°C to +88°C

* PACKAGING: Individually shrink wrapped with bar coded label.
* FITTINGS: Machined Brass

* Custom lengths available upon request.

-
FEET e L

NOTE:

WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE
WORKING PRESSURE.

1/41.D. HOSE 1/4 NPT ENDS

Working
Length  Pressure
PART No. (FT.) (PS.1)
RP4RED-25B 25 250
RP4RED-50B 50 250

3/8 1.D. HOSE 1/4 NPT ENDS

Working
Length  Pressure
PART No. (FT.) (PS.L)
RP6RED-25B 25 250
RP6RED-50B 50 250

3/8 1.D. HOSE 3/8 NPT ENDS

Working
Length  Pressure
PART No. (FT.) (PS.I)
RP6RED-25C 25 250
RP6RED-50C 50 250

1/21.D. HOSE 1/2 NPT ENDS

Working
Length  Pressure
PART No. (FT.) (PS.1)
RP8RED-25D 25 250
RP8RED-50D 50 250
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MULTI-PURPOSE RUBBER HOSE

A

ACCUTEK

A good quality, economical, general purpose hose ideal for air

service, compressor lines, pneumatic tool

CONSTRUCTION:
* TUBE: Nitrile (RMA CLASS A)

* COLOR: Red

* PACKAGING: Reels
* FITTINGS: Page 58 - 60
* BEND PROTECTORS: Page 248

Actual Hose |Working Reel
1.D. 0.D. |Pressure| Length
PART No. (IN) (IN) | (PS.L) (FT.)
RWH-4-REEL 1/4 531 250 500
RWH-4/2-REEL 1/4 .543 300 500
NOTE:

-6- WORKING PRESSURE RATED
awozRee | 95 | e | w0 | a0

e : OR INTERNAL INCREASE IN

TEMPERATURE WILL LOWER THE

RWH-8/2-REEL 12 .858 300 500 WORKING PRESSURE.

applications. Wing Foot multi-purpose hose is specially designed to offer superi-
or oil resistance in the most demanding environments.

* COVER: Buna-N-Vinyl (RMA CLASS B)
* REINFORCEMENT: Spiral synthetic yarn

* TEMPERATURE: -20°F to +190°F, -29°C to +88°C

Is, low pressure spray and many other

MULTI-PURPOSE RUBBER HOSE ASSEMBLIES

The RW Series of assemblies is constructed with RWH hose. All assemblies have
factory crimped ends with either B - 1/4”, C - 3/8” or
D - 1/2" brass male pipe ends. Standard lengths are -25, 50, 75 or 100ft.

* COLOR: RED

* TEMPERATURE: -20°F to +190°F, -29°C to +88°C

* PACKAGING: Individually shrink wrapped with bar coded label.
* FITTINGS: Machined Brass

* Custom lengths available upon request.

NOTE:

WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE

WORKING PRESSURE.
1/41.D. HOSE 1/4 NPT ENDS 3/8 1.D. HOSE 1/4 NPT ENDS 1/21.D. HOSE 1/2 NPT ENDS
Working Working Working
Length Pressure Length Pressure Length Pressure
PART No. (FT.) (PS.1) PART No. (FT.) (PS.I) PART No. (FT.) (PS.I)
RW4RED-25B 25 250 RW6RED-25B 25 250 RW8/2RED-25D 25 300
RW4RED-50B 50 250 RW6RED-50B 50 250 RW8/2RED-50D 50 300
RW6RED-100B 100 250 RW8/2RED-100D 100 300
RW4/2RED-25B 25 300
RW4/2RED-50B 50 300 RW6/2RED-25B 25 300
RW6/2RED-50B 50 300
RW6/2RED-100B 100 300
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ABC{J\TEK QUALITY RUBBER HOSE

This quality rubber hose features EPDM cover and tube with high tensile
spiral synthetic yarn reinforcement. It is best suited for applications requiring
maximum flexibility or a lighter weight rubber hose.

* CONSTRUCTION:
* TUBE: EPDM (RMA CLASS C)
* COVER: EPDM (RMA CLASS C)
* REINFORCEMENT: Spiral synthetic yarn
WORKING P:EQEURE . COLORS: Black, Green, Red, Yellow
AT 470°% 121G ANy amgient | © TEMPERATURE: -22°F to +167°F, -30°C to +75°C
OR INTERNAL INCREASE IN * PACKAGING: Reels
TEMPERATURE WILLLOWER THE  « FITTINGS: Pages 58 - 60

e Lol « BEND PROTECTORS: Page 248

. Actual | Hose | Working | Reel
Aﬁ)u.al I-(I)o;e g!g;g:‘rge L::;:h 1.D. 0.D. | Pressure | Length
PART No. (IN) (IN) (PS.1) (FT) ;AI;T1 N;LK — (IN.) (IN.) (PZ.S.I.) (FT)
RGP-4BLK-REEL | 14 1 .500 | 200 1 300 RGPAOREDREEL | &8 | oo | 200 |s00700
RGP-4RED-REEL 1/4 .500 200 300 '

RGP-4/2RED-REEL | 1/4 527 250 300

RGP-12BLK-REEL 3/4 1.080 200 200
RGP-12RED-REEL 3/4 1.118 200 200
RGP-12/2RED-REEL | 3/4 1141 250 500-700

RGP-6RED-REEL 3/8 669 200 300
RGP-6/2RED-REEL | 3/8 .700 250 300

RGP-8BLK-REEL 12 810 200 300
RGP-8RED-REEL 12 .810 200 300
RGP-8/2RED-REEL |  1/2 .838 250 300

RGP-16RED-REEL 1 1.440 200 200
RGP-20RED-REEL 1-1/4 1.750 200 300
RGP-24RED-REEL 1-1/2 2.000 200 300

QUALITY RUBBER HOSE ASSEMBLIES

The RG Series of assemblies is constructed with RGP
hose. All assemblies have factory crimped ends with
either B - 1/4”, C - 3/8" or D - 1/2” brass male pipe ends.
Standard lengths are -25, 50, 75 or 100ft.

* COLORS: Black, Red

* TEMPERATURE: -22°F to +167°F, -30°C to +75°C

* PACKAGING: Individually shrink wrapped with bar coded label.
* FITTINGS: Machined Brass

* Custom lengths available upon request.

NOTE:

WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE

WORKING PRESSURE.
1/41.D. HOSE 1/4 NPT ENDS 3/8 1.D. HOSE 1/4 NPT ENDS 1/21.D. HOSE 1/2 NPT ENDS
Working Working Working

Length Pressure Length Pressure Length Pressure

PART No. (FT.) (PS.L) PART No. (FT.) (PS.L) PART No. (FT.) (PS.L)

RG4RED-25B 25 200 RG6RED-25B 25 200 RG8/2RED-25D 25 250

RG4RED-50B 50 200 RG6RED-50B 50 200 RG8/2RED-50D 50 250

RG4RED-100B 100 200 RG6RED-100B 100 200 RG8/2RED-100D 100 250

RG4/2RED-25B 25 250 RG6/2RED-25B 25 250

RG4/2RED-50B 50 250 RG6/2RED-50B 50 250

RG4/2RED-100B 100 250 RG6/2RED-100B 100 250
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ARCTIC FORCE RUBBER HOSE  /ARCTIC FORCE/

&

T, Fairview’s Arctic Force multi-purpose hose is more flexible than most rubber
hoses even at extremely low temperatures. Its’ light weight and relatively high
pressure rating make it ideal for pneumatic hand tool and shop air applications.
RMA Class B oil resistance.

3 CONSTRUCTION:

* REINFORCEMENT: Spiral high tensile yarn

* COLORS: Green, Red, Yellow

* TEMPERATURE: -65°F to +150°F, -54°C to +65°C
* WORKING PRESSURE: 300 P.S.I.

* PACKAGING: Loose coils or plastic core reels

* FITTINGS: Page 58 - 60
Actual | Hose | Working Reel * BEND PROTECTORS: Page 248
1.D. 0.D. |Pressure| Length
PART No. (IN.) (IN.) (P.S.1.) (FT.
GLH-4RED-REEL 114 500 300 500 LOW TEMP. RATED
GLH-4YEL-REEL 1/4 .500 300 500
65°F (-54°C)

GLH-6RED-REEL 3/8 625 300 500 - -
GLH-6YEL-REEL 3/8 625 300 500
GLH-8GRN-COIL 12 781 300 500
GLH-8RED-COIL 12 781 300 500 NOTE:

WORKING PRESSURE RATED
GLH-10GRN-COIL 518 .906 250 500 AT +70°F +21°C. ANY AMBIENT

OR INTERNAL INCREASE IN

TEMPERATURE WILL LOWER THE
WORKING PRESSURE.

ARCTIC FORCE RUBBER HOSE ASSEMBLIES

The Arctic Force Series of assemblies is constructed with GLH hose. All assem-
blies have factory crimped ends with either B - 1/4” or C - 3/8” brass male pipe
ends. Bend protectors are standard on these assemblies.

* COLORS: Red, Yellow or Green

* TEMPERATURE: -65°F to +150°F, -55°C to +65°C

* WORKING PRESSURE: 300 P.S.I.

* PACKAGING: Individually shrink wrapped with bar coded label.
* FITTINGS: Machined Brass

* Custom lengths available upon request.

fel/\ RCTIC FORCE AR

by Faie view
INDUSTRIAL AIR HOSE

HIANT MAT LRI BELAE EEd

NOTE:

WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE
WORKING PRESSURE.

1/41.D. 1/4 NPT ENDS

3/8 1.D. 1/4 NPT ENDS

3/8 1.D. 3/8 NPT ENDS

1/21.D. 3/8 NPT ENDS

Working Working Working Working
Length Pressure Length Pressure Length Pressure Length Pressure
PART No. (FT.) (PS.L.) PART No. (FT.) (PS.L) PART No. (FT.) (P.S.L.) PART No. (FT.) (P.S.L.)
GL4RED-25B 25 300 GL6RED-25B 25 300 GL6RED-25C 25 300 GL8RED-25C 25 300
GL4RED-50B 50 300 GL6RED-50B 50 300 GL6RED-50C 50 300 GL8RED-50C 50 300
GL6RED-100B 100 300 GL6RED-100C 100 300
GL4YEL-25B 25 300
GL4YEL-50B 50 300 GL6YEL-25B 25 300 GLBYEL-25C 25 300
GL4YEL-100B 100 300 GL6YEL-50B 50 300 GL6YEL-50C 50 300
GL6YEL-100B 100 300 GL6YEL-100C 100 300
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ACCUTEK

FAIRVIEW PREMIUM P.V.C. HOSE

NOTE:

WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE

Uniquely blended P.V.C. compounds enhance cold weather flexibility and give
this hose the look and feel of a comparable rubber hose. It's non-marking ozone
and atmosphere resistant cover and the light weight of this hose make it ideal for
water hose and shop air tool applications.

CONSTRUCTION:

* REINFORCEMENT: Spiral high tensile yarn

* TUBE: PVC compound (RMA CLASS B).

* COLORS: Blue, Grey, Red, Yellow

* TEMPERATURE: -15°F to +150°F, -26°C to +66°C
* PACKAGING: Reels

* FITTINGS: Page 58 - 60

WORKING PRESSURE. + BEND PROTECTORS: Page 248
Actual | Hose | Working | Reel Actual | Hose | Working | Reel
1.D. 0.D. | Pressure| Length 1.D. 0.D. | Pressure | Length

PART No. (IN.) (IN.) (P.S.1.) (FT.) PART No. (IN.) (IN.) (P.S.1.) (FT.)
HPA-4BLU-REEL 1/4 500 300 500 HPA-8BLU-REEL 112 813 300 500
HPA-4RED-REEL 1/4 .500 300 500 HPA-8RED-REEL 12 813 300 500
HPA-4YEL-REEL 1/4 .500 300 500 HPA-8YEL-REEL 112 813 300 500
HPA-6BLU-REEL 38 625 300 500 HPA-10BLU-REEL 5/8 .906 250 300
HPA-6RED-REEL 318 625 300 500
HPA-6YEL-REEL 3/8 625 300 500 HPA-12BLU-REEL 3/4 1125 250 300

FAIRVIEW PREMIUM P.V.C. HOSE ASSEMBLIES

The PA Series of assemblies is constructed with HPA hose. All assemblies have
factory crimped ends with either B - 1/4”, C - 3/8” or D - 1/2” brass male pipe ends.

Standard lengths are -25, 50, 75 or 100ft.

* COLORS: Blue, Red, Yellow

* TEMPERATURE: -15°F to +150°F, -26°C to +66°C
* PACKAGING: Individually shrink wrapped with barcoded label.

* FITTINGS: Machined Brass

* Custom lengths available upon request.

NOTE:

WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE

WORKING PRESSURE.

1/41.D. HOSE 3/81.D. HOSE 3/81.D. HOSE 1/21.D. HOSE 1/2 1.D. HOSE

1/4 NPT ENDS 1/4 NPT ENDS 3/8 NPT ENDS 3/8 NPT ENDS 1/2 NPT ENDS

Working Working Working
Length Pressure Length Pressure Length Pressure Working Working

PART No. (FT)  (P.S.l) | PART No. (FT.)  (PS.l) [ PART No. (FT) (PS.l) Length Pressure Length Pressure
PA4RED-25B 25 300 PAGBLU-25B 25 300 PAGBLU-25C 25 300 PART No. (FT)  (P.S.L) | PART No. (FT)  (P.S.L)
PA4RED-50B 50 300 PAGBLU-50B 50 300 PAGBLU-50C 50 300 PASRED-50C 50 300 PA8BLU-50D 50 300

PA4RED-100B 100 300

PAGBLU-100B 100 300

PAGYEL-100B 100 300

PAGRED-25C 25 300

PAGRED-25B 25 300 PAGRED-50C 50 300
PAGRED-50B 50 300
PAGRED-100B 100 300
PAGYEL-25B 25 300
PAGYEL-50B 50 300

PA8BLU-50C 50 300

PASRED-50D 50 300
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QUALITY P.V.C. HOSE R E{l\TE >

This quality hose features the same uniquely blended P.V.C. compounds as our
HPA air hose. Its’ reduced wall thickness provides an economical alternative
without sacrificing working pressure or temperature range.

CONSTRUCTION:

* REINFORCEMENT: Spiral high tensile yarn

* COLORS: Blue, Red

* TEMPERATURE: +25°F to +150°F, -4°C to +66°C

* WORKING PRESSURE: 1/4 AND 3/8 1.D. 300 P.S.I. 1/2 150 P.S.I.
* PACKAGING: Coils

* FITTINGS: Page 58 - 60

* BEND PROTECTORS: Page 248

Actual | Hose |Working Coil

1.D. 0.D. |Pressure| Length NOTE:
PART No. (IN.) (IN) | (PS.L) (FT) WORKING PRESSURE RATED
RVH-4RED-COIL|  1/4 438 300 300 SNIOERIZINC TN R

OR INTERNAL INCREASE IN

TEMPERATURE WILL LOWER THE
RVH-6BLU-COIL 3/8 .594 300 300 WORKING PRESSURE.

RVH-6RED-COIL| 3/8 .594 300 300

QUALITY P.V.C. HOSE ASSEMBLIES

The RV Series of assemblies is constructed with RVH hose. All assemblies have
factory crimped ends with either B - 1/4” or C - 3/8” brass male pipe ends. Stan-
dard lengths are -25, 50, 75 or 100ft.

* COLORS: Blue, Red, Yellow

» TEMPERATURE: +25°F to +150°F, -4°C to +66°C

* PACKAGING: Individually shrink wrapped with barcoded label.
* FITTINGS: Machined Brass

* Custom lengths available upon request.

NOTE:

WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE

WORKING PRESSURE.
1/41.D. HOSE 1/4 NPT ENDS 3/8 1.D. HOSE 1/4 NPT ENDS 3/8 1.D. HOSE 3/8 NPT ENDS
Working Working Working
Length Pressure Length Pressure Length Pressure
PART No. (FT.) (P.S.I) | PART No. (FT.) (P.S.I.) | PART No. (FT.) (P.S.I)
RV4RED-25B 25 300 RV6BLU-25B 25 300 RV6RED-25C 25 300
RV4RED-50B 50 300 RV6BLU-50B 50 300 RV6BRED-50C 50 300
RV4RED-100B 100 300 RV6BLU-100B 100 300
RV6RED-25B 25 300
RV6RED-50B 50 300
RV6RED-100B 100 300
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ACCUTEK AIR HOSE ASSEMBLIES

AIR ASSEMBLY WITH GLADHAND

Connects directly to the Gladhand port on a truck cab. This assembly is complete
with Universal Gladhand and dual foot air chuck end which allows for the easy

/ARCTIC FORCE/

filling of tires. by Fairview
o o
Actual Working 65 F ( 54 C)
Hose 1.D. Length | Pressure

PART No. Type (IN.) (FT.) (P.S.1)

GL6RED-50GHU-DF | Arctic Force 3/8 50 300

GL6YEL-50GHU-DF | Arctic Force 3/8 50 300

(Low Temp)

Other lengths available.

CONTRACTORS INDUSTRIAL P.V.C. AIR HOSE ASSEMBLIES

light weight uniquely blended P.V.C hose assemblies ideal for pneumatic nail guns

Heavy-duty brass reusable ends and spring guard bend protectors make these A
and air powered industrial tools at the job site.

ACCUTEK
* COLOR: Red, Blue and Yellow
* TEMPERATURE: -15°F to +150°F, -26°C to +66°C po—
* PACKAGING: Individually shrink wrapped with bar coded Label. WORKING PRESSURE RATED

* QUICK DISCONNECT: QD-TFM Series (Optional)
* Custom lengths available upon request.

AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE

WORKING PRESSURE.
3/8 1.D. HOSE 1/4 NPT ENDS 3/8 1.D. HOSE 3/8 NPT ENDS
Working Working

Length Pressure Length Pressure
PART No. (FT.) (PS.L) PART No. (FT.) (PS.1)
PARGRED-50B-SG 50 300 PAR6RED-50C-SG 50 300
PAR6RED-100B-SG 100 300 PAR6RED-100C-SG 100 300
PAR6BLU-50B-SG 50 300 PAR6BLU-100C-SG 100 300
PAR6BLU-100B-SG 100 300

POLYURETHANE SELF-STORING AIR HOSE ASSEMBLIES

WORKING PRESSURE.

ACCUTEK

Workin These polyurethane assemblies are produced using an ether m
Actual 1D.| Swivel | Lenath Pressurge based resin for better strength, flexibility and superior memory. e
PART No (IN) o Pine (F.?) (PS.L) This hose has excellent resistance to water, chemicals, oxidation, i
- - P - — hydrolysis and ozone. It is kink resistant, light weight and mobile. E
1936-4-12 1/4 1/4 12 125
1936-4-15 1/4 1/4 15 125 « COLOR: Blue
1936-4-20 1/4 1/4 20 125 i
1936-4-25 1/4 114 25 125 * TEMPERATURE: -40°F to +175°F, -40°C to +79°C
1936-4-50 1/4 14 50 125 * PACKAGING: Individually Bagged With Header / Display Ready
* FITTINGS: 360° Working Male Pipe Swivels, Each End.

1936-6-12 3/8 3/8 12 125
1936-6-15 3/8 3/8 15 125
1936-6-20 318 318 20 125 NOTE:
1936-6-25 318 3/8 25 125 WORKING PRESSURE RATED
1936-6-50 3/8 3/8 50 125 AT +70°F +21°C. ANY AMBIENT A
NOTE: 1936 SERIES SUPPLIED IN ASSEMBLIES ONLY. & 3&215322%’13?%’335%5
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AIR HOSE ASSEMBLIES

CO-POLYMER SELF-STORING AIR HOSE

Alight weight co-polymer self-storing air-hose, SUPERIOR to Nylon 11 and/or
Nylon 12 in flexibility and retractability. Excellent resistance to abrasion, impact,
flex fatigue, many industrial chemicals, oils and solvents. Contains ultra-violet
stabilizers to ensure a long life.

¢ COLOR: Red
* TEMPERATURE: -40°F to +180°F, -40°C to +82°C

* PACKAGING: 100 FT. Lengths
Working * FITTINGS: 1978 Series (see below)
Actual I.D. Length Pressure
PART No. (IN.) (FT.) (PS.L)
1985-4-100 14 100 250 HOW TO MEASURE
1985-6-100 3/8 100 200 1985-4 Each loop = approximately 10” (25 cm)
1985-6 Each loop = approximately 15" (37.5 cm)

CO-POLYMER SELF-STORING AIR HOSE ASSEMBLIES

Alight weight co-polymer self-storing air hose assembly, SUPERIOR to Nylon 11
and/or Nylon 12 in flexibility and retractability. Excellent resistance to abrasion,
impact, flex fatigue, many industrial chemicals, oils and solvents. Contains
ultra-violet stabilizers to ensure a long life.

NOTE: SUFFIX PART No. WITH “P”
FOR PACKAGED ASSEMBLY
EXAMPLE: 1935-6-12-1/2P

* COLOR: Red
* TEMPERATURE: -40°F to +180°F, -40°C to +82°C
* PACKAGING: Bulk or Individually Bagged With Header / Display Ready.

Working * FITTINGS: 360° (3/8 and 1/2 Brass) (1/4 Steel)
Actual I.D. | Swivel | Length | Pressure Working Male Pipe Swivels Each End
PART No. (IN.) Pipe (FT) | (PS.) 1978 Series (see below)
1935-4-12-1/2 1/4 1/4 12.5 250
1935-4-25 1/4 1/4 25 250
1935-4-50 1/4 1/4 50 250
1935-6-12-1/2 3/8 3/8 12.5 200 NOTE:
1935-6-25 3/8 3/8 25 200 WORKING PRESSURE RATED
1935-6-50 3/8 3/8 50 200 AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
1935-6-100 318 318 100 200 TEMPERATURE WILL LOWER THE
1935-8-12-112 12 12 | 125 150 WORKING PRESSURE.
1935-8-25 1/2 1/2 25 150
1935-8-50 1/2 1/2 50 150
1935-8-100 1/2 1/2 100 150

SELF-STORING AIR HOSE END FITTINGS

WORKING SWIVEL
CONNECTOR
Tube To Swivel Male Pipe
PART No. Hose I.D. Pipe
1978-4B 1/4 1/4
1978-6C 3/8 3/8
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GENERAL USE P.V.C. BRAIDED HOSE

Working Coil
Hose 0.D.|Actual I.D.| Pressure Length
PART No. (IN.) (IN.) (P.S.L.) (FT)
. PVC-63-50 375 316 250 50
. o, PVC-84-50 460 1/4 250 50
AR IR PVC-95-50 525 5116 250 50
\ 4_.;&’_ & PVC-106-50 .600 3/8 225 50
AN NOTE: PVC-128-50 750 112 200 50
DNRRAIAT T ) L WORKING PRESSURE RATED AT PVC-1410-50 875 5/8 200 50
,”!ﬁs‘- il +70°F +21°C. ANY AMBIENT OR PVC-1712-50 1.025 3/4 150 50
- INTERNAL INCREASE IN PVC-2116-25 1.312 1 125 25
TEMPERATURE WILL LOWER THE PVC-2820-25 1,620 1-1/4 100 25
R PVC-3224-25 2.000 1472 100 25
PVC-4032-25 2.500 2 75 25
Polyvinyl-Chloride Braided Hose is manufactured from F.D.A. approved resins.
It has an open mesh nylon braid to withstand higher pressures. PVC-63-100 375 3/16 250 100
Itis transparent (blockages can be easily detected), flexible, light, and non PVC-84-100 460 174 250 100
conductive. It is suitable for use with air, mineral salts, plating solution, water, Exg'?gg (1)80 -ggg 53’/186 ggg 188
salt water, and hydrocarbons. PVC-128-100 750 1" 200 100
* PACKAGING: 25FT,50 FT & 100 FT COILS PVC-1410-100 875 5/8 200 100
500 ft reels 1/8” to 1/2” 1.D. PVC-1712-100 1.025 3/4 150 100
300 ft reels 5/8” to 1" |.D. PVC-2116-100 1.312 1 125 100
NOTE: To order reel lengths change PVC-2620-100 1.620 1-1/4 100 100
100 to -REEL on sizes 1/8” TO 1" L.D. PVC-3224-100 2.000 1-1/2 100 100
PVC-4032-100 2.500 2 75 100
« TEMPERATURE: -5°F to +160°F, -21°C to +71°C

+ FITTINGS: Page 58 - 60

NOTE: THIS TUBE IS NOT RECOMMENDED FOR MILK CONTACT, ALCOHOL OR MEDICAL APPLICATIONS.

AIR HOSE ASSEMBLY REPAIR KITS

Service Kit Selection: Service Kit Selection:
PART No. FKAR-1 — PART No. FKAR-2
Designed for use in the field or ’t_ _— Designed for use in the field or
shop, this kit includes a good A shop, this kit includes a large
selection of items to complete selection of air hose fittings,
many air hose repairs. clamps and Q.D’s. Single sided
Flip-top carry case. carry case, with handle
Overall: Overall: HC9 £
Height  6-3/4 inches Height  11.5inches VERSION V—\ﬂ
Width  10-3/4 inches Width 155 inches
Depth  1-3/4 inches Depth 2.5 inches (2 EAR CLAMP) 4
HC9 . £ Kit Contains
VERSION /—\ﬂ PART No. Qty. Description
(2EAR CLAMP) HC9-8 10433 - 512(IN) 11.0 - 13.0(MM)

. . HC9-9 10 512 - 591(IN) 13.0 - 15.0(MM)
Kit Contains HC9-9-1/2 10 544 - 669(IN) 15.0 - 17.0(MM)
PART No. Qty. Description HC9-10 10 .591 -.708(IN) 15.0 - 18.0(MM)
HC9-8 10433 - 512(IN) 11.0 - 13.0(MM) HC9-12 10 .669 - .787(IN) 17.0 - 20.0(MM)
HC9-9 10 .512 - .591(IN) 13.0 - 15.0(MM) 122-B 5 1/2 Hex Nipples
HC9-9-1/2 10 .544 - .669(IN) 15.0 - 17.0(MM) 125-4B 5  1/4 x 1/4 Hose Barbs
HC9-10 10 591 -.708(IN) 15.0 - 18.0(MM) 125-6B 5  3/8x1/4 Hose Barbs
HC9-12 10 .669 - .787(IN) 17.0 - 20.0(MM) 129-4 5 1/4 Hose Splicers
HCO9ER 1 Regular Pincers 129-6 5  3/8 Hose Splicers
125-4B 5 1/4x1/4 Hose Barbs QD-ARON4-4F 5 1/4x 1/4 FPT ARO Interchange Nipple
125-6B 5 3/8x1/4 Hose Barbs QD-ARON4-4M 5 1/4 x 1/4 NPT ARO Interchange Nipple
129-4 5  1/4 Hose Splicers QD-INDN4-4F 5 1/4x 1/4 FPT Industrial Interchange Nipple
129-6 5  3/8 Hose Splicers QD-INDN4-4M 5 1/4 x 1/4 NPT Industrial Interchange Nipple
2408 3 1/4 Drain Cocks QD-UNIAC4-4F 2 1/4x 1/4 FPT Universal Interchange Coupler

86



N AR

* HEAVY BRASS MACHINED ENDS, FOR ALL ASSEMBLIES.

* OTHER LENGTHS AND END COMBINATIONS AVAILABLE UPON REQUEST.

NOTE: WORKING PRESSURE RATED AT +70°F, +21°C. ANY AMBIENT OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE WORKING PRESSURE.

Working
Length Actual I.D. Pressure
PART No. (FT) (IN.) (PS.)
WH8BLU-25H 25 112 300
v : ; WH8BLU-50H 50 112 300
Fa|rV|eV\II_I PremI_llumFBIu? Aészemblles WHSBLUA00H 100 "2 300
eavy Hex Female En
J WH10BLU-25H 25 518 250
By Male Water Thread WH10BLU-50H 50 5/8 250
Working Pressures: 1/2” 1.D. 300 P.S.I., WH10BLU-100H 100 5/8 250
5/8o and 3/ IO.D. 250°P.S.I. . WHIZBLU2SH 25 34 250
Temp: -15°F to +150°F, -26°C to +66°C WH12BLU-50H 50 3/4 250
WH12BLU-100H 100 34 250
Quality Blue PVC Assemblies Loncth Actual LD gVorking
eng ctual I.D. ressure
Heavy Hex Female End PARTNo.  (FT)  (N)  (PSI)
By Male Water Thread WHRV8BLU-25H 25 112 150
Working Pressures: 150 PS.I., WHRVBBLU-50H — S0 12 150
Temp: 425°F to +150°F, ~4°C to +66°C WHRVBBLU-100H 100 112 150
Working
Length Actual .D. Pressure
. . PART No. (FT) (IN.) (PS.1)
High Quality Contractor’s Black Rubber wHsBLk-25H 25 112 200
Double or Heavy Hex Female End W:SE&&?SEH 15000 15% %88
By Male Water Thread
, o WH10BLK-25H 25 518 200
Working Pressure: 1/2”, 5/8” 200 P.S.1. WH10BLK-50H 50 5/8 200
and 3/4” 1.D. 150 PS | WH10BLK-100H 100 518 200
- 22°F to +167°F. -30°C to +75° WH12BLK-25H 25 34 150
Temp: -22°F to +167°F, -30°C to +75°C WHisBLIC2oH - 28 S e
WH12BLK-100H 100 34 150
Working
Green Arctic Force - Low Temp Length Actual I.D. Pressure
PART No. (FT) (IN.) (PS.l)
Heavy Hex Female End WHGL8GRN-25H 25 112 300
WHGLBGRN-50H 50 112 300
~ By Male Water Thread WHGLBGRN-100H 100 112 300
Working Pressure: 1/2” 1.D. 300 P.S.I. WHGLIOGRN25H 25 58 250
Temp.: -65°F to +150°F, -54°C to +65°C WHGL10GRN-50H 50 518 250
WHGL10GRN-100H 100 518 250
. Working
Commercial Yellow PVC Length Actuall.D. Pressure
PART No. FT. IN. P.S.I.
Heavy Hex Female End Wevesn 5 g o)
By Male Water Thread WHBYEL-50H 50 112 125
, , WH8YEL-100H 100 112 125
Working Pressure: 1/2” 1.D. 125 P.S.I.
WH12YEL-50H 50 3/4 125

Temp: +25°F to +150°F, -4°C to +65°C

Industrial Water Hose Assembly Kits & Racks Can be Found

on Page 261 - 262

: // 5
f INDUSTRIAL

87

o '.'.‘

INDUSTRIAL WATER HOSE ASSEMBLIES



WATER HOSE ASSEMBLIES

NON-TOXIC AIR BREATHING HOSE

MEETS NIOSH REQUIREMENTS
FOR TYPE C RESPERATOR
Reel Working
Actual I.D. | Hose O.D. | Length | Pressure
PART No. (IN.) (IN.) (FT.) (PS.I)
HBA-6-REEL 3/8 688 300 250
HBAL-6-REEL 3/8 720 300 300

Specially designed non-toxic air breathing hose that provides low tem-
perature flexibility and low odor.

* CONSTRUCTION: High tensile strength yarn reinforcement.

* TUBE: Clear PVC compound, formulated in compliance with FDA(03) and
RoHS(15) requirements.

* COVER: Cover Non-toxic, U.V. and weather resistant PVC compound.

* COLOR: Black

* TEMPERATURE: -15°F to +150°F, -26°C to +65°C

* TEMPERATURE: (HBAL Low Temp) -40°F to +150°F, -40°C to +65°C

* PACKAGING: For reel lengths and Coils see below.

* FITTINGS: Hose Barbs (Page 58 - 60)

SEWER CLEANING JETTING / LATERAL LINE HOSE ASSEMBLIES

) LA

HOSE PRODUCTS, e

+ OEM and Aftermarket high pressure sewer cleaning hose

« Abrasion, cut and water resistant

« Superior kink resistance

* Low volumetric expansion

+ Available in 17, 3/4” and 1/2” hose I.D. and 500", and 600’ lengths

Hose | Working | Approx. Permanent | Assembly
* CONSTRUCTION: Reinforced high tensile ActuallD.| OD. | Pressure | Wgt/Ft. Coupling Length
synthetic fiber PART No. Color (IN.) (IN.) (P.S.I) (LBS.) End (FT)
« TUBE: Polyolefin SCH-12BLU-600 Blue 34 | 1180 | 3,000 29 3/4 Male Pipe [ 600
+ COVER: Polyurethane SCH-120RA-300 | Orange | 34 [ 1180 | 2500 28 | 34MalePipe [ 300
+ COLOR: Available in Orange, Blue, Green and Black 22:123;&65%% O?:rj:;e 1 :22(5) gggg 22) 1 m::g E:Sg ggg
TEMPERATURE: -40°F to 122°F (-40°C 10 50°C) SCH-160RA-600 | Orange 1 1.460 2,500 40 1 Male Pipe 600
.
k“ A « Jetting/Lateral Line - Used for jetting equipment.
* High pressure sewer cleaning applications
+ Tight pipe bends
« Slick, Slither cover affords an easier handling hose
Hose | Working Approx. Permanent Assembly
Actual I.D. 0.D. Pressure Wot./ Ft. Coupling Length
* TEMPERATURE: -40F (-40C) to +160F (+71C) | paRT No. Color (IN) (N) | (s (LBS) End (FT)
* MIN. BURST PRESSURE: 1.0000. PS SLJ-2GRN-50 Green 1/8 .250 4,000 .04 1/8 Male Pipe 50
* MIN. BEND RADIUS: 2 1/2in - 4in SLJ-2GRN-100 | Green 118 250 | 4000 04 | 118 Male Pipe 100
* COVER MATERIAL: Polyether-urethane SLJ-2GRN-200 | Green 118 250 | 4000 04 1/8 Male Pipe 200
* INNER TUBE MATERIAL: Thermoplastic SLJ-4GRN-100 | Green 114 500 | 4,000 06 1/4 Male Pipe 100
* REINFORCEMENT: Double high tensile braid | 5| J-4GRN-200 | Green 114 500 4,000 06 1/4 Male Pipe 200
SLJ-6GRN-100 Green 3/8 650 4,000 M 3/8 Male Pipe 100
SLJ-6GRN-150 Green 3/8 650 4,000 M 3/8 Male Pipe 150
SLJ-6GRN-200 Green 3/8 650 4,000 M 3/8 Male Pipe 200
SLJ-6GRN-300 Green 3/8 650 4,000 M 3/8 Male Pipe 300
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WATER HOSE

ASSEMBLIES

RUBBER (EPDM) D

ISHWASHER HOSE

Working
Actual I.D.| Hose O.D. | Pressure
PART No. (IN.) (IN.) P.S.l. Packaging
DWH-10-50 5/8 910 100 50’ Carton
DWH-10-100 5/8 910 100 100’ Coil
DWH-10-REEL 5/8 910 100 500’ Reel

This flexible non-corrosive core, yarn reinforced black hose is designed for the
discharge of water from automatic dishwashers, and other similar applications.

* COLOR: Black
* TEMPERATURE: -40°F to +190°F, -40°C to +88°C
* CLAMPS: HC5, HC6 (Page 142)

- 50 Dispenser Carton

NOTE:

WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE
WORKING PRESSURE.

BULK PRESSURE WASH HOSE

BLACK COVER (4,000 P.S.I.

(PW2) is a one wire construction, wrapped black, covered hose. Its tube is
specially formulated to handle high pressure water. Suitable for pressures
up to 4,000 P.S.1.,, at +70°F, (+21°C), or temperatures up to +250°F, (+121°C)
at lower pressures.

BLUE NON-MARKING COVER (4,000 P.S.I.

(PW3) is a one wire construction hose with a special Blue non-marking
smooth cover. Suitable for pressures up to 4,000 P.S.1., at +70°F, (+21°C), or
temperatures up to +275°F, (+135°C)

* Any increase in temp. up to a maximum of 275°F will lower

the working pressure considerably. For more than Intermittent
applications in this environment (275°F Max) we recommend our PW5
High Temp Non Marking Hose.

NOTE
WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE

GREY COVER HIGH PRESSURE (6,000 P.S.I.
(PW4) is a two wire construction, grey wrapped cover hose. Suitable for
pressures up to 6,000 P.S.1., at +70°F,(+21°C) or temperatures up to +250°F,
(+121°C), at lower pressures.

RED NON-MARKING HIGH TEMP (3,000 P.S.|.

Heat-Star-Combo (PW5) is a one wire construction, Red non-marking heat
resistant smooth cover, dual purpose hose. This hose will handle steam up to
+325°F, (+163°C) at 350 P.S.I. and hot water to +250°F, (+121°C) at 3,000 P.S.1.

NOTE: The outer cover of PW5 hose must be skived (removed) before
attaching over the wire crimp ends.

PREVAILER™ YELLOW (RMA CLASS A) (4,000 P.S.I)

(PW8) Yellow oil and fat resistant (RMA CLASS A) special synthetic rubber

covered hose providing superior strength, flexibility, abrasion resistance and
long service life. One high tensile steel wire braid. Suitable for pressures up
to 4,000 P.S.I., at +70°F, (+21°C), or temperatures up to +250°F, (+121°C) at

WORKING PRESSURE. lower pressures.
Actual Maximum | Approximate
Inside Working Weight Reel
Diameter | Pressure Per Foot Length

PART No. Color (IN.) (P.S.1) (LBS.) (FT.)
PW2-6-REEL Black 3/8 4,000 .23 300
PW3-4-REEL Blue 1/4 4,000 15 300
PW3-6-REEL Blue 3/8 4,000 .25 300
PW4-6-REEL Grey 3/8 6,000 .35 300
PW5-6-REEL Red 3/8 3,000 .21 300
PW6-6-REEL Yellow 3/8 4000 22 500




WATER HOSE ASSEMBLIES

PRESSURE WASH HOSE ASSEMBLIES

BLACK COVER (4,000 P.S.I. Length | Actual 1.D

(PW2) is a one wire construction, black, blue or grey covered hose. Its’ tube PART No. (FT) (IN.)

is specially formulated to handle high pressure water. Suitable for pressures PW2A-6-25 25 3/8

up 104,000 PS.L., at +70°F,(+21°C), or temperatures up to +250°F,(+121°C) | PH2AED o 0

at lower pressures. PW2A-6-75 75 38
PW2A-6-100 100 3/8

Style of bend protectors may
vary.
BLUE NON-MARKING COVER (4,000 P.S.I. Length | Actual 1D

(PW3) is a one wire construction hose with a special blue non-marking PART No. (FT) (IN.)

cover. Suitable for pressures up to 4,000 P.S.1., at +70°F,(+21°C), or ﬁmﬁjgg gg m

temperatures up to +275°F,(+135°C) PW3A-4-100 100 14
PW3A-6-25 25 3/8

Swivels on both ends available upon request. Ewgﬁggg gg g;g

Suffix PART No. with “SW” Example: PW3A-6-50SW PW3A6.50 50 38

N . . . e s PW3A-6-75 75 3/8

Any increase in temp. up to a maximum of 275°F will lower PW3A-6-100 100 3/8

the working pressure considerably. For more than Intermittent

applications in this environment (275°F Max) we recommend our PW5 PW3A-6-50SW 50 3/8

High Temp Non Marking Hose.

GREY COVER HIGH PRESSURE (6,000 P.S.I. Length | Actual LD
(PW4) is a two wire construction, grey wrapped cover hose. Suitable PART No. (FT) (IN.)
for pressures up to 6,000 P.S.1., at +70°F,(+21°C) or temperatures up to Emﬁ'g'gg gg g;g
+250°F,(+121°C), at lower pressures. PWAA-6.75 75 38

PW4A-6-100 100 3/8

RED NON-MARKING HIGH TEMP (3,000 P.S.I. Length | Actual LD
(PWS5) is a one wire construction, Red non-marking heat resistant smooth PART No. (FT) (IN.)
cover, dual purpose hose. This hose will handle steam up to +325°F,(+163°C) Ewgﬁggg gg gg
at 350 P.S.1. and hot water to +250°F,(+121°C) at 3,000 P.S.1. PW5A6.75 75 38

. PW5A-6-100 100 3/8
NOTE: The outer cover of PW5 hose must be skived (removed) before
attaching over the wire crimp ends.
NOTE: Any ambient or internal increase in temperature will lower the above listed working pressures.




WATER HOSE ASSEMBLIES

PRESSURE WASH HOSE ASSEMBLIES

OIL AND FAT RESISTANT COVER (4,000 P.S.I)
(PW6 PREVAILER™) is a yellow cover, oil and fat resistant hose providing
superior strength, flexibility, abrasion resistance and long service life.
Excellent resistance to oils and animal fats. Suitable for pressures up to
4,000 P.S.1., at +70°F, (+21°C), or temperatures up to +250°F,(+121°C) at
lower pressures.

Length | Actual .D
PART No. (FT.) (IN.)
PW6A-6-30 30 318
PW6A-6-50 50 318
PW6A-6-100 100 3/8

+ ASSEMBLIES CAN BE MADE TO ORDER ¢ ALL ASSEMBLIES COME WITH THERMOPLASTIC BEND PROTECTORS * SYNTHETIC
RUBBER BEND PROTECTORS ALSO AVAILABLE « STANDARD HOSE ASSEMBLIES CONSIST OF SWIVEL MALE PIPE X SOLID MALE

PIPE ENDS

NOTE: Any ambient or internal increase in temperature will lower the above listed working pressures.

KARCHER STYLE PRESSURE WASH HOSE ASSEMBLIES

BLACK / GREY COVER (4,000 P.S.1.

(PW2) is a one wire construction, black cover hose.

(also available in blue) Its’ tube is specially formulated to handle high
pressure water. Suitable for pressures up to 4,000 P.S.1., at +70°F,(+21°C),
or temperatures up to +250°F,(+121°C) at lower pressures.

BLUE NON-MARKING COVER (4000 P.S.1.

(PW3) is a one wire construction hose with a special blue non-marking
cover. Suitable for pressures up to 4,000 P.S.1., at +70°F,(+21°C), or
temperatures up to +275°F,(+135°C)

* Any increase in temp. up to a maximum of 275°F will lower the work-
ing pressure considerably. For more than Intermittent applications in

this environment (275°F Max) we recommend our PW5 High Temp Non
Marking Hose.

Length | Actual .D
PART No. (FT.) (IN.)
PW2K-6-20 20 3/8
PW2K-6-30 30 3/8
PW2K-6-50 50 3/8

Complete with KARCHER style M22 X
1.5 female swivel power washer machine
attachments on both ends.

Length | Actual 1.D
PART No. (FT.) (IN.)
PW3K-6-30 30 3/8
PW3K-6-50 50 3/8

Complete with KARCHER style M22 X
1.5 female swivel power washer machine
attachments on both ends.

CAUTION

A pressure washer’s powerful spray is hazardous when misdirected, strong enough to damage skin in
an instant. With pressures up to 6000 psi they can cause serious injury. Appropriate protection should
be worn during use.

* ASSEMBLIES CAN BE MADE TO ORDER ¢ ALL ASSEMBLIES COME WITH

THERMOPLASTIC BEND PROTECTORS

NOTE: Any ambient or internal increase in temperature will lower the above listed working pressures.
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AIR BRAKE HOSE

RUBBER AIR BRAKE HOSE

— Rubber air brake hose is for use in truck and trailer air brake systems. It is
S .A. E . J 1 402 =/ certified to meet S.A.E. J1402 and D.O.T. FM.V.S.S. 106 requirements. This
air brake hose features a synthetic rubber oil-resistant tube and cover which is
reinforced with synthetic cord for high performance strength.

MEETS - D.O.T. FM.V.S.S. 106

HAB-6: MEETS TABLE Al AND TABLE All

50 Ft. Dispenser Carton

Workin Reel/Coil
Hose I.D. |Actual 0.D Pressuri Length HAB-8: MEETS TABLE A
PART No. (IN.) (IN.) (P.S.1.) (FT)
HAB-4-REEL 1/4 620 225 250 * TEMPERATURE: -40°F to +200°F, -40°C to +93°C
HAB-6-REEL 3/8 750 225 250 * PACKAGING: Reels, 50 Ft. and 100 Ft. Coils
HAB-6-50 3/8 750 225 50 * COLOR: Standard HAB color is Black,
HAB-6-100 3/8 750 225 100 Red and Blue hose is only available in -6
HAB-6RED-REEL 318 750 225 250 * FITTINGS: 1490 Series Page 32
HAB-GBLU-REEL | 3/8 790 225 250 « FACTORY ASSEMBLIES: Page 93 - 97
HAB-8-REEL 112 875 225 250
HAB-8-50 112 875 225 50
HAB-8-100 1/2 875 225 100
Rubber air brake hose is for use in truck and trailer air brake systems. It is
S .A. E . J 1 402 certified to meet S.A.E. J1402 and D.O.T. FM.V.S.S. 106 requirements. This

air brake hose features a synthetic rubber tube and cover designed for low
temperatures. It is oil-resistant and reinforced with spiral polyester cord for high
performance strength.

MEETS - D.O.T. FM.V.S.S. 106

HABA-6: MEETS TABLE Al AND TABLE All
HABA-8: MEETS TABLE A

Working Reel/Coil

Hose O.D. | Actual .D.| Pressure Length « TEMPERATURE: -65°F to +200°F, -54°C to +93°C

PART No. (IN.) (IN.) (PS.1) (FT)
HABA-6-REEL 378 750 200 250 * PACKAGING: Reels
HABA-8-REEL 112 875 200 250 * FITTINGS: 1490 Series Page32

* FACTORY ASSEMBLIES: Page 39 - 37

AIR BRAKE HOSE ASSEMBLY KITS

Ideal for start-up, each Fairview air

brake hose assembly kit contains

three of each of our most popular
assemblies (45 hoses total)

HAR-15 (Rack Only)
PART No. HAB-6-KIT 3/8” 1.D. Hose Assemblies PART No. HAB-8-KIT 1/2” 1.D. Hose Assemblies
3/8 Swivel X 3/8 Rigid Male Pipe (For Swivel b/e use suffix -SW) 3/8 Swivel X 3/8 Rigid Male Pipe (For Swivel b/e use suffix -SW)
Each kit contains 3 of each hose: Each kit contains 3 of each hose:

PART No. Length (IN.)| PART No. Length (IN.)| PART No. Length (IN.)|[PART No. Length (IN.) | PART No. Length (IN.) [ PART No. Length (IN.)
HAB-6-18C 18 HAB-6-32C 32 HAB-6-60C 60 HAB-8-20C 20 HAB-8-34C 32 HAB-8-60C 60
HAB-6-20C 20 HAB-6-36C 36 HAB-6-72C 72 HAB-8-24C 2 HAB-8-36C 3 HAB-8-72C 72
HAB-6-24C 2 HAB-6-36C-SW 36 HAB-6-108C 108 HAB-8-26C 26 HAB-8-36C-SW 36 HAB-8-96C 9%
HAB-6-26C 26 HAB-6-40C 40 HAR-15 (Rack) HAB-8-26C 28 HAB-8-42C 42 HAR-15 (Rack)
HAB-6-28C 28 HAB-6-42C 42 HAB-8-30C 30 HAB-8-48C 48
HAB-6-30C 30 HAB-6-48C 48 HAB-8-32C 32 HAB-8-54C 54
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AIR BRAKE HOSE ASSEMBLIES

CRIMPED RUBBER AIR BRAKE HOSE ASSEMBLIES D.O.T.
-40°F to +200°F, -40°C to +93°C TEMPERATURE RANGE
*D.O.T. Listed « 225 P.S.l. Working Pressure ¢ -40°F to +200°F, -40°C to +93°C
* Many Other Common Lengths Available From Stock. Custom Lengths On Request. Length Tolerance
« For Assemblies Requiring -65°F, -54°C Cold Weather Arctic Hose Simply Replace “HAB” | Up to 36 +1/4”
Prefix With “HABA” (HABA-6-24B) « Bulk Hose Page 92 « Display Rack Page 261 Above 36” #1% of length
*NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
; Pipe Hose I.D.
X :r-i JHEAL IT  DOT A BRAKE 340 BF BAE ..-u-m"?' . PART No. Size (|N.) Hose
Egi- . ’iﬂ: HAB-6-_ B 1/4 3/8 Rubber
HAB-6-_C 38 38 Rubber
SWIVEL oD HOSE RIGID HABA6-_ B 1/4 38 Arctic H
-0-__ [ClIC nose
MALE PIPE MALE PIPE HABA-6-_ C 3/8 3/8 Arctic Hose
Pipe Hose I.D.
- BALFIMOZAL LI DOT AN PRAKE VE 5P SAE 51 ..-: ' PART No. Size (IN.) Hose
En@_}‘* m‘f’ﬁ HAB-8-__ C 3/8 112 Rubber
HAB-8-__CD 12 TO 3/8 112 Rubber
SWIVEL /21D HOSE RIGID HABA-8-_ C 3/8 112 Arctic Hose
MALE PIPE MALEPIPE pagas oo 12 TO 38 12 Arctic Hose
Pipe Hose I.D.
r = - AR PART No. Size (IN.) Hose
": ERCAE A2 AT I DOT AR BRAKE 3B EP BAE Jis02 L}ﬁ HAB-6-  BLSB 1/4 3/8 Rubber
81D HOSE HAB-6-_ CLSC 3/8 3/8 Rubber
LIVE SWIVEL o RIGID HABA-6-_ BLSB 1/4 3/8 Arctic Hose
MALE PIPE MALE PIPE agp6- cLsc 318 318 Arctic Hose
LIVE SWIVEL END
3 (Still swivels once connected) Pipe Hose I.D.
AE J1402 AT IT DoT AR PRAKE 12 BF 2AE 402 —: . '? PART No Slze (IN) Hose
m‘-- &jii HAB-8-__CLSC 318 112 Rubber
HAB-8-_DLSC  1/2 TO 3/8 112 Rubber
LIVE SWIVEL 1/21.D. HOSE RIGID
HABA-8-__CLSC 3/8 112 Arctic Hose
MALE PIPE MALE PIPE HABA-8-_DLSC  1/2 TO 3/8 112 Arctic Hose
2R e Flare Hose I.D.
PART No. Size (IN.) Hose
3/8 3/8 1.D. HOSE 3/§ HAB-6-_FS 318 318 Rubber
FEMALE SWIVEL FEMALE SWIVEL HABAG—FS I8 I8 Arctic Hose
FLARE FLARE
ﬂJE JHOE AT IT DaT AR BRANE 172 8F SAE Fi482 4 T IT | ; Flare Hose |D
PART No. Size (IN) Hose
12 1/21.D. HOSE 1/2 HAB-8-_FS 1/2 112 Rubber
FEMALE SWIVEL FEMALE SWIVEL HABAS—FS 12 12 Arctic Hose
FLARE FLARE

CAUTION: Some agents used in the curing of rubber hose may leach out over time. Trace amounts may be enough to cause problems for
sensitive hands. Gloves should be worn and care taken in handling of rubber hose products.




AIR BRAKE HOSE ASSEMBLIES

CRIMPED RUBBER AIR BRAKE HOSE ASSEMBLIES D.O.T.
-40°F to +200°F, -40°C to +93°C TEMPERATURE RANGE

*D.O.T. Listed + 225 P.S.l. Working Pressure ¢ -40°F to +200°F, -40°C to +93°C

* Many Other Common Lengths Available From Stock. Custom Lengths On Request. Length Tolerance

* For Assemblies Requiring -65°F, -54°C Cold Weather Arctic Hose Simply Replace “HAB” Up to 36” *1/4”

Prefix With “HABA” (HABA-6-24B) « Bulk Hose Page 92 « Display Rack Page 261 Above 36” 1% of length

*NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.

.
e 2 ooy At BRARE 378 89 SAE R AL 31X b
| - b

- o
/ A 9:3 Pipe Hose I.D.

‘ PART No. Size (IN.) Hose
SWIVEL 3/8 1.D. HOSE SWIVEL  pgs- B-sw 114 114 Rubber
MALE PIPE MALE PIPE HAB-6-_C-SW 3/8 3/8 Rubber

HABA-6-__C-SW 3/8 3/8 Arctic Hose
Pipe Hose I.D.
PART No. Size (IN.) Hose
! HAB-8-__C-SW 3/8 12 Rubber
' HAB-8-__D-SW 12 12 Rubber
SWIVEL 1/21D. HOSE SWIVEL HABA-8-__C-SW 3/8 12 Arctic Hose
MALE PIPE MALE PIPE HABA-B-:D-SW 12 12 Arctic Hose

| e Ry Pipe Hose I.D.
ot il 175 parT o Sie ) Hose
3/8

3/g HAB-6-_CLSW 3/8 3/8 Rubber
3/8 1.D. HOSE
LIVE SWIVEL LIVE SWIVEL Hagas- cLsw 38 38 Arctic Hose
MALE PIPE MALE PIPE
LIVE SWIVEL ENDS
: ; Pipe Hose L.D.
(Still swivels once connected) PART No. Sive N) Hose
HAB-8-__C-LSW 3/8 112 Rubber
:; HA2AT XX DOT A BRAKE U2 SP SAE J1408 wﬁ% HABA-8-_ C-LSW 318 12 Arctic Hose
Pipe Hose L.D.
LIVESWIVEL  V21D.HOSE  |IVE SWIVEL PART No. Size (IN) Hose
MALE PIPE HAB-8-_D-LSW 112 112 Rubber
MALE PIPE
HABA-8-__D-LSW 112 112 Arctic Hose
LIVE SWIVEL ENDS
(Still swivels once connected)
- E——— Pipe Hose I.D.
ﬁl BAL 02 AT IX  DOT AW BRAKE (72 SP SAE 31402 &;:3 PART No. Size (IN.) Hose
T SRR HAB-8-__C-LSWSW 38 112 Rubber
3/8 1/21.D. HOSE 3/8 HABA-8-__C-LSWSW 3/8 112 Arctic Hose
LIVE SWIVEL SWIVEL
MALE PIPE MALE PIPE

CAUTION: Some agents used in the curing of rubber hose may leach out over time. Trace amounts may be enough to cause problems for
sensitive hands. Gloves should be worn and care taken in handling of rubber hose products.




AIR BRAKE HOSE ASSEMBLIES

BULKHEAD AND SLIDER HOSE ASSEMBLIES
-40°F to +200°F, -40°C to +93°C TEMPERATURE RANGE
*D.O.T. Listed « 225 P.S.l. Working Pressure ¢ -40°F to +200°F, -40°C to +93°C
* Many Other Common Lengths Available From Stock. Custom Lengths On Request. Length Tolerance
« For Assemblies Requiring -65°F, -54°C Cold Weather Arctic Hose Simply Replace “HAB” | Up to 36 +1/4”
Prefix With “HABA” (HABA-6-24B) « Bulk Hose Page 92 + Display Rack Page 261 Above 36” *1% of length
BULKHEAD HOSE ASSEMBLY

I i - F Pipe SW Pipe Hose.

L I_I BB 1 WIS S  PART No. Size  Size  ID.(IN) Hose

. 3/8 1.D. HOSE HAB-6-_ BHBLSC-SG 1/4 3/8 3/8 Rubber
1/2 MALE w|'|:|.| .SPRING 3/8 HABA-6-__BHBLSC-SG 1/4 3/8 3/8 Arctic Hose
BULKHEAD x 1/4 GUARDS LIVE SWIVEL
FEMALE PIPE (-56) MALE PIPE *NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.

LIVE SWIVEL END

(Still swivels once connected)

SERVICEABLE SLIDER HOSE ASSEMBLY
d e LSW Pipe  Tube Hose
. ]T‘ M- PART No. Size Size L.D. (IN.)

Hose

HAB-6-__SABH6-SG 318 318 3/8 Rubber

DOT 3/8 1.D. HOSE 3jg HAB-G-_SABH8-SG 3/8 112 318 Rubber
WITH SPRING

AIR BRAKE GUARDS LIVE SWIVEL HABA-6-_ SABH6-SG 3/8 3/8 3/8 Arctic Hose
TUBE (-5G) MALE PIPE HABA-6-_ SABH8-SG 318 112 318 Arctic Hose
(7/8-20 MOUNTING
THREAD) LIVE SWIVEL END +NOTE: __ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.

(Still swivels once connected)

CONTROL LINE SLIDER HOSE ASSEMBLY

Tube Hose
T PART No. Size LD.(IN.)  Hose
HAB-4-__ABH6 3/8 1/4 Rubber

DOT 1/41.D. HOSE DOT HABA-4-_ ABH6 3/8 1/4 Arctic Hose
WITH SPRING
¢lIJRBERAKE GUARDS AR B?’G;E +NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
(-SG)
(7/8-20 MOUNTING + SEE PAGE FOR AIR SHIFT TRANSMISSION ASSEMBLIES.
THREAD)
SLIDER AXLE HOSE ASSEMBLY
Tube Hose
- iﬂlf" (LI === T ™ ]'l e PART No. Size L.D. (IN.) Hose
1 il HAB-6-_ ABH6-SG 3/8 3/8 Rubber
HAB-6-_ ABH8-SG 1/2 3/8 Rubber
DOT 3/8 1.D. HOSE DOT HAB-8-_ ABH8-SG 1/2 112 Rubber
WITH SPRING
AIR BRAKE GUARDS AIR BRAKE
TUBE (-SG) TUBE HaABA-6- ABH6-SG 3/8 3/8 Arctic Hose
(7/8-20 MOUNTING HABA-6-_ ABH8-SG 1/2 3/8 Arctic Hose
THREAD) HABA-8- ABH8-SG 112 112 Arctic Hose

*NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.

CAUTION: Some agents used in the curing of rubber hose may leach out over time. Trace amounts may be enough to cause problems for
sensitive hands. Gloves should be worn and care taken in handling of rubber hose products.




ARLECTRIC" AR BRAKE HOSE ASSEMBLIES

AIR BRAKE ASSEMBLIES D.O.T. AIR BRAKE ASSEMBLIES D.O.T.

(WITH SPRING GUARD) (GLADHAND ADAPTER)

------

3/8 1.D. HOSE * Greater Flexibility » Easy Attachment of Gladhand

3/8 SWIVEL 1/2 RIGID * Cost Effective Alternative to the Swing Away Gladhand
PART No. PART No.
MALE PIPE MALE PIPE HAB-NOSE BOX-A HABNOSE SN
Length Hose I.D. Description: Description:
PART No. (IN.) (IN.) *3/8”1.D. Hose +3/8” 1.D. Hose
HAB-6-13.62CD-SG  13.62 38 * 12 MPT Reusable End * 1/2 MPT Reusable End
HAB-8-13.62CD-SG  13.62 112 * /2 MPT Crimp End * 1/2 FPT Crimp End
+ 6" Overall Length « 6" Overall Length

NOTE: ADDITIONAL LENGTHS AVAILABLE ON REQUEST. ALTERNATIVE TO A SOLID SWIVEL GLADHAND.

GLADHAND SOLD SEPARATELY PAGE

ARLECTRIC

by Fairview

3-IN-1AIR BRAKE & ELECTRICAL LINES

Fairview's ARLECTRILC 3-in-1 Air Brake & Electric assembly set was developed to simplify and protect air
brake and electrical lines between the tractor and the trailer. The unique live swivel hose ends and superior
flexibility of the ARLELC TRIC set promotes longer hose life, helps prevent tangling and means less time
is required to make connections.

Live Color coded
Swivel spring ends
All Ends

Technical Specifications:
MEETS OR EXCEEDS:S.A.E 2394, )560,
J1402 D.0.T EM.V.S.S106 TYPE F

- TEMPERATURE: -85°F to +200°F, -65°C to +93°C
FITTINGS: 1/2" live swivel male pipe each end

Limited
Warranty

www.fairviewfittings.com .
ARLECTRIC is a registered trademark

Contact Fairview for Details.... of Fairview

Oakville, ON L6H 6G1/ Wheatfield, NY 14120



AIR BRAKE TRUCK TO TRAILER ASSEMBLIES

ARLECTRIC

* MEETS OR EXCEEDS: S.A.E J2394, J560, J1402 D.O.T FM.V.S.S 106 TYPE F
* TEMPERATURE: -85°F to +200°F, -65°C to +93°C
* FITTINGS: 1/2" live swivel male pipe each end * Superior flexibility, promotes longer hose life

. Length
PART No. 3-in-1 ELECTRICAL & AIR BRAKE LINES (FT)
HAB3-ABS-12 3/8 7-Way Green ABS cable & AB lines; color coded rubber grip 12
HAB3-ABS-15 3/8 7-Way Green ABS cable & AB lines; color coded rubber grip 15
Air Brake / Electric HAB3-ABS-20 3/8 7-Way Green ABS cable & AB lines; color coded rubber grip 20

Line Bundles

TRUCK TO TRAILER RUBBER AIR BRAKE LINES

+ SAE J1402 rubber air brake hose with factory crimped ends.

* Red or Blue GLAD GRIPS for easy glad hand connection, identification and hose bend protection
+ Swivel fitting with spring guard for easy end installation.

* Internal live swivel at gladhand grip for added strain relief.

+ Assemblies meet D.O.T FM.V.S.S 106

Length Swivel Low To Order
PART No. (FT.) Male Pipe Temp. Complete
HABRED-15GGSG 15 112 -40°F, -40°C with Gladhand,
HABBLU-15GGSG 15 112 -40°F, -40°C X
Suffix
HABRED-20GGSG 20 112 -40°F, -40°C Part No. with -GH
HABBLU-20GGSG 20 112 -40°F, -40°C

Part numbers above are for ONE Assembly combined with Glad Grip & Spring Guard.

Length Low
Featuring Live g PART No. (FT) Temp.
Swivels on S S
Both Ends. HABSPW-15GGSG 15 -40°F, -40°C
HABSPW-20GGSG 20 -40°F, -40°C

Part numbers above are for TWO Assemblies combined with Spiral Hose Guard Wrap.

S.A.E. J844 RETRACTABLE AIR BRAKE COILS

* MEETS: S.A.E. J884D Type 3B D.O.T. FM.V.S.S. 106 LOW TEMPERATURE RATED
THESE PART NUMBERS COLORS: Red, Blue o
REPRESENTA SETOFONE  * TEMPERATURE: -85°F to +200°F, -65°C to +93°C -85 F
RED AND ONE BLUE ASSEMBLY.  » PACKAGING: As a Set of One Red and One Blue. 65°C
* FITTINGS: 1/2 Male Pipe Each End (' 5 )
Working Pigtail Male
Length Tube 0.D.| Length Pipe Low
PART No. (FT.) (IN.) (IN.) Ends Temp
1486L-8-15 15 112 12 112 -85°F, -65°C
1486L-8-20 20 112 12 112 -85°F, -65°C

THESE PART NUMBERS REPRESENT , o .
INDIVIDUAL ASSEMBLIES RED OR BLUE, | 1486L-8RED-15 15 112 12 112 -85°F, -65

C
(15 FT.LENGTH ONLY) | 1486L-8BLU-15 15 12 12’ 12 -85°F, -65°C
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FUEL LINE HOSE

Designed to convey most fuels in cars, trucks, buses etc.
Durable cover resists deterioration from oil, grease, heat and
ozone and gives long service life.

NOTE: FLH IS NOT DESIGNED FOR MARINE USE WITH
ALCOHOL BLENDED FUELS.

S.A.E. 30R7 * MEETS: S.A.E. 30R7

* COLOR: Black

* TEMPERATURE: -40°F to +257°F, -40°C to +125°C

* PACKAGING: 250 FT Reels, 25, 50 and 100 FT Coils

* FITTINGS: 300 Series Hose Barbs (Page 60)

« CLAMPS: HC5 & HC6 (Page 142)

Working Min. Burst
Actual 1.D. Hose O.D. Length Pressure Pressure
PART No. (IN.) (IN.) (FT) (PS.L) (P.S.I)
FLH-3-25 3/16 406 25 50 250
FLH-3-50 3/16 406 50 50 250
FLH-3-100 3/16 406 100 50 250
FLH-3-250 3/16 406 250 50 250
FLH-4-25 1/4 .500 25 50 250
FLH-4-50 1/4 .500 50 50 250
FLH-4-100 1/4 .500 100 50 250
FLH-4-250 1/4 .500 250 50 250
FLH-5-25 5/16 563 25 50 250
FLH-5-50 5/16 563 50 50 250
FLH-5-100 5/16 563 100 50 250
FLH-5-250 5/16 563 250 50 250
FLH-6-25 3/8 625 25 50 250
FLH-6-50 3/8 625 50 50 250
FLH-6-100 3/8 625 100 50 250
FLH-6-250 3/8 625 250 50 250
NOTE
WORKING PRESSURE RATED AT +70°F +21°C. ANY AMBIENT OR INTERNAL INCREASE IN TEMPERATURE
WILL LOWER THE WORKING PRESSURE.
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S.A.E. HYDRAULIC | TRUCK HOSE

For medium pressure hydraulic service in the handling of most hydraulic
fluids, gasoline, diesel fuels, lubricating oils, air and water. Recommended for
power steering and power steering return lines, fuel filters, turbo chargers, tilt
lines, lube oil lines and machine tools. Not suitable for use

with phosphate esters.

S A E 1 00 R5 * CONSTRUCTION: Textile inner braid with single wire braid reinforcement.
el * TUBE: Oil and heat-resistant synthetic rubber inner tube.

S. AE J 1 402 * COVER: Textile outer braid and a cotton braided black cover.

* COLOR: Black

* TEMPERATURE:-40°F to +212°F, -40°C to +100°C

* PACKAGING: For reel lengths and carton quantities see below.

MEETS D.O.T. FM.V.S.S. - 106

o Ao R BRAIDS + FITTINGS: SCW500 Crimp (Page 70)
SR500 Reusable (Page 71)
* Max. temperature recommended for air +140F, +60C
Working | Min. Burst | Min. Bend| Approx. Reel
Nominal | Actual I.D. [ Hose O.D. | Pressure | Pressure Radius | Wgt. / Ft. Length

PART No. 1.D. (IN.) (IN.) (PS.L) (PS.L) (IN.) (LBS.) (FT)
HR5-4-50 1/4 3/16 52 3,000 12,000 3.00 16 50
HR5-4-100 1/4 3/16 52 3,000 12,000 3.00 16 100
HR5-4-REEL 1/4 3/16 52 3,000 12,000 3.00 16 250
HR5-5-100 5/16 1/4 .58 2,500 10,000 3.38 18 100
HR5-5-REEL 5/16 1/4 .58 2,500 10,000 3.38 18 250
HR5-6-50 38 5/16 .68 2,250 9,000 4.00 22 50
HR5-6-100 38 5/16 .68 2,250 9,000 4.00 22 100
HR5-6-REEL 318 5/16 .68 2,250 9,000 4.00 22 250
HR5-8-50 112 13/32 a7 2,000 8,000 4.62 27 50
HR5-8-100 112 13/32 a7 2,000 8,000 4.62 27 100
HR5-8-REEL 112 13/32 a7 2,000 8,000 4.62 27 250
HR5-10-50 5/8 112 92 1,750 7,000 5.50 34 50
HR5-10-100 5/8 112 92 1,750 7,000 5.50 34 100
HR5-10-REEL 5/8 112 92 1,750 7,000 5.50 34 250
HR5-12-100 3/4 5/8 1.08 1,500 6,000 6.50 42 100
HR5-12-REEL 3/4 5/8 1.08 1,500 6,000 6.50 42 250
HR5-16-100 1 718 1.24 800 3,200 7.38 44 100
HR5-16-REEL 1 718 1.24 800 3,200 7.38 44 250
HR5-20-CTN 1-1/4 1-1/8 1.50 625 2,500 9.00 52 100
HR5-24-CTN 1-1/2 1-3/8 1.75 500 2,000 10.50 .62 100
HR5-32-CTN 2 1-13/16 2.22 350 1,400 13.25 93 100
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STAINLESS STEEL BRAIDED PTFE HOSE

(MEDIUM PRESSURE SMOOTH BORE)

PTFE hose can solve almost all “problem” applications. It is suitable for use
with steam, solvents, fuels, hydraulic fluids, most chemicals and acids. Vibration
absorption, extra long shelf life, high temperature and pressure ranges, make
PTFE hose the most versatile hose in the industry today.

* CONSTRUCTION: Braided Outer Cover
* TUBE: PTFE Inner Tube
* COVER: Stainless Steel (TYPE 304)
* TEMPERATURE: -65°F to + 450°F, -54°C to +232°C
S A E 1 00R1 4 + PACKAGING: Bulk Coils - Random Lengths
v + FITTINGS: SCT400 One Piece Crimp (Page 72) NOTE
SR400 Reusable End (Page 73) WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT

+* TYPICAL USES INCLUDE

Pneumatic, hot oil lines, steam lines, food processing, OR INTERNAL INCREASE IN
paint spray, compressor discharge, gases, chemi- TEMPERATURE WILL LOWER THE
cal lines, steering lines, brake lines, high pressure WORKING PRESSURE.
hydraulic lines.
Working Min. Burst Min. Bend
Actual I.D. Hose O.D. Pressure Pressure Radius

PART No. Nominal I.D. (IN.) (IN.) (P.S.l.) (P.S.I.) (IN.)

HT-4 1/4 3/16 .30 3,000 12,000 1.50

HT-5 5/16 1/4 .38 3,000 12,000 2.00

HT-6 3/8 516 44 2,500 10,000 3.50

HT-8 1/2 13/32 54 2,000 8,000 450

HT-10 5/8 1/2 .63 1,750 7,000 5.00

HT-12 3/4 5/8 .76 1,500 6,000 6.00

HT-16 1 7/8 1.03 1,000 4,000 9.00

HOW TO ORDER CUSTOM FACTORY MADE PTFE HOSE ASSEMBLIES
(STAINLESS STEEL BRAIDED COVER - BRASS ENDS)

AIR BRAKE Note: When ordering elbow on assemblies please note | STRAIGHT

measurements are measured from the center of elbow to
COMPRESSION opposite end of assembly. TUBE
SAMPLE HOSE ASSEMBLY PART NUMBER HOSE END FITTING CODE END SIZE CODE
AC AIRBRAKE
HT 6 C 120 AC 10 ST 10 COMPRESSION 114” 4
FJ FEMALE SWIVEL
A A A A A 37° (J.1.C.) FLARE 5/16” 5
FS FEMALE SWIVEL
45° (S.AE.) FLARE 3/8” 6
HOSE CODE Mi MALE INVERTED
HOSE SIZE FLARE SWIVEL 1/2” 8
END TYPE CODE mP MALE PIPE g7
OVERALL LENGTH (IN.) —— ST STRAIGHT TUBE S8 10
HOSE END CODE 1 J5 45° ELBOW SWIVEL 3/4” 12
SIZE CODE 1 37° (J.I.C.) FLARE
HOSE END CODE 2 J9 90° ELBOW SWIVEL 1” 16
SIZE CODE 2 37° (J.I.C.) FLARE
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SILICONE HEATER HOSE

Recommended for extra high-temp heater connections,
air-pump discharge and any similar uses.

* MEETS: S.A.E. 20R3 Class A (Tested To J20E PART VI)
¢ COLOR: Blue
* TEMPERATURE: -65°F to +350°F, -54°C to +177°C

S.A.E. 20R3 CLASS A * PACKAGING: 50 Foot Coils

* FITTINGS: Hose Barbs (Page 58 - 59)

Eﬂgﬁﬂﬁ

Min. Burst * CLAMPS: Page 142
Actual I.D.| Hose O.D. | Pressure NOTE
PART No. (IN.) (IN.) (PS.1.) WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
HHS-6-50 3/8 707 310 OR INTERNAL INCREASE IN
HHS-8-50 112 875 310 TEMPERATURE WILL LOWER THE
HHS-10-50 58 100 300 WORKING PRESSURE.
HHS-12-50 3/4 1.125 300
HHS-14-50 7/8 1.25 200
HHS-16-50 1 1.375 250

TRUCK SILICONE COOLANT HOSE

4 Ply silicone coolant hose reinforced with polyester fabric and coated
with specially compounded silicone elastomer. Ideal for extreme
temperatures and various pressure ranges.

* MEETS OR EXCEEDS: S.A.E. J20 R1 Class A
¢ COLOR: Blue
* TEMPERATURES: -65°F to +350°F, -54°C to +177°C

S.A.E. J20 R1 CLASS A :PACKAGING: 4 Foot Lengths (Eg. FOR 8 FT. ORDER 2 PCS)

* CLAMPS: Page 142

Working Working

Actual I.D.| Hose O.D. | Pressure Actual I.D.| Hose O.D. | Pressure
PART No. (IN.) (IN.) (P.S.L.) PART No. (IN.) (IN.) (PS.L)
CHS-12-4 3/4 1.14 80 CHS-36-4 2-1/4 2.64 40
CHS-14-4 7/8 1.27 80 CHS-38-4 2-3/8 2.77 40
CHS-16-4 1 1.37 75 CHS-40-4 2-112 2.89 35
CHS-20-4 1-1/4 1.64 65 CHS-42-4 2-5/8 3.00 35
CHS-22-4 1-3/8 1.77 65 CHS-44-4 2-3/4 3.14 30
CHS-24-4 1-1/2 1.89 60 CHS-46-4 2-7/8 3.25 30 NOTE
CHS-26-4 1-5/8 2.02 60 CHS-48-4 3 3.39 25 Aﬂg?g'yfzﬁfgsigsimf&
CHS-28-4 1-3/4 2.14 55 CHS-52-4 3-1/4 3.64 25 OR INTERNAL INCREASE IN
CHS-324 2 237 50 CHS-56-4 3-1/2 3.89 15 TEMPERATURE WILL LOWER THE

CHS-64-4 4 437 10 WORKING PRESSURE.

TRUCK SILICONE TURBO CHARGER CONNECTOR

Recommended for extra high-temp turbo charger connections. 4-PLY Silicone
coated fabric with stainless steel retention rings.

* COLOR: ORANGE

* TEMPERATURE: -65°F TO +500° F, -54° C to +260°C
* PACKAGING: Per Piece

* CLAMPS: HC19 & HC20 (Page 144)

TCS2
Actual 1.D.| Length W.P. WORKING P:g;';URE RATED
Actual I.D.| Length W.P. PART No. (IN.) (IN. (PS.1) AT +70°F +21°C. ANY AMBIENT
PART No (IN) (IN) (PS.L) TCS3-48-6 3 6 60 OR INTERNAL INCREASE IN
- - - — TCS3-56-6 3-1/2 6 55 TEMPERATURE WILL LOWER THE
TCS2-64-6 4 6 95 WORKING PRESSURE
TCS2-72-6 4112 6 50 1CS3-64-6 4 6 50 :
TCS3-64-8 4 8 50
TCS3-72-6 4-112 6 45
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RUBBER HEATER HOSE

PREMIUM RED RUBBER HEATER HOSE

Min. Burst
Actual .D.| Hose O.D. | Pressure
PART No. (IN.) (IN.) (PS.L)
HHR-8-50 112 .806 250
HHR-10-50 5/8 932 250
HHR-12-50 3/4 1.057 200

A replacement for OE on most cars and trucks. This high quality hose is
for higher temperatures. Withstands the abuse of corrosive solutions and
additives. Resists weathering to provide long and trouble-free service.

* MEETS: Similar to S.A.E. 20R3 Class D2, S.A.E. J2387
* COLOR: Red

» TEMPERATURE: -40°F to +257°F, -40C to +125°C

* PACKAGING: 50 FT. Coils, Reel

* FITTINGS: Hose Barbs (Pages 58 - 59)

* CLAMPS: Page 142

NOTE: WORKING PRESSURE RATED AT +70°F +21°C. ANY AMBIENT OR INTERNAL INCREASE IN TEMPERATURE WILL LOWER THE WORKING PRESSURE.

PREMIUM RED HEAVY DUTY THERMAL HEATER HOSE

Min. Burst
Actual I.D.| Hose O.D. | Pressure
PART No. (IN.) (IN.) (PS.1)
HHP-8-50 112 812 250
HHP-10-50 5/8 937 250
HHP-12-50 3/4 1.062 200
HHP-16-50 1 1.375 175

This heavy duty rubber hose with a blue insulating layer that helps to
minimize heat loss. A replacement for OE on cars and trucks. Withstands
the abuse of corrosive solutions and additives. Resists weathering to
provide long and trouble-free service.

* MEETS: Similar to S.A.E. 20R3 Class D2, S.A.E. J2387
* COLOR: Red

* TEMPERATURE: -40°F to +257°F, -40C to +125°C

* PACKAGING: 50 FT. Coils

* FITTINGS: Hose Barbs (Pages 58 - 59)

* CLAMPS: Page 142

NOTE: WORKING PRESSURE RATED AT +70°F +21°C. ANY AMBIENT OR INTERNAL INCREASE IN TEMPERATURE WILL LOWER THE WORKING PRESSURE.

RUBBER HEATER HOSE

Min. Burst
Actual .D.| Hose O.D. | Pressure
PART No. (IN.) (IN.) (P.S.L.)
HH-8-50 112 .806 200
HH-10-REEL 5/8 932 140
HH-10-50 5/8 932 140
HH-12-REEL 3/4 1.057 125
HH-12-50 3/4 1.057 125
HH-16-50 1 1.406 100

This standard hose is for normal duty service. Withstands the abuse of
corrosive solutions and additives. Resists weathering to provide long and
trouble-free service.

* MEETS: Similar to S.A.E. 20R3 Class D2

* COLOR: Black

* TEMPERATURE: -40°F to +212°F, -40C to +100°C
* PACKAGING: 250 FT Reels, 50 FT. Coils

* FITTINGS: Hose Barbs (Pages 58 - 59)

* CLAMPS: Page 142

NOTE: WORKING PRESSURE RATED AT +70°F +21°C. ANY AMBIENT OR INTERNAL INCREASE IN TEMPERATURE WILL LOWER THE WORKING PRESSURE.
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GENERAL PURPOSE HOSE

RUBBER COVER GRIP-TITE HOSE (PUSH-ON)

THE SPECIAL BRAIDING PROCESS USED IN THE
MANUFACTURE OF THIS HOSE PERMITS THE USE
OF GRIP-TITE FITTINGS, WHICH ELIMINATES THE
NEED FOR CLAMPS.

RANDOM REEL LENGTHS FOR COLOR HOSE:
Reel lengths Maximum 725 FT., Minimum 400 FT.

A lightweight, flexible, low pressure, general purpose hose with one
fiber braid reinforcement. Used for conveying hydraulic oils, mineral
oils, antifreeze solutions, most agricultural sprays and other diluted
chemical solutions.

* MSHA Approved (Black Only)

* COVER: Rubber Covered.

* COLORS: Black (Standard), Blue, Green, Grey, Red
* TEMPERATURE: -40°F to +200°F, -40°C to +93°C
* PACKAGING: Bulk Reels

* FITTINGS: 700 Series (Page 61)

NOTE
WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE

(5 pieces maximum per reel with minimum 50 FT. length piece) WORKING PRESSURE.
Actual Hose Working Reel Actual Hose Working Reel
1.D. 0.D. Pressure Length 1.D. 0.D. Pressure Length
PART No. (IN.) (IN.) (P.S..) (FT.) PART No. (IN.) (IN.) (P.S.1) (FT.)
761-4-REEL 1/4 112 300 500 761-8-REEL 12 3/4 300 500
761-4GRY-REEL 1/4 112 300 Random 761-8GRY-REEL 112 3/4 300 Random
761-5-REEL 5/16 5/8 300 500 761-10-REEL 5/8 29/32 300 500
761-6-REEL 318 5/8 300 500 761-12-REEL 34 1 300 250
761-6BLU-REEL 318 5/8 300 Random
761-6GRY-REEL 318 5/8 300 Random

FIBER COVER GRIP-TITE HOSE (PUSH-ON)

THE SPECIAL BRAIDING PROCESS USED IN THE
MANUFACTURE OF THIS HOSE PERMITS THE USE
OF GRIP-TITE FITTINGS, WHICH ELIMINATES THE

NEED FOR CLAMPS.
Actual Hose Working Reel
1.D. 0.D. Pressure Length
PART No. (IN.) (IN.) (PS.l) (FT.)
760-4-REEL 1/4 12 300 575
760-6-REEL 318 5/8 300 300
760-8-REEL 12 3/4 300 300
760-10-REEL 5/8 29/32 300 260
760-12-REEL 3/4 1 300 225

A lightweight, flexible, low pressure, general purpose hose with one
fiber braid reinforcement. Used for conveying hydraulic oils, mineral
oils, antifreeze solutions, most agricultural sprays and other diluted
chemical solutions.

* COVER: Fiber Covered.

* COLOR: Black

* TEMPERATURE: -40°F to +200°F, -40°C to +93°C
* PACKAGING: Bulk Reels.

* FITTINGS: 700 Series (Page 61)

NOTE
WORKING PRESSURE RATED
AT +70°F +21°C. ANY AMBIENT
OR INTERNAL INCREASE IN
TEMPERATURE WILL LOWER THE
WORKING PRESSURE.




SPECIALTY HOSE ASSEMBLIES

NYLON GREASE WHIPS

RUBBER GREASE WHIPS

[ : LT
(P | =
d

3/16” 1.D. Thermoplastic, fiber reinforced hose with 1/8 steel male pipe
couplings. This hose combines the best features of conventional rubber hose
with the unique advantages of synthetic materials.

Working Burst

Length | Pressure | Pressure
PART No. (IN.) (PS.1.) (PSI)
GWN-3-12 12 3,000 12,000
GWN-3-18 18 3,000 12,000
GWN-3-24 24 3,000 12,000

Available packaged, suffix PART No. with the letter “P”

D.O.T. AIR SHIFT TRANSMISSION ASSEMBLIES

1 YRR |
o)

Male Pipe Male Pipe
Thread
LIVE SWIVEL END
(Still swivels once connected)

Swivel Male Hose I.D. Length
PART No. Pipe Pipe (IN.) (IN.)
2815-4-2 118 1/8 1/4 15
2831-4-2 118 1/8 1/4 31
2832-4-2 118 1/8 1/4 32
2834-4-2 118 1/8 1/4 34
2836-4-2 1/8 1/8 1/4 36

OTHER LENGTHS AVAILABLE ON REQUEST

These assemblies are manufactured from 3/16” 1.D. S.A.E. 100R1 rubber
hose. The one braid hose is permanently crimped with 1/8 brass male pipe
couplings on both ends.

Working Burst
Length | Pressure | Pressure

PART No. (IN.) (P.S.l.) (PSI)
GWR-3-12 12 3,000 12,000
GWR-3-18 18 3,000 12,000
GWR-3-24 24 3,000 12,000
GWR-3-28 28 3,000 12,000
GWR-3-36 36 3,000 12,000
GWR-3-48 48 3,000 12,000
GWR-3-54 54 3,000 12,000
GWR-3-60 60 3,000 12,000
GWR-3-72 72 3,000 12,000
GWR-3-84 84 3,000 12,000
GWR-3-96 96 3,000 12,000
GWR-3-132 132 3,000 12,000
GWR-3-144 144 3,000 12,000

Available packaged, suffix PART No. with the letter “P”

FIFTH WHEEL SLIDER ASSEMBLY

Male Pipe
Thread
Male Pipe
Thread
* MEETS: S.A.E. J884D TYPE 3A D.O.T. FM.V.S.S. 106
* COLOR: Black
* TEMPERATURE: -40°F to +200°F, -40°C to +93°C
* FITTINGS: Brass male pipe each end.
Complete Kit see below
Fifth Wheel Cylinder (Page 234)
Working Pigtail Male
Length | Tube O.D. | Length Pipe
PART No. (IN.) (IN.) (IN.) Ends
1486S-4-10 70 1/4 4 1/4

AIR SEAT GUN SPLICER KIT

FIFTH WHEEL SLIDER KIT

PART No. ASGK-1

Simply splice the air seat line with the push-to-connect
tee end of the assembly. This handy kit features an
industrial air gun for cleaning out the cab on site.

Kit Includes:

+ 70” Working Length of 1/4” 0.D. S.A.E. J844-A
coiled air tube.

* One brass male pipe.

+ Two spring guard hose end protectors.

+ Push-to-connect splicer tee.
(No tools required)

+ Chrome plated, lever handle air gun.

PART No. FWSK-1

Designed for use on sliding fifth wheels, this kit
includes most everything you need to complete the
connections.

Kit Includes:

+ 70" Working Length of 1/4” 0.D. S.A.E. - J844-A
coiled air tube.

+ Brass male pipe each end.

+ Spring guard hose end protectors.

+90° brass adapter elbow.

+ Frame mounting terminal bolt.
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S.A.E./ DIN EN853 HYDRAULIC HOSE ACOLER

MEDIUM PRESSURE HOSE

For medium to high pressure hydraulic service in the handling of most hydraulic
fluids, gasoline, diesel fuels, lubricating oils and water. Not suitable for use with
phosphate esters.

* CONSTRUCTION: One ply of steel wire braid.

* TUBE: Oil and heat-resistant synthetic rubber inner tube.

* COVER: Qil, weather and flame-resistant synthetic rubber cover.
* COLOR: Black

* TEMPERATURE: -40°F to +250°F, -40°C to +121°C

MeetS or EXCGGdS * PACKAGING: For reel lengths and carton quantities see below.
*FITTINGS: SC600 Compression (Page 65 - 66)
S.A.E. 1 00 R1 TYPE AT SC900 Bite-To-The-Wire (Page 68-69)
EN853 1 SN SRT100 Reusable (Page 72)
* LOW TEMPERATURE: -67°F to +200°F, -55°C to +93°C Available
ONE WIRE BRAID change prefix to TISNLT-. Minimum runs may apply.
Working Min. Burst Min. Bend Approx. Reel
Actual I.D. Hose 0.D. Pressure Pressure Radius Wat. / Ft. Lengths
PART No. (IN.) (IN.) (P.S.1.) (PS.l.) (IN.) (LBS.) (FT.)
T1SN-4-REEL 1/4 531 3,260 13,000 4.00 A7 328
T1SN-6-REEL 3/8 687 2,610 10,400 5.00 .26 328
T1SN-8-REEL 112 812 2,320 9,300 7.00 31 328
T1SN-12-REEL 3/4 1.093 1,520 6,100 9.50 47 164
T1SN-16-REEL 1 1.409 1,280 5,075 11.80 .61 164

HIGH PRESSURE HOSE

For high pressure hydraulic service in the handling of most hydraulic fluids,
gasoline, diesel fuels, lubricating oils and water. Not suitable for use with
phosphate esters.

* CONSTRUCTION: Two plies of steel wire braid.

* TUBE: Qil and heat-resistant synthetic rubber inner tube.

* COVER: QOil, weather and flame-resistant synthetic rubber cover.

* COLOR: Black

» TEMPERATURE: -40°F to +250°F, -40°C to +121°C

* PACKAGING: For reel lengths and carton quantities see below.

Meets or Exceeds *FITTINGS:  SC600 Compression (Page 65 - 66)
SC900 Bite-To-The-Wire (Page 68-69)
S.A.E. 100R2 TYPE AT SRT100 Reusable (Page 72)
* LOW TEMPERATURE: -67°F to +200°F, -55°C to +93°C Available
EN 853 ZS N change prefix to T2SNLT-. Minimum runs may apply.

TWO WIRE BRAID

Working Min. Burst Min. Bend Approx. Reel
Actual I.D. Hose O.D. Pressure Pressure Radius Wat. / Ft. Lengths

PART No. (IN.) (IN.) (PS.1.) (PS.1) (IN.) (LBS.) (FT.
T2SN-4-REEL 1/4 593 5,800 23,200 4.00 .26 328
T2SN-6-REEL 3/8 750 4,785 19,100 5.00 .38 328
T2SN-8-REEL 112 875 3,990 16,000 7.00 48 328
T2SN-12-REEL 3/4 1.187 3,120 12,500 9.50 61 164
T2SN-16-REEL 1 1.500 2,390 9,500 12.00 95 164
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S.A.E. HYDRAULIC HOSE

MEDIUM PRESSURE HOSE (SMOOTH COVER)

For medium to high pressure hydraulic service in the handling of most hydraulic
fluids, gasoline, diesel fuels, lubricating oils and water. Not suitable for use with
phosphate esters.
* CONSTRUCTION: One ply of steel wire braid.
* TUBE: Oil and heat-resistant synthetic rubber inner tube.
* COVER: Oil, weather and flame-resistant M.S.H.A. Approved
synthetic rubber cover.

* COLOR: Black
* TEMPERATURE: -40°F to +212°F, -40°C to +100°C
* PACKAGING: For reel lengths and carton quantities see below.
* FITTINGS: SC600 Compression (Page 65 - 66)

SC900 Bite-To-The-Wire (Page 68-69)

SRT100 Reusable (Page 72)

S.A.E. 100R1 TYPE AT

EN853 1SN
ONE WIRE BRAID

Working Min. Burst Min. Bend Approx. Reel
Actual I.D. Hose O.D. Pressure Pressure Radius Wgt. / Ft. Lengths
PART No. (IN.) (IN.) (PS.L) (PS.1) (IN.) (LBS.) (FT.)
T1-4-REEL 1/4 520 3,265 13,053 3.94 14 300
T1-6-REEL 3/8 677 2,610 10,443 4.92 23 300
T1-8-REEL 112 803 2,320 9,282 7.09 .28 300
T1-12-REEL 3/4 1.094 1,525 6,092 9.45 42 250
HIGH PRESSURE HOSE

For high pressure hydraulic service in the handling of most hydraulic fluids,
gasoline, diesel fuels, lubricating oils and water. Not suitable for use with
phosphate esters.
* CONSTRUCTION: Two Plies of Steel Wire Braid.

* TUBE: Oil and heat-resistant synthetic rubber inner tube.
* COVER: Oil, weather and flame-resistant M.S.H.A. Approved
synthetic rubber cover.
* COLOR: Black

SAE 100R2 TYPE AT * TEMPERATURE: -40°F to +212°F, -40°C to +100°C
EN853 ZSN * PACKAGING: For reel lengths and carton quantities see below.
* FITTINGS: SC600 Compression (Page 65 - 66)
TWO WIRE BRAID SC900 Bite-To-The-Wire (Page 68-69)
SRT100 Reusable (Page 72)
Working Min. Burst Min. Bend Approx. Reel
Actual I.D. Hose O.D. Pressure Pressure Radius Wat. / Ft. Lengths

PART No. (IN.) (IN.) (PS.1) (PS.1) (IN.) (LBS.) (FT)
T2-4-REEL 1/4 591 5,800 23,206 3.94 22 300
T2-5-REEL 5/16 650 5,075 20,305 453 27 300
T2-6-REEL 3/8 748 4,800 19,145 4.92 .36 300
T2-8-REEL 12 870 4,000 15,954 7.09 42 300
T2-10-REEL 5/8 1.000 3,625 14,504 8.07 52 250
T2-12-REEL 3/4 1.161 3,100 12,473 9.45 .64 250
T2-16-REEL 1 1.500 2,400 9,573 11.81 95 150
T2-20-CTN 1-1/4 1.866 1,820 7,252 16.54 1.25 130
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S.A.E. HYDRAULIC HOSE ACOLER

SUCTION HOSE

For hydraulic suction (29 Inch/hg) and low pressure hydraulic return lines. Will
handle petroleum based hydraulic fluids, diesel fuels, water and lubricating oils.
Wire helix prevents collapsing under vacuum service. Not suitable for use with
phosphate esters.

* CONSTRUCTION: Two textile spiral plies with wire helix.

* TUBE: Oil and heat-resistant synthetic rubber inner tube.

* MSHA Approved

* COVER: Oil, weather and flame-resistant M.S.H.A. Approved synthetic rubber

Meets or Exceeds

Performance Characteristics cover,
* COLOR: Black
S.A.E. 100R4 * TEMPERATURE: -40°F to +250°F, -40°C to +121°C

TWO TEXTILE SPIRAL PLIES + PACKAGING: 50 FT. and 100 FT. Coils
WITH WIRE HELIX * FITTINGS: SC600 Compression (Page 65 - 66)
(Up to 1-1/4 Size)
S1100 and SO1100 Steel Hose Inserts (Page 74)
Steel Combination Nipples and Hose Menders (Page 60)
Actual Hose Working Min. Burst Min. Bend Vacuum Approx. Coil
1.D. 0.D. Pressure Pressure Radius Service Wat. / Ft. Length
PART No. (IN.) (IN.) (P.S.L.) (P.S.L.) (IN.) (IN.JHG) (LBS.) (FT)
HR4-12-100 3/4 1.160 300 1,200 4.90 29 .60 100
HR4-16-100 1 1.480 250 1,000 5.90 29 .70 100
HR4-20-100 1-1/4 1.770 200 800 7.87 29 90 100
HR4-24-100 1-1/2 2.050 150 600 10.00 29 1.20 100
HR4-32-100 2 2.500 100 400 11.80 29 1.50 100
WET LINE KITS

A Wet Line Kit uses a hydraulic pump installed on a trailer to power anything with a hydraulic motor, such as a boom or
crane, or the hydraulics on a dump truck. The Wet Line Kit is attached to the truck’s PTO (Power Take Off) and transfers
an engine’s mechanical power to another piece of equipment.

CUSTOM KITS AVAILABLE

HYDRAULIC RETURN
ASSEMBLIES  LINES

HYDRAULIC
WING Q.D. COUPLERS

HOSE
| CONNECTOR

HYDRAULIC
ADAPTERS

T-BOLT
CLAMPS

q
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S.A.E. HYDRAULIC HOSE

For medium pressure hydraulic service in the handling of most hydraulic
yl l‘ ’ fluids, diesel fuels, water and lubricating oils. Not suitable for use with
. . \ phosphate esters. This hose combines the best features of conventional

HOSE PRODUCTS. e : i i'ti,_ rubber hose with the unique advantages of synthetic materials.

Recommended use: Handheld grease guns.

* CONSTRUCTION: High tensile strength fiber reinforcement braided

synthetic fiber.
* TUBE: Oil and heat-resistant nylon inner tube.
S.A. E. 1 00 R7 * COVER: Resistant polyurethane, pin pricked cover.
Meets or Exceeds S.A.E. J517 * TEMPERATURE: -40°F to +200°F, -40°C to +93°C

* PACKAGING: Reels

E.xceedls 100R7 Impglse Requirements + COLOR: Black
Lightweight and Flexible « FITTINGS: SC700 (for 1/8,3/16, and 1/4 sizes Page 74), SCTP (Page 76)
Nominal Working Min. Burst Min. Bend Weight Reel
Hose I.D. Hose 0.D. Pressure Pressure Radius | Ft. Lengths
PART No. (IN.) (IN.) (PS.l) (PS.l) (IN.) (LBS.) (FT.)
HR7-2-REEL 1/8 322 3,000 12,000 75 .03 250
HR7-3-REEL 3/16 415 3,000 12,000 75 .05 250
HR7-4-REEL 1/4 496 2,750 11,000 1.50 .06 250
HR7-5-REEL 5/16 580 2,500 10,000 1.75 .08 250
HR7-6-REEL 318 650 2,250 9,000 2.00 A1 250
HR7-8-REEL 112 834 2,000 8,000 3.00 16 250
HR7-12-REEL 3/4 1.050 1,250 5,000 6.00 22 250

TWIN-LINE MEDIUM PRESSURE HOSE

FEATURES: Low Elongation * Best Value 100R7 Hose
TYPICAL APPLICATIONS: For use with General Hydraulics « Material
Handling * Forklift « Chemical Transfer

{3

HOSE PRODUCTS inc

* CONSTRUCTION: Braided synthetic fiber reinforcement

* TUBE: Nylon-lined core tube

* COVER: Resistant polyurethane, pin pricked cover.

* TEMPERATURE: -40°F to +200°F, -40°C to +93°C for petroleum based
hydraulic fluids.

S A E 100R7 * PACKAGING: Reels
el * COLOR: Black
Meets or Exceeds S.A.E. J517 « FITTINGS: SC700 (for 1/4 size Page 74), SCTP (Page 76)
Nominal Working Min. Burst Min. Bend Approx. Reel
Hose I.D. Hose O.D. Pressure Pressure Radius Wat./Ft. Length
PART No. (IN.) (IN.) (P.S.)) (P.S.1) (IN.) (LBS.) (FT.
HR7TW-4-REEL 1/4 496 2,750 11,000 1.50 10 250
HR7TW-6-REEL 3/8 650 2,250 9,000 2.00 20 250
HR7TW-8-REEL 112 834 2,000 8,000 3.00 32 200
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S.A.E. HYDRAULIC HOSE

MEDIUM PRESSURE (Non-Conductive) HOSE

For medium pressure hydraulic service in the handling of most hydraulic fluids, diesel fuels,
yl 1; water and lubricating oils. Not suitable for use with phosphate esters. This hose combines
T the best features of conventional rubber hose with the unique advantages of synthetic
’ \&; materials.
ST * CONSTRUCTION: High tensile strength fiber reinforcement.
Braided Synthetic fiber.
+ TUBE: Oil and heat-resistant nylon inner tube.
* COVER: Resistant polyurethane non-pin pricked cover
* TEMPERATURE: -40°F to +200°F, -40°C to +93°C
* PACKAGING: Reels
* COLOR: Orange, NON-CONDUCTIVE Marking
* FITTINGS: SC700 (for 1/8 & 1/4 size Page 74), SCTP (Page 76)
* S.A.E. WORKING PRESSURES SHOWN

** MEDIUM PRESSURE TWIN LINE (NON-CONDUCTIVE) HOSE
FEATURES: * Low Elongation * Best Value 100R7 Hose

HOSE PRODUCTS.mc

TYPICAL APPLICATIONS:
For use with General Hydraulics ¢ Material Handling * Forklift
S.A. E. 1 00 R7 * High Pressure Gas Transfer ¢ Chemical Transfer
Meets or Exceeds SAE J517 « CONSTRUCTION: Braided Synthetic fier.
Exceeds 100R7 Impulse Requirements -zléBE: Nylon-lined core tube
: : : * COVER: Resistant polyurethane non-pin pricked cover
Lightweight and Flexible « TEMPERATURE: -40°F to +200°F, -40°C to +93°C

« FITTINGS: SCTP (Page 76)
** MEDIUM PRESSURE TWIN LINE (NON-CONDUCTIVE) HOSE

Nominal Working Min. Burst Min. Bend Weight Reel

Hose I.D. | Hose O.D. Pressure Pressure Radius | Ft. Lengths
PART No. (IN.) (IN.) (PS.I.) (PS.I.) (IN.) (LBS.) (FT.)
HR7-20RA-REEL 1/8 322 3,000 12,000 75 .03 250
HR7-40RA-REEL 1/4 496 2,750 11,000 1.50 .06 250
HR7-50RA-REEL 5/16 580 2,500 10,000 1.75 .08 250
HR7-60RA-REEL 3/8 650 2,250 9,000 2.00 Nl 250
HR7TW-60RA-REEL** 3/8 650 2,250 9,000 2.00 .20 250
HR7-80RA-REEL 112 834 2,000 8,000 3.00 .16 250

HR8 HIGH PRESSURE HOSE

) FEATURES: Meets or exceeds SAE 100R8 impulse requirements, good kink resis-
’ ‘b ' tance, lightweight; less than about half of comparable rubber wire hose. Highly abrasion
) resistant outer cover, the inner tube will not chip or peel in service.

HOSE PRODUCTS.inc.

TYPICAL APPLICATIONS: Ideal for use in applications where a non-conductive high
pressure hydraulic hose is required; industrial hydraulic construction, material handling,
agricultural equipment, hydraulic tools, lubrication lines and hydraulic lifts.

Meets or exceeds S.A.E. 100R8 < CONSTRUCTION: Aramid fiber reinforcement

. . * TUBE: Seamless polyester inner tube
SpeC|f|Cat|0nS « COVER: Highly abrasion resistant polyurethane pinpricked cover
Extremely Durable .'cl':I(E)I\III-gERil'?EII:?E 40°F to +200°F, -40°C to +93°C

i i i . : -40°F to +200°F, -40°C to +93°
Highly Abrasion Resistant + FITTINGS: SCTP (Page 76)

Nominal Hose Working Min. Burst Min. Bend Approx. Reel

1.D. 0.D. Pressure Pressure Radius Wgt./Ft. Length
PART No. (IN.) (IN.) (P.S.I) (P.S.1) (IN.) (LBS.) (FT.)
HR8-4-REEL 1/4 485 5,000 20,000 2.00 070 250
HR8-6-REEL 3/8 630 4,000 16,000 2.50 .100 250
HR8-8-REEL 112 .820 3,500 14,000 3.50 170 250
HR8-12-REEL 3/4 1.050 2,250 9,000 4.50 .200 250
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S.A.E. HYDRAULIC HOSE

HR8 NON-CONDUCTIVE HIGH PRESSURE HOSE

yl ‘i FEATURES: Meets or exceeds SAE 100R8 impulse requirements, good kink
, - resistance, lightweight; less than about half of comparable rubber wire hose.
HOSE PRODUCTS — Highly abrasion resistant outer cover, the inner tube will not chip or peel in
e . service.

g
g
e
"

TYPICAL APPLICATIONS: Ideal for use in applications where a non-
conductive high pressure hydraulic hose is required; industrial hydraulic
construction, material handling, agricultural equipment, hydraulic tools,
lubrication lines and hydraulic lifts.

* CONSTRUCTION: Aramid fiber reinforcement
Meets or exceeds S.A.E. 100R8 - TUBE: Extruded seamless polyester inner tube
e . * COVER: Highly abrasion resistant polyurethane non-pinpricked cover
Specifications » COLOR: Orange, NON-CONDUCTIVE marking
* TEMPERATURE: -40°F to +200°F, -40°C to +93°C
* FITTINGS: SCTP (Page 76)

Nominal Hose Working Min. Burst Min. Bend Approx. Reel

1.D. 0.D. Pressure Pressure Radius Wat./Ft. Length
PART No. (IN.) (IN.) (PS.1) (PS.l.) (IN.) (LBS.) (FT.
HR8-40RA-REEL 1/4 485 5,000 20,000 2.00 .070 250
HR8-60RA-REEL 3/8 630 4,000 16,000 2.50 100 250
HR8-80RA-REEL 112 820 3,500 14,000 3.50 170 250

HR18 CONSTANT PRESSURE HOSE

ll ‘b FEATURES: Exceeds 100R18 Impulse requirements « Lightweight and Flexi-
. ble « Ideal for general hydraulic service.

HOSE PRODUCTS, inc

2 TYPICAL APPLICATIONS: General purpose high pressure hydraulic
applications ¢ industrial Hydraulic * Construction « Material Handling
+ Agricultural Equipment ¢ Hydraulic Tools ¢ Lubrication Lines and Man Lifts

* CONSTRUCTION: Braided synthetic fiber reinforcement
* TUBE: Seamless polyester inner tube

S A E 1 00 R1 8 * COVER: Abrasion resistant polyurethane cover

e * COLOR: Black
Meets or Exceeds S.A.E. J517 « TEMPERATURE: -40°F to +200°F, -40°C to +93°C, Petroleum-based
Specifications hydraulic fluids

* TEMPERATURE: -40°F to +140°F, -40°C to +60°C, with water-based
or fire resistant fluids
* FITTINGS: SCTP (Page 76)

Nominal Working Min. Burst Min. Bend Approx. Reel

Hose I.D. Hose 0.D. Pressure Pressure Radius Wot./Ft. Length
PART No. (IN.) (IN.) (P.S.1) (PS.l.) (IN.) (LBS.) (FT.)
HR18-4-REEL 1/4 496 3,000 12,000 1.50 .064 250
HR18-6-REEL 3/8 .650 3,000 12,000 2.00 110 250
HR18-8-REEL 12 834 3,000 12,000 3.00 160 250
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S.A.E. HYDRAULIC HOSE Actuie

HIGH PRESSURE HOSE

For high pressure hydraulic service in the handling of most hydraulic fluids,
diesel fuels, water and lubricating oils. Not suitable for use with phosphate esters.

* CONSTRUCTION:
Four spirals of high tensile steel wire.

* TUBE: Oil and heat-resistant synthetic rubber.

+ COVER: MSHA approved fire-resistant, abrasion, ozone, oil and weather
resistant synthetic rubber cover.

* TEMPERATURE: -40°F to +248°F, -40°C to +121°C
SIAI El 1 00 R1 2 * PACKAGING: Coils

* FITTINGS: SCT900MS  Bite-To-The-Wire (Page 69)
EN 856 4S N * 8.A.E. WORKING PRESSURES SHOWN
FOUR SPIRAL WIRE * EXTRA FLEXIBLE VERSION AVAIABLE:

Change PART No. to HRA12EF Minimum runs apply.
* LOW TEMPERATURE: -67°F to +200°F, -55°C to +93°C Available
Change PART No. to HRA12LT Minimum runs apply.

*Working Min. Burst Min. Bend Approx. Coil
Actual 1.D. Hose O.D. Pressure Pressure Radius Waot. / Ft. Lengths

PART No. (IN.) (IN.) (P.S.l.) (P.S.L.) (IN.) (LBS.) (FT)
HRA12-8 12 937 4,060 16,240 7.09 504 148
HRA12-12 3/4 1.197 4,060 16,240 9.45 726 148
HRA12-16 1 1.476 4,060 16,240 11.81 1.115 148
HRA12-20 1-1/4 1.850 3,050 12,180 16.53 1.619 148
HRA12-24 1-1/2 2.106 2,540 10,150 19.70 1.848 148

LOW TEMPERATURE HIGH PRESSURE HOSE

For hydraulic service in the handling of most hydraulic fluids, gasoline,
diesel fuels lubricating oils and water. Not suitable with phosphate esters.

* CONSTRUCTION: Two Plies of Steel Wire Braid.

* TUBE: QOil and Heat-Resistant Synthetic Rubber Inner Tube
* COVER: QOil, weather and flame-resistant M.S.H.A.

A Approved synthetic rubber cover.

>« COLOUR: Black
AB CUTEK * LOW TEMPERATURE: -67°F to +260°F, -55°C to +127°C
* PACKAGING: For Reel Lengths see below.

EXTRE M E|_Y F LEX| B |_E + FITTINGS: SC900 Bite-To-The-Wire (Page 67 - 68)
S.A.E. 100R16 / DIN 2SC Fairview recommends the use of Bite-To-The-Wire fittings only
for our Low Temperature 100R16 hose.
TWO WIRE BRAID P
Working Min. Burst Min. Bend Approx. Reel
Actual I.D. Hose O.D. Pressure Pressure Radius Wat. | Ft. Lengths

PART No. (IN.) (IN.) (PS.1.) (PS.1.) (IN.) (LBS.) (FT)
HR16LT-4-REEL 1/4 53 6,500 26,000 2.00 .22 |bs. 328
HR16LT-6-REEL 3/8 .69 5,300 21,200 2.50 .29 Ibs. 328
HR16LT-8-REEL 112 81 4,500 18,000 3.50 .39 Ibs. 328
HR16LT-10-REEL 5/8 93 4,000 16,000 4.00 44 |bs. 250
HR16LT-12-REEL 3/4 1.10 3,500 14,000 4.75 53 Ibs. 164
HR16LT-16-REEL 1 1.42 3,000 12,000 6.00 .72 |bs. 164
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S.A.E. HYDRAULIC HOSE

MEDIUM PRESSURE HOSE

For medium to high pressure hydraulic service in the handling of most hydraulic
fluids, gasoline, diesel fuels lubricating oils and water. Not suitable with phos-
phate esters.

* CONSTRUCTION: One braid of high tensile steel wire reinforcement for 1/4”
ID Through to 1/2” ID hose. * Two braids of high tensile
steel wire reinforcement for 3/4” ID through to 1” ID hose.

* TUBE: QOil and heat resistant synthetic rubber inner tube

* COVER: Oil, weather and flame-resistant synthetic rubber cover.

* COLOUR: Black

* TEMPERATURE: -40°F to +212°F, -40°C to +100°C

* PACKAGING: For reel lengths see below.

S A E 1 00 R1 7 * FITTINGS: SC600 Compression (Page 65 - 66)
Mk SC900 Bite-To-The-Wire (Page 67 - 68)
Actual Nominal Maximum Working Min. Burst Min. Bend Approx. Reel
1.D. Hose O.D. Hose O.D. Pressure Pressure Radius Wgt. / Ft. Lengths
PART No. (IN.) (IN.) (IN.) (PS.I) (P.S.I) (IN.) (LBS.) (FT.
HR17-4-REEL 1/4 492 520 3,050 12,183 1.97 A3 300
HR17-6-REEL 3/8 626 670 3,050 12,183 2.56 19 300
HR17-8-REEL 112 .760 .830 3,050 12,183 3.54 24 300
HR17-12-REEL 3/4 1.106 1.190 3,050 12,183 472 57 250

LOW TEMPERATURE MEDIUM PRESSURE HOSE

For Low Temperature medium to high pressure hydraulic service in the handling
of most hydraulic fluids, gasoline, diesel fuels lubricating oils and water. Not
suitable with phosphate esters.

* CONSTRUCTION: One braid of high tensile steel wire reinforcement for 1/4”
ID through to 1/2” ID hose. * Two braids of high tensile
steel wire reinforcement for 3/4” ID through to 1” ID hose.

* TUBE: Oil and heat resistant synthetic rubber inner tube

* COVER: Oil, weather and flame-resistant synthetic rubber cover.

~ *COLOUR: Black

AB CLULTEK °LOWTEMPERATURE: -67°F to +212°F, -55°C to +100°C

* PACKAGING: For reel lengths see below.
S A E 1 00 R1 7 * FITTINGS: SC900 Bite-To-The-Wire (Page 67 - 68)
o An Fairview recommends the use of Bite-To-The-Wire fittings only

for our low temperature 100R17 hose.

Actual Nominal Maximum Working Min. Burst Min. Bend Approx. Reel
1.D. Hose O.D. Hose 0.D. Pressure Pressure Radius Wot. / Ft. Lengths

PART No. (IN.) (IN.) (IN.) (PS.1.) (P.S.1.) (IN.) (LBS.) (FT)
HR17LT-4-REEL 1/4 480 .500 3,000 12,000 2.00 .16 328
HR17LT-6-REEL 3/8 610 630 3,000 12,000 2.50 24 328
HR17LT-8-REEL 112 750 770 3,000 12,000 3.50 29 328
HR17LT-12-REEL 3/4 1.090 1.114 3,000 12,000 4.72 .55 164
HR17LT-16-REEL 1 1.420 1.441 3,000 12,000 5.90 .95 164
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ORDERING HYDRAULIC HOSE ASSEMBLIES

Assembly Overall Length

Assembly Overall Length ———————————— j

Length Tolerances for Hydraulic Hose Assemblies ASSEMBLY OVERALL LENGTH
and Specified Hose Lengths.
Length Tolerance The overall length of the assembly is measured in Inches
0 to and including 36"  +1/4” including hose ends. Example: 2’ =24.00
Above 36" 1% of length 10'=120.0
measured to the nearest 1/8 of an inch. 100’ = 1200.

(2) Must fill all 5 spaces in the Overall Length Code

SAMPLE HOSE ASSEMBLY PART NUMBER (® (@ HOSE END FITTING CODES
CODE DESCRIPTION
@ @ @ @ @ @ @ B9 Female British Parallel 90° Elbow
HA T2SN 06 C 120.0 FV C MPC BF Female BSPP Swivel Female Cone
BM Female BSPP Swivel Male Cone
A A A A A A FH Female Heavy Metric
H9 Female Heavy Metric 90° Metric
K;ES)ERthIYC JS  Female JIS 30° Flare
KM  Female Komatsu 30° Flare
FL Female Light Metric
L9 Female Light Metric 90° Elbow
(0 HOSE CODE FV  Female NPSM Swivel
(2) HOSE SIZE CODE RS Female O-Ring Face Seal
— R5 Female O-Ring Face Seal 45° Elbow
@ ASSEMBLY TYPE CODE R9 Female O-Ring Face Seal 90° Elbow
(») OVERALL LENGTH (IN.) —— FP  Female Pipe
(5) HOSE END CODE 1 FJ Female Swivel 37° S.A.E.
(6) SIZE CODE 1 J5 Female Swivel 37° S.A.E. 45° Elbow
J9 Female Swivel 37° S.A.E. 90° Elbow
(D HOSE END CODE 2 JL  Female Swivel 37° S.AA.E. 90° Elbow (Long)
SIZE CODE 2 FS Female Swivel 45° S.AE.
S5 Female Swivel 45° S.A.E. 45° Elbow
(V) HOSE CODES () (&) (3 SIZE CODES S9  Female Swivel 45° S.A.E. 90° Elbow
CODE DESCRIPTION HOSE SIZE C5 Flange code 61 45° Elbow
T1SN S.AEE. 100R1 ACCUTEK SIZE TUBE CODE C9 Flange code 61 90° Elbow
T1IXX S.AE. 100R1 KOMAN 02 1/8” A C1 Flange code 61 Straight
T2SN  S.AE. 100R2 ACCUTEK 03 3/16” F D5 Flange code 62 45: Elbow
T2XX  S.AE. 100R2 KOMAN 04 147 B Bg E:ange COge gg go E'ﬁfw
HR4X S.AE. 100R4 05 516" G ange code 62 Straig
HR5X  S.A.E.100RS 06 3/8” C TR  Flareless Tube Repair
HR7X S.A.E. 100R7 08 1/2” D
R7NC  100R7 Non-Conductive 10 5/8” | GT Grease Tap
HR8X S.A.E. 100R8 12 3/4” E
R8NC  100R8 Non-Conductive 16 17 H MJ  Male 37° S.A.E.
HR12 S.AE. 100R12 20 1-1/4” J MS Male 45. .S.A.E.
HR16 SAE. 100R16 o4 1-1/2" K BP Male Br!t!sh Parallel
, BT Male British Tapered
HR17 ~ S.AE. 100R17 32 2 M MH Male Heavy Metric
213:: 18821? tOW iemp- Ml  Male Inverted Flare
ow lemp. I5 Male Inverted Flare 45° Elbow
HR18 S.A.E. 100R18 @ ASSEMBLY TYPE CODES 19  Male Inverted Flare 90° Elbow
ML  Male Light Metric
CODE TYPE MO Male OgRing
C Crimp Ends 05 Male O-Ring Boss 45° Elbow
R Reusable Ends 09 Male O-Ring Boss 90° Elbow
T Twin-Line Hose RM Male O-Ring Face Seal
SO Male O-Ring Boss Swivel
MP  Male Pipe
SP  Male Pipe Swivel
P9 Male Pipe Swivel 90° Elbow
ST Stand Pipe
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‘f ORDERING U.L./C.S.A. APPROVED TYPE | PROPANE /
GA~FLO NATURAL GAS HOSE ASSEMBLIES

Used To Conduct Natural Gas In A Gaseous State And Propane. In Either A Liquid Or Gaseous State Up To 350 P.S.1., Rubber
Temperature Range: -60°F To 212°F (-51°C To 100°C) Thermoplastic Temperature Range: -40°F To 140°F (-40°C To 60°C)

configurations and hose lengths, enter overall length
in inches where applicable. Length tolerances for
propane hose assemblies and specified hose length.

I Cut Hose Length

Factory made assemblies are available in a variety of ;‘7 A bly Overall Length 4.‘
C
1

HOSE CODE HOSE END FITTING CODE PROPANE SIZE CODES
14C Type | 1/4 1.D. (Rubber - Crimp Ends) MP Male Pipe HOSE SIZE END
[4LTC ~ Type 1 1/4 1.D. (Low Pressure POL POL End 1.D. SIZE TUBE CODE
Thermoplastic -Crimp Ends) POLHW  POL End with Hand Wheel 2 118" 2
[4TC  Type|1/41.D. (T = Thermoplastic) POLNE  POL End with No Excess Flow 3 3/16” 3
QDC  Quick Disconnect Coupler End 4 114 4
HOSE END FITTING CODE QDN Quick Disconnect Nipple End 5 5/16” 5
FC Female Cylinder Thread QCC  QCC1ACME Connection 6 3/8” 6
FJ Female JIC 8 112" 8
FP Female Pipe SPECIALTY CODE 10 5/8" 10
FS Female Swivel SAE Flare GR Gas Regulator End 12 34 12
Ex: (6 = 3/8) P Suffix for Packaged Product 16 1" 16
FW Female Welding End (Not All Items Available Packaged) 20 1-1/4 20
MC Male Cylinder Thread 24 1-1/2" 24
MI Male Inverted Flare 32 2 32
EXAMPLE: 14C60FS6MP4 1/4 1.D. TYPE | Rubber, 60 Inches long, 3/8 Female Swivel SAE x 1/4 Male Pipe
(Note: not all fitting configurations are approved, length limits may apply depending on application)
Hose
) I ([ PARTNo. WP WP LD Hose
14C _ _ MP4MP4 1/4 1/4 1/4 Rubber
I6C _ _MP6MP6  3/8 3/8 3/8 Rubber
MALE PIPE MALE PIPE
THREAD @ C i THREAD NOTE: _ _ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
Hose
i;u; i M2 PART No. FS MP 1.D. Hose
14C_ _FS4MP4 1/4 1/4 1/4 Rubber
14C_ _FS6MP4 3/8 1/4 1/4 Rubber
45° SAE. @ C WAL 14C_ _FSGMPS 318 38 1/4 Rubber
FEMALE FLARE THREAD 16C_ _FS6MP4 3/8 1/4 3/8 Rubber
I6C_ _FS6MP6 3/8 3/8 3/8 Rubber
I6C_ _FS6MP8 3/8 112 3/8 Rubber
I6C_ _FS8MP6 12 3/8 3/8 Rubber
* NOTE: _ _ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
= Hose
(il LM paRT No. FS FS  ID.  Hose
14C_ _FS4FS4 1/4 1/4 1/4 Rubber
FS FS 14C__FS6FS6 3/8 3/8 1/4 Rubber
45° S.AE. @ @ 45°SAE.  |6C__FS6FS6 3/8 3/8 3/8 Rubber
FEMALE FLARE N o FEMALEFLARE  , NOTE: __ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
* PACKAGED ASSEMBLY AVAILABLE.
—_— —_— Hose
HIN] DS paRT No. FW FW D. Hose
@ @ AC__FWFW 911618 LH. 916-18LH.  1/4 Rubber
FW o " FW 16C_ _FWFW 9/16-18 L.H. 9M16-18LH.  3/8 Rubber
FEMALE WELDING rEmaLE weLoine ¢ NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
9/16-18 L.H. 9i6-18LH. * PACKAGED ASSEMBLY AVAILABLE.
Hose
PART No. FC MC 1.D. Hose
14C_ _FCMC 17-20 1"-20 1/4 Rubber
EC MC 14TC__FCMC 17-20 1"-20 1/4  Thermoplastic
1720 SWIVEL FEMALE @ C 17.20 SWivELMALE * NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
CYLINDER THREAD s CYLINDERTHREAD + PACKAGED ASSEMBLY AVAILABLE.
TO BE INSTALLED BY LICENSED GAS FITTERS ONLY.
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U.L./C.S.A. APPROVED TYPE | A
PROPANE HOSE ASSEMBLIES GAN~FLO

Used To Conduct Propane In Either A Liquid Or Gaseous State Up To 350 P.S.I.
Rubber Temperature Range: -60°F To 212°F (-51°C To 100°C)
Thermoplastic Temperature Range: -40°F To 140°F (-40°C To 60°C)

Hose
L e I L PART No. MP  MP ID.  Hose

18C _ _ MP8MP8 12 12 12 Rubber

P @! NP [12C __ MP12MP12 3/4 3/4 3/4 Rubber
MALE PIPE c us waepipe  [16C__MP16MP16 1 1 1 Rubber
THREAD THREAD 120C _ _ MP20MP20 1-1/4 1-1/4 1-1/4 Rubber
124C _ _ MP24MP24 1-1/2 1-1/2 1-1/2 Rubber

NOTE: 1/2 & LARGER C/W STEEL ENDS 132C __ MP32MP32 2 2 2 Rubber

*NOTE: _ _ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.

Hose
R b =2 PART No. FS MP 1.D. Hose
18C__FS8MP6 1”38 12 Rubber
s Sp yp 8C__FS8MP8 " R 12 Rubber
e SAE c=us waLepe  * NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
FEMALE FLARE THREAD

NOTE: 1/2 & LARGER C/W STEEL ENDS

Hose
m PART No. FS FS ID.  Hose
VEERY 12 Rubber

I8C_ _FS8FS8
FS @’ FS 112C_ _FS12FS12 3/4 3/4 3/4 Rubber
45SAE. ¢ Ls ss°sAE  |116C__FS16FS16 1 1 1 Rubber
FEMALE FLARE FEMALEFLARE «NOTE: _ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
(STEEL) (STEEL)

NOTE: 1/2 & LARGER C/W STEEL ENDS

Hose
r --u- —y - PART No. FJ MP 1.D. Hose

- 112C_ _FJ12MP12 3/4 3/4 3/4 Rubber
116C_ _FJ16MP16 1 1 1 Rubber

FJ (S p: MP -
37° SAE. c us MALE PIPE 120C_ _FJ20MP20 1-1/4 1-1/4 1-1/4 Rubber
FEMALE FLARE THREAD 124C_ _FJ24MP24 1-1/2 1-1/2 1-1/2 Rubber
(STEEL) (STEEL) |32C_ _FJ32MP32 2 2 2 Rubber

NOTE: 1/2 & LARGER C/W STEEL ENDS *NOTE: _ _ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.

Hose
yem—— =iy FI R ID. Hose
[12C_ _FJ12FJ12 3/4 3/4 3/4 Rubber

£ @h e, 16C__FUt6FJi6 1 1 1 Rubber
7 SAE o =us sesan 120 FJ20FJ20 404 14 114 Rubber
FEMALE FLARE FEMALE FLARE [24C_ _FJ24FJ24 1-1/2 1-1/2 1-1/2 Rubber
(STEEL) (STEEL) [32C__FJ32FJ32 2 2 2 Rubber

NOTE: 1/2 & LARGER C/W STEEL ENDS *NOTE: _ _ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.

TO BE INSTALLED BY LICENSED GAS FITTERS ONLY.
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‘f U.L./C.S.A. APPROVED TYPE |
GA~FLO PROPANE HOSE ASSEMBLIES

Used To Conduct Propane In Either A Liquid Or Gaseous State Up To 350 P.S.I.
Rubber Temperature Range: -60°F To 212°F (-51°C To 100°C)
Thermoplastic Temperature Range: -40°F To 140°F (-40°C To 60°C)

2 w Hose
(o, D L3 oARTNo. POLNE POLNE ID.  Hose
POLNE C POLNE [4C__POLNEPOLNE  NoExcess Flow No Excess Flow  1/4 Rubber
NO EXCESS s P“ NO EXCESS
FLOW cus FLOW . NOTE: __ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
— Hose
PART No. POLNE POLNE 1.D. Hose
. " |[4C_ _POLNEPOLNEHW No Excess Flow  No Excess Flow  1/4 Rubber
POLNEHW POLNEHW Hand Wheel Hand Wheel
NO EXCESS s P NO EXCESS
FLOW c Us rrow °¢NOTE: _ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
Hose

SO0 IO——1D [T PART No. Mi POLNE  ID.  Hose
- 14C_ _MI4POL 1/4 1/4 Rubber

No Excess Flow

M POLNE 14TC__MI4POL 1/4 No Excess Flow  1/4 Thermoplastic
MALE INVERTED SP NO EXCESS
FLARE o s FLOW . NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
Hose
& PART No. M POLNE 1.D. Hose
= 4C__MI4POLHW 114 Hand Wheel  1/4 Rubber
[4TC_ _MI4POLHW 1/4 Hand Wheel 1/4 Thermoplastic

MI POLHW
MALE INVERTED @ @ WiTHExSasS etew  *NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
e + PACKAGED ASSEMBLY AVAILABLE

- Hose
s PART No. MC POLNE L.D. Hose
[4C_ _MCPOLHW 1"-20 Hand Wheel 1/4 Rubber

14TC_ _MCPOLHW 17-20 Hand Wheel 1/4 Thermoplastic

mC POLHW

17-20 SWIVEL MALE @ ‘s P v O-RING POL

CYLINDER THREAD c us WITHEXCESS FLOW « NOTE: _ _ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
* PACKAGED ASSEMBLY AVAILABLE

Hose
= ™™ earT N, MP POL ID.  Hose
14C_ _MP4POL 1/4 Excess Flow 1/4 Rubber
MP POL 14C_ MP4POLNE 1/4 NO Excess Flow  1/4 Rubber
MALE PIPE S p O-RING POL.
THREAD N - WITH EXCESS FLOW

*NOTE: _ _ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
* AVAILABLE WITH HARDNOSE POL- (_MP4POLHN) PART NUMBER.

Hose
- i PART No. MP POL 1.D. Hose
- [4C_ _MP4POLHW 1/4 Handwheel 1/4 Rubber

MP POLHW
MIALE PIPE @ (s P: ormgpoL *NOTE: __ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
THREAD c us WITH EXCESS FLOW

TO BE INSTALLED BY LICENSED GAS FITTERS ONLY.
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UL./ C.S.A. APPROVED TYPE |
PROPANE HOSE ASSEMBLIES

A

GA~FLO

Used To Conduct Propane In Either A Liquid Or Gaseous State Up To 350 P.S.I.

Rubber Temperature Range: -60°F To 212°F (-51°C To 100°C)
Thermoplastic Temperature Range: -40°F To 140°F (-40°C To 60°C)

Hose
I 11 errvo, FP4  FP4 LD, Hose

FP4 FP4 -
FEMALE PIPE s P@ FEMALE PIPE
14 ¢ Js 14 *NOTE: _

AC__FP4FP4  1/4. 114 114 Rubber

_ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.

Hose

SIS AR R4 WD os
; [4C__FP4MP4 1/4. 1/4 1/4 Rubber

FP4 MP4
I:;iMALE PIPE SP MALEPIPE NOTE:
c Us 114

ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.

Hose

=T [ parT No. FP4  FS6  ID. Hose

FP4 C FS6 -
FEMALE PIPE @ 457 SAE
0 FEMALE FLARE « NOTE: _

14C_ _FP4FS6 1/4 3/8 1/4 Rubber

38

_ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.

BLACK QCC1

mC Qcc
17-20 SWIVEL MALE s P? 1-5/16 FEMALE
CYLINDER THREAD c us ACME THREAD

Hose
PART No. MC QcCC 1.D. Hose
|4C__MCQCC 1"-20 1-5/16"ACME 1/4 Rubber

4TC__MCQCC  1°-20 1-5/16"ACME 1/4 Thermoplastic
*NOTE: _ _ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
* PACKAGED ASSEMBLY AVAILABLE.

* WITH BACK CHECK VALVE.

HIGH CAPACITY

Hose

GREEN QCC1 PART No. mMP Qcc 1.D. Hose
14C_ _MP4QCC 1/4 1-5/16" ACME 1/4 Rubber

- Qcc 4TC__MP4QCC  1/4 1-5/16"ACME 1/4 Thermoplastic
MALE PIPE @ ( 1516 FEMALE  * NOTE: __ ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
114 s

HIGH CAPACITY Hose

ACME THREAD  « WITH BACK CHECK VALVE
GREEN QCC1 PART No. Mi Qcc 1.D. Hose
i 14C__MI4QCC 1/4 1-5/16” ACME 1/4 Rubber

Ml 14TC__MI4QCC  1/4 1-5/16"ACME 1/4 Thermoplastic
MALE INVERTED @ <
FLARE

145116 FEM ae ¢ NOTE: __ENTER OVERALL LENGTH IN INCHES WHERE APPLICABLE.
AcME THREAD * WITH BACK CHECK VALVE

Inverted Length
PART No. Flare Qcc1 (IN.) Hose
14C18MI4QCCP2  1/4 1-5/16 18 Rubber

[4TC18MI4QCCP2 1/4 1-5/116 18 Thermoplastic

'I 8”

Specifically designed for use in recreational vehicles, these assemblies
are replacements for propane
regulator to cylinder connections.

46 c<m

Standard for A
R.V. U
Trailers C4A) rLO
HIGH CAPACITY RETAIL PACKAGING CONTAINS
GREEN QCC1 TWO ASSEMBLIES

TO BE INSTALLED BY LICENSED GAS FITTERS ONLY.
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A PROPANE GAS

GA>~FLO  RECREATIONAL VEHICLE ASSEMBLY KITS

The kits below come in a hanger display box complete with instructions.
Rubber Temperature Range: -60°F To 212°F (-51°C To 100°C)
Thermoplastic Temperature Range: -40°F To 140°F (-40°C To 60°C)

Specifically designed for use in recreational vehicles, this
kit allows for the hook-up of an auxiliary propane cylinder
to your trailer’s internal propane gas system. Comes

HIGH CAPACITY complete in reusable carrying case.
GREEN QCC1
a %E
Mi Qcc1 Inverted Length Hose
INVERTED 1-5/16 FEMALE PART No. Flare  QCC1  (FT) Type
FLARE ACME THREAD GR-RVKIT-TPOL-R 1/4 1-5/16 5 Rubber

Includes 2090 Tee
Assembly

Specifically designed for use in recreational vehicles, this
kit allows for the hook-up of an auxiliary 20, 30, or 40 LB
propane cylinder to your trailer’s internal propane gas
system. Comes complete in reusable carrying case, with
two assemblies.

W @

PART No
GR-RVKIT-TPOL2-R

Length Hose
End 1 End 2 (FT) Type
Assembly 1 1/4 M. INV FLR 1-5/16 QCC1 5  Rubber
Assembly 2 M.1-20 CYLINDER F.1-20 CYLINDER 12  Rubber

Includes 2090 Tee
Assembly
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PROPANE GAS A
RECREATIONAL VEHICLE ASSEMBLY KITS  GAS~FLO

The kits below come in a hanger display box complete with instructions.
Rubber Temperature Range: -60°F To 212°F (-51°C To 100°C)
Thermoplastic Temperature Range: -40°F To 140°F (-40°C To 60°C)

This kit allows the hook-up of a tabletop BBQ into your
existing propane gas system. Comes complete in reusable
carrying case.

D)9

FC MC
1-20 FEMALE 1-20 MALE
CYLINDER CYLINDER Female Male Length Hose
PART No. Cylinder Cylinder (FT.) Type
GR-RVKIT-TQC-R 1-20 1-20 12 Rubber
» .y
Includes 2499 Tee w
Assembly _

Specifically Designed for use in recreational vehicles
this kit allows for the hook-up of a BBQ into your existing
vehicle propane gas Q.D. Coupler. Comes complete in
reusable carrying case.

b e

QDN QD
NIPPLE COUPLER
Valved R.V.Q.D. Length Hose
PART No. Coupler Nipple (FT) Type
GR-RVKIT-QD-R 1/4 1/4 12 Rubber

Includes adapter for “

your appliance. -
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A PROPANE GAS
GA> FLO  RECREATIONAL VEHICLE ASSEMBLIES

R.V. Regulator & Pigtail Kit

PART No.
GR-9984-KIT-1

Contains:

2 12" Type | Pigtail Assemblies (14C12MI4QCC) Other Lengths Available.
1 R.V. Regulator with Mounting Bracket (GR-9984-U)

1 R.V. Regulator Protective Cover (GR-5984)

1 3/8 QOutlet Connection Flare Adapter (48-6C)

R.V. GAS GRILL / APPLIANCE ASSEMBLIES
Flexible Hose Connectors for LP-Gas
Specifically designed for use with Recreational Vehicles, these
hoses allow for the hook-up of gas grills & appliances to the
auxiliary Quick Coupler of your RV's propane system.
Female R.V.Q.D. Hose Hose
PART No. Flare Nipple Length Type
[4C60FS6QDN 3/8 1/4 60 Rubber
14C120FS6QDN 3/8 1/4 120" Rubber
14C144FS6QDN 3/8 1/4 144" Rubber
14" QDN [4C180FS6QDN 3/8 1/4 180" Rubber
318FS Q [4C240FS6QDN 3/8 1/4 240" Rubber
S.AE. FEMALE SP QUICK
SWIVEL c Us DISCONNECT
NIPPLE 14TC120FS6QDN 3/8 1/4 120" Thermoplastic
|4TC240FS6QDN 3/8 1/4 240 Thermoplastic
R.V.QD. RV.QD. Hose Hose
PART No. Coupler Nipple Length Type
) [4C60QDCQDN 1/4 1/4 60 Rubber
" » 14C72QDCQDN 1/4 1/4 72 Rubber
é{,,c,f V. Qde @ (s P: 14 éﬁ',’c',i 14C120QDCQDN 1/4 1/4 120" Rubber
DISCONNECT - DISCONNECT 14C144QDCQDN 1/4 1/4 144 Rubber
COUPLER NIPPLE 14C180QDCQDN 1/4 1/4 180" Rubber
e
., IS Mae  RV.QD.  Hose Hose
PART No. Cylinder Nipple Length Type
mC 1/4” QDN [4C72MCQDN 1720 114 72 Rubber
17.20 SWIVEL MALE @ (S p Quick 14C120MCQDN 1"-20 114 120" Rubber
CYLINDER THREAD o= s D'S°°3|§§EE 14C144MCQDN 1720 114 144" Rubber
NOTE: If being connected to an appliance with an existing LP-Gas Regulator, MCQDN Hoses must be connected to a Quick Connect installed
in a Tee before the RV system’s own LP-Gas Regulator.
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U.L. LISTED PROPANE GRILL / A
BARBECUE REGULATOR ASSEMBLIES GAS FLO

The assemblies below are available individually packaged and are suitable for display racks .
Please suffix PART No. with “P”. (example: ISLTC24GRQCP) Only Available to a Maximum 60” Length.
Female Hose
LA PART No. Flare Length Hose
g~ I5LTC24GRQC 3/8 24 Thermoplastic
I5LTC30GRQC 3/8 30 Thermoplastic
45° SAE. I5LTC36GRQC 3/8 36" Thermoplastic
FEMALE @@ Qce I5LTC48GRQC 3/8 48’ Thermoplastic
FLARE I5LTC60GRQC 3/8 60” Thermoplastic
SWIVEL c us
Female Hose
PART No. Flare Length Hose
ISLTC24GRPOLHW 3/8 24 Thermoplastic
ISLTC30GRPOLHW 3/8 30" Thermoplastic
ISLTC36GRPOLHW 3/8 36" Thermoplastic
45° S.AE. POLHW ISLTC48GRPOLHW 3/8 48" Thermoplastic
FEMALE c @ us ANS'SL’:‘% cv?-II;EEL I5LTC60GRPOLHW 3/8 60 Thermoplastic
FLARE NO EXCESS FLOW
SWIVEL
Female Hose
PART No. Flare Length Hose
I5LTC24GRPOLB0OHW 3/8 24 Thermoplastic
I5LTC30GRPOL6OHW 3/8 30" Thermoplastic
I5LTC36GRPOL6OHW 3/8 36" Thermoplastic
45° S.AE. POL60HW ISLTC48GRPOL60OHW 3/8 48" Thermoplastic
FEMALE C @ us WI'I%F;IGNOGOTQ?FLICE I5LTC60GRPOL60HW 3/8 60" Thermoplastic
;b\ﬁ\I}EL Hﬂﬁb\mﬁ 100,000 BTU/HR. Capacity Based on 25 PSIG inlet pressure and 9" W.C. outlet pressure at

Factory set point.
Factory set point = 100 PSIG and 11" W.C. outlet at 30 SCFH propane.

GAS GRILL SIDE BURNER ASSEMBLIES

Flexible Hose Connectors for LP-Gas

PART No. Flare Length Hose

J} @ Female Each Hose

3 [4LTC18FS6T18FS6GRQC 3/8 18 Thermoplastic
[4LTC24FS6T24FS6GRQC 3/8 24 Thermoplastic

. [4LTC30FS6T30FS6GRQC 3/8 30 Thermoplastic
[4LTC36FS6T36FS6GRQC 3/8 36 Thermoplastic

* PACKAGED ASSEMBLY AVAILABLE.

FLOW CHARACTERISTIC CHART FOR
MODEL GR-TODE

3/8 FS 318 FS
S.A.E. FEMALE S.A.E. FEMALE
SWIVEL SWIVEL

= =
& o

B

Tl
/[ . .

Regulator Specifications

CUITLET PIRESEUIE (RCHESWATER

* Zinc Die Cast = b —
* Molded Rubber Diaphragms i '
« Underwriters Laboratories Listed o P
GR_766 " 51000 03000 51008 Foiddi] BT

90° Body c/w QCC1
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NATURAL GAS GRILL /
BARBECUE HOSE ASSEMBLIES

TYPE | HOSE WITH GA3~FLO QUICK DISCONNECT

Retail packaging
available suffix
PART No. with

RUBBER - Hose Approved to C.G.A.

@

Standard 8.1

Capacity Natural Gas. Q.D. Rated to 1/2 PSIG

Assemblies come
complete with dust plug
and cap. Remove “PC” If

“PS”. not required.
Hose I.D. Coupler Nipple Length BTU
PART No. (IN.) Description (IN.) (IN) (IN.) [Hr.
16C120FS6QDPC 3/8 3/8 F. S.A.E. X 3/8” Quick Disconnect 3/8 3/8 120 71,208
16C180FS6QDPC 3/8 3/8 F. S.A.E. X 3/8” Quick Disconnect 3/8 3/8 180” 51,858
16C120FS6QDN 3/8 3/8 F. S.A.E. X 3/8” Quick Disconnect Nipple N/A 3/8 120 71,208
18C120FS6QDPC 12 3/8 F. S.A.E. X 1/2” Quick Disconnect 12 12 120 107,741
18C144FS6QDPC 12 3/8 F. S.A.E. X 1/2” Quick Disconnect 12 12 144 106,425
I18C180FS6QDPC 12 3/8 F. S.A.E. X 1/2” Quick Disconnect 12 12 180" 99,923
I18C120FS8MP8QD 12 1/2 F. S.A.E. X 1/2” Quick Disconnect 12 12 120 118,680
I18C240FS8MP8QD 12 1/2 F. S.A.E. X 1/2” Quick Disconnect 12 12 240" 114,810
I8C300FS8MP8QD 12 1/2 F. S.A.E. X 1/2” Quick Disconnect 12 12 300 113,520

GAY~FLO

Hose I.D. Coupler Nipple Length BTU
PART No. (IN.) Description (IN.) (IN) (IN.) [Hr.
18C120MP8QDPC 12 1/2 M. PIPE X 1/2” Quick Disconnect 12 112 120 106,425
112C240MP12QDPC 3/4 3/4 M.PIPE X 3/4” Quick Disconnect 3/4 3/4 2407 140,610
3/8” GREY HOSE WITH CA3~rLO 3/8” QUICK DISCONNECT
__,-"‘.-.-.“.
-“__..---::_

o
-

Retail packaging
available suffix

CSA Certified to Standard ANSI Z21.54 C.G.A. 8.4
(Thermoplastic) Used To Conduct Natural Gas /
Propane In A Gaseous State Up To 1/2 P.S.I. 80,000

Assemblies come &
complete with dust plug

@

PART No. with BTU/Hr. Capacity Natural Gas and cap. Remove “PC” If
«pg”. not required.
Hose I.D. Coupler Nipple | Length BTU Retail
PART No. (IN.) Description (IN.) (IN) (IN.) [Hr. Package |
IBNGTC120FS6QDPC| 3/8 | 3/8 F. S.A.E. Swivel X 3/8” Quick Disconnect 318 3/8 1207 80,000 .
IBNGTC144FS6QDPC| 3/8 | 3/8 F. S.A.E. Swivel X 3/8” Quick Disconnect 318 3/8 144 80,000 .
IBNGTC180FS6QDPC| 3/8 | 3/8 F. S.A.E. Swivel X 3/8” Quick Disconnect 3/8 3/8 180" 80,000
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GAS HOSE ASSEMBLIES

LOW TEMPERATURE PROPANE DELIVERY HOSE

Approved To Conduct Natural Gas In A Gaseous State
And Propane In Either A Liquid Or Gaseous State Up To 350 P.S.I.

Easy to handle Gas-Flo® Type | delivery hose offers a high-grade Neoprene cover s p ®
that provides excellent ozone and abrasion resistance. The superior quality hose
glides smoothly over any surface and conducts gas in G us

temperatures as low as

-60°F to +212°F, (-51°C to +100°C).

FOR L.P. DELIVERY TRUCKS.

D.O.T. CERTIFICATE SUPPLIED BY FAIRVIEW

GA~FLO

ht
Hose Length
PART No. MP MP 1.D. Feet Hose
116C1200MP16MP16 1 1 1 100 Rubber
MP MALE PIPE  MP MALE PIPE 116C1500MP16MP16 1 1 1 125 Rubber
THREAD THREAD 116C1800MP16MP16 1 1 1 150 Rubber

CRYOFLEX LIQUID GAS SUCTION & DELIVERY HOSE

Code 0974 Butane / Propane

This hose is made up of layers of terylene Polyester fabric and Melinex Polyester
film, a combination which gives it remarkable insulation. Crush resistance and
reinforcement are achieved with a carbon steel inner spiral and mild steel outer
spiral. The outer cover of terylene assists in providing protection against abrasion.
Ideal for tank truck and rail car loading and unloading of Butane and Propane, sizes

1”,1-1/4”, 1-1/2”, and 2" are standard tested and tagged in accordance with the
CSA. s p ®
Temperatures from -60°F to +122°F, (-51°C to +50°C)
Maximum working pressure: 150 PSI C us
IR
aﬂwmﬂ“ 5 Hose Length
PART No. MP MP 1.D. Feet Hose
b ICR20C144MP20MP20 1-1/4 1-1/4 1-1/4 12 Terylene
@ ICR20C720MP20MP20 1-1/4 1-1/4 1-1/4 60 Terylene
MP MALE PIPE  MP MALE PIPE ICR32C144MP32MP32 2 2 2 12 Terylene
THREAD THREAD ICR32C360MP32MP32 2 2 2 30 Terylene
ARGON GAS HOSE ASSEMBLY

Argon Gas supply welding hose.
CONSTRUCTION: EPDM cover and tube with high tensile spiral synthetic yarn reinforcement.
TEMPERATURE: -20°F to +200°F, -29°C to + 193°C

COLOR: Black
Male Length Actual .D.
PART No. Welding (FT.) (IN.)
ARG4BLK-6 5/8-18 RH 6 1/4
ARG4BLK-10 5/8-18 RH 10 1/4
ARG4BLK-25 5/8-18 RH 25 1/4
ARG4BLK-50 5/8-18 RH 50 1/4
ARG4BLK-100 5/8 -18 RH 100 1/4
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\A, CSA APPROVED TYPE Il PROPANE
CA) FLO & NATURAL GAS HOSE ASSEMBLIES

Type Il, Cotton Covered Stainless Steel Braided Hose. Used To Conduct Natural Gas In A Gaseous State
And Propane In Either A Liquid Or Gaseous State Up To 350 P.S.I.
Temperature Range: -40°F To +200°F (-40°C To 93°C)
) PART No. MP MP Hose I.D.
i ..,-_-_....L g [veC_wmPauPs 112 12 13/32
il L TSR M2e__MP12MP12 3/4 3/4 5/8
1116C__MP16MP16 1 1 7/8
MP MALE PIPE sp® MP MALE PIPE | 1120C_ MP20MP20 1-1/4 1-1/4 1-1/8
THREAD THREAD 1132C__ MP32MP32 2 2 1-13/16
C us NOTE: __ ENTER OVERALL LENGTH IN INCHES
=R “ua i  [PART No. FS MP Hose I.D.
-=‘-"-I'|"'—"_"'=E g I8C__FSBMP8 112 112 13/32
1112C_ FS12MP12 34 3/4 5/8
FS 45° S.AE. sp® MP MALE PIPE NOTE: __ ENTER OVERALL LENGTH IN INCHES
FEMALE FLARE e THREAD
PART No. FS FS Hose I.D.
' ' ]1IM2C_ FS12FS12 34 3/4 5/8
NOTE: _ ENTER OVERALL LENGTH IN INCHES
FS 45° S.A.E. sp® FS 45° S.AE. -
FEMALE FLARE e FEMALE FLARE
PART No. FJ MP Hose I.D.
vl -
" r_.!“ "ﬂ fifm [ 118C__FJ8mP8 112 112 13/32
& H = [ im2c__Fu1ampi2 34 3/4 5/8
I116C__FJ16MP16 1 1 7/8
FJ 37° J.I.C. sp® MP MALE PIPE | 1120C__FJ20MP20 1-1/4 1-1/4 1-1/8
FEMALE FLARE THREAD 1132C_ FJ32MP32 2 2 1-13/16
Us NOTE: __ ENTER OVERALL LENGTH IN INCHES
PART No. FJ FJ Hose I.D.
e f __'__ =. * ., | u8c__FJsFJ8 112 112 13/32
L 1% IM2C__Fu12Fd12 3/4 3/4 5/8
I116C__FJ16FJ16 1 1 7/8
FJ 37° J.I.C. sp® FJ 37° J.I.C. |1120C_FJ20FJ20 1-1/4 1-1/4 1-1/8
FEMALE FLARE FEMALE FLARE LI32C_FJ32FJ32 2 2 1-13/16
NOTE: _ ENTER OVERALL LENGTH IN INCHES
®
Core

Rubber Covered Stainless Steel Braided Hose With Thermoplastic Liner. Used For Low Permeation
Applications. C.S.A. Certified to C.G.A. Standard 8.1. To Conduct Natural Gas In A Gaseous State And
Propane In Either A Liquid Or Gaseous State Up To 350 P.S.l. Temperature Range: -40°F To +250°F (-40°C To 121°C)

&3 . | PART No. FS FS Hose I.D.

II6C_FSBFS6 308 3/8 5116
FS 45° S.AE. FS 45° S.AE. |lisc_Fssrss 112 112 13/32
FEMALE FLARE FEMALE FLARE NOTE:  ENTER OVERALL LENGTH IN INCHES
FACTORY CRIMP ENDS ONLY

Ultra Low SR  LPGICNG (Type I) UL21 hose. Our CSA/ CGA 8.1 Certiied hose easily passes CARB %
Emission : s permeation requirements of 1.6g/m2-day, this hose can be used virtually anywhere.

CARB

TO BE INSTALLED BY LICENSED GAS FITTERS ONLY.
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A

GAS ACCESSORIES GAS-ELO

NATURAL GAS PURGE KIT
NPT 3/4 x NPT 1/2 Type | Rubber Thumb operated lever
To be_conner:te.d 1/2 Coupling (24” long) ""’."'—-—-‘ ’ P '
to appliance piping SS———=" NPT 1/4 purging valve
at dirt pocket or Tl (automatic shut-off release)
as close to the

appliance as is
practical.

\ PART No. Description
GL‘)"FLO@) NG-PURGE-KIT Natural Gas Purge Kit

PROPANE TANK PURGE KIT

Fairview’s propane tank purge kit has been designed to provide
fast, efficient tank purging. Each kit comes complete with a pre-set
15 P.S.1. regulator, three foot flexible Type | rubber hose assembly,
forged brass adapters, and a C.G.A. approved 3.16 vapor ball valve.

PART No. Description
LP-PURGE-1 Standard Propane Tank Purge Kit
A LP-PURGE-1PG Propane Tank Purge Kit with 0-30 PSI Dry Pressure Gau